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1. EXECUTIVE SUMMARY

1.1 INTRODUCTION

In late 1987 Cincinnati was selected to be the location of one of three urban Soil Lead-
Abatement Demonstration Projects to implement Section 111(b)(6) of the Superfund
Amendment and Reauthorization Act (SARA) of 1986. This project was conducted by
investigators in the Department of Environmental Health at the University of Cincinnati in
collaboration with the City of Cincinnati Department of Health. The Cincinnati project made
use of extensive experience in the Department of Environmental Health in pediatric lead
exposure studies. The Cincinnati project was conducted in neighborhoods where most of the
housing had lead-based paint removed about two decades earlier as a result of a complete
rehabilitation carried out under U.S. Housing and Urban Development-supported programs.
The rehabilitation involved a "gutting” of the buildings and the complete replacement of
plumbing, wiring and heating systems and the instailation of new walls, flooring, windows
and doors. Exterior brick areas were either sandblasted or chemically cleaned and sometimes
were re-painted. Most of the rehabilitated buildings were 3 to 4 story multi-family structures
and all were rental units. Soil in these neighborhoods was located primarily in small parks,
recreational areas and vacant lots and not specifically part of the same property containing
the rehabilitated housing. Therefore, in order to include all of the soil areas in the abatement
project the decision was made early in the project design to abate entire neighborhoods.
Thus, all soil areas in the neighborhoods were included, whether or not there were housing
units on the property. This neighborhood-wide design, rather than the scattered house
approach used elsewhere, was extended to include exterior surface dust on paved areas.
Therefore, a neighborhood-wide paved surface cleaning was also performed.

The two central hypotheses of this project were that:

(1) A reduction of lead in residential soil accessible to children would result in a
decrease in their blood-lead levels, and
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(2)  Interior dust abatement, when carried out in conjunction with exterior dust and
soil abatement, would result in a greater reduction in blood lead than would be
obtained with interior dust abatement alone, or exterior dust and soil abatement ~
alone.

A secondary hypotheses was that:

(3) A reduction of lead in residential soil accessible to children will result in a
decrease in their hand lead levels.

1.2 METHODS

Three areas, designated A, B and C, were selected for the study. A door-to-door
census was performed to determine the availability of an adequate number of children less
than six years of age. A preliminary soil lead survey was also undertaken to provide
baseline soil lead values and to document the presence of lead-contaminated soil. The choice
of which neighborhoods to include was made on the basis of the census and preliminary soil
lead survey. During the 1989 abatement period Area A received interior and exterior dust
abatement and soil abatement, while Area B received interior dust abatement only. Exterior
dust and soil abatement were performed in Area B during the summer of 1990 and all three -
abatements were performed in Area C after the last sampling phase in 1991.

The soil abatement plan involved removal of the top six inches of soil when either the
average or the top 2 cm lead concentrations was =500 ppm, replacement with low lead soil
(<20 ppm) and resodding. In areas where the grass cover was poor and the surface
concentration was =300 ppm, removal, replacement and resodding also was performed.
Available vacuum-based street cleaning equipment was tested to determine which equipment
was capable of removing greater than 90% of the dust from rough paved surfaces. Extensive
testing of high efficiency particle accumulator (HEPA) vacuum cleaning of lead-dust
containing carpets was conducted. Based on the results of these tests, and tests of new
carpets embedded with dust in the laboratory, it was concluded that carpets could not be
satisfactorily cleaned. Substantial amounts of lead remained in the carpets after repetitive
cleaning and, in a number of cases, the lead dust loading on the surface was increased during
the vacuum cleaning. Therefore, carpet replacement was selected as the method of choice
for dealing with existing carpets. Based on the carpet cleaning experience and a limited
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amount of testing of cleaning methods for upholstered furniture, it was concluded that
contaminated upholstered furniture should also be replaced to the extent possible.

Environmental monitoring was performed during ten sampling phases before and after
the various abatement procedures were conducted. The types of environmental samples
collected and the number of times such samples were collected during a three-year period are
as follows: soil (seven times), exterior dust (seven times), interior dust (seven times), and
paint and water (once). Blood samples were collected from participants five times and hand
wipes seven times. Interior surface dust samples were collected with a vacuum procedure
that we had previously developed using a portable pump designed for collecting personal air
samples. These samples were collected at the interior apartment entry, on a door mat that
was supplied to the participants and on a composite of interior floor areas and on a composite
of window sill areas. The exterior surface dust samples were collected with a battery-
operated "auto-vac” at the exterior entry to the housing of study participants and on paved
areas (streets, alleys, sidewalks, parking lots, etc.) throughout the study neighborhoods.
Buffer areas, extending for about one block in all directions outside the recruitment areas,
were also included in the exterior dust abatement. This was done in an effort to delay the
recontamination of paved areas from adjacent unabated paved areas.

1.3 RESULTS

A total of 307 children were involved in the study including 291 recruited during the
two recruitment efforts and 16 children who were born to study families during the study.
The focus of the study was on 173 children less than six years of age who lived in
rehabilitated housing and who were in the initial recruitment (Spring, 1989).

The number of blood and hand wipe samples collected was 1,367 and 8,127,
respectively, 2,407 exterior dust, 3,332 interior dust, 8,127 soil and 324 water samples were
collected and analyzed. In addition, 580 X-ray fluorescence (XRF) in situ paint lead
determinations were also performed.
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1.3.1 Soil Lead

The geometric mean soil lead in top 2 cm cores in Area A decreased from 200 ppm
preabatement to 54 ppm postabatement. The 95 percentile value decreased by over
2,200 ppm (from 2,659 to 422 ppm). In Area B the geometric mean decreased from 161 to
60 ppm and the 95% value decreased from 1,509 to 249 ppm, a drop of 1,260 ppm. In all
areas soil lead concentrations in lots adjacent to buildings were much higher than in other
lots. For example, in preabatement samples in Area A, the geometric mean and
95 percentile concentration were 201 and 2,856 ppm, respectively, near buildings while they
were 93 and 579 ppm, respectively, in other lots.

1.3.2 Exterior Dust Lead

In Area A the exterior dust lead loading (mg Pb/m?) was 260 ppm before abatement
and 257 ppm after abatement in the buffer areas. In the nonbuffer areas (center portion of
study area) the loading was reduced slightly from 419 to 347. In Area B the first
postabatement dust sample was collected within about 24 h of the abatement, a somewhat
shorter time period than for Area A the previous year, in an attempt to get a clearer
indication of the abatement impact. For one of the neighborhoods in Area B the lead loading
decreased in the buffer area by 48% and in the non-buffer area by 63%. In the other Area B
neighborhood, the decreases were 59 and 72 %, respectively. Exterior dust lead loadings in
the exterior housing entry area decreased in Area A from about 230 mg/m2 preabatement to
about 100 mg/m2 postabatement but increased to preabatement levels about 4 mo later.

1.3.3 Interior Dust Lead

Interior entry dust lead loadings in Area A decreased from 387 ug Pb/m? preabatement
to 230 pg/m? in the first postabatement sample. Lead loading remained at this level in
samples collected about four months later but increased to preabatement levels about 10 mo
after abatement. In Area B interior entry lead dust loadings decreased to about 2/3 of
preabatement levels in the first postabatement samples and increased slightly four months
later. In the saxhple collected about 10 mo postabatement, however, they increased to
several times preabatement levels. Dust lead loadings in composite floor samples from

Area A decreased from 188 p.g/m2 preabatement to 76 ,,zg/m2 postabatement, a decrease of
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about 60%. They remained at that same level in samples collected about four months
postabatement and were 35% below preabatement levels in samples collected 10 mo
postabatement. In Area B, geometric mean dust lead loadings in composite floor samples
were 138 ug/ m’ preabatement and were 81 % lower in the first postabatement sample and
62% lower in samples collected four months postabatement. However, by ten months

postabatement the mean value had increased to well above the preabatement level.

1.3.4 Blood Lead

Following interior and exterior dust and soil lead abatement, blood lead concentrations
decreased in Area A from 8.9 to 7.0 (21 %) but increased to 8.7 10 mo postabatement. In
Area B (interior dust abatement only) blood lead concentrations decreased from 10.6 to 9.2
(13%) 4 mo postabatement and were 18% below preabatement levels 10 mo postabatement.
However, blood lead levels in Area C (no abatement) also decreased by 29% and 6% during
these same time periods. Other comparisons also revealed no effects of the soil or dust

abatement.

1.3.5 Hand Lead

A comparison of the geometric mean hand lead in the first postabatement sample with
the preabatement sample revealed a decrease of 0.92 ug Pb in Area A, an increase of
0.14 ug Pb in Area B and an increase of 0.41 ug Pb in the control group C. Four months
postabatement the geometric mean hand lead was 1.49 ug below preabatement in Area A,
0.74 below in Area B and 0.68 below in control Area C. In the samples collected 10 mo
postabatement, geometric mean hand lead levels were much higher than preabatement levels
in all areas. Other comparisons before and after the exterior dust and soil abatement in
Area B in 1990 also did not reveal any potential effects of the abatement.

1.3.6 Intercorrelation Among Environmental Lead Measures and
Blood Lead

Correlations between blood lead and hand lead, or interior dust lead (ppm and ug/m?)
or exterior dust (ppm) were observed as they were in an earlier study of children in the same

neighborhoods but with a wider range of housing types. Similarly, correlations were
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observed between hand lead and interior and exterior dust lead and between interior and
exterior dust lead. Correlations involving paint lead were not significant probably because of

the very low levels and narrow range of paint lead in the abatement project.

1.3.7 Environmental Dust Lead Levels

Geometric mean concentrations of lead in exterior dust ranged from 416 ppm (Area C)
to 2,119 ppm (Area A) in samples collected at the entry areas of the housing of study
participants. Mean exterior dust lead loadings ranged from 88 mg/m2 to 225 mg/mz.. In
street, sidewalk and alley samples, mean levels ranged from 829 to 2,216 ppm and 231 to
534 mg/mz. Mean dust lead in interior entry samples ranged from 261 to 559 ppm and
150 to 387 ug/m>.

1.3.8 Abatement Costs

Average soil abatement costs (including removal, disposal, replacement and resodding)
were $35/m” in 1989, $27/m” in 1990 and $32/m” in 1991. Interior dust abatement costs,
including carpet replacement and the limited replacement of upholstered fumiture, were
$16/m? in 1989, $18/m* in 1990 and $13/m’ in 1991. The interior dust abatement costs may
also be expressed on a per housing unit basis, $1,212 in 1989, $1,477 in 1990 and $1,124 in
1991. Exterior dust abatement costs were $0.97/m” in 1989 and $0.89 in 1990. On a per
study participant basis, average abatement costs, as a percent of the total for all three
abatements, were 56% for soil, 26% for interior dust and 23 % for exterior dust.

1.4 CONCLUSIONS

Soil lead abatement was achieved and there was no evidence for soil recontamination
over the period of measurement (up to about two years).

While some evidence of exterior dust abatement was found, its impact was often not
evident at the next sampling phase (one to 3 mo later). Recontamination of paved areas often
occurred immediately after exterior dust abatement.
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2. BACKGROUND

In late 1987 Cincinnati was selected to be the location of one of three urban Soil Lead-
Demonstration Projects to implement Section 111(b)(6) of the Superfund Amendment and
Reauthorization Act (SARA) of 1986. This project was conducted by investigators in the
Department of Environmental Health at the University of Cincinnati in collaboration with the
City of Cincinnati Department of Health. The Cincinnati project was conducted in
neighborhoods where most of the housing had previously been lead-based paint-abated about
two decades earlier as a result of a complete rehabilitation carried out under U.S. Housing
and Urban Development-supported programs. The rehabilitation involved a "gutting" of the
buildings and the complete replacement of plumbing, wiring and heating systems and the
installation of new walls, flooring, windows and doors. Exterior brick areas were either
sandblasted or chemically cleaned and sometimes were re-painted. Most of the rehabilitated
buildings were 3-4 story multi-family and all were rental units. Soil in these neighborhoods
was generally located primarily in small parks, recreational areas and vacant lots and not
specifically part of the same property containing the rehabilitated housing. Therefore, in
order to include all of the soil areas in the abatement project the decision to include entire
neighborhood areas was made early in the project design. Thus all soil areas in the study
areas were included, whether or not there were housing units on the property. This
neighborhood-wide design, rather than the scattered house approach used elsewhere, also
allowed us to perform a neighborhood-wide paved surface cleaning.

2.1 HYPOTHESES
The two central hypotheses of this project were that:

(1) A reduction of lead in residential soil accessible to children would result in a
decrease in their blood-lead levels, and

(2) Interior dust abatement, when carried out in conjunction with exterior dust and soil
abatement, would result in a greater reduction in blood lead than would be obtained
with interior dust abatement alone, or exterior dust and soil abatement alone.
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Secondary hypotheses were that:

(3) A reduction of lead in residential soil accessible to children will result in a decrease

in their hand lead levels, and

(4) Interior dust abatement, when carried out in conjunction with exterior dust and soil

abatement, would result in a greater reduction in hand lead than would be obtained
with interior dust abatement alone, or exterior dust and soil abatement alone.

The specific questions to be answered in the Cincinnati Soil-Lead Abatement

Demonstration Project were as follows:

Does interior dust abatement in rehabilitated (including lead-based paint abated)
housing in conjunction with soil-lead and exterior dust abatement, or interior dust
abatement alone, result in the reduction of blood lead (PbB) in children relative to
children living in rehabilitated housing in the control area where no abatement
occurs?

Does soil or dust abatement result in a covariate adjusted reduction in PbB relative
to each child’s pre-abatement PbB?

Does exterior abatement (exterior dust and soil) result in a significant reduction in
PbB relative to that in children in housing where no abatement occurs?

Is the reduction in PbB and environmental lead transient or long term?

Secondary objectives were to:

determine the effectiveness of the abatement procedures in reducing the quantity of
lead-contaminated dust in residences;

determine the rate of reaccumulation of household dust-lead;
determine the factors associated with household dust-lead reaccumulation; and to

estimate the rate of exterior and interior recontamination.

2.2 PREVIOUS RELATED WORK

An ongoing study of childhood lead poisoning (Bornschein et al., 1985 and Clark et al.,

1991) led to the development of a causal model (Figure 2-1) that demonstrated the existence

of a lead exposure pathway leading from lead in external soil/dust adjacent to housing units
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All coefficients are significant at p < 0.05; NS=Not Significant
Figure 2-1. Reduced structural model for pathway from environmental lead to blood lead for 18 mo old.

Source: Bronschein et al. (1986).



(PbSS) and paint lead (XRF) to interior house dust (PbD), then to hand lead (PbH) and
ultimately to blood lead (PbB). This pathway suggested that an intervention strategy
involving control of exterior dust/soil, paint, and interior dust could potentially lead to
statistically significant reductions in blood lead. Contaminated soil serves as one of the lead
reservoirs that contributes to external dust on the street and other areas in or near housing
units. The reduction in soil lead in areas where the house paint lead has already been
thoroughly abated would, therefore, lead to a reduction in exterior dust lead and
consequently interior dust lead, hand lead and ultimately blood lead. However, because of
the existing accumulations of exterior and interior dust lead in the housing environment, the
impact on blood lead reduction of soil lead abatement alone would be delayed and reduced if
dust lead abatement did not also occur. The Cincinnati Soil-Lead Abatement Demonstration
Project was therefore designed to evaluate three abatement components suggested by the
causal model to be significantly linked to elevated blood lead levels:

Soil Lead abatement
Exterior dust abatement
Interior dust abatement
The impact of existing paint lead was not expected to interfere with the evaluation of
the effectiveness of soil and dust lead abatement if the focus was on lead-paint free
rehabilitated housing units. Cincinnati fortunately has a large stock of about
6,000 residential housing units, available to low and moderate income families, that have
been completely rehabilitated and deleaded under various U.S. housing programs, mainly
during the late 1960’s and early 1970’s.
Blood lead profiles of children up to 42 mo of age living in rehabilitated housing units
(low paint lead), public housing (also containing only very low levels of paint lead), newer
post World War II housing (low paint lead), and 19th century private housing units (mulitiple
sources of lead), that are in deteriorated/dilapidated or satisfactory condition (by exterior
evaluation) are shown in Figure 2-2. The children with the lowest PbB reside in the post
World War and public housing, while those in the deteriorated housing, not unexpectedly,
have the highest PbB values. What was surprising from the data in Figure 2-2, however,
was that children residing in the rehabilitated housing had PbB values much higher than those
in public housing, higher by about 10 ug/dL at 18 mo of age, even though paint lead levels
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Figure 2-2. Effect of housing type and condition on early childhood blood lead
concentrations.

Source: Clark et al. (1988).

were equally low in both housing categories (Table 2-1). Blood lead levels of children living
in the rehabilitated housing were similar to those living in satisfactory housing that bad not
been rehabilitated. The higher than expected PbB of children in rehabilitated housing
appeared to be due to the fact that most of the rehabilitated housing was intermixed in
neighborhoods with non-rehabilitated housing, frequently in a poor state of repair, which
resulted in much higher interior and exterior dust lead levels in rehabilitated housing than in
public housing (Table 2-1). Being in close proximity to housing with lead paint, the
rehabilitated housing became contaminated by lead-contaminated dusts which migrated to the
areas immediately outside and within the rehabilitated units. This project offered the
opportunity to test the hypothesis that the blood lead levels of children living in rehabilitated
and satisfactory housing could be reduced by reducing lead levels in soil and dust in the
areas in which housing is located.
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TABLE 2-1. ENVIRONMENTAL LEAD MEASURES BY HOUSING TYPE

19th Century
Post-2nd WW Satisfactory

Private Subsidized Condition 19th Century
Environmental Satisfactory Rehabilitated Private det./ditap "
Lead Measure® Condition Public Housing Housing (non-rehab.) (non-rchab.)
Paint (ppm) d
Mean 2,750 2,820 30,500 25,200
(+1 SD) - (477-15,900) (85-93,900) (3,600-254,000) (4,500-142,000)
n - 16 1 37 108
XRF (mg cm?)
Mean 1.2 1.7 1.2 7.3 10.5
(11 SD) 0.4-3.4) (0.9-3.4) (0.5-3.0) (2.5:21.1) (5.0-22.0)
n 51 112 111 92 163
Paint hazard®
Mean 0.4 1.0 0.6 4.7 9.7
(1 SD) 0.1-1.49) (0.4-2.4) 0.2-1.7) (1.2-19.1) (3.2-29.0)
n 51 112 111 92 163
Interior surface dust
(ppm)
Mean 332 490 622 1,680 2,360
(t+1 SD) (151-733) (242-996) (289-1,340) (586-4,800) (957-5,840)
n 44 95 10t 84 146
lntcriorzsurface dust
(mg m”)
Mean 0.13 0.25 0.25 0.77 2.1
(11 SD) (0.04-0.43) (0.09-0.72) (0.070.93) 0.13-4.72) (0.46-9.50)
n 44 95 9 81 141
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TABLE 2-1 (cont’d). ENVIRONMENTAL LEAD MEASURES BY HOUSING TYPE

19th Century
Post-2nd WW Satisfactory

Private Subsidized Condition 19th Century
Environmental Satisfactory Rehabilitated Private det./dilap. b
Lead Measure” Condition Public Housing Housing (non-rehab.) (non-rehab.)
Interior dustfall (ppm)
Mean 176 179 221 464 563
(+1 SD) (55-567) (53-612) (67-727) (136-1,590) (174-1,820)
n 45 97 101 75 127
Interior dustfall
(pglm'zl
30 days)
Mean 0.035 0.054 0.075 0.139 0.199
(+1SD) (0.011-0.116) (0.16-0.181) (0.024-0.234) (0.029-0.653) (0.047-0.841)
n 45 97 99 75 127
Exterior surface
scraping (ppm)
Mean 327 233 1,800 5,000 4,550
(£1SD) (118-905) (87-622) (611-5,280) (1,430-17,500) (1,180-17,600)
n 21 67 81 45 96
Soil core (ppm)
Mean 98 138 221 692 905
(+1 SD) (17-264) (67-284) (59-826) (259-1,840) (384-2,130)
n 23 38 13 29 29




3. STUDY DESIGN AND METHODS

3.1 OVERALL DESIGN

The Cincinnati Project involved the selection of three areas (A, B, and C) with a
predominance of lead-based paint abated (rehabilitated) housing and with an adequate number
of children up to five years of age.

The schedule of environmental and biological monitoring and for abatement for each of
three study areas is outlined in Figures 3-1 and 3-2. Area A received all three abatement
treatments (lead, exterior dust and interior dust) in 1989. Area B received interior dust
abatement in 1989 and exterior abatement (soil and dust) in 1990 and the control Area C
received all three abatements in 1991. Environmental and biological monitoring was
conducted at a total of 9 times before and after each abatement cycle except that no
monitoring was performed after the 1991 abatement in control Area C.

3.2 NEIGHBORHOOD AND SUBJECT SELECTION, RECRUITMENT
AND RETENTION

As mentioned earlier, the design of the Cincinnati project involved the selection of
multi-block areas where the predominant type of housing was that which had previously
undergone extensive "gut” rehabilitation with the removal or encapsulation of most of the
lead-based paint areas. Therefore, a neighborhood area selection process was used which
required a complete census of all property owners and residents and an initial soil sampling
survey. This was needed to determine if there was an adequate number of children less than
six years of age (about 50 per study area) and accessible soil with elevated lead concentration
(greater than or equal to 500 ppm). The procedure for calculating the sample size required
is presented in Appendix A.

3.2.1 Enrollment Criteria

Selection of several study areas with similar characteristics was important in order to

determine the impact of the exterior and interior lead abatement procedures. This was
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Figure 3-1.

ABATEMENT AND MONITORING TIME TABLE

Year 1 - 1988 Soil Pb Surveys, Methods Development, Pilot Testing of Abatement
September - December (Phase 0) Methods, Training, and Negotiation with Property

Owners
Year 2 - 1989
January - May Continuation of Above
Area A Area B Area C
June/July M* M M (Phase 1)
August/ abate abate no abatement
September soil interior dust
exterior dust
interior dust
September/ EMP EM EM (Phase 2)
October
November M M M (Phase 3)
Year 3 - 1990
February P/W M° P/W M P/W M (Phase 4)
June M M M (Phase 5)
August no abatement abate soil® and no abatement
exterior dust
September EM EM EM (Phase 6)
November M M M (Phase 7)
Year 4 - 1991
February P/WM PIWM PWM (Phase 8)
June M M M (Phase 9)
July/August no abatement no abatement abate soil,
exterior dust,
interior dust
July - Sample and data analysis
December
Year 5 - 1992 Complete sample and data analysis anc -port writing

®M = Monitoring: Blood Lead, Hand Lead, Interior and Exterior Dust Lead and S = Lead.
®EM = Environmental Monitoring: Hand Lead, Dust Fall Interior and Exterior Dust Lead.
°P/W M: Pant and Water Monitoring.
other areas sampled during the initial soil surveys but not selected for the study, necessary soil abatement in
public areas occurred during 1990.
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Figure 3-2.
BLOOD AND ENVIRONMENTAL SAMPLE COLLECTION

Sampling Phase
Sample 00 01 02 03 04 0s 06 07 08
Blood X X X X X
Hand Lead X X X X X X X
Soil
Surface
Scraping X X X X X X
Top 2 cm :
Areas x* x* X X X X X
Bottom 2 ¢cm
Areas X X X X X X
Exterior Dust
Neighborhood X X X X X X
House-Targeted X X X X X X
Interior Dust
Eatry X X X X X X
Floor X X X X X x°
Window X X X X X x°
Dustfall X X b b
Mat X X X X X X X
Paint X ) o
Water X x¢

“Initial samples for Dandridge neighborhood of Area B were collected during Phase 02.
®Collected but not analyzed.
“Phase 08 samples collected only from housing not sampled during Phase 04.

accomplished by selection of several areas within the potential study neighborhoods where
socioeconomic and ethnic backgrounds were similar. Other matching variables considered
included housing type, age of child, prior housing history, season, soil availability per block
(group match) and percent non-rehabilitated housing per block (group match).

In order to maximize the poteatial impact of soil-lead abatement on lead (PbB)
reduction, several features of the study area were sought. These included: a high percentage
of completely rehabilitated housing (largely free of lead-based paint) and a high percentage of
young children exposed to accessible, lead-contaminated, soil.



3.2.2 Initial Soil Survey

An initial soil survey was completed in order to determine the concentration of soil-lead
in the proposed study areas. Soil-lead distribution was one of the criteria used in the final
selection of the project study areas. This information was also necessary for the
development of the abatement plans.

At the time of the initial soil survey, November 1988 through April 1989, there were
six neighborhoods being considered for inclusion as part of the Cincinnati Soil Project’s
proposed study areas. One of the original neighborhoods under consideration was dropped
after the census because of an insufficient number of children and another neighborhood was
added in the Spring of 1989. The six neighborhoods were combined to make up the three
study areas, Area A, Area B, and Area C.

The initial soil survey began with the identification of all soil sites in the neighborhoods
under consideration for inclusion in the study areas. This was accomplished by first defining
the neighborhoods on Sanborne maps. (These are large scale, 1" = 100’, city maps which
show streets, building outlines and approximate property lines.) The next step was to visit
each study area to visually locate all soil sites and rehabilitated housing. Soil areas and
rehabilitated housing units were then coded on the Sanborne maps. Two separate teams of
individuals independently surveyed, on foot, each neighborhood for housing and soil sites.
Any discrepancies between the surveys results were field checked by project managers.

At the conclusion of the field surveys, the locations of the soil sites on the Sanbore
maps were compared with plat maps from the Hamilton county Auditor’s Office in order to
determine the book, page and parcel number of each property within the neighborhood. It
was necessary to make this determination of book, page and parcel in order to find the name
and address of the owner of each soil site and each property where other types of abatement
would occur.

The property owners consisted of two groups; private owners and public owners. To
obtain permission to sample soil on the privately owned sites, all owners, including
individuals and corporations, were contacted by letter. Approximately 15% of the owners
responded to the letter. The owners who did not respond were contacted by Soil Project
staff members. A small percentage of the owners who were contacted refused to grant
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permission to sampie soil. In one case the property was involved in litigation. In other
instances, the owners were apprehensive of the consequences.

Verbal permission to sample soil was acceptable, according to the Risk Management
Office of the University of Cincinnati Medical Center, if we followed certain rules. Those
rules were:

- Dates and times of phone contact were recorded.

- Notes were made of phone conversations.

- Only a small number of approved individuals could make owner contact.

A significant amount of property with soil, approximately 20% in the study areas, was
owned by the City of Cincinnati. A right of entry agreement between the City of Cincinnati
and the University of Cincinnati was required prior to sampling soil on city-owned property.
In order to process the right of entry agreements we had to make the initial request of the
city government department responsible for each parcel of property. Those departments
were the Recreation Commission, Parks Department, Bngineering and Public Works, and
Neighborhood Housing and Conservation. Once the individual department approved, the
City Solicitor approved the document as to form, and finally the City Manager signed the
document. The right of entry document then had to be approved by five separate offices at
the University of Cincinnati and signed by a University contracting officer.

After the identification of the soil locations and necessary permission to sample was
obtained, a sampling plan was completed for each soil site. The technicians who were to
collect the soil were trained in the collection protocol and appropriate health and safety
issues.

The initial soil survey was begun in December of 1988 and completed by April 15,
1989, with the majority of sites having been sampled by March 1, 1989. Soil samples were
collected by the eavironmental monitoring teams and sieved at the temporary field office at
1400 State Avenue. The sieved samples were sent to the Kevex (XRF) Soil Lab at the
University of Cincinnati Medical Center, where they were analyzed to provide preliminary
data for characterizing the lead content in the soils in the potential study areas. Later in the
study, these samples would be reanalyzed, after the recalibration of the Kevex (XRF), for a
final determination of soil-lead concentration.
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The initial soil survey was completed and the data were used to formulate the abatement
plans for the soil abatement which occurred in the summer of 1989 and two subsequent

summers of the project.

3.2.3 ldentification of Study Areas

To determine which neighborhoods were appropriate for the study, project staff
conducted an extensive door-to-door census to obtain information about age of children,
housing types and condition of housing. Two-person teams canvassed several neighborhoods
to identify potential study areas. After careful evaluation of the census data, three areas
were selected for the soil-lead abatement project. Each area had 40 to 60 children under five
years of age, with most living in rehabilitated housing. Areas were also similar with respect
to the percentage of surface area that consisted of soil (average = 24%; range = 20 to
'27%). The three study areas, A, B and C, each consisted of about 5-6 blocks of buildings,
paved areas and soil areas. Area A was completelyv contiguous. Area B consisted of three
non-contiguous sub-areas, referred to as neighborhoods: Findlay, Back and Dandridge.
Area C consisted of two non-contiguous neighborhoods: Glencoe and Mohawk. (Soil
sampling data presented later in this report revealed that the areas were comparable in lead
concentration with Area B and C being practically equivalent and A only moderately higher).
Maps of the individual study neighborhoods appear in Figures 3-3, 3-4, and 3-5. The
location of each of these neighborhoods is presented in Figure 3-6.

3.2.4 Participant Enrollment Procedures

In the Spring of 1989, individual letters were sent to prospective study families within
the identified neighborhoods. A fact sheet describing the study and the benefits of
participation was also included in this mailing (see Appendix B). Shortly after the mailing of
the study announcement, recruitment teams, consisting of two persons, visited each family to
personally invite them to participate in the soil-lead abatement project. At this visit, a brief
description of lead poisoning in children was given and why participation in the project could
benefit the community in general and their children in particular.

In addition, if the family agreed to participate, a written appointment reminder for
blood collection was given to the caregiver, along with notification that a fixed transportation
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expense reimbursement would be provided by the project. Referral names of other potential
participants were solicited.

Several days prior to the blood collection appointment, an appointment reminder was
mailed and/or a reminder phone call was made to each family to encourage compliance.

A second census and enrollment period was conducted in 1990 using the same
procedures as above. The first blood collection for these individuals was in Phase 05 (June-
July 1990).

3.2.5 Community Relations

The Soil Project was announced with a city-wide, press conference conducted by the
University of Cincinnati Department of Environmental Health and the City of Cincinnati
Department of Health. The press conference was well attended by all media. (Videos of the
television coverage were utilized in employee orientation sessions.) Subsequent
announcements were made to local community leaders and property owners through small
meetings, letters with an accompanying project fact sheet (Appendix C), and phone calls.
Initial contact with potential participating families was made by individual letters and fact
sheets and followed up with visits to individual homes to describe, in detail, project goals
and to answer any questions.

An inner-project communication form was used to alert staff to family questions or
concerns. Use of this communication mechanism allowed for greater staff/family rapport and
enhanced continued family participation.

Location of the field office within the study area provided the families with convenient
access to project staff. Staff remained visible and available in the study neighborhoods as
well.

Prior to each abatement phase, letters were sent to community leaders and property
owners describing the abatement procedures that would be implemented and alerting them of
a potential community disruption that might occur as a result of the abatement (temporary
playground closure etc.). Personal visits were made to property owners or tenants if
appropriate.

Interaction with health and public works agencies was maintained throughout the
project. Blood lead results were provided with subject consent to physicians and/or health
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care facilities to eliminate duplication of blood lead testing; i.e., blood lead screening efforts
by the Cincinnati Health Department clinics. Further, close communicatio_n with the
Cincinnati Lead Screening Program was maintained throughout the project, alerting them to
children requiring more aggressive follow-up as indicated by Centers for Disease Control
(CDC) guidelines. Project staff provided assistance to the Health Department in the tracking
of study participants with elevated blood lead.

Project presentations were made to several interested community groups describing
project plans and goals as well as providing general lead poisoning prevention information to
the community.

Quarterly newsletters were sent to participating families to keep them informed of
project activities and timelines. These newsletters also included general community
information and activities as well as other timely articles (see Appendix D).

With few exceptions, the soil-lead demonstration project was well accepted by the study
neighborhoods.

3.2.6 Subject Retention Plan

Several techniques were employed to maximize continued family participation. Caring
and attentive staff were key factors in continued family participation. Because of the
intrusive nature of the project, families often needed encouragement by project staff to keep
blood collection, interior sample collection and interior abatement appointments.

Continual family communication was maintained throughout the project. Special family
events were recognized such as family birthdays, new births and special holidays. Quarterly
newsletters were sent to individual families and caregivers were encouraged to contribute
articles or favorite recipes to the newsletter. Caregivers were encouraged to share photos for
the "Kids Photo" door at the project office. Periodic phone calls and home visits were made
to the caregivers simply to provide individual attention to the family.

To ensure families would not incur any expense associated with project participation, a
fixed transportation reimbursement ($10) was provided each time a family came to the
project office for blood collection. Also at the five blood collection times, each child

received a modest gift. Sunglasses were a favorite choice.
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Family mobility posed the greatest retention challenge. Often times, by moving,
families were able to improve their standard of living. Moving meant further project
participation was not possible based on project study design. Families mdving during the
course of the study accounted for most (98 %) of the attrition. Three families were dropped
from the study for repeated failure to keep scheduled appointments.

The new carpets and furniture provided as part of the interior dust abatement also
served as an incentive to remain in the study for the control group (C). However, since
these new furnishings were distributed to families in Areas A and B early in the study
(August-September 1989) their value as an incentive in these two areas was primarily as an
incentive to join the study.

3.2.7 Human Subject Research Review Process

The University of Cincinnati and federal and state statutes require that all research
projects involving humans be prospectively reviewed and approved by the Internal Review
Board (IRB). The IRB’s role in human research is to protect the rights of research
participants; approve research protocols that do not pose undue risk to subjects; ensure
subject understanding of the nature of the research and finally, ensure that the subjects’s
participation was voluntary (consent form signature).

Therefore in early 1989, a detailed research protocol and consent statement was
submitted to the University of Cincinnati IRB for review. Approval to conduct this human
research project was obtained prior to the recruitment of participants in May 1989.

Subsequently, annual progress reports have been submitted to the IRB as required.
Copies of the approved consent, medical release of information and withdrawal forms are
included in Appendix E.

3.3 ABATEMENT PROCEDURES

The effects of three lead abatement strategies: soil abatement, exterior dust abatement,
and interior dust abatement, were investigated as part of the Cincinnati Soil Project (CSP).
At the beginning of the project in 1988, there was limited technical information available on
the conduct of such abatements. Then, as now, the only cost-effective method for the
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abatement of lead-contaminated soil was removal and replacement. Consequently, that was
the method selected.

Very little reliable data was available on the effectiveness of exterior and interior dust
abatement procedures in use at that time. This lack of information required a significant
effort to be expended on the development of effective protocols suitable to achieve the
desired reduction in lead exposure. The abatement procedures to be used also had to be
compatible with the specific requirements of a research project. Developing the interior and
exterior abatement methods was the first major focus of abatement-related activities at the
beginning of the Cincinnati Soil Project.

The second major focus of activities was the development of procedures necessary to
perform the abatement work through the University of Cincinnati, a state institution. Certain
difficulties were anticipated because some of the abatements were significant, invasive
procedures performed on both private and public properties in an urban environment. The
problem was compounded even further by the fact that the majority of the study population
was expected to reside in reatal property. Thus it would be necessary to solicit participation
from families living in the reatal units and additionally solicit the cooperation of the owners
of that rental property. This also compounded the liabilities associated with the abatement.
The University of Cincinnati would be responsible for damage both to the real property of
the landlords and the personal property of the renters, the participants in the research project.
Since the abatement was to take place in an urban environment other liabilities included
health and safety issues associated with handling lead-contaminated materials in populated
areas and operating heavy construction equipment in the same environment. Additional
concerns resulted from the uniqueness of the project. It was very unusual for a public
institution to make significant improvements such as the reduction of lead, on private
property.

It is necessary to define abatement as it was performed by the Cincinnati Soil Project.
The overall objective of the Soil Project, as stated elsewhere in this report, was to determine
if reducing exposure to soil lead, exterior dust lead, and interior dust lead would result in a
reduction in blood lead and/or hand lead in young children. Since there was no legal
requirement to perform the abatement, all participation by families and property owners was
voluntary. This resulted in some restrictions to performing a complete lead abatement.
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Additionally, budget constraints also prevented total abatement of the lead in the
neighborhoods where the research took place. Because of these constraints all of the
environmental lead was not completely abated, exposure to lead was only reduced. The
official name of the project suggests that it was not an abatement project. The Cincinnati
Soil/Lead Abatement Demonstration Project was in fact an abatement demonstration project
not an abatement project. That concept helped guide some decisions made during the
planning and execution of the project.

3.3.1 Interior Dust Abatement Methods Development

Lead dust exists in residential buildings in a variety of locations. Lead can be found in
the dust on floors and carpets. It can be distributed in the heating, ventilation, and air
conditioning (HEPA) system, attics, basements, furniture, and closets. In 1989, the
distribution of lead in residential units was investigated in an interior dust abatement project
in the South Riverdale neighborhood in Toronto, Canada where a secondary lead smelter was
the major source of the contamination. A pilot project (involving eight houses) was
conducted prior to the abatement of lead which occurred in over 800 homes. The lead
removed from the eight houses was distributed in the following manner:

Floors (dry removal) 2%
Surfaces (wet removal) 8%
Fumace Ducts 30%
Other Sources (dry removal) 16%
Other Sources (wet removal) 4%

The majority of the housing in the Cincinnati Soil Project was expected to utilize either
steam or hot water heating systems, thus there would be no heating (furnace) ducts. Based
upon this information and the overall goals and limitations of the Soil Project, an early
decision was made to concentrate the abatement activities on the floor dust and that dust
which accumulates on ledges, window sills and window wells. Interior methods development
focused on determining effective and efficient methods for reducing dust on the surfaces.
Because the floors in rehabilitated housing in urban Cincinnati were expected to be wood,
vinyl, or carpet, an effort was made to develop an efficient and effective procedure to abate
lead dust on wood and vinyl floors and carpet.

3-15



3.3.1.1 Development of Abatement Methods for Wood and Vinyl Floors

In order to test the effectiveness of proposed floor cleaning procedures, homes with
high levels of lead in the dust were needed. Such homes were located through other research
projects being carried out by the Principal Investigators of the Soil Project and other
investigators within the Department of Environmental Health. These projects involved
studying the effects of lead exposure in young children. The records from these projects
included data on both lead levels in the interior dust and data on floor type. From those
records it was possible to obtain a list of individuals meeting the following criteria:

(1)  currently or recently active in other lead research projects;
(2)  high lead concentrations in the interior dust;
(3)  either carpet, vinyl, or wood flooring or a combination of those flooring types.

Because of these subjects’ positive associations with University of Cincinnati researchers in
the past, it was generally easy to obtain permission from those study participants to test
cleaning methods on different wood and vinyl floors.

The questions to be answered in these homes were:

(I)  In order to reduce dust lead to an acceptable level with a high efficiency particle
accumulation (HEPA)-equipped vacuum cleaner, what rate of speed should the
operator use and how many times should the floor be vacuumed?

(2) Would wet washing remove additional lead?

The testing procedure was as follows:

(1)  Three separate squares, one meter by one meter, were delineated on the surface
of the floor type being tested.

(2) A separate dust sample was collected using the dust vacuum method (DVM) (for
a description of the DVM see Interior Dust Collection in the Mid-Term Project
Update) from a 25 X 25 cm area from within each of the one meter squares.

(3) A bag for a HEPA-equipped vacuum cleaner was tare-weighed and installed. (In
this study a Nilfisk GS80 was used.)

(4) The three squares were then vacuumed with the Nilfisk at the rate of 60 seconds
for each square meter.

(5) The vacuum bag was removed and weighed after this cleaning.
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(6) A second DVM sample was collected from each of the three squares and the
squares were cleaned again with the vacuum cleaner.

(7)  The process was repeated until the squares were cleaned a total of five times and
sampled a total of six times.

(8)  Each of the squares was then washed with 1,500 ml of tap water from the
residence. The washing was performed by a technician using a new sponge and
wearing rubber gloves. An aliquot of S00 ml was taken from each of the wash
buckets. A 500 ml sample of clean water from a wash bucket was also collected
to provide data on background lead levels in the tap water.

(9) A final DVM sample was collected from each square.

All of the dust samples and water samples were analyzed for lead concentration. The final
result of this series of tests indicated that the lead concentration in the dust dropped from an
average of 1,121 ppm to below detection and the loading dropped from 178 mg/m2 to below
detection after the first vacuuming. '

3.3.1.2 Development of Abatement Methods for Cleaning Carpeting
To determine the feasibility of cleaning carpets with a vacuum cleaner, three questions

were asked:

(1) Is there a difference among industrial type, HEPA-equipped vacuum cleaners in their
ability to remove lead dust from carpeting?

(2) How many passes at a specified speed with an industrial-type, HEPA-equipped,
vacuum cleaner will reduce the surface lead dust to an acceptable level?

(3) Is wet carpet cleaning alone or in combination with dry vacuuming effective in
reducing surface lead dust?

In order to test the effectiveness of various industrial-type vacuum cleaners, manufacturers
were asked how vacuums differed. Vacuum cleaners are rated differently based upon two
characteristics:

(1) cubic feet per minute (cfm) of air moved by the machine;

(2) the ability of the machine to lift a column of water a specified number of inches.
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Higher cfm of air moved and higher water lift were said to result in better performance.
Were these differences significant? Three different vacuum cleaners which varied in these

two characteristics were selected for testing (Table 3-1).

TABLE 3-1. COMPARISON OF HIGH EFFICIENCY PARTICLE
ACCUMULATION VACUUM CLEANERS

CFM Waterlift
1) Nilfisk GS80 87 75"
2) Wap 767 100 90"
3) Euroclean UZ930 77 85"

In order to test these cleaners, it was decided to use the ASTM F607-86 Standard Laboratory
Method for Evaluation of Dirt Removal Effectiveness of Household Vacuum Cleaners. This
test procedure specifies "seeding™ carpeting with known quantities of sand and talc,
embedding the material into the carpet, vacuuming the carpeting, and measuring the amount
of material recovered. Analysis of the data resulting from testing the three machines listed
above indicated the following:

(1) There was no significant difference between operators.

(2) There was a significant difference between vacuums.

In order to determine the number of passes required to reduce the surface lead dust
available to children, lead-contaminated carpets were nceded. That need was again met by
families who were participating in other lead-related research projects. Families living in
high-lead environments, with carpets were contacted and asked if they would like to
exchange their existing carpet for new carpet. Those who agreed, all of those asked, were
offered a choice of carpets from three specified types and colors that a local vendor had in
stock. After the selection was made, the new carpet was ordered with edges bound.

The exchange was scheduled with the participant. A crew of three performed the
exchange which began with the collection of dust samples (dust vacuum method) from the
old carpet and the new carpet. A sheet of 6 mil Polyethylene was placed over the old carpet
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for the purpose of not contaminating the top of the carpet with dirt or dust from the floor or
bottom of the carpet. Enough plastic was left at the edges and the ends to seal the carpet in
the polyethylene in order to prevent contamination of workers, transport vehicles and the
laboratory where the research would take place. After the carpet was removed, the floor
was vacuumed with HEPA-equipped vacuum sweeper and the dust was saved for later
analysis. The new carpet was unrolled and the furniture was put back in place. Photo and
time records were made of the process for use in the development of specifications for the
abatement contractors.

The lead-contaminated carpets were then taken to a research laboratory at the
University of Cincinnati where graduate students vacuumed one-meter square areas at fixed
rates of speed. Dust samples were taken between each vacuum treatment. These tests
indicated that even after ten passes at the rate of one minute per square meter with a HEPA-
equipped vacuum cleaner (Nilfisk GS80), significant surface lead dust remained.

In order to test the effectiveness of wet cleaning, a Rug Doctor steam cleaner
manufactured by the Rug Doctor Co. of Fresno, California was used to perform a series of
tests in which carpets were first dry vacuumed and then steamed cleaned. Additional tests in
which carpets were steam cleaned and then dry vacuumed were also performed. The results
indicated that neither sequence was adequate to remove surface lead dust to an acceptable
level.

The final conclusion reached from this series of tests on carpets suggested that it is
more economically feasible to replace carpet than to clean carpet.

Earlier data from other investigations carried out within the Department of
Environmental Health have demonstrated that just as it is difficult to remove lead from
carpet, it is also difficult to remove lead from upholstered furniture. Because of this, and
because of our recent data on carpets, it was decided not to do any further research on the
removal of lead from fumiture.

3.3.1.3 Interior Dust Abatement Procedure Summary

Interior dust abatement followed the completion of exterior dust abatement in an area if
both occurred during the same time period. Interior dust abatement consisted of a
combination of vacuuming with a HEPA equipped vacuum and wet cleaning non-carpeted
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surfaces (including window sills and wells) with a detergent. The vacuuming of floors was
performed two times, each at a rate of one minute per square yard, followed by damp
mopping with a detergent solution; carpets were vacuumed a total of three times at a rate of
one minute per square yard each time.

Selected carpets and upholstered fumniture were also replaced. Residents with one child
in the study were provided with replacement carpeting for one common room, for example
the living room, plus the child’s bedroom. Residents with two or more children in the study
received an additional carpet for a total of three carpets. Residents with a child in the study
were also eligible for the replacement of one standard sofa and one standard chair.

Interior dust abatement procedures were selected after extensive methods development
which revealed that chronically-contaminated carpets were not able to be effectively cleaned
even after numerous vacuuming effort with a HEPA-equipped cleaner. More details on the
interior cleanup methods development are presented in a manuscript in Appendix F.

3.3.2 Exterior Dust Methods Development

Lead-containing dust exists in the exterior environment on a variety of surfaces. The
most common of these surfaces are streets, alleys, sidewalks, parking lots, steps and porches.
The largest surface areas which were to be cleaned as part of the abatement, were the streets,
alleys, and parking lots. Street cleaners would be the obvious equipment for use in cleaning
these large areas. Small walk-behind units or vacuum cleaners appeared to be the most

efficient equipment for sidewalks and other small areas.

3.3.2.1 Types of Pavement Cleaners Available

The first step in determining the most efficient street cleaners available for abatement of
exterior dust was to determine the scope of available equipment. An initial survey of all
street cleaner manufacturers marketing products in the United States indicated four different
types of equipment. The four types differ in the particular mechanism used to remove dust
and debris from paved surfaces. These mechanisms are as follows:

(1) Broom sweepers

(2) Vacuum-assisted broom sweepers
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(3) Vacuum sweepers

(4) Regenerative air machines

The broom-type sweeper operates by one or more rotating brushes which move the dirt and
debris from the pavement to a conveyor, which then carries the material to a hopper. This
represents the first generation of mechanical street sweepers and has been used to clean city
streets for decades. These sweepers generally use water spray to control dust.

Vacuum-assisted broom sweepers represent a further advancement of this concept.
These machines operate by means of one or more rotating brushes which loosen dirt and
debris from pavements and move it toward a hopper. At this point the process is assisted by
means of moving air or a vacuum which pulls the dirt and debris into the hopper. These
machines sometimes use water spray to help control dust. The air is filtered by a variety of
filter types, scme of which are effective in removing particles as small as 2-3 microns.

Vacuum sweepers operate principally by means of an extremely powerful vacuum
system. Some of these cleaners will also use a rotating brush to move debris and dust from
the curb to the head of the vacuum apparatus. In order to control dust generated by the
rotating curb brooms, a fine water spray is often used. The exhaust air from the vacuum
system can be filtered through a wide range of filter size. Most manufacturers provide a
final filtration range between 2-8 microns.

The final type of pavement cleaner is the regenerative air machine. This machine
operates by means of recirculating air system. The blower part of system directs a blast of
air onto the paved surface, and the vacuum part of the system pulls the same air back up into
the hopper. The blast of air loosens material on the paved surface and the vacuum pulls that
material back into the hopper. No filtration system is needed for this machine because the
air is recirculated through the system. Brushes are available to move material from curb
areas into the path of recirculating air system.

3.3.2.2 Exterior Dust Testing

Because of the large number of manufacturers and the variety of machines made by
each manufacturer, it became apparent that we would not be able to test all of the machines.
It was decided to test the different classes of machines. Because of the lack of dust-control
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system on the broom-type sweepers, this class of machines was eliminated from
consideration. It was also readily apparent from observing the operation of these machines
and reviewing the literature that significant quantities of dust and dirt remain on the surfaces
cleaned by these machines.

The types of equipment to be tested were vacuum sweepers, vacuum-assisted broom
sweepers, and regenerative air machines. In order to see if one class of machines cleaned
better or more efficiently than others, several different machines within each sweeper type
were selected for evaluation. )

Each test of a particular machine required 2 to 3 people and 3 to 4 h of time. The test
consisted of finding a "worst-case” section of pavement, i.e., a section of pavement outside
of the designated potential study areas, but similar to the worst kind of pavement within the
study areas. The "worst-case” was thought to be the brick-paved alleyways. By testing the
machines on these surfaces it would be possible to determine any differences that exist
among the machines.

The test consisted of delineating four 1-meter square areas in a row on the designated
pavement surface. The 1-meter squares were divided into four quadrants, designated A,B,C,
and D. Quadrants marked "A" were then cleaned by scraping and vacuumed with a small
portable vacuum cleaner in order to determine the original loading of dust on the surface.
The material removed from each "A" quadrant was weighed. The street cleaner being tested
was then driven across the four test squares. The quadrants marked "A" were recleaned with
our sampling vacuum and any dirt removed from those quadrants was weighed to
determining the amount of dirt/debris redistributed during the street cleaning process. The
four quadrants marked "B" were cleaned by the portable vacuum sampler and the dirt/debris
was weighed to determine, by subtracting from the amounts originally on "A", the amount of
material picked up by one pass or the street sweeper. The sweeper was then driven across
the four squares for a second time. After this vacuuming quadrants marked "A" were
brushed and cleaned with our small sampling vacuums and the material was weighed again to
determine any redistribution of material. The quadrants marked "B* were thea cleaned, and
the material weighed as before, and finally the quadrants marked "C" were cleaned, and

material was weighed as before.
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This test was repeated three times on one machine from each class of street sweepers.
Two or three machines from each class were tested at least one time with this described
method.

Analysis of the data collected from these tests indicated that several machines operated
at a level of efficiency so that 98% of the dirt was removed from the surface after two
passes. Selection of street sweeping equipment suitable for exterior dust abatement was
based upon the results of this testing. Any machine capable of removing above 95% of the
dust loading after two passes would be acceptable for the abatement work.

The results of the exterior methods development efforts are presented in an appendix.

Similar tests were carried out on walk-behind type pavement sweepers and industrial
type vacuum cleaners in order to determine the most effective machine available for cleaning
smaller paved surfaces.

3.3.2.3 Exterior Dust Abatement Summary

Exterior dust abatement occurred immediately after soil abatement was completed in a
particular area. Streets were generally abated one side at a time, principally because of the
requirement that the street be free of parked cars for complete abatement to occur. The
study areas generally have more on-street parking than off-street parking and it was not
practical to restrict parking on both sides of a street at any given time. Therefore, abatement
occurred one side per day with the alternate side abated the following day. The paved
surfaces were cleaned with vacuum equipment capable of removing greater than 99% of the
dust after two passes as determined under test conditions. In some situations, hand tools
were needed to loosen material in cracks and crevices prior to vacuuming, particularly along
alleys and on sidewalks.

3.3.3 Soil Abatement Methods

At the beginning of the Soil Project, the soil abatement was expected to be
accomplished in one of three ways depending upon the concentration of lead in the soil
column (Figure 3-7). Some soil required resodding or, in some cases, the addition of topsoil
to a site or part of a site prior to resodding. The purpose of the topsoil was to provide a
base for the sod and/or to fill in the depressed areas, so that proper drainage could occur.
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Figure 3-7. Decision criteria for soil abatement. The original plan for soil parcels with
the top 2 cm between 500 and 1,000 zg/g and the bottom 2 cm between 0
and 500 xg/g was to cultivate and resod. Because a satisfactory method for
cultivating was not available, this soil was removed and replaced instead.

On some sites tilling was attempted as the appropriate method of abatemeat. Preliminary
testing suggested that mixing was not thorough, and delays in testing the adequacy of mixing
made the procedure impractical as we implemented it. A more thorough evaluation of this
method is needed. We elected to discontinue this method on this project and to remove and
replace the soil instead.

On those sites where the concentration of lead required the removal of soil, the soil was
excavated to a depth of six (6) plus inches and replaced with topsoil having a lead
concentration of less than 50 parts per million (ppm). Where excavation was required the
soil was removed by mechanical equipment either front-end loader or backhoes or hand
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tools. It was loaded into hoppers or dump trucks and transported to an appropriate dump
site. During transport, hoppers or dump trucks were covered with tarps. -Prior to loading of
hoppers or dump trucks, 2 ml-thick polyethylene was placed in the hoppeis of dump trucks
to prevent soil from being spilled through cracks in the tailgate or beds of the transport
vehicles. In order to ensure that the soil was transported to the appropriate dump site, all
trucks were logged off of the abatement site by the Site Inspectors and logged into the
appropriate dump site by officials at the dump site. Appropriate techniques were used to
prevent spills of contaminated solid at the abatement site along with techniques for the
containment of dust. Excessively dry soil was moistened with water to control dust.
Replacement of soil was accomplished with a different set of equipment in order to prevent
contamination of replacement soil by soil or dust remaining on equipment used for
excavation. A program for the watering of sod began immediately after its placement and
remained in placé during the summer months. Barriers were used when necessary during
soil abatement in order to protect people from injuries resulting from construction equipment.
Barriers were also necessary to prevent potential additional exposure to the residents in the
area.

The three abatement strategies for soil differed, depending upon the concentration of
lead in a 15 cm core. Those strategies were removing and replacing, followed by sodding;
cultivating, followed by sodding; and resodding. If the average lead concentration in the soil
in the 15 cm column was greater than 500 ppm, regardless of the adequacy of the grass
cover, the soil was removed and replaced and the area resodded. If the average lead
concentration in the column was less than 500 ppm but the concentration in the top 2 cm was
500 ppm or higher regardless of its grass cover, the area was cultivated, to reduce the
concentration in the top 2 cm to less than 500 ppm in both the top 2 cm and in the column
and resodded. For areas where grass cover was adequate and the lead concentration was less
than 500 ppm in both the top 2 cm and in the column, no abatement occurred. If the soil
lead concentration in the top 2 cm was 300 ppm but less than 500 ppm and the average
concentration in the column was less than S00 ppm and the grass cover was inadequate the
area was resodded. No soil abatement occurred in areas where the grass cover was
inadequate but the concentration in the top 2 cm was less than 300 ppm and in the column
the average was less than 500 ppm.
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In order to assign the specified abatement strategies to the sites in the study areas, the
preliminary soil lead concentrations from the initial soil survey were supetimposed over the
original site maps that were used for sampling. The specific lead concentrations were written
on the sampling lines shown on the site maps. Since parcel boundaries were also indicated
on the site maps, we were able to tell which particular parcels required abatement by each
specified method. On sites where there was only one parcel it was clear what form of
abatement was necessary. On sites consisting of more than one parcel we used the following
criterion:

If all soil-lead concentrations on all parcels indicated the same method of

abatement, the entire site was abated in that manner.

If the lead values in the soil column indicated different methods of abatement for
individual parcels on a multi-parcel site, then we used the most extensive method
of abatement for any parcel requiring that method of abatement. In addition, any
parcels immediately adjacent to a parcel requiring the most extensive method of
abatement were abated in that manner. For example: A site containing five
parcels numbered 1, 2, 3, 4, and 5, where parcel 3 had lead values in the column
requiring removal of the soil and parcels 1, 2, 4, and § required resodding of the
area as a form of abatement, then parcels 1 and 5 would be resodded and parcels
2, 3, and 4 would have the soil removed and replaced.

3.3.4 Sequence of Abatement

The second important factor in the determination of abatement neighborhoods was the
presence of lead-contaminated soil. An initial soil survey was carried to characterize the lead
concentration in the soil in the potential study areas.

Abatement was carried out in a specified sequence that was integrated with the
environmental monitoring in the areas where abatement occurred. The preabatement
environmental monitoring was completed in an area prior to the beginning of abatement.
The particular sequence of abatement was soil abatement, exterior dust abatement and finally
interior abatement.

Exterior dust abatement occurred immediately after soil abatement had been completed
in a particular area. This work was carried out by contractors possessing the specified
equipment and expertise in cleaning large paved areas. Soil project personnel coordinated
the schedule of abatement work so that areas scheduled for abatement could be posted to
prohibit parking. Streets were generally be abated one side at a time, principally because of
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the requirement that the street be free of parked cars for complete abatement to occur. The
potential study areas generally had more on-street than off-street parking and it was not
practical to restrict parking on both sides of a street at any given time. We therefore
required abatement on one side the first day and the alternate side the following day.

Interior abatement followed the completion of exterior abatement in an area. Interior
abatement occurred after the residents were oriented by Soil Project personnel. This
preparation consisted of an explanation of what would occur and at the same time, the
resident was asked to select the color and texture of the carpeting that was to replace existing
carpeting. Soil project staff were responsible for insuring that the carpeting and ﬁxrﬁimrc
was available at the time of the interior abatement. The interior abatement contractor was
responsible for vacuuming the dust from all ledges including baseboards, window sills, door
frames, etc. The contractor was also responsible for vacuuming all of the floors at a
specified rate, removing the carpet and fumiture that was replaced, and installing the new
carpeting and furniture. These contractors were also monitored or inspected by the site
inspectors and the Cincinnati Health Department personnel working full-time with the
Cincinnati Soil Project.

Because exterior abatement frequently occurred on public property, it was necessary to
coordinate our activities with other agencies and utilities who commonly do work on public
areas. These agencies include the Sewer Department, Water Department, Highway
Department, Cincinnati Gas and Electric Company, Cincinnati Bell Telephone Company, and
private contractors who occasionally will do work on public property. In addition, we
wanted to be aware of any private construction projects planned or anticipated in the
abatement area. The reason for this was that we did not want to be in the middle of an
abatement procedure and have that process interrupted by private or public construction
crews who planned to excavate an area that was just abated or who would block access to a
street which we needed for abatement.

The major part of the coordination activity was performed by personnel assigned to the
Abatement Soil Project by the Cincinnati Health Department. These two individuals, a
Administrative Assistant III and a Senior Sanitarian had primary responsibility for this
coordination. This coordination was initiated prior to the onset of abatement. In addition to
planned public works/utilities work with which we had to coordinate, there were also short-
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term emergencies resulting from water main or gas line breaks or emergency road repairs.
These problems occur for many reasons and we had no control over their occurrence.

A procedure had to be established whereby we were notified as soon as possible, so that we
could alter our abatement procedures if necessary.

3.3.5 Monitoring and Supervision

Contractors performed their work under the supervision of their own superintendent,
who was responsible for the day-to-day operation of the abatement work. All of the
abatement was inspected by soil project personnel responsible for such inspection, i.e., Site
Inspectors. The Site Inspectors had the responsibility of informing the contractors’ field
superintendent of the time at which abatement would begin in any area. The Site Inspector
also had the authority to stop work in any given area for just cause. Abatement work could
be stopped in the event of physical hazard to property or personnel or failure to perform
work according to specifications. The Site Inspector was not respoasible for the day-to-day

supervision of the contractors’ employees.

3.3.6 Contract and Specification Development

Separate contracts were necessary for the three types of abatement; soil abatement,
exterior dust abatement, and interior dust abatement. The three contracts were written with
some parts in common, such as bidder notices, form of proposal, bid guarantee, contract
bond, and contract form. Since the University of Cincinnati is a state institution, the format
of some of these sections was determined by the State of Ohio. The contracts differed
mainly in the section referred to as the "specifications”. Specifications for the abatement
work were determined by the various abatement methods development work completed prior
to contract development.

The development of the abatement contracts began with the initial writing of the
contracts and specifications. As with other contracts, the abatement contracts were reviewed
by personnel in the Business Office in the Department of Environmental Health, the Risk
Management Office of the Medical Center, and the Legal Advisory Services of the
University of Cincinnati. Revisions were made based upon the needs expressed by each of
the departments reviewing the documents. Once the format of the bidding documents was

3-28



approved, they were sent to the Purchasing Department of the University which has an
established bidding process for work contracted by the University.

3.3.7 Bidding and Contract Letting
The selection of the abatement contractors was made through an established University
of Cincinnati policy. This policy was implemented through the Purchasing Department.
Some University policies may serve to eliminate some contractors because they may not be
able to meet established regulation. Some of these regulations that may serve to restrict the
number of contractors bidding on the abatement work are:
- Any contract over $4,000 required the payment of prevailing wages.

- Bidders were required to post a ten percent (10%) bid bond.

- The contract required the posting of a one hundred percent (100%) performance bond
along with separate material and Iabor bonds.

- Contractors were required to conform with Ohio State Affirmative Action regulations.

An additional requirement that was imposed by the management of the Soil/Lead Project was
a liquidated damages clause in the contract. This also served to limit the number of
interested and qualified contractors.

Contractors who could generally meet the requirements established by the University
had equal opportunity to submit the low bid and be awarded the contract. Soil Project
management established some policies which had the potential to influence the final selection
of the abatement contractors. We were able to construct the bidding documents such that we
retained the right to reject a low bidder based upon that bidder’s reputation or previous
experience with the University of Cincinnati. Management was also able to influence the
selection of contractors by requiring that all contractors bidding on the abatement work
attend a pre-bid conference. This conference served to assure that the contractors totally
understood the requirements of the project. Soil Project Management evaluated all
contractors based upon previous performance on jobs performed for the University of
Cincinnati, other institutions, companies, and individuals.
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Because of the unavailability of acceptable low bidders, the Soil Project served as the
general contractors for the soil and exterior dust abatement in 1989 and for interior dust

abatement in 1991.

3.4 BLOOD COLLECTION AND ANALYSIS

3.4.1 Blood Collection

Blood samples were collected five times over the course of the study with each period
falling approximately six months apart. Table 3-2 shows the begin and end dates of
sampling during each phase.

TABLE 3-2. BLOOD COLLECTION SAMPLING PHASES

# of Samples Date Sampling Date Sampling
Phase # Collected Began Ended
01 410 6/07/89 8/10/89
03 244 10/16/89 12/7/89
05 284 6/18/90 7/24/90
07 230 11/07/90 12/10/90
09 199 6/10/91 8/08/91

“Includes subjects, adults and siblings.

The clinic used for the collection of samples was within the field facility located in the
downtown area of Cincinnati near the study area. The room for sample drawing was totaily
separated from any other field activities and was off limits to all those not part of the clinic
staff. The total clinic operation consisted of registration, an interview obtaining
demographic, housing and secondary residence information, signing of an informed consent
form and then finally the collection of the blood samples.

Blood samples were collected by phlebotomist trained in the proper techniques for
obtaining samples for lead analysis. They were instructed in a thorough cleaning technique

of the venipuncture site and also to avoid contamination of the sample or blood collection
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supplies. The Centers for Disease Control assumed the responsibility for providing the
pediatric Vacutainer™ tubes and the butterfly apparatus for sample collection. All supplies
were randomly screened by them for lead contamination.

Blood was collected for the analysis of lead, free erythrocyte protoporphyrin (FEP),
hematocrit, hemoglobin, serum iron (SFe), and total iron binding capacity (TIBC). In the
event a venous sample could not be obtained a fingerstick sample was collected. Of the
1,367 blood samples obtained, 65 (5%) were fingerstick collections. For venous samples,

4 ml of blood was drawn into a 6 ml disposable syringe attached to a 23 gauge butterfly
apparatus. Approximately 2 ml of blood was immediately dispensed into a potassium
ethylene diamine tetracetic acid (K;EDTA)-containing pediatric Vacutainer™ tube to be used
for PbB, FEP, hematocrit and hemoglobin. The remainder of the blood was placed into a
second tube that contained no anticoagulant or additives. This was used for SFe and TIBC.
If a fingerstick sample was required the capillary blood obtained was used for PbB and
hematocrit only.

After collection, all K3EDTA tubes were thoroughly mixed on a Nutator™ and both
tubes refrigerated. Clinic personnel made deliveries of the samples to the lab within 4 h of
drawing and twice a day if needed. Once received by the lab staff, aliquots were taken for
PbB analysis, hematocrits and hemoglobins performed, and the remainder of the whole blood
sample refrigerated until analyzed for FEP. The clotted sample was centrifuged, the serum
extracted and frozen for future SFe and TIBC analysis.

3.4.2 Analytical Procedures

Blood for lead analysis was determined by Anodic Stripping Voltammetry (ASV) on the
ESA Model 3010 A Trace Metal Analyzer according to the method of Roda, et al., Clinical
Chemistry, Vol. 34, 563, 1988. The method involved aliquoting 100 u’ of well mixed,
whole blood into a metal decomplexing ageat (Metexchange Reagent). This solution was
placed on a mercury coated graphite electrode whereby using controlled potentials, metals
were plated, and stripped. The current generated was picked up by a recorder. The peak
heights which are proportional to concentration were measured and the concentration of Pb
calculated from standard curves. All samples were analyzed in duplicate.
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The analysis of FEP was performed by the method of Chisolm and Brown (1975). It is
a double extraction method using ethyl acetate/acetic acid and hydrochlorit acid. The
fluorescence intensity of a sample was measured on a fluorometer and the. concentration of
the sample determined from a protoporphyrin standard curve. A 20 ul aliquot of whole
blood was used for the analysis.

Hematocrit or packed cell volume is the total volume of the red cell mass expressed as
a percentage of the whole blood volume. It is determined by centrifugation. The
Cyanmethemoglobin method is a spectrophotometric technique used for the measurement of
hemoglobin in a whole blood sample. The method was calibrated against a certified standard
and the absorbance of 20 ul of whole blood in a reagent measured at 540 nm.

Serum iron and TIBC were measured by a technique called controlled potential
coulometry on an ESA Ferrochem I Analyzer. The current resulting from reactions at the
surface of the test electrode in the instrument is proportional to the concentration of iron (Fe)
in the sample. The instrument automatically calculates and displays the unknown Fe and
TIBC concentration in ug/dL. For Fe, 25 ul of serum was used while 100 ul was required
for TIBC.

3.4.3 Quality Assurance/Quality Control

Validation of the quality of PbB and FEP measurements was accessed in part by
participation in several proficiency programs. One program sponsored by the Centers for
Disease Control provides participants with three unknown bloods per month per analyte.
Results were compared to the consensus values established by reference and participating
laboratories. Another proficiency program that we participate in comes through the College
of American Pathologists. Blood samples were sent by this group for blood lead
determination on a quarterly basis.

For the Urban Soil Lead Abatement Demonstration Project, additional procedures were
used to validate the quality of the PbB results. Field duplicates in the form of human blood
samples drawn from the same individual were split, given two different names and submitted
to the lab for the complete series of analyses. They were collected at a rate of at least 2
individuals and 4 samples per week. In addition, 4 blood samples of different concentration
were supplied by the Centers for Disease Control to test for any analytical or procedural
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variabilities within or among the three Soil Project cities. These samples were repeatedly
analyzed by each city prior to the beginning of the project. During the course of the study at
least two of the four were analyzed in duplicate with each set of unknowns. Furthermore,
one of the two was analyzed with its identity unknown.

Internally, the laboratory employed several additional techniques to monitor and control
the accuracy and precision of its PbB determinations. Human blood samples whose lead
values have been previously determined by isotope dilution mass-spectroscopy (IDMS), the
definitive method for lead determination, were incorporated into the analysis of the .
unknowns. In these instances, IDMS bloods were analyzed by giving them a fictitious name
so as to be unknown to the analyst when concentration was determined. Duplicate samples
of two different IDMS determined reference bloods were also analyzed with each set of
unknowns. The two levels used during the Soil Project had lead concentration of 5.3 ug/dL
and 40.4 ug/dL. Control charts documenting performance over extended intervals were -
maintained for these samples. It should be noted the calibration of the instrument also
consisted of using whole blood samples whose lead concentrations were previously
determined by IDMS i.e., the instrument was calibrated with primary standards. As
mentioned, precision of FEP analysis was assessed by participation in the CDC proficiency
program. Assurance that the same instrument sensitivity was maintained was demonstrated
by periodically running a new standard curve. Another check was made by including in each
weekly run, blood samples of known porphyrin concentration.

Hematology controls supplied by Fisher Scientific Company were assayed at 6 mo
intervals to monitor the accuracy and precision of hematocrit and hemoglobin concentrations.
Serum Fe and TIBC determinations were evaluated by checking calibration against a
commercial control. In addition, to check reproducibility and instrument drift, repeated
analysis of aliquots drawn from the same human blood sample pool were analyzed over time.

Results for the QA/QC techniques discussed for all sample analyses can be found in
Section 4.4.
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3.5 ENVIRONMENTAL SAMPLES
3.5.1 Environmental Sample Collection

Following are brief descriptions of environmental sample collection and preparation

procedures. Detailed descriptions of these methods are contained in appendices to this

report. A training manual for paint and water sampling is presented in Appendix G.

3.5.1.1 Soil Sample Collection
A. Soil Sample Collection Protocol

1.

Site_identification
Aerial photographs with ground verification were used to delineate the potential
abatement areas and the soil sites within the abatement areas.

. Sampling Patterns and Sample Types

The system of book, page, and parcel used by the Hamilton County Auditor -
provided a working system for uniquely identifying a unit of land. In addition,
because parcels of urban land are generally of regular and consistent size and
shape, and large areas of soil are made up of adjacent parcels, the parcel served
to delineate the boundaries of a soil sampling area.

The four types of soil sampling patterns that have been established and the
situations where they are used are as follows:

Pattern Where Used

Line (source)* Parcels adjacent to buildings or other painted structures
Line (area)* Parcels removed from sources such as buildings
Targeted** Bare areas or play areas within parcels

Small Areas Soil areas with dimensions less than about 10 ft.

*Line segment length not to exceed 40 ft.
**Targeted areas and line segments may lie in the same parcel.

Two types of soil samples were collected:

Surface Scraping: A composite of from § to 10 subsamples collected along
a line segment, or in a small area, or in a targeted area;
scraping depth = 0.5-1.0 cm.

Core Samples: A composite of from 5 to 10 subsamples collected along

a line segment, or from a small area; top depth =
0-2 cm; bottom depth = 13-15 cm.
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Soil in a parcel which was adjacent to a potential source of higher lead
contamination, such as a building, received more intense sampling (line [source]
pattern) than soil which was relatively isolated from potential additional sources
of lead. The source pattern was believed to be the most appropriate to use in an
urban area, where most soil was near building foundations or streets, or was
previously built upon.

Sample line segment spacings are summarized as follows:

Line (source) Spacing: Line 1.1 = 0.5 m from boundary. The most typical
boundary is a building or a sidewalk. Line 2.1 =
10 ft. from boundary. Line 3.1 = 15-20 ft. from
boundary, depending on the width of the parcel.
NOTE: if a source exists on both sides of a parcel, the
numbering of line 1.1 is arbitrary.

Line(area) Spacing: Single line 1.1 along parcel centerline; or lines spaced
about 20 ft. apart in the case of an unusually wide
parcel (more than 30 ft.)

Soil areas which were too small to support a line pattern were randomly sampled,
following the guidelines for the small area pattern.

Targeted samples were also taken in appropriate areas such as bare areas or near
play equipment. Since the targeted samples were intended to reflect potential
higher exposure of children to lead in soil, only composited surface scrapings of
the soil were taken.

Samples were air dried for a period of at least five days.

Each sample was sieved twice; once with a number 10 sieve with a mesh size of
2 millimeters, followed by a number 60 sieve with a mesh size of 250 microns.
Soil passing through the number 10 sieve was called the "total sample”. The soil
passing through the number 60 sieve was called the "urban sample”. (Most of
the analyses are performed on the "urban" sample.)

3.5.1.2 Exterior Dust Collection

A. Exterior Dust Sample Collection Protocol

1.

Collection Apparatus

The exterior dust samples were collected on paved areas with a battery-operated
portable vacuum of the type used to vacuum automobiles.
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A minimum of three sub-samples of dust from 0.5 ft. x 2 ft. areas made up a
single composite exterior dust sample.

Three exterior dust sampling strategies were used.
a. Neighborhood-wide sampling of abatement area

Composite samples were taken along designated blocks which did not exceed
500 ft. A template area was sampled no less than every 100 ft. along this
length. For smaller areas, no less than four template areas made up the
composite. '

Two areas were sampled which were defined as follows:
(1) Street gutter: the interface of the street surface and the curb.

(2) Sidewalk: the edge of the sidewalk farthest from the street; or alternately, when a
building abutts the sidewalk, the interface of the sidewalk surface and the building.

Since streets and sidewalks were not assigned parcel numbers on the Hamilton
County Auditor’s plat maps, an extension of the book, page and parcel system
were used to assign a numerical identifier to the streets, sidewalks, and alleys to
be sampled.

Alleys were also sampled. For sampling and "parcel” designation purposes, the
alley were treated as if it was one side of the street; one composite sample from
the street gutter on both sides of the alley were collected, as well as a single
composite sample from each sidewalk or similar area if it exists along each side
of the alley.

In addition to sampling within the abatement area, the same type of sampling was
done in an approximately 200 ft. "buffer zone" which surrounded the abatement
area. [This "buffer zone" also received exterior dust abatement of streets,
sidewalks, and alleys and was therefore sampled to determine abatement
effectiveness and recontamination rates.]

b. Partially or completely paved parcel sampling.
Exterior surface dust was collected from paved areas within soil parcels such as
paved walkways. Exterior dust was also collected from completely paved parcels

such as parking lots. A composite sample of at least four subsamples were
collected from an area consisting of 4,000 to 8,000 square feet.
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c. Samples targeted to subject residences

Exterior dust samples were collected around the building where study subjects
reside. Two samples were collected around each building. One sample was a
composite of no less than two template areas from the sidewalk area adjacent to
the main entry of the building. The second sample was a composite of areas
from the other three sides, if paved.

Exterior dust sample preparation was similar to that for soil.

If a sample was larger than 200 grams, it was split to reduce the size to
approximately 100-200 grams. The following guidelines were followed in splitting
samples.

1. Samples weighing between 200-400 grams were split one time.
2. Samples between 400-800 grams were split two times.
3. Samples between 800-1600 grams were split three times.

3.5.1.3 Interior Dust Collection
A. Surface Dust Collection Protocol
1. Collection Apparatus for Vacuum Method

The apparatus used to collect surface dust was a personal air monitoring pump,
an air monitoring cassette containing a 37 mm diameter 0.8 micron polycellulose
acetate filter, and a collection attachment.

Interior dust was sampled from areas such as the floor adjacent to the entry; from
carpeted or bare floors; from window sills and window wells.

A sample of dust was collected over a measured area, or composite of measured
areas so that three measures were obtained:

Dust Loading = mg dust/m>
Lead Loading = pg lead/m?
Lead Concentration = ug lead/g dust or ppm lead.

2. Sample Areas

Entry (E): A floor area inside the residence directly adjacent to the main entry
to the residence.

Floor (F): A composite sample of at least 3 floor areas which includes but is not
limited to a sample from a high-traffic area in the main living area and a sample
from the child’s bedroom.
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If carpet was present in the residence it was the first choice of sampie area. If
carpet was not present, a mixture of non-carpet floor areas were sampled.

Window (W): A composite sample of at least three window areas (window sills
and window wells), including but not limited to a window in the main living area
and a window in the child’s bedroom. The window sill was the preferred area
for sampling; window wells were sampled if an adequate amount of dust was not
available on the window sills.

Mat (M): The floor mat was sampled when it is put in place in the interior entry
area in the home at the post blood draw environmental visit and was sampled
again after the year’s abatement activities are completed. At this time it was
replaced and sampled at each subsequent environmental visit occurring over the
next year.

B. Dustfall Collection Protocol

Dustfall samples were collected in polypropylene containers which had snap on lids.
The containers had the dimensions 10 1/8 in. X 9 3/4 in. X 2 1/2 in. deep. They
were "Tupperware"-type containers.

The dustfall containers were placed in the residence at the time of preabatement
visits in 1989 and 1990. In practice, it was best to place the container above floor
level in a relatively inconspicuous spot so that no one interfered with it. The first
choice for placing the container was placed on top of the refrigerator in the kitchen.
If this was objected to by the family, a nearby location was found.

3.5.1.4 Handwipe Sample Collection

A. Sample Collection Protocol for Handwipes

Collection of the hand-lead samples were done at the conclusion of each visit to a
residence.

The person collecting the hand-lead samples wore disposable gloves. The person
collecting the hand-lead samples cleaned his/her own hands with a disposable wipe
from a separate container of wipes kept for this purpose before touching the gloves
or other equipment. Once the gloves had been put on they were also cleaned well by
using additional clean wipes. For each residence, where one or more child’s hands
was sampled, a field blank was taken. This was done in the following manner. Six
wipes were removed from the container, handled to simulate wiping a child’s hands
and then placed in a single bag and submitted for analysis.

Lead in dust on children’s hands was sampled by wiping each hand of the child with
three separate commercial Wet-Wipes. All surfaces of the hand, front and back, up
to the wrists, were wiped thoroughly with each of the three wipes. The wipes from
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each child were composited in a single sealable bag for transport to the laboratory.
The total quantity of lead was reported in ug lead/pair of hands.

3.5.1.5 Water Sample Collection

Two 125 ml water samples were collected from each family participating in the
Cincinnati Soil Project. Those were the W-1 sample which was a 30-min stagnation sample
and W-2 which was an overnight stagnation sample. Stagnation samples were collected in
order to provide some uniformity of samples and to determine the amount of lead which was
dissolved in the water over a fixed time period. Collection of the water samples occurred
during Phases 4 and 8 in the springs of 1990 and 1991, respectively.

The 30-min stagnation sample was collected by the Soil Project staff of environmental
monitors during visits to the residents of participating families. Lead-in-paint monitoring
was also completed during this visit. At the time of the visit directions and a collection
vessel for the overnight stagnation sample, W-2, were supplied to a responsible adult. The

sample was picked up the following morning from the residence by environmental monitors.

3.5.1.6 Paint Collection by Portable X-ray Fluorescence

The concentration of lead in paint was determined by using an X-ray fluorescence
analyzer. Two types of instruments were used, the XK-2 and the XK-3, both manufactured
by Princeton Gamma-Tech, Inc. The XK-3 with a range of 0-10 mg of Pb per cm?® was the
primary instrument used. The XK-2 was a backup and also used in the event a reading on
the XK-3 exceeded 10 mg/sq cm?.

In each residence two surfaces, a painted woodwork and a painted wall in each of three
rooms or areas most frequently occupied by the subject child were evaluated (e.g. child’s
bedroom, kitchen, living room). One reading was taken at three different locations on each
type of surface.

A wall and/or trim immediately exterior to the dwelling unit entry was also sampled.
The sample paint sites on the exterior of a building was only examined with the owner’s

permission.

3-39



3.5.2 Environmental Sample Analysis

3.5.2.1 Soil _
Soil Analysis

Soil samples were analyzed by XRF on a Kevex Delta Analyst Energy Dispersive X-ray
Spectrometer. Prior to analysis samples were air dried on a plastic plate to constant weight.
Each was then sieved by first passing the sample through a 2 mm sieve (Total Soil Fraction)
and after removing a portion passing the remainder through a 250 um sieve. This sieve
sample was termed the Urban Soil Fraction and is that which was analyzed by XRF.

For determination of lead, two grams of the sieved soil (Urban Soil Fraction) were
placed into labeled XRF sample cups. Operating conditions for the instrument were
originally set at 30 KV, 0.5 mA, 100 lifetime seconds acquisition time, and using a Mo
secondary target. The analytical conditions removed escape peaks but not background and
used the intensity ratio of the Pb (La) peak and Mo (Ka) to quantify the lead against a
quadratic calibration curve. After careful examination of the method it was determined that
to increase accuracy and precision it was necessary to operate at the following conditions:
30 KV, 0.5 mA, 200 lifetime seconds and the Mo target. Analytical conditions removed
escape peaks and background and now would use the L8 Pb peak instead of La. This was
ratioed against Mo Compton-Raleigh peak. Calibration no longer used one quadratic
formula, but through statistical evaluation of significance of standard curves, 2 different
linear equations with a break point of 4,500 ppm were used. Also, opposite to what was
done previously, concentration became the independent variable and intensity ratio the
dependent variable in establishing the concentration of Pb from the standard curve formulas.
The change in methods occurred after Phase 00 starting with sample #4608. The lead
content of all samples analyzed prior to that were recalculated using data accumulated from

reanalysis of a portion of samples and controls.

Soil Quality Assurance/Quality Control

Field lab blanks and field duplicates were collected and used to evaluate the quality and
precision of all aspects of soil sample handling and analysis. Field lab blanks consisted of
material obtained from a sand/gravel quarry in Cincinnati. There were three types of native
soils provided:
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1. Lake beds clays possibly Wisconsin glacial stage, 20-25,000 years old.
2. Qlinion Till, 125,000 years old.
3. Pre-glacial Fleuvial (river) sand, 150,000 years old.

Portions of these samples were bagged, so as to resemble samples collected in the field,
taken out into the field, numbered to occur randomly among the unknown samples and
returned to the field lab to be sieved with the unknowns. Analysis also occurred randomly
with the rest of the samples. ,

A field duplicate was obtained within 6 mo of the original sample. These were
collected for one out of every 10 unknowns. Because lots or yards around residences are not
homogenous and man-made changes may occur over time, the field duplicates were actually
only a rough estimate of precision and reliability of sample collection.

Four different concentration soil samples were prepared by the U.S. Environmental
Protection Agency (EPA)-Environmental Monitoring Systems Laboratory (EMSL) of Las
Vegas, Nevada. These samples were numbered and inserted as unknowns into the Soil
Project sample stream. Thus, at the time of analysis their identity was completely unknown
to the XRF lab technician. The lead concentration of these samples was established through
a round robin comparison by the 3 cities involved in the Soil Projects.

Laboratory QC consisted of weekly instrument energy calibrations and the analysis of a
lo and hi control to validate each run of 14 samples. Results for the soil QA/QC can be
found in Section 4.4.2.

3.5.2.2 Exterior Dust
Exterior Dust Analysis

Exterior dust samples were handled, sieved and analyzed the same as the soil samples.
The XRF method change (discussed above) occurred starting with exterior dust sample
#2497. Detailed descriptions for collection and analysis were present in the midterm project

update.
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Exterior Dust Quality Assurance/Quality Control

The types of QA/QC that were applied to soil analyses were also applied to the exterior
dust samples. In fact, the field blanks and EPA-EMSL Las Vegas QC M@les were the
same materials as used with the soil sample analyses. The lo and hi controls were also soil
and also the same as used for soil analysis. See Section 4.4.3 for QA/QC results.

3.5.2.3 Interior Dust
Interior Dust Analysis )

The interior dust collection method which yields small quantities of dust precluded
analysis of the samples by XRF. Consequently, all interior dust samples were digested and
analyzed by flame atomic absorption spectroscopy (AAS). The process began with the
removal of the dust from the plastic air sampling cassette. This was accomplished by rinsing
the entire inside of the cassette with distilled/deionized water into a pre-weighed, acid soaked
beaker. The sample was oven-dried and the weight of the sample determined. Acid
digestion occurs in 7 M nitric acid (HNO,), the sample was filtered and after heating brought
up to volume in 1 M HNO,;. Flame AAS analysis of samples was performed on a Perkin-
Elmer Model 2380 instrument. Appendices I and II give a more complete description of the
procedures.

Interior Dust Quality Assurance/Quality Control

Overall monitoring of interior dust procedures was evaluated by using dust samples
supplied by EMSL. These samples, prepared by EMSL, consisted of a known amount of
dust added to an empty sample cassette. In order to disguise these samples, 28 fictitious
family, subject and residence identities were used. (These were the same identities as given
the blood field duplicates.) The assignment of samples to each identity was prepared at the
field office and then sent to the laboratory as having been collected from a real family
residence.

One in every 25 interior dust samples was collected in duplicate. These were collected
adjacent to the spot where the actual study sample were taken. Field blanks were also
collected for interior dust. This involved attaching an empty sampling cassette to the pump,
setting the pump on a table with the nozzle pointed up, and running the pump, collecting
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only air for 3 min (average amount of time required for the collection of an interior dust
sample).

Quality control was a part of each phase of sample handling in the laboratory. For
each set of samples a method blank was inserted at the beginning of the preparation step and
a reagent blank both before preparation and digestion. A National Bureau of Standards
(NBS) standard was incorporated into each days preparation of samples as well as duplicates
of a reference dust control. Another NBS standard was inserted prior to digestion.
Calculation of percent recoveries and duplicate analyses were also a part of the AAS
procedure.

Control charts and limits were kept to evaluate weight differences in method blanks as
well as changes over time in standard concentrations. Values for blanks outside the limit of
the determined balance error required corrections to be made to all other weights. Samples
with weights less than 2 mg were considered insufficient for analysis.

If more than three of the five QC samples were outside the established limits the entire
set was considered invalid. For the Soil Project 3 sets of 24 unknowns were not acceptable
according to the QC criteria. Results for interior dust QA/QC are in Section 4.4.4.

3.5.2.4 Interior Dustfall
Interior Dustfall Analysis

The analysis of the dustfall samples was the same as previously described for interior
dust. The preparation of these samples, however, was different. The dust itself was
collected in plastic tupper-ware like containers with lids. The first step after opening the lid
was to remove any obvious foreign objects such as insects, leaves, pins, etc. The sample
was then quantitatively transferred into a 250 ml pre-weighed beaker, dried and weighed.
Digestion occurred using 7 M HNO; and analysis was performed by Atomic Absorption
flame Spectroscopy.

Interior Dustfall Quality Assurance/Quality Control

The only type of field QA/QC sample that can be acquired for dustfall is a field
duplicate. In our study 1 in every 25 dustfall containers placed in a home had a second one
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place beside it. There were no EMSL - Las Vegas controls supplied for insertion into the
dustfall sample stream.

As was the case for the interior dust analysis, lab method blanks, reagent blanks, lab
duplicates and controls were a part of the laboratory’s standard operating procedures for
dustfall. In fact, after the original extraction of the sample from the container was weighed
the method proceeded exactly the same as that for interior dust. Therefore, all the QC was
combined and evaluation of the analysis consistent for both the interior dust and dustfall
samples. There were no dustfall daily sets that were rejected under the QC criteria. .

3.5.2.5 Hand Dust
Hand Dust Analysis

Hand dust samples were comprised of a total of six wipes - collected from each hand of
the child. They were placed in a plastic zip-lock bag and submitted to the laboratory with
the other interior samples from the residence. There was also a field blank associated with
each residence taken at the time the child samples were obtained. This sample was used to
assess whether the environment or collection procedure contributed any contamination to the
study samples.

For the accuracy of the handwipe Pb concentration it was important that the supplier lot
number of the wipe material or "Wet-Wipes" be documented. From experience we have
found that the Pb concentration may vary from lot to lot by as much as 2.5 ug of Pb per
individual wipe. Not only was it important that the child’s sample and field blank be taken
from the same lot but also the laboratory blank and controls. Thus, wipes were purchased in
case lots only, individual bottles were labeled with the lot number, bottles were supplied to
the lab, and records kept so that field and lab material would correspond.

Samples were digested using 7 M HNO; heated on a hot plate at 120 oC for 2 h. They
were filtered, brought up to volume with 1 M HNO; and analyzed by flame AAS. Refer to
the Appendices for more detail.

Hand Dust Quality Assurance/Quality Control

Procedures instituted for the handling of the wipe material were very important to the

accuracy of hand dust Pb concentration. It was critical that field monitors were aware of the
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significance of lot number in the evaluation of the field blank and in the determination of the
analytical QC to be used for the sample. Field blanks were obtained prior to the collection
of the residence’s handwipe samples and consisted of removing six wipes from the container,
handling them to simulate wiping a child’s hands and placing them in a sampie bag for
submittance to the laboratory. The concentration of these samples was used to evaluate the
potential for contamination in the unknowns. Field duplicates for hand Pb could not be
obtained since both hands of the child are wiped and constitute the sample.

The EMSL - Las Vegas laboratory supplied handwipe QC samples to monitor overall
quality of the handwipe data. They had placed six wipes in a sample bag and spiked them
with a known Pb standard solution. The supplies required for these samples were provided
by us and again the importance that lot numbers be considered in the preparation of the
samples was communicated. In order to disguise the samples, the 28 fictitious families
instituted for QC purposes were used.

Within the laboratory, lab method blanks consisted of six unused wipes from the same
lot number of material as the samples, digested and analyzed in the same fashion as the
unknowns. Two lab method blanks and 1 reagent blank were analyzed with every
20 unknown samples. The mean of the method lab blanks produced an average value for
that day’s analysis of unknown samples. That value was subtracted from each concentration
to produce a corrected ug Pb;hands. Lab controls were prepared by pipetting standard lead
solutions (4, 20, 40 and 100 ug Pb/mL) onto six clean wipes in a beaker. These are also
from the same lot number of material as the unknowns and digested and analyzed
comparably. To validate their preparation each new set of solutions prepared were analyzed.
AAS duplicates and percent recoveries were also determined on final extracts. Quality
assurance/quality control results are in Section 4.4.6.

3.5.2.6 Water
Water Analysis

The water samples collected in the Cincinnati Soil Project were not analyzed by us as
originally proposed but by Environmental Health Testing, Inc. (EHRT) of Cincinnati. The
samples presented to them were aliquots of the original 125 ml acidified water. The
analytical method employed by EHRT was a direct analysis of the sample using Mg(NOs),
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and NH,HP0, as matrix modifiers and on a Perkin-Elmer Graphite Furnace Atomic
Absorption Spectrometer (GF-AAS) with Zeeman background correction. The instrument is
described as being comprised of a microcomputer-controlled spectrometer, a graphite furnace
with Zeeman magnet, a microcomputer-controlled power supply for the graphite furnace and
a printer for automatic reporting of results. The injection site consisted of a paralytic coated
graphite tube with L’'vov platform. Only 1 ml of sample is required for preparation and

25 ul aliquots of the prepared sample injected into the furnace. Calibration is from

0-35 ug Pb/L and sample results are given in ug/L. The method detection limit is 1 ug/L.

Water Quality Assurance/Quality Control

Field blanks and field duplicates were parts of the collection procedure for water
sampling. Field blanks involved taking a 125 ml bottle of distilled/deionized H,0 into the
home and allowing it to sit opened on the sink during the time the comparable study sample
was being collected. These were collected at 5% of the residences. Duplicates were
collected at 10% of the residences and done immediately following the initial visit and
sample collection at the residence.

In the laboratory distilled/deionized water samples and controls were incorporated into
the samples sent to EHRT. It was specified to that lab that samples of a control should be
analyzed with each set of samples. In addition, all samples were analyzed in duplicate and
percent recovery determined on 100% of the samples submitted. Results are given in
Section 4.4.7.

3.5.2.7 Paint
Paint Analysis

The concentration of lead in paint was determined using two types of X-ray
fluorescence analyzers both manufactured by Princeton Gamma-Tech. The XK-3 instrument
has a range of 0-10 mg/cm2 and was the primary instrument used. The XK-2 model was
used as a backup and because of its extended range (0-75 mg/cmz) in the event the reading
exceeded 10 mg/cmz.

The measurement of the lead concentration in the paint is fully automatic. The
instrument is placed on a designated surface and the handle depressed. Usually within
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25 seconds the lead content of the paint will appear on the digital display of the instrument.
However, prior to taking any concentration reading the instrument must be calibrated (XXK-2)
or the calibration must be checked (XK-3). This is accomplished by using various levels of
lead film supplied by National Institute for Standards and Technology (NIST).

Paint Quality Assurance/Quality Control

Proper calibration and instrument operation were important factors contributing to the
quality of the XRF concentration readings. The instruments were calibrated and checked
using NIST lead film. These lead paint reference materials were developed by NIST for the
Department of Housing and Urban Development. At each residence single paint calibration
checks were made at the beginning and end of all measurements. For calibrating the XK-2,
readings were taken with the zero lead standard, the 1.5 mg/cm2 standard, and the
2.99 mg Pb/sq cm paint standard. The XK-3 was checked by using the 0.6 mg/cm2 lead and
the 2.99 mg/cm2 standards.

To avoid errors in registering an incorrect value, the operator read the number for the
other team member to record. This was then read back to the operator. Also to reduce the
precision error of a residence room one reading was taken at three different locations on each
of the two surface types and in each of the three rooms tested.

In addition to the XRF readings, a semi-quantitative evaluation of the condition of the
painted surface was made. Using a scale of 1-3 the surface tested was rated as intact, tight
paint or deteriorated. The paint condition and lead content was combined to give a weighted
paint hazard score that has been shown to correlate with blood lead in children.

3.6 HEALTH AND SAFETY PLAN

A Safety and Health Plan (SHP) was written and implemented for the Cincinnati Soil
Lead Abatement Demonstration Project in November 1988. The purpose of the plan was to
have a written set of work procedures and safety standards to protect workers’ health and
safety. The plan was written by the projects Safety and Health Officer (SHO) and reviewed
by a team of safety and health experts. Revisions and updates to the plan were made

annually or as necessary.
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Contents of the Safety and Health Plan included:

Project Description,

Site Descriptions,

Organization and Coordination,
Site Characterization,
Training,

Employee Protection,

Medical Surveillance Program,
Site Control,

Decontamination,

Emergency Response, and
Standard Operating Procedures.

A publication describing the development of Safety and Health Plan and its initial
implementation appears in Appendix H.

Monitoring and controlling worker exposures to hazardous elements, including lead
dust, at the worksite were priorities of the Safety and Health Officer. Worker training,
medical surveillance, field and laboratory audits and personal air and sound level monitoring
were methods used to limit or prevent worker exposure to environmental hazards.

3.6.1 Training

All personnel potentially exposed to hazardous materials received basic safety and
health training before working with the project. All training sessions for new project
employees or contractors consisted of a minimum of the following topics.

1. Rights and Responsibilities
a. Safety and Health Plan
b. Occupational Safety and Health Administration (OSHA) lead exposure levels
¢. Medical Surveillance Program

2. Hazard Recognition and Control

a. Site Characterization
b. Health Bffects
¢. Radiation
d. Hazard Communication
3. Work Practices
a. Standard Operating Procedures
b. Fire Preveation
c. Equipment Use
d. Acquired Immune Deficiency Syndrome (AIDS) Awareness
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4. Personal Protective Equipment
a. Protective Clothing
b. Respiratory Protection
c. Decontamination

5. Emergency Response
a. "Buddy System”
b. Contacting Emergency Resources
c. First Aid
Initial and annual training was conducted by the project’s Safety and Health Officer
(SHO) and at times by other safety professionals. Training was in accordance with 29 Code
of Federal Regulations (CFR) 1910.1200 and recommendation for personnel exposed to
blood borne pathogens.
Training sessions were usually between two and 6 h in length and were modified for
specific job tasks. An example of an agenda for contractor training is attached as

Appendix L.

3.6.2 Medical Surveillance Program

The MSP was designed to assess and monitor workers’ health and fitness before
employment and during the course of work, provide mechanisms for emergency and other
treatment as needed and detail methods for accurate record-keeping for future reference.

Medical surveillance was provided for all personnel who were exposed to hazardous
substances or health hazards. All expenses related to medical surveillance were borne by the
project. Medical surveillance included the following:

Pre-employment screening to assess the workers’ health and fitness for his/her job was
provided to designated employees. The employer provides the examining physician with a
description of his/her job duties. The SHO provided a copy of 29 CFR 1910.120, 29 CFR
1910.1025, 29 CFR 1910.95 with appendices and other applicable OSHA standards or
guidelines, occupational health clinic for use by the examining physician.

a. Occupational and medical history, particularly with regard to cardiovascular or
respiratory disease; exposure to lead or blood-borne pathogens; and adverse
outcomes especially neuromuscular, reproductive and gastrointestinal dysfunction;
musculoskeletal disorders or impairments; and atopic diseases.
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Comprehensive physical examination of all body organs (excluding pelvic and rectal
systems)focussing on hepatic, pulmonary cardiovascular and musculoskeletal
systems. .

Baseline determinations by urinalysis, with differential, and Chem-23.

For personnel potentially exposed to contaminated dust or soil, baseline testing of
blood lead level and zinc protoporphyrin (ZPP) (or FEP).

For personnel whose exposures to noise equaled or exceeded an 8-h time-weighted
average of 85 decibels.

For personnel who wore respirators, a determination of fitness to wear a respirator
was made.

For personnel involved with environmental monitoring, physical capacity screening
evaluations were conducted to determine fitness for sample coring, if recommended
by the examining physician.

For personnel handling blood products, determination of the baseline hepatic profile
and hepatitis B antibody status is recommended; Hepatitis B vaccinations were made
available, as appropriate.

Environmental personnel were vaccinated against tetanus, as appropriate.

Periodic medical examinations were provided to monitor workers’ health and fitness

during the course of work. These were compared to baseline data to determine biologic
trends that may mark early signs of adverse health effects, and thereby facilitate appropriate

protective measures. Included are:

a.

b.

Annual medical examinations.
Biologic monitoring for personnel exposed to potentially contaminated dust.

i) Blood lead every 6 mo.
it) ZPP (or FEP) every 6 mo.

Audiometric monitoring for personnel whose exposures equaled or exceeded time-
weighted average of 85 decibels.

i) audiometric exam annually.

Medical examinations were provided as soon as possible upon notification that the

worker had developed signs or symptoms indicating possible over-exposure to hazardous
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substances or health hazards or that an unprotected employee had been exposed in an
emergency situation. Treatment was provided at the discretion of the examining physician.
If the cause was determined to be occupational, the SHO was notified.

Any employee who experienced a needle stick, cut, human bite or mucous membrane
exposure which created the risk of exposure to blood borne pathogens was subject to the
procedures contained in a Needlestick Policy.

For personnel exposed to potentially lead-contaminated soil or dust, medical
examinations were provided at termination of employment or job reassignment. Blood lead
levels were assessed at the same time unless the employee had a sample(s) checked within
the previous thirty days.

Medical examinations were performed by occupational medical physicians of the
University of Cincinnati Occupational Health Clinic. Laboratory analysis of blood for lead
was performed by accredited labs under contract with the clinic or the University of
Cincinnati laboratory affiliated with this project. All other biological samples were analyzed
by an accredited laboratory selected by the physician. All employee health and medical
records were maintained in the Occupational Health Clinic in accordance with the
requirements of 29 CFR 1910.120(f)(7). Employees received the physician’s written opinion
in accordance with 29 CFR 1910.120(f)(6).

Emergency and Non-Emergency Treatment
Provisions for emergency treatment and acute non-emergency treatment were made for
each site.

1. Emergency first aid:
a. Team leaders were trained in first aid by the American Red Cross.

b. A standard first-aid kit was available in laboratories and cars used to transport
worker to field sites.

c. Eye-wash units were available in all laboratories and checked at least weekly by
a designated lab tech and quarterly by the SHO or representative for adequacy
of operation.

d. Team leaders notified "911" or transported an injured or affected employee to
the University Hospital if the injury required more than first-aid.
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2. Record-keeping
Proper record-keeping was essential to protect worker health and safety.

a. Medical records will be maintained by the Occupational Health Clinic and preserved
on exposed workers for thirty (30) years after termination of employment (29 CFR
1910.120).

b. Reports by the Occupational Health Clinic were maintained for each employee by
the SHO. A copy of each report was sent to the employee upon receipt from the
clinic.

¢. Records of occupational injuries and illnesses were maintained and posted yearly by
the SHO.
The SHO at least annually ascertained that each accident or illness was promptly
investigated, evaluated the efficiency of the medical surveillance program, reviewed potential
exposures and site safety plans and reviewed emergency treatment procedures.

3.6.3 Workplace Audits

Assessments of potential hazards in the work sites were conducted before work
commenced in accordance with 29 CFR 1910.120(c). This assessment included a
determination regarding the applicability of 29 CFR 1910.1926 (Construction Standard),
29 CFR 1910 (General Industry Standard), and other OSHA, National Institute for
~ Occupational Safety and Health, or American Conference of Governmental Industrial
Hygienists guidelines, as appropriate. It was anticipated that employees would not be
exposed to airborne lead that exceed the action level defined in 29 CFR 1910.1025.

3.6.3.1 Laboratory Audits

Laboratory facilities were initially reviewed by the SHO or designate to determine
potential exposures to lead or other hazards. Appropriate controls and the use of personal
protective equipment were instituted as necessary.

On-site reviews of laboratories were conducted on a regular basis. Copies of the
SHO’s report were given to the laboratory supervisor, project managers, and administrative
manager. A copy of the form used for the laboratory audits and a listing of those performed
are contained in Appendix J.
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3.6.3.2 Interior and Exterior Field Audits

The SHO or designate monitored field workers on a regular basis to assure compliance
with guidelines as stated in the SHP. When hazards existed, the SHO or designate alerted
the employee to the problem, addressed the issue with the field supervisor and recorded the
findings in their report. Follow-up audits were conducted to insure the problem or safety
hazard was corrected. Follow-up audits were performed within a two week period when
recommendations by the SHO or designate required any safety improvements. Response to
safety recommendations were implemented and enforced. As abatement commenced each
season, safety concerns were discussed with supervisors and reinforced to abatement
workers. The forms used for these audits and a listing of those performed are contained in

Appendix J.

3.7 DATA MANAGEMENT
3.7.1 Data Management Objectives

To ensure data integrity, accuracy, and completeness.

To maintain the accountability and security of all project data sets.
To provide timely support to project day to day operation.

To provide quality data for data analysis.

To protect study family/subject confidentiality.

3.7.2 Data Management System Development

A data management system (DMS) based on Apple Mackintosh computers was
developed by following these steps: users’ needs survey, system analysis, system design,
system programming, system implementation, installation and training, and system operation

and maintenance.

3.7.3 Users’ Needs Survey

We surveyed the users’ needs, users computer experience and training, and their
familiarity with the existing data management system. We also studied the system which had
previously been used by our staff, the needs of this project as stated and the project data

management objectives.
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3.7.6 Design of the Components of Data Management Engine

File Structure

Hierarchical File Structure

Files/data sets are saved within a form sub-directory. Form sub-directories are created
within a phase sub-directory, where phase stands for the study phase. In this project, we
have ten study phases and within each study phase we usually have many sample collection
forms, sample chemical results forms, and questionnaire forms. Within a given form of a
given phase, we have data set files, entry screen files, report files, and several other files for
maintaining data integrity. These files are saved in the designated form sub-directory.

Coherent and Consistent File Structure

Within a form sub-directory, the file structure is the same, so automatic file
management can be programmed. The following is a brief list of the kind of files in a form
sub-directory.

Project’s data sets for each data form are entered as the batched data sets initially and
then appended as a master data set. Data form information data set saves the key
information of this data form. Data definition dictionary has the field definitions, field
coding and the units of all the measurement variables in a data set. Three kinds of compuzer
data ernury screens are programmed to provide data entry, update and retrieval. Reporr
generators are used to generate reports. Each report generator has consistent layout to
ensure its readability. All project data sets have the same data structure. Each project data
set has three kind of fields: linkage identifiers, data fields, fields for data management. The
linkage identifiers are defined at the beginning of each data set and are used to link all the
records in different data sets. The collected project data are entered into the data fields after
the identifiers. Several fields for data management use are assigned at the end of the project
data sets.

Data Linkage System
A system of identifiers is defined by assigning an identification code to the following
entities: property, building on a property, apartment in a building, family in an apartment
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and subject of a family. This system is the key to link all the data which were entered in
different forms of different phases together for data analysis and/or report printing.

User Interface
This system has a menu driven graphic user interface. It was programmed to support

both mouse and keyboard, for user’s convenience. Data management subroutines, i.e., error
checking and record searching, are available as menu items. It supports on-line editing and
two-level data access: data editing with review or review only without editing.

Error Checking Routines

An error checking routine is programmed to compare the data which were entered by
two different individuals (double data entry). Range check and data coding validation
subroutines are also programmed.

Data Update Routine

An update subroutine with roll-back capability was programmed to ensure data
integrity. A data set was created to record the history of all the changes of a given data
entry form. Whenever an update was executed, the information before and after the update
would be recorded.

3.777 System Programming

s Engine P .

The strategy that we took to finish the system engine programming was: We wrote the
generic routines for each function to be performed and tested them; combined the tested
routines for accomplishing a defined task as a module; and finally combined all the tested
modules as the data management engine. The required programming time for completing the
programming of the data management engine was equivalent to two seasoned programmers
for 9 mo. The programs to provide the form-based data entry system were written when a
Jform had been developed and its data was ready for entry.

ming for h_Form- Data Ent em
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The programming of a form-based data entry system included the data structure
creation of all needed data sets, preparation of data definition dictionary, data entry screens
programming, report generator programming, etc. All of these programs énd files were
saved in the given form sub-directory. Thus, we can consider the form-based data entry
system for each form as a peripheral: plug it into the data management engine when we
need to use it.

3.7.8 System Implementation, Installation, and Training

System implementation included computer software and hardware requisition, set-up
and installation, programmer training, programs compilation, and user training. The
software used to develop our data management engine is FoxBase+ for Apple Mackintosh.
Training was provided after the software and hardware were available or after our Data
Management System (DMS) was installed. This system can be installed by a trained staff

member.

Implementation for End Users
Personalized tutorial and system user’s guide was available when our system was

installed for a user.

3.7.9 Data Base Management Operations and Maintenance

Data base management operations included routine form-based data entry system
programming, data entry and edit, data error checking and update, report printing, data
merging and data clean-up, etc. Data base management maintenance included hardware
maintenance, software bug fixes, and user technical supports.

3.7.10 A Summary of Project Data Base

In the Appendix, several charts were used to present the file structure, data flow and
the data entry and update procedures of the Cincinnati Soil Project database. After that, a
summary list of all project data sets with the number of records in each data set was given.

3-57



3.8 GEOGRAPHIC INFORMATION SYSTEM
3.8.1 What is a Geographic Information System?

A geographic information system (GIS) is a computer system which can not only
integrate geographic data and tabulated anribute data together for further retrieval and
analysis but also support manipulation and presentation of spatially elated data. In this
project, the GIS that we used was called a generalized GIS. A generalized GIS is a GIS
which supports spatial statistical data analysis and modeling in addition to the available GIS
capabilities. The software used as our generalized GIS included: ARC/INFO, dBASE, SAS,
BMDP, and SPSS.

3.8.2 What Did We Plan To Achieve with Our Geographic Information
System?

(1) Identify the spatial distributions of eavironmental toxicants, e.g., lead, in the study
areas. (2) Investigate the spatial relations between environmental toxicants and human
exposure biomarkers. (3) Study the exposure pathways of human subjects to environmental
toxicants. (4) Study the migration pathways of environmental toxicants. (5) Propose
environmental remediation strategies and plans. (6) Manage and monitor the remediation.
(7) Measure the effectiveness of remediation and hence evaluate different remediation
procedures. (8) Study the rate of recontamination after remediation. (9) Retrieve and

present study outcomes, especially as maps.

3.8.3 Application of a Geographic Information System in This Study

The geographic locations of the environmental sampling sites and buildings where study
subjects lived were digitized as different GIS layers. The sample collection information and
sampling results as well as subject questionnaire data were then merged to the associated GIS
layers for future analysis. Thus the available data can be analyzed by their logical relations
and spatial relations. For example, we had the building layers, the street layers, the soil
layers and the property layers digitized for each study neighborhood and we merged the
house interior dust lead results to the building layer, the soil collection information and soil
lead results to the soil layer and the street dust lead concentrations to the street layer. The
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spatial relation between the building house interior dust lead and the soil lead (or street dust
lead) could then be studied.

3.8.4 The Contribution of a Geographic Information System to This
Project

A GIS was essential for the full utilization of the soil and exterior dust lead data in the
Cincinnati project because of the area-wide nature of these data. Much of the soil in the
study area was not associated with specific housing units, but was in playgrounds, vacant lots
and at nearby housing units. A child therefore could have potential exposure to lead.ﬁ-om a
number of these areas. Similarly the exterior dust sampling protocol involved collecting
composite dust samples from all of the streets, sidewalks, alleys, and parking lots in the
study areas. The GIS provided a mechanism to determine soil and exterior dust lead
concentrations within specific distances of each child’s residence.

3.9 DATA ANALYSIS

3.9.1 Data Analysis Objectives
1. Test project hypotheses,
2

. Evaluate the quality of project’s data,
3. Quantify the correlations between environmental lead measurements and human
lead biomarkers,
4, Identify the key variables which can be used to quantify the changes in human
lead biomarkers,

5. Conduct not only prospective and retrospective data analysis but also a sequence
of cross-sectional data analysis to understand the changes in environmental leads
and human lead biomarkers,

6. Identify the spatial distributions of environmental leads in the study areas,

7. Investigate the spatial relations between environmental lead and human, exposure
bio-markers,

8. Study the exposure pathways of subjects to eavironmental leads,

9. Study the migration pathways of environmental toxicants,

10. Measure the effectiveness of different remediation procedures,
11. Study the rate of recontamination after remediation,
12. Propose environmental remediation strategies and plans.
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We accomplished these objectives by going through the following data analysis plan.
Due to the complexity of the data sets, we were not able to complete all data analysis within
the current available time frame.

3.9.2 Data Analysis Plan
The following were the key items in our data analysis plan:

Data conversion after completing data entry, error checking and updating;

Data clean-up and data coding-update;

Data list printing;

Preliminary data analysis: summary statistics and frequency distributions;
Correlational data analysis: correlation analysis, regression analysis (or analysis of
covariance);

Confirmatory data analysis: testing project hypotheses and the effectiveness of lead
abatement;

Prospective, retrospective and sequences of cross-sectional data analyses;
Modeling; and

Statistical methodology development.

3.9.3 Data Conversion

When data were entered and error checking was completed, several data conversions
have to be performed to ensure that comparable and accurate data were available for data
analysis. All project data were entered into Apple Mackintosh computers, through the
following steps, and then transferred to the University of Cincinnati’s IBM mainframe
computer: First, convert project data base from Apple Mackintosh under FoxBase +/Mac to
IBM PC under dBASE. Second, convert this dJBASE data base to PC-SAS data base with the
correct data type defined. Third, upload these PC-SAS data sets to mainframe computer.

3.9.4 Clean-Up Data and Data-Coding Update

(I) Check the linkage identifiers in each data set and make sure that all data in any
single data set can be merged with the associated data set, e.g., subject questionnaire data set
should be merged with blood lead data set. (II) Check the data range and data coding to
ensure that the data to be analyzed were valid, e.g., outliers and missing values were
checked. If any errors were found, the master data set was updated by following the
established data update procedure.
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3.9.5 Data List Printing
The data listing was printed after the clean-up of a data set was finished. This data
listing was visually reviewed and checked after it was printed.

3.9.6 Preliminary Data Analysis

Summary statistics:

Mean, standard deviation, geometric mean, geometric standard deviation, median,
percentiles, etc. were computed for each environmental sample, e.g., soil lead house-interior
dust lead, exterior dust lead, etc., and human biomarker, i.e., blood lead and hand lead.
These summary statistics were computed for all the data in each individual phase and the data
which was collected in both preabated and postabatement phase. So, we can have a good
understanding about the collected data; and the comparisons between preabatement and
postabatement can be made easily.

Frequency Distributions
The frequency distributions of all the key variables were studied by the following four
approaches:

1. Single Data Form Based Analysis,
2. Multiple Data Forms Within a Single Study Phase,
3. Same Data Form From Several Study Phases,
4. Multiple Data Forms From Several Study Phases.
With a good understanding of the characteristics and the distributions of all the key
variables, we were able to propose more suitable statistical modeling and testing techniques

to analyze our data.

3.9.7 Correlational Data Analysis

Correlation Analysis

This was to study the correlations between human lead biomarkers and different
environmental lead concentrations, ¢.g., compute the correlations between blood lead, hand-
wipe lead,house interior dust lead, exterior dust lead, etc. Study the relationships between
human lead biomarkers and study subjects’ mouthing behaviors as well as between human
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lead biomarkers and their families’ social economical status. We also investigated if lead

abatement had any impact on these correlations.

Regression Analysis and Analysis of Covariance

The regression analysis was used to predict the changes in human lead biomarkers from
the changes in the environmental leads, e.g., house interior dust lead, exterior dust lead and
soil lead. It was also be used to identify the key variables which have the significant
influence on the changes of human lead biomarkers. If at least one independent variable was
a categorical variable, e.g., the treatment group variable, then the regression analysis may
not be suitable, but the analysis of covariance can be used to achieve the above two goals.

3.9.8 Confirmatory Data Analysis

Test the Proposed Project Hypotheses

Study the Effectiveness of Lead Abatement

Several statistical procedures have been applied to study the effectiveness of lead
abatement: T-test, Analysis of Variance, Analysis of Covariance, etc. The nonparametric
statistics were considered when the assumptions of the classical procedures was not

appropriate.

3.9.9 Prospective, Retrospective, and Sequences of Cross-Sectional Data
Analyses

To study the changes in the human lead biomarkers and the environmental leads, we
propose to identify the key variances which had influences on these changes individually or
collectively through prospective retrospective and sequence of cross-sectional data analysis.

3.9.10 Modeling

Modeling the Distributions of Environmental Leads

Where are the sources of environmental lead contamination? How do they spread? Or,
what are the distribution patterns? skewed or symmetric, uni-modal or multi-modal. We
also considered modeling the temporal distributions and spatial distributions of environmental

leads.
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Modeling the Rate and Pathway of Recontamination of Environmental Lead

The understanding of the rate and pathway of environmental lead recontamination after
lead abatement will provide improved strategies for abating and reducing lead in the future.

Modeling Human Exposure Pathway to Environmental Lead Through Modeling the

Relationships Between Human Lead Bio-markers and Environmental Leads

We were interested in identifying and quantifying which and how study subjects were
exposed to environmental lead, e.g., soil lead, exterior dust lead, house interior dust lead,
paint lead, water lead, etc. A human lead exposure pathway model made it possible for us

to quantify the contributions of environmental leads to human lead body burden.

Establish A Model To Predict The Changes In Human Lead Biomarkers If

Environmental Lead Was Abated From One Level To Another Level, i.e., to quantify

the impact of abatement

We were also interested in quantifying the contributions of the environmental lead
abatement to the changes in environmental lead and to the changes in human lead

biomarkers.

3.9.11 Statistical Methodology Development

As mentioned before, many classical statistical procedures are not quite suitable for
analyzing our data due to the complexity of this study. Several statistical procedures were
investigated to provide satisfactory approaches to analyzing our data. We have some results
from these investigations, but more efforts are needed.

Statistical Methods for Analyzing Familial Data

In this project, we have some study participants who came from the same families. In
some situations two families occupied the same apartment unit. The consequence to this was
that the needed assumption of many available statistical procedures may not be suitable. For
example, the usual Pearson sample correlation was not always appropriate to estimate the
"true" correlation between the blood lead and hand-wipe lead of our data, because it could be
biased. There are several other cases like this. We have good progress in obtaining a
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"good" procedure to estimate the correlation between hand-wipe lead and blood lead with
which these samples were collected from the families with varied sib sizes. However, before
we have our methodology fully developed, we may have to use the not appropriate "usual”
statistical procedure to understand or analyze our data.

Statistical Methods For Analyzing Spatially Related Data

Our study was a neighborhood-wide study, so our lead variables are spatially
correlated. A generalized GIS system has been set up to facilitate analyzing our spatially
related data and several statistical procedures were investigated. However, because the final
report deadline was before a complete data analyses had occurred, we were not able to

complete this analysis. We will continue the work in this area as time and resources allow.

Statistical Methods For Analyzing Longitudinal Data

To analyze the changes of lead concentrations or loadings over time, e.g.,
postabatement vs. preabatement, the recognized approach is using longitudinal data analysis
techniques. Several methods are available and will be used in analyzing our data, e.g.,
structural equations with latent variables, linear models, and generalized linear models.
However, due to the covariance structure of our data, these methods needed further
modification to ensure that the relevant assumptions are fulfilled.

A Measurement Error Model With Random Coefficient Approach To Analyze Inter-

laboratory Calibration Data

We proposed a statistical model which can fully explain why the sample variance
increases as the chemical concentration increases. The statistical methodology development
is still under way and we have had our preliminary results presented in a national statistical
conference. Currently, we obtained some results which can tell us if the concentrations of
the unknown standards from a lab is statistically the same as the consensus sample

concentrations.
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3.10 PROJECT ADMINISTRATION
3.10.1 Financial Management

A budget and expense tracking system was used to financially manage the grant for the
Cincinnati Soil Lead Demonstration Project. The tracking system was developed to more
effectively manage the project budget and track expenditures by cost center.

The University, like most large organizations with a central accounting department, did
not provide detailed information necessary to manage an individual grant, on a timely basis.
Our budget and expense tracking system provided a monthly review of performance against
forecast. The reports generated on a monthly basis included:

1. Comparison of Project budget vs. expenses/encumbrances. (Year-to-date and
Project-to-date)

2. Comparison of monthly budgeted payroll vs. actual expense and accumulated
monthly P/R expense for reviewing trends.

3. Cost Center reports (8) with budgeted vs. actual comparison. (Year-to-date and
Project-to-date)

4. Project summary report, detailed by category with budget vs. actual comparisons.
(Year-to-date and Project-to-date)

5. Cost Center summaries were created for a review of total expenditures specific to
each individual cost center. Such detailed and specific information may be used for
decision making purposes or determining unit cost within an individual cost center.

The following information describes the order of activities involved in utilizing our
budget and expense tracking system. A flow diagram (Figure 3-8) of the "Budget tracking
System" is displayed on the following page.

incinnati Soil Project Budget and Expense Tracking System

The University of Cincinnati’s financial system is called College and University
Financial System (CUFS). The accounting department at the University provided two
monthly reports: a budget summary report and labor distribution report. These reports

included each current month’s expenses and encumbrances. We usually received these

reports 2 to 3 mo following the closing of the month.
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Figure 3-8. Cincinnati soil project—budget tracking system flow diagram.

3-66

|




Reports Gene S

Two reports included in the monthly packet of financial information that were used for
our tracking system were the CUFS Budget Summary Report (Detail Report of Transactions)
and the Labor Distribution Report.

Creating the Cash Di m 11 Files for the Budget Tracking System

We used each month’s current information from the CUFS budget summary report and
the labor distribution report as raw data to create the cash disbursements and payroll files for
our tracking system. The information was retyped into a format specifically designed for our
tracking system.

urrent nses/En Hard s
All encumbrances and expenses listed on CUFS were compared to hard copy records in
the project files. Copies of requisitions, invoices, contractual agreements, time sheets and
other documentation kept in our project files were checked and compared to confirm the
accuracy of the entry. A brief description of the expense and the name of the person

requesting the purchase were recorded to assist in determining the cost center, expense

category, and type of expense.

All entries were error checked and any discrepancies found in the financial information
were reported. Adjustments to the CUFS budget summary report and labor distribution
report to correct inaccurate entries were processed through the Department of Environmental
Health.

n i Wi Fipanci rmation
Individual cost center summaries were updated with the current month’s expenses and
encumbrances. Each cost center report included a comparison of actual to budget with a
variance that indicated the unobligated amount for each line item in a year-to-date and

project-to-date report.
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Summary Repornt ted With nt Financial Information

The summary report was also updated with the current’s month’s financial information
and served as a summarization totalling the financial data contained in the individual cost
summaries. The summary report included a comparison of actual to budget with a variance

that indicated the unobligated amount for each line item in a year-to-date and project-to-date
report.

Record Keeping .
Each month’s report was saved on diskette and a hard copy of the entire report filed
with other financial records of the Cincinnati Soil Lead Demonstration Project.

Financial Reports
In addition to the information provided through the budget tracking system, a monthly -
financial report was preseated to project investigators. The report contained a current
month’s comparison of expenses to budget using the on-line capabilities of CUFS.
Additionally, projected spending through the end of the project period was included. This
report was informative and assisted in decision making based on current information.
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4. RESULTS

4.1 STUDY POPULATION

One hundred and eighty-four eligible families with children less than five years of age
lived in the three study areas prior to study initiation. As a result of the high degree of
interest among caregivers of the children and enthusiastic project staff, 146 families
(225 children) agreed to participate in the study (Table 4-1). This represented 79% of the
eligible families. In June 1990 (Phase 5) an additional 45 families (66 children) were
recruited in areas B and C. They had moved into the study area after the initial recruitment
but prior to soil-lead abatement which was scheduled for those areas. At the completion of
the study (October 1991), 95 families with a total of 153 children were actively participating
in the study. A summary of project enrollment (subjects, new births, families and dwelling
units) by study Areas A (Pendleton), B (Findlay, Back and Dandridge) and C (Glencoe and
Mohawk) appears in Appendix N. New births represent infants born into study families.
The usefulness of their data depends on whether they entered the study before or after
abatement and will be described later. The families recruited in June 1990 who were living
in Area B had their interior abatemeats performed during the summer of 1990 along with the
exterior (soil and dust) abatements which had been scheduled for Area B during the summer
of 1990. Thus the subjects recruited in June 1990 (and living in Area B) were similar to
those in Area A in that all three abatement procedures were implemented during the same
period of time.

The initial data analysis will focus on the children who were recruited in June-July of
1989 and hereafter referred to as "initial recruits”. As the study design stipulated, the focus
of the recruitment was on children living in the rehabilitated housing (about 90% of the study
population). The initial data analysis will, therefore, only include data for children living in
rehabilitated housing. Analysis of results from area-wide sampling, such as for soil and
exterior dust sampling on streets, sidewalks, alleys etc., will include all data regardless of
the type of nearby housing.

The age of the initial recruits at the time of the first blood collection is shown in
Table 4-2 by study areas.
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TABLE 4-1. CINCINNATI SOIL PROJECT ENROLLMENT OF SUBJECTS

Initial Recruitment® Second Recruitment®
Area  Number Enrolled Number Remaining Number Enrolled Number Remaining
(Phase 01) (Phase 09) (Phase 05) (Phase 09)
A 56 (36)° 23 (17 not performed not performed
B 107 (68) 47 (31) 29 (19) 16 (9)
C 62 (42) 30 22) 37 (26) 21 (16)
Total 225 (146) 100? (70) 66 (45) 37° (25)
Total Recruited Total Remaining (Phase 09)
Phase 01 & 05 291 Phase 01 Recruits 100
Total New Births 16 Phase 05 Recruits 37
Total Subjects 307 New Births 16
153

:June-July 1989 (Phase 01).

June-July 1990 (Phase 05).

“No. families indicated in parenthesis.

9An additional 14 new births also participating in Phase 09.
®An additional 2 new births also participating in Phase 09.

TABLE 4-2. NUMBER OF STUDY PARTICIPANTS BY AGE RANGE

(Phase 01, Rehabilitated Housing)

Age (years) Area A Area B Area C

Less than 1 9 (18.4) 17 21.2) 11 (25)
1- <2 10 (30.4) 17 (21.2) 7 (15.9)
2-<3 10 (20.4) 13 (16.2) 9 (20.4)
3. <4 10 (20.4) 15 (18.8) 7 (15.9)
4-<5 10 (20.4) 13 (16.2) 6 (13.6)
5-<6 0 (0) 5(6.2) 4(9.1)
Total 49 80 44

'Pemtage for area shown in parentheses.
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4.2 EXCLUSION FROM DATA ANALYSIS

The initial data analysis will focus only on children entered into the study during the
initial blood collection period (Phase 01, June-July 1989) and who were living in
rehabilitated housing. Therefore a number of children will not be included in the analysis
presented herein: children recruited from Areas B and C during Phase 05 (June-July 1990,
children living in non-rehabilitated housing, and children born in study families after older
siblings had already been recruited ("new births"). In addition, four subjects were excluded
who were identified as being chelated prior to entry into the study or pre-abatement or who

were victims of careless remodeling work.

Children Recruited During Phase 05

A total of 66 children were recruited during Phase 05 (June-July 1990), 29 in Area B
and 37 in Area C. The children recruited in Area B received all three types of abatement
(exterior and interior dust and soil) during the summer of 1990. Thus, their abatement
pattern is identical to that in Area A except that it was conducted one year later. In a future
data analysis we will explore combining them with Area A children for the purpose of
evaluating the impact of abatement.

Children Living in Non-Rehabilitated Housing

Thirty-one of the children recruited in Phase 01 (June-July 1989) are identified as living
in non-rehabilitated housing: 2 in Area A, 18 in Area B and 11 in Area C.

The housing of most of these Area C children were initially misclassified as non-
rehabilitated housing when it actually was rehabilitated. Re-coding will be conducted in the
near future so that those children can be included in the analysis of children living in
rehabilitated housing and who were recruited during Phase 01.

New Births

A number of children of study families were born during the study period. In many
cases (16) we were successful in recruiting them into the study when they were only a few
months old. In many cases they were born after some abatement in their home environments
had already occurred. Data from those children will not be used as part of the primary data
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analyses but will only be used in special case study analyses and other special studies. Four
of these children are in Group A, 10in B and 2 in C.

Specifically Excluded Subjects

All data from four subjects who were either in housing undergoing renovation or who
were lead poisoned prior to their entry into the study were removed from the data analyses.

Subjects 058 and 059. The apartment in which these children were living was
undergoing paint removal by the owner resulting in excessive exposures to lead-containing
dust. Hand lead values were 1,366 and 1,386 ug, respectively pre-abatement (June 1989).
These values are almost an order of magnitude higher than any others we have seen. The
family lived in Area B (Findlay sub-area) in a deteriorated non-rehabed 19th century
building. We have three blood samples from each child. The family moved April 1990.

Subjects 812 and 813. These subjects were each chelated for lead poisoning during the
summer of 1989 (July and August, respectively) prior to their entry into our study during our
second recruitment in June 1990 (Phase 05). Subject 812 had a blood lead of 46 in August
1987 as determined by the Cincinnati Health Department.

4.3 SAMPLE COLLECTION AND ABATEMENT SCHEDULE

The overall abatement and monitoring time table for the Cincinnati project was
previously shown in Figure 3-1. The specific types and locations of the samples collected
during the ten sampling phases (00 to 09) were outlined in Figure 3-2. Certain reductions in
sample collection and analyses that were necessary due to time constraints are indicated in
Figure 3-2 for Phases 06, 07 and 09.

4.4 BLOOD AND ENVIRONMENTAL SAMPLE QUALITY
ASSURANCE/QUALITY CONTROL RESULTS

Prior to the beginning of our study the precision and accuracy of each type of sample
measurement was evaluated. Goals were established in terms of completeness and

representativeness of study design. Coordination efforts among the three cities involved in
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the study resulted in the development of similar methods and protocols so that ultimately data
comparability could be realized. However, the validity of the Cincinnati Soil Project results
still depend in large part on the quality of sample collection and analysis. The results of the
Quality Assurance/Quality Control (QA/QC) procedures implemented in our collection and
analysis protocols are given in the following sections. Table 4-3 lists the different types of
samples collected and analyzed, and the quality control associated with each type.

At the beginning of the study 28 fictitious family identities were developed. Identifiers
were consistent with those used for the real study families. Except for soil and exterjor dust
all field QC samples were given study sample numbers and identified as being collected from
one of the fictitious families. In this way, QC samples were submitted to the lab and
analyzed with their true identity unknown. Soil and exterior dust QC samples were, on the
other hand, distributed to the analyst without their associated location, building and family
identifiers. Therefore, the true identity of those samples was also protected.

4.4.1 Quality Control Evaluation for Blood

The hematology QC program consisted of the following elements:
Field duplicates - fictitious families (a total of 28 fictitious children)

—

2. Blind control samples supplied by Centers for Disease Control (CDC) - lead (PbB)
3. Low and high isotope dilution mass spectrometry (IDMS) determined
reference samples
4. College of American Pathologists (CAP) PbB proficiency program
5. CDC, PbB and free erythrocyte protoporphyrin (FEP) proficiency program
6. Bi-annual analysis of hematology controls for Hematocrit and Hemoglobin
7. Human reference sample for iron (Fe) and total iron binding capacity (TIBC)

The analytical methods used for each analyte were as follows:

1) PbB - Anodic Stripping Voltammetry

2) FEP - extraction followed by spectofluorometry
3) Serum Fe and TIBC - electrochemical

4) Hematocrit - centrifugation

5) Hemoglobin - calorimetric
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TABLE 4-3. QUALITY CONTROL EVALUATIONS FOR EACH SAMPLE TYPE

1)  Blood
a.  Field duplicates - fictitious families
b. Blind control samples supplied by CDC - PbB
< Low and high ID-MS determined reference samples
d. College of American Pathologists PbB proficiency program
e. CDC PbB and FEP proficiency program
f.  Bi-annual analysis of hematology controls for Hematocrit and Hemoglobin
g. Human reference sampie for Fe and TIBC

2)  Soil
a.  Field duplicates
b.  Field lab sieving blank
c.  Blind control samples supplied by EMSL - Las Vegas
d Low and High reference samples

3)  Exterior Dun
Field duplicates

b.  Field lab sieving blank
c.  Blind control sampies supplied by EMSL - Las Vegas
d. Low and High reference samples

4) Interior

a.  Field duplicates
1. interior dust

2. dustfall
b. Field blanks
1. interior dust
2.  bhandwipes
c. Blind control samples supplied by EMSL - Las Vegas
1. interior dust
2.  bandwipe
d. Lab method and reagent blacks
1. interior dust
2. handwipe
3. dustfall
e Lab duplicate
1. interior dust
2. dustfall
f Lab coatrols
1. interior dust
2.  handwipe
3. dustfall
g AAS analysis- duplicates and % recovery
1. interior dust
2. dustfall
3. handwipe
L)) Water
[ Field duplicates
b.  Field blanks
c. Labblank
d.  Lab control
e.  Lab duplicates
f % recovery
6)  Painmt

s. Instrument blanks
b.  Instrument calibration checks

4-6



A field duplicate for blood was one half of a total sample drawn from an individual
volunteer. Thus, approximately 8 ml of blood was collected from 1 person and dispensed
into 2 EDTA-containing pediatric Vacutainer™ tubes and 2 vacutainers™ with no
anticoagulant. Each set of two different tubes were labeled with one of the 28 fictitious
identities and submitted to the lab for the complete series of analyses. Fresh field duplicates
were collected at a rate of 2 individuals of 4 samples per week. The fictitous family
indentifiers were repeated in each phase. This type of QC sample can only evaluate
precision. Table 4-4 shows the results of the differences between duplicates for each test
when samples were analyzed blind.

Four different concentration blood samples were supplied by the Centers for Disease
Control to test for analytical or procedural variabilities within or among the three cities in the
soil projects. Prior to the start of the study these samples were repeatedly analyzed by each
city. Our assays were carried out in 13 separate daily runs at a rate of one run per week and
over the time period from 1/31/89 to 5/9/89. A target value was then determined for each
city’s analysis of the sample and also a consensus value for the sample itself.

During the course of the study, at least two of the four samples were analyzed in
duplicate with each set of unknowns. Of the four two were always blind to the analyst. The
two blind samples were those with target values of 3.5 + 8.9 ug/dL. Table 4-5 shows the
results accumulated on these samples over the two years of the study.

In addition to the samples supplied by CDC for this project we continued to employ the
techniques that are a part of the standard operating procedures of our laboratory. That
included analyzing duplicate samples of 2 IDMS determined reference bloods with each set
of unknowns. Limits were established for these samples to evaluate the validity of the
analytical run, and control charts were kept to document performance over time.

If the concentration of two or more of the four samples fell outside the established
limits, the run of PbB samples was rejected and all samples reanalyzed. This did not occur
with any of our analytical runs. However, on two occasions the 5.3 ug/dL control in
Phase 03 fell well beyond the 3 standard deviation or rejection criteria. Possible
contamination of these QC samples was suspected. Listed in Table 4-6 are the averages,
average differences between duplicates and the standard deviations for these IDMS samples
in the Soil Project analytical runs.
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TABLE 4-4. ABSOLUTE DIFFERENCE BETWEEN BLIND DUPLICATE ANALYSES
OF THE SAME HUMAN BLOOD SAMPLES

Phase

Hematocrit

Hemoglobin Serum FE TIBC % Saturation PbB FEP
% gm/dL pg/dL pg/dL % pg/dL pg/dL
01 0.5 0.16 5.4 17 0.9 1.5 1.5
N=14 pairs
03 0.6 0.16 4.6 16 2.0 1.0 2.8
N=14 pairs
05 0.0 0.25 33 7 1.3 1.4 1.8
N=9 pairs
07 0.2 0.23 5.2 9 1.4 0.8 1.9
N=9 pairs
09 0.3 0.18 6.0 8 2.7 0.8 2.5
N=6 pairs
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TABLE 4-5. BLOOD LEAD QUALITY CONTROL SAMPLES PREPARED BY CENTERS FOR

DISEASE CONTROL FOR THE CINCINNATI SOIL LEAD PROJECT

Target Value® 35 8.9 2.5° 43.3
Consensus Value 4.3 10.3 1.6 449  SLOPE Y-INTERCEPT
DATE SAMPLE
COLLECTED
Phase 01 6/7/89-8/10/89 5.1 9.4 2.6 42.2 0.9526 0.9643  0.9994
Phase 03 10/16/89-12/7/89 3.7 8.2 1.7 433 1.010 -0.4721  0.9997
Phase 05 6/18/90-7/24/90 4.3 8.6 2.2 42.4 0.9739 0.2050  0.9997
Phase 07 11/7/90-12/10/90 4.5 8.4 2.9 43.0 0.9808 0.4300  0.9995
Phase 09 6/10/91-8/8/91 4.2 8.9 3.5 43.5 0.9875 0.6564  0.9998
N 33 28 60 60
Mean 4.4 8.8 2.5 42.7
S.D. 1.2 1.2 0.9 1.1
C.V. 28 13 36 3
Min. 2.3 6.6 0.5 40.1
Max. 8.0 11.0 4.9 45.3

“Target Value established by U.C. lab prior to the study.
hFour Lab Consensus Value; U.C.; CDC; ESA; MO. DOH.

“This sample was analyzed as a blind control throughout the study.
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TABLE 4-6. LABORATORY PERFORMANCE IN THE ANALYSIS OF
ISOTOPE DILUTION MASS-SPECTROSCOPY REFERENCE SAMPLES

I.D.M.S. Target Value = 5.3 ug/dL

I.D.M.S. Target Value = 40.4 pg/dL

Mean Difference Mean Difference
of all Between of all Between
Phase N Values S.D. Duplicates S.D. N Values S.D. Duplicates S.D.
01 36 6.3 0.9 - - 36
I8 - - 0.8 0.7 18 40.2 1.5 1.1 0.8
03 20 5.2° 0.6 - . 22
9 - - 0.8° 0.3 11 40.5 1.7 1.9 1.0
05 25 5.6 0.7 - - 22
12 - - 0.7 0.6 10 40.5 1.1 1.0 0.6
07 20 5.8 0.8 - - 20
10 - - 0.6 0.5 10 41.5 1.1 1.0 0.7
09 18 6.1 0.9 - - 18
9 - - 0.7 0.7 9 42.0 1.6 1.2 0.8

*2 Outliers excluded.



Participation in two proficiency programs is another ongoing process in our labs.
Samples are provided by the Center for Disease Control on a monthly basis for PbB and FEP
determinations. Lead samples are supplied quarterly by the College of American Pathologist
proficiency program. Our results are compared to consensus values established by reference
and participating laboratories for these programs. Figure 4-1 and 4-2 show our performance
in these programs for PbB over the two year interval during which this study was run.
Figure 4-3 illustrates the results for FEP in the CDC program.

Hematology controls were purchased periodically during the Soil Project and used to
evaluate hematocrit and hemoglobin concentrations. Purchased from Fisher Scientific
Company, these controls closely resemble patient’s whole blood samples and so provide a
control for the two methods. There are target values assigned to the samples which were
obtained using a number of automated instruments and manual methods. Four sets of these
samples were analyzed and the comparison is shown in Table 4-7.

Serum Fe and TIBC analysis were monitored by analyzing the same human serum
sample during each day’s analytical run. The serum was a pooled sample collected from one
individual, aliquoted into separate tubes and frozen. Each sample pool was only stable for
approximately 6 mo. Therefore, prior to its expiration date another sample pool was
developed. Thus, pools were overlapped to maintain continuity. These samples provide
measurement of precision and a check for instrument or calibration drift. Table 4-8 shows
data generated during the Soil Project study time frame.

4.4.2 Quality Control Evaluations for Soil X-ray Fluorescence

The soil QC program consisted of the following elements:

Field duplicates (co-located samples)

Field lab sieving blank

Blind control samples supplied by Environmental Monitoring Systems Laboratory
(EMSL) - Las Vegas

4. Low and High reference samples

P

w

As was to be expected, soil field duplicates (co-located samples) were at best a rough
estimate of the concentration of the original sample collected. Duplicates were collected for
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TABLE 4-7. UNIVERSITY OF CINCINNATI PERFORMACE IN THE ANALYSIS
OF HEMATOLOGY CONTROLS

HEMATOCRIT (%)

HEMOGLOBIN (g/dL)

University of University of
Fisher (Target Cincinnati Fisher (Target Cincinnati Results
Lot # Value) Results Value)
X S.D. X S.D. X  S.D. X S.D.
Lot 1
(Phase 1) 343 3.0 33.6 0.5 11.7 0.8 114 . 0.1
Lot 2
(Phase 3) 33.9 3.0 333 0.5 11.8 0.8 12.0 0.2
Lot 3
(Phase 5) 30.5 2.0 28.9 0.6 12.3 0.5 12.4 0.4
Lot 4
(Phase 7) 30.5 3.0 293 0.7 12.3 0.8 12.5 0.4

TABLE 4-8. SERUM IRON AND TOTAL IRON BINDING
CAPACITY SERUM POOLS

Number
of
Identity  Analyses Serum FE TIBC % Saturation
X S.D. X S.D. X S.D.
Lot-M4" 16 57.9 2.2 305 13 18.9 1.0
Lot M5 16 110.4 5.8 309 20 35.9 1.3
Lot M6 18 80.6 3.9 301 13 26.8 0.8

.Humm samples; no target value.

one out of every 10 unknowns and not necessarily done on the same day. They were,
however, collected within 6 mo.

Field Lab Sieving Blanks consisted of material obtained from a sand/gravel quarry in
Cincinnati. These materials were previously determined to be very low lead content (Que
Hee et al., 1985). There were three types of native soils analyzed:
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Blank #1.  Lake bed clays possibly Wisconsin glacial stage 20-25,000 years old.
Blank #2. Illiniosian Till, 125,000 years old.

Blank #3.  Pre-glacial Fluevial (river) sand, 150,000 years old.

They were sieved to <250 u particle size and randomly inserted in the unknown
sample stream. Results are shown in Table 4-9.

TABLE 4-9. SOIL FIELD LAB BLANKS

Blank # N X S.D. Minimum Value Maximum Value Cc.v.
1 90 11.0 10.6 0.9 54.8 96
2 116 14.4 11.0 0.9 65.2 76
3 94 15.1 8.9 3.5 53.9 59

Study control samples for soil analysis were provided by EMSL - Las Vegas and
provided to each of the three Soil Projects. The raw samples were collected in each city and
shipped to EMSL where they were sieved, analyzed, and redistributed to the projects. These
soils were randomly inserted into the study’s sample stream and analyzed unknown to
laboratory staff.

An X-ray Spectrometer (XRF) and Atomic Absorption Spectroscopy (AAS) concensus
value for the samples was determined in a round robin exchange among the cities. Also
from these data a correction factor for each city was calculated. The factor when applied to
all soil results yielded comparable data among the three projects. The following table
(Table 4-10) gives the results of our analysis, the corrected concentration and the concensus
value determined by the round robin exchange for the particular QC samples used in our
study. Our labs digestion and AAS values for three of the samples was: Bos M=6,937,
Cin H=13,195 and Cin L=379.

Two reference control samples were placed within each set of 16 samples analyzed on
the KEVEX XRF instrument. Their average concentration as determined by repeated
analysis was 170 ppm and 1066 ppm of Pb. A 2 standard deviation limst was set as rejection
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TABLE 4-10. UNIVERSITY OF CINCINNATI LAB PERFORMANCE
IN ANALYZING ENVIRONMENTAL MONITORING SYSTEMS
LABORATORY QUALITY CONTROL SOIL SAMPLES
BY X-RAY SPECTROMETER®

_ Corrected Consensus
N X (ppm)  S.D. C.V. x*(ppm)  Value® (ppm)
Bal M 49 1,016 40 4 884 -
Bos M 32 6,654 268 4 5,788 6,175
Cin H 31 14,890 635 4 12,951 12,499
CinL 130 301 1 4 262 335

® X 's were multiplied by the constant 0.8698 determined by the intercalibration study to adjust for *within"

variance.
®Consensus value for soil samples determined by XRF using the multiplicative model with weight=1.
“Data are from QC samples analyzed during phases 2, 3, 5, and 9.

criteria and subsequently any XRF run of samples with one or more of these QC samples
outside of the established range was re-analyzed.

4.4.3 Quality Control Evaluation for Exterior Dust

The exterior dust QC program consisted of the following components:

Field duplicates (co-located samples)

Field lab sieving blank

Blind control samples supplied by EMSL - Las Vegas
Low and High reference samples

AwN:—-

The Quality Control used for the exterior dust was the same type as used for the soil.
Duplicates were collected for one out of every 10 unknowns. Field lab sieving blanks were
the same material as used for the soil. The EMSL-Las Vegas QC were also soil material of
the concentrations used with soil. These were all dispersed randomly throughout the exterior
dust samples. The reference controls were also the same samples. Table 4-11 shows the
concentrations of the blanks prepared with the exterior dust and Table 4-12 performance on
analysis of EMSL QC samples (compare with Table 4-10).
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TABLE 4-11.

EXTERIOR DUST FIELD LAB BLANKS

Blank # N S.D. Minimum Value Maximum Value  C.V.
1 44 245 4.9 6.1 30.4 20
2 44 280 8.1 13.0 64.4 29
3 45 22.7 6.5 9.6 26.3 29

TABLE 4-12. ENVIRONMENTAL MONITORING SYSTEMS QUALITY CONTROL
SOIL SAMPLES ANALYZED WITH EXTERIOR DUST SAMPLES

(Phases 1,2,3,5 and 9)

N X (ppm) S.D. C.V.  Corrected X* Consensus Value® (ppm)
48 1,015 43 4 883

24 6,630 326 5 5,757 6,175

23 14,582 826 6 12,683 12,499

117 314 56 18 273 335

® X 's were multiplied by the constant 0.8698 determined by the intercalibration study for "within" lab variance
®Consensus value for soil samples determined by XRF using the multiplicative mode} with weight = 1. The
bi-weight range is currently being determined.

4.4.4 Quality Control Evaluations for Interior Dust

The interior dust QC program consisted of the following components:

Field Duplicates
Field Blanks

[ S I N

EMSL - Las Vegas

Lab method and reagent
Lab duplicates

Lab controls

None

Blind control samples supplied by

blanks

AAS analysis - duplicates and % recovery

Interior dust duplicates were collected at one every 25 residences at a spot adjacent to

the study sample site. Table 4-13 shows the average difference between those results for
each sample type and within each collection phase.
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TABLE 4-13. PERFORMANCE ON ANALYSES OF
ENVIRONMENTAL MONITORING SYSTEMS LABORATORY
QUALITY CONTROL DUST SAMPLES

N x* (ppm) S.D. Cc.v. Consensus Value®
Bal ML 34 1,727 275 16 1,492
Bos H 35 24,104 2,337 10 N/A
CinL 26 259 44 17 232

Cin MH 38 2,683 225 8 2,378

x 's were muitiplied by the constant 0.9839 determined by the intercalibration study for "within" lab variance.
®Consensus value for soil samples determined by XRF using the multiplicative model for *within® lab variance.

Field blanks were collected during the last four phases of the project. These consisted
of setting the pump on a table with the nozzle pointed upward and collecting air into an
empty sampling cassette for 3 min. The concentration range of 44 blanks was 0.11 - 1.75 ug
Pb with an average of 0.48 ug/Pb + 0.35. Three samples had a Pb concentration greater
than 1.0 ug and were considered contaminated. The sample weights were all very low
- < 0.0009 g.

Samples prepared by EMSL - Las Vegas were disguised using fictitious family
identities and sent to the laboratory. The samples, shipped from EMSL, were sampling
cassettes containing a known amount of standard dust. They were inserted into the studies
sample stream at the field office.

The laboratory handling of the interior dust samples was a fully controlled process in
which validity of the data was determined by whether or not blanks and controls fell within
established weight or concentration limits. The limits were calculated using the results of the
first 25 assays of each QC type. If more than three of the six QC samples in a run were
outside of the defined limits, the entire set was considered invalid. In this project 154 sets of
interior dust samples were analyzed. Three interior dust sets (2%), of 22 unknowns each,
were not acceptable according to these QC criteria.

The initial preparation of the samples was very important. Due to the small sample
size collected by our vacuum method, the accuracy of the weight measurement was critical.

Weight corrections were applied to all unknowns in a set if blank values were >1 standard
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deviation (SD) and <2 SD of an earlier determined average method blank weight nf both
blank weights were >2 SD of the average method blank weight, then the QC sample was
considered out of limits. All samples were digested and analyzed after weight measurements
were determined, however, samples that weighed less than 0.002 grams (n = 45; 1.8%)
were not calculated in ppm. Average weights for the Soil Project dust samples for each type

of interior dust in each phase are shown in Table 4-14.

TABLE 4-14. AVERAGE WEIGHTS OF INTERIOR DUST SAMPLES (Grams)

Phase Entry X Floor X Window X Mat X
01 0.0567 0.0435 0.1164 0.0115
02 0.0227 0.0279 0.0690 0.0479
03 0.0350 0.0350 0.0386 0.0739
05 0.0750 0.0672 0.1859 0.0596
09 0.0700 - - -

(Total number of samples = 2,490).

There are several types of blanks in our preparation and digestion procedure for interior
dust analysis. These include the method blank, preparation reagent blank and digestion
reagent blank. The purpose of all of these samples are two fold: (1) to determine the true
amount of weight or lead that is present in the unknown samples, and (2) to detect the
presence of contamination in the collection, preparation, and digestion of study samples
unknowns.

Method lab blanks consisted of blank cassettes loaded with filter and support pads and
from the same lot of cassettes as used for the unknowns. These blanks were inserted during
the evaporation or preparation stage of each day’s set of samples. A reagent blank was also
inserted at this point in each set and was actually a pre-weighed beaker of 50 ml of
deionized/distilled H,0. Another reagent blank was introduced during the digestion step.
This was done at a rate of one per day and was simply an empty beaker handled as a sample
beaker.
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The amount of lead in the method lab blanks ranged from 0.14-4.31 ug Pb found.
Eight of 128 were > 1.0 ug Pb - the rejection limit. Preparation reagent blanks ranged from
0.13 to 10.0 ug of Pb found with nine of 128 samples exceeded the rejection limit of
> 1.0 ug of Pb. The digestion lab blank had seven values of 128 not accepted and ranged in
concentration from 0.13 to 4.17 ug Pb per sample.

There were two National Institute for Standards and Technology (NIST) standards used
to track the accuracy of the interior dust method. They were standard #1648 Urban
Particulate with a known Pb concentration of 6,550 ppm and Standard # 1646 Estuarine
Sediment of concentration 28.2 ppm. One of the NIST Standards (#1646 or #1648 arbitrarily
chosen) and duplicates of either of the reference samples were chosen to be incorporated into
the initial preparation of the samples. Approximately 50 mg of each standard dust was
weighed into a clean cassette and resealed. Prior to digestion of the samples 50 mg of the
NIST standard, the same as was added to the prep stage of that set, was weighed into a
beaker and digested along with other samples of the set. These gave us the means needed to
track the handling and analysis of the samples. In addition, two bulk dusts taken from homes
in the Cincinnati area were used to track the precision of the method over the course of the
study. These latter QC samples were intended to be more valid urban dust standards than
the NIST standards (Table 4-15).

The performance of the AAS instrument was also subject to QC monitoring. One in
every 25 samples was analyzed in duplicate. Every 20th sample was used to determine
percent recovery. The average difference between 160 duplicates was 1.42 + 1.85 ug. The
percent recovery calculated from 189 spiked samples averaged 102.2% + 5.6.

4.4.5 Quality Control Evaluations for Interior Dustfall
The interior dustfall QC program (Table 4-16 and 4-17) consisted of the following
components:

Field duplicates

Lab method and reagent blanks

Lab duplicates

Lab controls

AAS-duplicates and percent recovery

oW
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TABLE 4-15. SOIL PROJECT INTERIOR DUST
QUALITY CONTROL STANDARDS
(Floor and Window)

Sample Stage of Analysis N Xpm) SD. C.V.
NIST 1,646 Prep Digestion 105 28.2 4.7 16.6
(28.2 ppm) 57 28.2 36 128
NIST 1,648 Prep Digestion 46 7,052 528 7.5
(6,550 ppm) 19 6,946 318 4.6
REFERENCE LO Prep Digestion 118 279 52 185
23 281 39 14.0
REFERENCE HI Prep Digestion 113 2,802 191 6.8
28 2,766 133 4.8
TABLE 4-16. INTERIOR DUSTFALL FIELD DUPLICATES
Sample # = ppm Pb Sample # ppm Pb
211 454 260 210
212 152 261 74
285 14 160 47
286 23 161 305
311 4 136 353
312 122 137 356
236 482 186 103
237 572 187 40
TABLE 4-17. QUALITY CONTROL STANDARDS ANALYZED
WITH DUSTFALL SAMPLES
Sample Stage of Analysis N X (ppm) S.D. C.v.
NIST 1646 Prep Digestion 12 345 6.2 18
(28.2 ppm Pb) 13 28.9 4.1 18
Reference Lo Prep 11 314 3.8 12
Reference Hi Prep 14 2,960 210 7
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Interior dustfall samples were collected during two phases of the Soil Project - Phase 02
and 06. Field duplicates but not field blanks, were obtained at one in every 25 residences in
Phase 06. The comparison of the resulting eight duplicates is listed below.

The laboratory quality control was identical to that for the interior dust samples. There
was a method blank or empty container prepared as a sample. Reagent blanks were inserted
at each stage of sample handling and NIST and reference standards were used to track the
accuracy of the method.

The concentration of all blanks was below the 1.0 ug Pb rejection limit. The NIST
standard inserted into the analyses was Standard #1646 Estuarian Sediment containing
28.2 ppm Pb. Low and high Pb concentration reference samples were also used. Out of
13 sets analyzed no sets had to be rejected. The standards are tabled in Table 4-17 and can
be compared with the standards and performances reported in Table 4-16.

The average difference for AAS analysis of duplicates was 1 + 0.5 ug Pb. The
average percent recovery of spiked samples was 104% + 4.9.

4.4.6 Quality Control Evaluations for Hand Lead

The hand lead QC program consisted of the following components:

Field blanks

Blind control samples supplied by EMSL-Las Vegas
Lab method and reagent blanks

Lab controls

AAS-duplicates and percent recovery.

Nh W=

The acquisition and analysis of field blanks is very important to the evaluation of the
quality of the unknowns associated with it. Proper handling and documentation of the wipes
used is critical to that evaluation. In the Soil Project field blank limits were set at 0 + 6 ug
Pb based on using the 2 standard deviation value for the lab reagent blank. Thus, any field
blank concentrations greater than 6 ug indicated contamination and rendered its associated
sample or samples invalid. In addition, samples with a field blank less than 6 ug would be
invalid due to suspicions such as samples containing less than 6 total wipes or using the
wrong lot of material to collect the sample. There were 2,369 handwipe samples analyzed
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including field blanks and of the samples 55 were invalid based on the field blank
concentration.

Hand lead control samples were prepared by the EMSL-Las Vegas lab and sent to
Cincinnati for incorporation into the Soil Project samples. These samples contained aqueous
lead solution of various concentrations aliquoted onto six wipes. The samples included clean
wipes for use as field blanks. Before being sent to the lab the samples were labeled with the
fictitious family identities. Table 4-18 shows the results of those samples.

TABLE 4-18. ENVIRONMENTAL MONITORING SYSTEMS
LABORATORY QUALITY CONTROL HAND LEAD SAMPLES

Concentration - Concentration Added by
Level (ug) N X S.D. C.V. EMSL (ug)
0] 94 0.1 2.7 5,086 0
L 38 4.8 2.6 54 5
M 36 17.8 4.0 23 20
H 38 38.0 9.7 26 40

“The amount of lead added to the wipes is yet to be obtained from the EMSL-Las Vegas lab.

Lab reagent blanks were deemed invalid if <0 or >3 ug of lead was found. Only one
out of 140 blanks was found to be invalid. Method lab blanks were used to correct all
samples by the amount of lead present in clean wipes. The value subtracted was the average
Pb concentration for all samples by the amount of lead present in clean wipes. The value
substracted was the average Pb concentration for all method blanks determined from the
same lot of wipes. There were different lots of wipes used in the Soil Project Study and
their lab blanks ranged in concentration from 5-23 ug Pb per 6 wipes (no. of wipes used per
child).

Lab controls were blank wipes spiked with a standard level lead solution. The
concentrations used were 4, 20, 40 and 100 ug/ml. To check the quality and concentration
portions of the stocksolution of each control were analyzed periodically by AAS. Limits
were established for all controls and used in the validation of the sample set. If 2 or more
controls or blanks were found to be outside of the established limits, the set was found to be
invalid. Eight out of 140 sets could not meet the QC criteria. Two sets of 22 unknowns
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(including field blanks) were excluded entry from the data base (less than 2%) while six sets
were included, but qualified.

Analytical duplicates and spiked recoveries were determined by the AAS analyst. One
in every 25 samples or hand leads were analyzed in duplicate and the average difference
between duplicates was 0.37. The percent recovery calculated from 150 spiked samples
averaged 102 + 6.

4.4.7 Quality Control Evaluations for Water
The water QC program consisted of the following elements:

Field duplicates

Field blanks

Blind lab controls

Lab duplicate and percent recovery.

W -

Water samples were collected from the residences during Phase 04 and 08 of the study.
Excluding field blanks and duplicates there were 278 water samples analyzed. Duplicates
were collected at 10% of the homes with a total of 26 samples collected at 13 residences
during both phases. The following Table 4-19 lists the study samples and their duplicates.

Field blanks were collected at 5% of the residences and totalled 10 samples. All values
were <1.6 ug/dL. There were 2 concentration level controls incorporated into the unknown
samples, sent to the lab and analyzed blind. The results of these samples for both phases are
seen in Table 4-20.

All water samples were analyzed in duplicate and all were spiked and recovery of Pb
calculated. Since such a large percent of the sample concentrations fell below the detection
limit the average difference between duplicates was calculated using all duplicates greater
than 1.6 ug/L. That difference was 0.4 + 0.4 for 71 samples with a mean percent recovery
of these samples of 98% + 4.

4.4.8 Quality Control Evaluations for Paint

The following QC program was used for determining the concentration of lead in paint
using a portable XRF:
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TABLE 4-19. COMPARISON OF DUPLICATE WATER COLLECTIONS

Sample Type Apt # Study Sample (ug/L) Duplicate (ug/L)
Wi 008 <l.6 <1.6
w2 008 <1.6 <1.6
Wi 063 <1l.6 <1.6
w2 063 <l.6 <l.6
wi 137 <1.6 <l.6
w2 137 <l.6 <1l.6
w1 151 3.0 2.2
w2 151 <1.6 <1.6
wi 054 <l.6 <1.6
W2 054 <l.6 5.6
w1 089 <l.6 <1.6
w2 089 <1.6 <1.6
wi 001 <1.6 <1.6
w2 001 <1l.6 <1.6
w1 015 <1l.6 <1.6
w2 015 <1.6 <1.6
w1 024 <1.6 <l.6
w2 024 <1l.6 <1.6
wi 226 1.1 <1.6
w2 226 <1.6 <1.6
w1 207 3.3 <1.6
w2 207 <1.6 <1.6
Wi 227 <1.6 <1.6
w2 227 <l1.6 <1.6
w1 223 7.9 8.3
w2 223 37.3 21.0

TABLE 4-20. QUALITY CONTROL WATER SAMPLES ANALYZED BLIND

Known
Concentration Number -
(ug/L) Analyzed X (ug/L) S.D. C.v.
10 4 10.3 0.62 6
27 13 28.2 2.00 7
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1. NIST reference lead film calibration checks.
2. Triplicate readings at each sampling point.

4.5 SOIL LEAD CONCENTRATIONS

Soil lead concentrations by sampling phase, sample type (surface, top and bottom) and
study area are presented in Table 4-21 and Figures 4-4, 4-5 and 4-6. Geometric mean
values, upper and lower confidence limits, 95 %-tile values and number of samples are
presented. Soil abatement occurred in Area A just prior to Phase 2 sample collection (Sept.-
Oct. 1989) and just after Phase 5 sample collection (June-July 1990) in Area B. As planned,
the final soil lead sampling in Area C (Phase 09, June-Aug. 1991) occurred just prior to
Area C soil abatement.

Abatement Impact

Pre- and post-soil abatement soil lead concentrations in Area A are represented by
samples collected in Phases 00 and 02, respectively. Soil lead abatement in Area A resulted
in a decrease in the geometric mean lead concentration of 140 ppm in the composite surface
scrapings, 146 ppm in the top 2 cm composite core samples and 113 ppm in the bottom 2 cm
composite core samples. The 95 %-tile soil lead concentration in the top 2 cm decreased
from 2,695 ppm to 422 ppm. The decreases are statistically significant (p <0.05) as
indicated by the 95% confidence limits which do not overlap. Soil lead concentrations did
not decrease between Phases 00 and 02 in Area B and C where soil lead abatement did not
occur between these sample collection phases.

The effects of soil lead abatement in Area B, which occurred during the Aug.-Sept.
1990 period can be seen by comparing top 2 cm composite core lead soil lead concentration
from Phase 05 samples (June-July 1990) and Phase 09 samples (June-July 1991). Soil lead
abatement in Area B was associated with a decrease in the geometric mean soil lead

concentration of 102 ppm.
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TABLE 4-21. SOIL LEAD CONCENTRATIONS
(All Sampling Patterns)

Area A Area B Area C
Phase G.M. (LCL-UCL) 95 %-tile (n) G .M. (LCL-UCL) 95%-tile (n) G.M. (LCL-UCL) 95% -tile (n)
A. Surface Scrapings
00 189 (158 -226) 1,996 (242) 101 (90-114) 776 273) 154 135-177) 1,653 311)
SOIL ABATEMENT AREA A
02 49.4 39.5-61.8) 260 (55) 155 (134—-179) 1,572 281) 126 (105—150) 1,759 (179)
03 59.3 (43.4-81.0) 532 (51) 122 (105~-143) 1,258 (192) 110 (92.2-131) 979 (171
B. Top 2 cm Core Composite Samples
00 200 (162—245) 2,659 (195) 103 (91 -116) 780 (230) 140 (119-164) 1,200 (224)
SOIL ABATEMENT AREA A
171 54.0 (46.1—-63.3) 422 (160) 148 (133 -164) 1,192 369) 163 (139-191) 1,347 241)
03 44374524 403 (160) 161 (143 -180) 1,729 (385) 170 (142-203) 1,902 (235)
05 51.8 (44.3-60.7) 430 (155) 161 (144-180) 1,509 (380) 145 (124-169) 1,394 232)
SOIL ABATEMENT AREA B
09 58.8 (49.7-69.7) 660 (159) 59.5 (54.5-64.9) 249 372) 161 (137-190) 1,345 232)
SOIL ABATEMENT AREA C
C. Bottom 2 cm Composite Samples From 15 cm Cores
00 215 (176 -262) 1,612 (18%) 62.4 (56—70) 383 230) 114 (98-133) 848 217
SOIL ABATEMENT AREA A
02 102 (69.8—151) 760 (42) 103 (87.6-122) 1,162 (203) 114 (90.1 - 144) 1,044 (89)
03 91.8 (56.4—-150) 1,503 (43) 70.4 (56.2-88.0) 897 (125) 86.9 (66.3-114) 813 (8D
—

GM = geometric mean; LCL = lower confidence limit of geometric mean; UCL = upper confidence limit of geometric mean.

Total Number of Samples: surface scrapings (1,755); top 2 cm composites (3,729); bottom 2 cm composites (2,218); total = 7,702.
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Figure 4-4. Surface scraping soil Jead concentrations by Area during the
preabatement (Phase 0) and early postabatement (Phases 2 and 3) periods.

Building Debris

Many of the soil areas in this demonstration project are thought to be at locations where
buildings had previously been demolished. During sample collection each of the bottom
2 cm cores was visually examined to determine if building rubble could be visually observed.
The presence of such evidence would support the hypothesis that building debris was used as
part of the "soil” and that a building may have been located there. Soil lead concentrations
may tend to be higher in such locations because of the lead-based paint that would likely be
associated with some of this debris. Soil lead samples where "rubble was observed” had
higher lead concentrations in Areas B and C but the difference was significant only in
Area C (Table 4-22) for the pre-abatement sampling period, Phase 00. Rubble was observed
in 42% of the samples in Area A, 30% in Area B and 39% in Area C.
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Figure 4-5. Soil lead concentrations in the top 2 cm by Area. Abatement occurred
between phases 0 and 2 in Area A, and 5§ and 9 in Area B.

Sampling Pattern

As described in the Methods section, four sampling patterns were utilized: line
(source)-on lots adjacent to suspected sources of lead such as buildings; line (area)-in the
middle of large areas; small area; and targeted areas (play areas and bare soil areas). Parcels
sampled by the line (source) pattern were sampled along three parallel lines (in constrast to
one for line (area) parcels).

Soil lead concentrations by sampling pattern, sample type and study area are shown for
the pre-abatement sampling Phase 00 (Table 4-23). Also shown are soil lead concentrations
for all patterns combined (previously shown in Table 4-21). Soil lead concentrations for line
(source) sampling locations were higher than for line (area) locations for all sample types and
all study areas, as hypothesized. (These differences were statistically significant except for
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Figure 4-6. Soil lead concentrations in the bottom 2 ¢cm of a 15 cm core, by area.
Abatement of Area A was between Phase 0 and 2. Data are not available

after Phase 3.

the top and bottom 2 cm samples in Area C.) For the top 2 cm samples, line (source) soil
lead concentrations were 25 times higher than line (area) concentrations in Area A, 63%
higher in Area B and 26 % higher in Area C. Only surface scrapings were collected from
"targeted” sampling areas. Soil lead concentrations for "targeted” areas were generally
intermediate between those for line (source) and line (area) patterns. Soil lead concentrations
for "small area" were generally the highest of the area sampling patterns for Area A where a
number of these areas appeared to have existed for many years with little disturbance but
were the lowest in Area C. (There was only one small area sample in Area B.)
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TABLE 4-22. COMPARISON OF SOIL LEAD CONCENTRATIONS ACCORDING TO
WHETHER OR NOT RUBBLE AT DEPTH WAS OBSERVED

PHASE 00
Bottom 2 cm Composite Samples from 15 cm Cores
Area A Area B Area C
G.M. (LCL-UCL) 95 %-tile (n) G.M. (LCL-UCL) 95 %-tile (n) G.M. (LCL-UCL) 95%-tile (n)
Rubble Observed 210 (165-267) 1,001 (81) 74 (58-95) 617 (69) 160 (126 —203) 852 (84)
Rubble Not 207 (153 -281) 1,861 (101) 58 (51-66) 325 (161) 93 (17-112) 659 (132)

Observed

GM = geometric mean; LCL = lower confidence limit of geometric mean; UCL = upper confidence limit of geometric mean.
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TABLE 4-23. COMPARISON OF SOIL LEAD CONCENTRATIONS

BY SAMPLING PATTERN

PHASE 00

Sampling Pattern Ares A Aroa B Area C

G.M. (LCL-UCL) 95%-tile (n) GM. (LCL-UCL) 95 %-tile (n) G.M. (LCL-UCL) 95% -tile (n)
A. Surface Scrapings
All combined 189 (158-226) 1,996 (242) 101 (90-114) 776 213) 154 (135-177) 1,653 311)
Line (Source) 201 (160-254) 2,856 (153) 131 (107-159) 1,195 (122) 205 (170-247) 2,171 (176)
Line (Area) 93 (67-128) 579 35) 82 (713-92) 216 (108) 133 (113--156) 281 26)
Small Ares 1,115 (536—2,321) 18,074 (11) 168 168 (1) 81 (51-128) 1,764 (33)
Targeted 171 (115-253) 1,570 (43) 83.0 (60-115) 626 (42) 113 (88-145) 1,500 (76)
B. Top 2 cm Core Composite Samples
All Combined 200 (162 -245) 2,659 (195) 103 (91-116) 780 (230) 140 (119— 164) 1,200 (224)
Line (Source) 213 (170-268) 2,755 (150) 129 (107 - 156) 1,184 (122) 160 (132-194) 1,473 (166)
Line (Ares) 84 (59-120) 612 (34) 79 (711-89) 192 (107) 127 (110—-147) 271 (26)
Small Area 1,183 (533-2,627) 21,576 (11) 130 130 () 74 (48—-114) 110 (32)
C. Bottom 2 cm Composite Samples From 15 cm Cores
All Combined 215 (176-262) 1,612 (185) 62 (56—70) 383 (230) 114 (98-133) 848 217)
Line (Source) 218 (176-270) 1,532 (14D 82 (68-98) 566 (122) 128 (107-154) 852 (161)
Line (Area) 1mm-1n) 61727 46 (42-51) 137 (107 77(51-117) 592 (26)
Small Ares 908 (383-2,152) 14,327 (11) 69 69 (1) 85 (62—-116) 393 30)

GM = geometric mean; LCL = lower confidence limit of geometric mean; UCL = upper confid limit of g tric mean.

Total Number of Samples = 2,107.




4.5.1 Grass Cover

One of four categories of "grass cover” were assigned to each soil sample: fully-
covered, >50% covered, <50% covered and bare. The soil lead concentrations in the
surface scrapings in Phase 00 samples, presented in Table 4-24 and Figure 4-7, did not differ
in any systematic way for those grass cover categories. Lead concentration in the two
partially-covered categories were lower than in the bare locations in Area A; in Area C,
concentrations in the locations with less than 50% grass were lower than in any of the other
categories. The percent of sampling areas with >50% of the area bare, for Areas A, B and
C was 55%, 57% and 75%, respectively.

4.5.2 Component Neighborhoods Within Study Areas

Areas B and C each included multiple non-contiguous neighborhood components:
Findlay, Back & Dandridge for Area B and Glencoe and Mohawk for Area C. Soil lead
concentrations for surface scrapings, top 2 cm cores and bottom 2 c¢cm cores are shown in
Table 4-25 for Phase 00 and 02. The Dandridge neighborhood of Area B was not added to
the study until Phase 01, which did not contain soil sampling. Thus the initial soil samples
for the Dandridge neighborhood were collected in Phase 02. It is unlikely that this 3-6 mo
delay in sampling introduced any significant bias to the resultant data. Soil lead
concentrations in the Findlay neighborhood were somewhat higher than those in the Back
neighborhood while those in Dandridge were more than twice as high as either of these two
for all sample depths. Concentrations in the Mohawk neighborhood were about twice as high
as those in Glencoe for the surface scrapings and top 2 cm cores but only somewhat higher
in the bottom 2 cm cores.

Building Debris. In the Findlay neighborhood of Area B and in the Mohawk
neighborhood of Area C the geometric mean soil lead concentration in the bottom 2 cm
samples were higher in samples where "rubble was observed” (Table 4-26), as was
anticipated.

Grass Cover. In Area A neighborhoods lead concentrations in surface sampling were
lower in locations with more than 50% grass cover than in fully-covered areas (Table 4-27).
In the Dandridge neighborhood concentrations increased as the extent of grass cover
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TABLE 4-24. SOIL LEAD CONCENTRATIONS IN SURFACE SCRAPINGS BY EXTENT OF GRASS COVER (ppm)
(Initial Soil Samples [Phase 00])

Area A Area B Area C
Grass Cover G.M. (LCL-UCL)  95%-tile (n) G.M. (LCL-UCL)  95%-tile (n) G.M. (LCL-UCL)  95%-tile (n)
Grass-Covered 240 (155-371) 1,996 (48) 135 (84-217) 1,270 (24) 193 (135-275) 2,171 (39)
>50% Grass 135 (101 -182) 1,391 (61) 97 8S—111) 268 (94) 182 (131 -254) 1,764 (39)
<50% Grass 123 (91—166) 1,141 (68) 96 (80—-116) 705 (73) 95 (14—121) 849 (86)
Bare 340 (235 -492) 3,375 (65) 103 (78 -135) 1,614 (82) 185 (151-228) 1,884 (147)

GM = geometric mean; LCL = lower confidence limit of geometric mean; UCL = upper confidence limit of geometric mean; n = number of samples.
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Figure 4-7. Distribution of lead concentrations by ground cover type and area, prior to
abatement.

decreased. In the Glencoe neighborhood of Area C, concentrations were higher in bare
location than in those with less than S0% grass-cover.

4.6 EXTERIOR DUST

Exterior dust samples were collected from several types of locations: targeted samples
near entrances of study subject homes; street, sidewalk and alley samples collected
throughout the study area; and samples collected from parking lots and other paved areas.
Both lead concentrations (ppm) and lead loadings (ug Pb/mz) were determined. (Only lead
concentration data are available at this time.) Exterior dust samples were collected for all
sample locations during Phases 1, 2, 3 and 5 but only for targeted samples for Phase 9.
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TABLE 4-25. SOIL LEAD CONCENTRATIONS BY AREA
COMPONENT NEIGHBORHOODS (ppm)

Phase 00 Phase 02
Sample’Neighborhood GM. 95%-tile n GM. 95 % -tile n
Ares B Surface Scraping
Total Area 101 776 273 155 1,572 281
Findlay 124 1,270 149 85 1,085 89
Back 80 299 124 73 208 53
Dandridge oot sampled oot sampled not sampled 303 2,071 139
Ares B Top2cem
Total Area 103 780 230 148 1,192 369
Findlay 117 1,184 132 122 1,437 . 134
Back 87 256 98 93 247 103
Dandridge oot sampled aot sampled not sampled 257 1,617 132
Area B Bottom 2 ¢m
Total Area 62 384 230 103 1,162 203
Findlay 60 566 131 48 438 45
Back 66 2n 99 70 181 26
Dandridge not sampled pot sampled not sampled 144 1,503 132
Ares C Surface Scraping
Tots! Area 154 © 1,653 31 126 1,759 179
(104-152)
Glencoe 109 602 177 95 465 118
(79-113)
Mohawk 244 2,547 134 218 2,192 61
(152-311)
Ares C Top 2 ¢cm 224 163 1,347 241
Total Area 140 1,200 (139-191)
128 115 804 133
Glencoe 104 580 ©96-138)
96 251 2,666 108
Mobawk 206 2,547 (194~324)
Ares C Bottom 2 ¢cm
Total Area 114 848 217 114 1,044 89
(90— 145)
Gleacoe 103 510 127 100 424 59
(81-123)
Mohawk 132 1,346 90 147 1,677 30
(84-255)
e T———

Note: Soil abatement did nor occur in areas B & C during sbove time periods.
GM = geometric mean.
o = gumber of samples.

Exterior dust lead concentrations are shown in Table 4-28 for all locations and for
street, sidewalks and alleys (also shown in Figure 4-8) and in Table 4-29 and Figure 4-9 for
targeted areas and for parking lots and other locations. Geometric mean concentrations in
Area C are consistently about one-fifth to one-half of those in Areas A and B. For samples
from "All Locations”, concentrations were lower in Area A than in Area B for Phases 1, 3,
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TABLE 4-26. SOIL LEAD CONCENTRATIONS (BOTTOM 2-cm SAMPLES)
IN NEIGHBORHOODS BY PRESENCE OR ABSENCE OF RUBBLE

OBSERVED AT DEPTH
(Initial Soil Samples [Phase 00])
Rubble Observed Rubble Not Observed
Area and
Neighborhood G.M. (LCL-UCL) 95 % -tile (n) G.M. (LCL-UCL) 95 %-tile (n)
A. Pendelton 210 (165-267) 1,001 (81) 207 (153 -281) 1,861 (101)
B. Findlay 83 (55~-124) 1,434 (40) 52 (44-61) 332 91)
Back 63 (52-76) 156 (29) 68 (57-81) 325 (70)
Dmdridge. 157 (119-206) 1,503 (83) 125 (89-175) 871 (46)
C. Glencoe 112 (82-152) 630 (34) 101 (82-123) 494 (92)
Mohawk 204 (146-283) 1,346 (50) 76 (50-117) 1,167 (40)

*Initial soil samples collected during Phase 02.
GM = geometric mean; UCL = lower confidence limit of geometric mean; UCL = upper confidence limit of geometric mean;
n = pumber of samples.

and 5 but were about the same immediately after abatement in Area A, Phase 02. For
"street, sidewalk and alley” samples, concentrations in Area A and B were similar except for
Phase 03 at which time they were lower in Area A. Samples from "parking lots and other
locations" were lower than samples from other locations in all study areas. Lead
concentrations in targeted samples were similar for Area A and B and were much lower in
Area C, about 20-25% of those in Areas A and B. Exterior dust lead concentration were not
expected to be altered by dust removal, since the sources of the exterior dust (e.g., from
adjacent streets, sidewalks and other paved areas as well as paint chips and dust from lead-
based painted houses) were not removed.

Exterior dust lead loading (mg Pb/sq. m.) data are presented for "all locations”,
"streets, sidewalks and alleys”, "targeted locations” (at the exterior entryways of subjects’
residences) and for "parking lots and other locations” in Table 4-30 and Figures 4-10 and
4-11. Data for "streets, sidewalks, and alleys" are further divided in Table 4-31 by the
roadway areas ("streets”, and "alleys") and by the sidewalks of each of these roadway types,
called "sidewalks (streets)" and "sidewalks (alleys)”. The exterior dust abatement in Area A,
which occurred between Phases 01 and 02, did not produce any detectable reductions in dust
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TABLE 4-27. SOIL LEAD CONCENTRATION IN SURFACE SCRAPINGS
BY NEIGHBORHOOD AND BY EXTENT OF GRASS COVER (ppm)
(Initial Soil Samples [Phase 00])

A. AREA B NEIGHBORHOODS

Back Dandridge”
G.M. (LCL-UCL) 95 %-tile (n) G.M. (LCL-UCL) 95% -tile (n) Q.M. (LCL-UCL) 95 %-tile (n)
Grass-Covered 257 (144-45T) 1,513 (11) 78 (43— 143) 937 (13) 175 234-229) 447 (28)
>50% Grass 99 B4—-117) 262 (4T 95 @71-11D 299 (47) 237 (166-338) 2,680 (46)
<50% Grass 124 (95— 163) 752 (40) 71 (58—-36) 273 33) 441 (333-584) 1,933 (60)
Bare 129 (86 -194) 1,738 (51) 70 (57-87) 239 (1) 696 244 -2,167) 2,975 (5)
B. AREA C NEIOHBORHOODS C. AREA A NEIGHBORHOODS
Mohawk Pendelton
Q.M. (LCL-UCL) 95 %-tile (n) G.M. (LCL-UCL) 95%-tile (n) Q.M. (LCL-UCL) 95 %-tile (n)
Grass-Covered 78 (41— 148) 147 (3) 208 (142--302) 2,171 (36) 240 (155-371) 1,996 (48)
>50% Grass 161 (103 -252) 2,910 (19 206 (126—-337) 1,612 (20) 135 (101 -182) 1,391 (61)
<50% Grass 73 (58-91) 395 (68) 260 (137-492) 2,749 (18) 123 (91 -166) 1,141 (68)
Bare 140 (113-174) 664 (87) 278 (191 - 405) 3,440 (60) 340 (235-492) 3,375 (65)

“Initial soil samples collected in Phase 02,

GM = geometric mean; UCL = lower confidence limit of geometric mean, UCL = upper confidence limit of geometric mean; n = number of samples.
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TABLE 4-28. EXTERIOR DUST LLEAD CONCENTRATIONS (ppm)

All Locations

Streets, Sidewalks, Alleys

Arca A Area B Area C Arca A Area B Area C
Phase G.M. (n) G.M. (n) G.M. (n) G.M. (n) G.M. (n) GM. (n)
ot 1,314 Q1 1,905 (304) 586 (186) 1,886 (110) 2,216 (192) 829 (98)
(l,lSl—l,S(!)). (1,683 —2,156) (493 -697) (1,573 -2,262) (1,919-2,559) (658—1,045)
EXTERIOR __
ABATEMENT
02 1,707 (309) 1,793 359) 529 (228) 2,154 (198) 1,794 (267) 619 (144)
(1,530—1,905) (1,615—-1,991) (457-612) (1,897 —2,446) (1,582-2,034) (504 -1762)
03 928 197 1,658 272) 464 (179) 1,158 (107 1,699 (186) 634 (98)
(792-1,090) (1,463 —1,882) (404 —536) (946—1,418) (1,439-2,005) (526 —768)
05 1,312 (194) 1,970 (269) 594 (192) 2,084 (108) 1,972 (190) 816 99)
(1,128—1,526) (1,744 -2,226) (501-1703) (1,733-2,507) (1,708 -2,279) (653-1,019)
EXTERIOR __
ABATEMENT
06 1,184 (167) 1,954 (305) 581 (192) 1,826 (719 2,077 227) 667 99)
(1,025 -1,369) (1,745 -2,188) (490 —690) (1,493 -2,232) (1,833-2,355) (526 —846)
07 1,255 (10) 1,888 30) 507 (62)
(652-2,414) (1,335 -2,670) (359-1715) n.a n.a n.a
09" 1,878 (10) 1,543 an 529 (62)
(1,233-2,861) (979-2,432) (347-1748) not sampled not sampled not sampled

o A . . . . e . . .
G.M. = geometric mean; n = number of samples; = lower confidence limit - upper confidence limit; = pxterior ahatement - soil and extenior dust ebatement; ' = only includes targeted
location samples for this phase; n.a. = not available at this time.
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Figure 4-8. Exterior dust lead concentrations in streets, sidewalks, and alleys by area.
Abatement in Area A, between Phase 1 and Phase 2 showed no apparent
effect on lead concentration.

lead loadings in any of the sampling locations except the residence-targeted locations where
more than a 50% reduction was observed. This reduction was not evident about 3 mo later
in Phase 03 sampling. Dust lead loadings in alleys were lower post-abatement in Area A but
they also were lower in Area B where no exterior dust abatement occurred at that time.
Exterior dust loading (g dust/m?), Table 4-32, revealed similar patterns as Table 4-30 and
Figures 4-10 and 4-11.
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TABLE 4-29. EXTERIOR DUST LEAD CONCENTRATIONS (ppm)

Targeted Locations

Parking Lots and Other Locations

Area A Area B Area C Area A Area B Area C
Phase G.M. (n) G.M. (n) G.M. (n) G.M. (n) G.M. (n) G.M. (n)
01 2,148 31 1,791 (82) 469 (57) 637 (76) 855 (30) 293 an
(1 .690--2.727)' (1,365-2,350) (351 -627) (545 -743) (648-1,127) (197 -435)
EXTERIOR
ABATEMENT
02 1,845 an 2,431 (63) 422 (54) 1,031 %4) 909 (29) 37 (30)
(1,057-3,221) (2,013-2,935) (336-531) (857-1,239) (672—1,228) (303 -453)

03 1,484 (14) 2,098 (58) 274 (45) 625 (76) 870 (28) in an

(826 -2,665) (1,731-2,543) (212-3549) (483-810) (680-1,114) (298 —465)
05 1,863 (10) 2,789 (49) 475 (62) 649 (76) 1,107 (30) 337 an

(971-3,573) (2,105-3,696) (343 -663) (543-778) (8320—1,493) (256 —443)

EXTERIOR
ABATEMENT

06 1,750 (10) 2,184 (48) 545 (62) 727 (78) 1,029 (30) 425 an

(949-3,229) (1.526-13,127) (389-1764) (616 —-857) (834-1,270) (319-566)
07 1,255 (10) 1,888 30) 507 (62)

(652-2,414) (1,335-2,670) (359-1715) n.a. n.a. n.a.
o9 1,878 (10) 1,541 3an 529 (62) not sampled not sampled not sampled

(1,233-2,861) (977-2,431) (347-1747)

. hd .. L, . em
G.M. = geometric mean; n = number of samples; = lower confidence limit - upper confidence limit; = extenor sbatement - soil and exterior dust abatement; ‘= only includes targeted
location samples for this phase; n.a. = not availsble at this time.
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Figure 4-9. Exterior dust lead concentrations at targeted locations by area.

4.7 INTERIOR DUST LEAD

The primary locations where interior dust samples were collected are: at the interior
entry, a composite of several interior floor samples, and a window sill/window well sample.
Data results are expressed as both concentration (ppm) and as lead loading (ug Pb/m’).
Entry data are available for Phases 1, 2, 3, 5 and 9; and floor and window data for Phases 1,
2, 3 and 5. Dustfall and door mat data will be presented separately.

Geometric mean concentrations and loading results, along with sample size and upper
and lower confidence limits of the geometric mean (for dust lead loadings) are presented in
Table 4-33 for samples from the housing of initial study recruits. The sample size decreased
throughout the study due to attrition. Data for entry and floor lead concentrations and
loadings are also presented in Figures 4-12 and 4-13 (entry) and Figures 4-14 and 4-15
(floor).
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TABLE 4-30. EXTERIOR DUST LEAD LOADING

(mg Pb/m")
Area A Ares B Area C
Phase/Location GM. (n) (LCL-UCL) a.M. (n) (LCL-UCL) aM. (n) (LCL UClL)
All Locations
01 262 (vl )] (221311 417 295) (358 -486) 152 (186) (122-188)
(1 23 245 (309) QR11-284) 405 70) (347-472) 161 (96) (114 -228)
03 241 (196) (199-291) 261 an) (223 -306) 80 (174) (67-94)
0s 299 192) (249 -360) 312 269) (315-440) 117 (185) 95-143)
Streets,
Sidewalks,
Alleys
01 239 (110) (183-311) 534 (192) (450 —634) 237 (98) (173-324)
t73 268 (198) 220-326) 436 e2) (369-515) 161 (96) (114-228)
03 160 107) (124-207) 262 (186) 216-317) 115 (98) (89—-147)
0s 375 (108) (293 ~480) mn (190) (306 —45S) 155 (CY)] (117 -204)
Targeted
Locations
ol 241 Ay (165--353) 241 3) (166 —360) 95 (57 (70-129)
(1] 111 an 44-2717) 185 L)) (121 -284) n.a. na. na.
03 217 (14) (116—406) 264 (58) (183-381) 42 (45) (33 -54)
0s 310 ) (157-614) 545 49 (368 —806) 75 (55) (50-112)
Parking Lots
and Other
Locations
o1 307 6) (236 - 400) Ky 30) (228 —453) 84 an (53 -134)
17 234 (54) (194-284) 228 19) (162-321) na. na. na.
03 429 Qs) (323-570) 236 28) (148-376) 62 an (50-7T)
05 215 a9 (161 —285) 197 30) (131-295) 102 an (15-138)
- T
G.M. = geometric mean; LCL = fower confid lovel of g ic mean; UCL = upper confidence level of geometric mean; n = number of samples; n.a. = not available. Soil and exterior

dust abatement occurred in Area A between Phases 01 and 02.
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Figure 4-10. Exterior dust lead loading in streets, sidewalks, and alleys by area.
Abatement in Area A, between Phase 1 and Phase 2 showed no apparent
effect on lead concentration.

Interior Entry Dust. Loadings in Areas A and B decreased by 48% and 71 %,
respectively, between Phase 01 and 02 (pre- and post-interior and exterior abatement for
Area A and pre- and post-interior abatement for Area B) compared to a reduction of 29% in
Area C where no abatement occurred. The same decrease persisted in the Phase 03 sampling
(Nov.-Dec. 1989) for Area A but for Area B levels increased somewhat (40% decrease from
Phase 01) and were somewhat lower still for Area C (34% decrease from Phase 01).
Interior entry dust lead loadings were highest in all areas during Phase 05 sampling
(June-July 1990). The increase from Phase 03 was 129% in Area A, 1,164% for Area B
and 242 % for Area C. Interior entry loadings for Areas A and B dropped considerably
between Phase 05 and Phase 09, one year later (50% and 68 %, respectively) but increased
for Area C (118%). Thus, it appears that the exterior abatements (soil and dust) that
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Figure 4-11. Exterior dust lead loading at targeted locations by area.

occurred in Area A and B may have had an impact on reducing annual increases in dust lead
that affected Area C.

Floor Dust. Floor dust lead loadings in the Phase 01 and 02 samples followed the same
general pattern as the interior entry samples with decreases from Phase 01 to 02 in Areas A
and B (63% and 81 %, respectively) and 19% in Area C. Loadings in Phase 03 remained
less than in Phase 02 in Areas A and C but rebounded somewhat in Areas B (net reduction of
48% from Phase 01 to 02). Samples collected in Phase 05 revealed loadings in Area A that
were 31% below those in Phase 012 while Areas B and C showed increases over the same
period of 151% and 8%, respectively. Samples from the final sampling phase, Phase 09
(June-July 1991) showed a similar but stronger pattern for interior entry dust loadings with
the geometric mean in Area A being 40% less than that in Phase 01 (two years earlier) while
those in Areas B and C were 142% and 390% higher, respectively. Exterior lead abatement
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TABLE 4-31. EXTERIOR DUST LEAD LOADING

(mg Pb/m?)
Area A Area B Area C
Phase/Location QM. (n) (LCL-UCL) aM. (n) (LCL-UCL) G.M. (n) (LCL UCL)
Streots
01 152 (44) (106-219) 390 as (301 - 505) 213 4N (138-329)
(1] 193 (82) (144-259) 269 96) Q12-341) 113 (CM)) (70 - 181)
03 131 (42) (89—-192) 214 an (166 -275) 91 “n (66— 125)
05 281 44) (193 ~411) 276 4 (215-1355) 142 49) (96 —209)
Streats,
(Sidewslks)
o1 24 (44) (160—-383) 567 73) (440—-731) 251 (48) (156 - 403)
02 328 ®3) (238 -453) 693 (96) (558 ~860) 205 (48) (124-337)
03 219 “3) (144-333) 290 m (208 — 405) 130 (48) 91-186)
03 459 “) (331-637) 447 74) (320-624) 155 (L)) 101-237)
Alleys
(1) ] 1,002 (12) (515-1,950) 1,202 (v4)] (745—1,940) 778 @ (608 —995)
(173 432 a9 251-17495) 21 29 279-973) 1,442 [ra) (510-4,074)
[1x} 164 12) (80-1334) 309 @5 (185-518) 1,885 Q) (878—-4,047)
0s 397 an (127-1,239) 538 4) (346-837) 591 @) 218 —1,605)
Sidewalks
(Alleys)
1] 263 (10) (135-515) 506 (L)} 273-93%) 134 ()]
02 254 (14) (116-556) 359 vd}) a1-mnn 218 )
03 104 (10) (53 -206) 330 (18) (161 -676) 100 )]
05 527 o (208 —-1,331) 370 (18) (134-1,014) 243 )

Q.M. = geometric mean; LCL = lower confidence level of geometric mean; UCL = upper confidence level of geometric mean; n = number of samples. Soil and exterior dust abatement occurred
in Area A between Phases 01 and 02.



TABLE 4-32. EXTERIOR DUST LOADINGS

(g/md)
Area A Area B Area C
Phase (n) G.M. (n) G.M. (n) G.M.
Streets, Sidewalks 01 (110) 127 (192) 241 (98) 278
and Alleys 02 (198) 122 (242) 250 (98) 200

03 (108) 138 1sn 153 (99) 178
05 (108) 178 (190) 187 (99) 188

Parking Lots and 01 79 494 30) 376 31 287
Partially Paved 02 (122) 242 (19) 230 n.a. n.a.
Parcels 03 8 719 (28) 268 3D 165
05 (78) 336 (30) 175 31 301
Residence-Targeted 01 33 97 (74) 133 (56) 194
02 39) 61 22) 59 n.a n.a

03 (30) 169 (19 128  (51) 155
05 (26) 143  (68) 18  (62) 156

(soil and dust) occurred in Area B in the 2-mo period after Phase 05. Although the
immediate effect of interior abatement was higher in Area B than in Area A (where both
interior and exterior abatement occurred), the decrease persisted in Area A in Phase 03

(4 mo post-abatement) while there was an apparent rebound in Area B. A net decrease from
Phase 01 in floor loading was even evident in Area A in the Phase 05 samples (10 mo post-
abatement) while a major increase occurred in Area B and a slight one in Area C. The
loadings in all post-abatement sampling phases in Area A were lower than the pre-abatement
level. Non-abatement-related factor(s) apparently have major impacts on floor lead loading
levels as indicated by the increases (in the Phase 05 to 09 levels in Area B).

Window Dust. Window dust loadings decreased between Phases 01 and 02 in Areas A
and B by 56% and 78%, respectively, while in Area C a decrease of 26% was observed. In
Phase 03 further reductions (from Phase 02) in Areas A and B of 37% and 19%, respectively
occurred. In Area C, where no abatement occurred an 87% reduction was observed. For
samples collected in Phase 05, very large increases occurred in all areas with loadings being
6.4, 6.4 and 4.6 times those in Phase 01 for Area A, B and C, respectively. Since these
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TABLE 4-33.

INTERIOR ENTRY DUST LEAD:

CONCENTRATIONS AND LOADINGS

(Rehabilitated Housing - Initial Recruitment Only)

Geometric Mean Values

Area A Area B Area C
Phase Concentration Loading Concentration Loading Concentration Loading
[Entry] 340 (31)' 387 (32)° 559 (64) 245 (65) 261 (41) 150 (42)
01 (242-478)  (121-1,234)  (437-714) (130—-464) (184—368) (71-313)
INTERIOR DUST ABATEMENT IN AREAS A & B
02 709 (32) 230 (32) 651 (61) 56 (63) 362 (37) 105 (38)
(537-934) (88—-599) (542-783) (38-83) (261 -503) (61-179)
03 467 (31) 192 (31) 584 (60) 105 (60) 304 (36) 82 (36)
(371-589) (95.2-387) (460-743) (71-156) (243-380) (60-111)
0S 448 (25) 439 (26) 635 (45) 1,302 (45) 346 (32) 259 (33)
(283 -710) (169-1,137) (488—825) (698—-2,433) (267—448) (115-580)
06 437 (25) 230 (25) 694 (37) 180 (37) 322 (22) 110 (22)
(313-610) (100-520) (524-921) (90-330) (257-404) (50-220)
07 349 (23) 60 (23) 614 (40) 130 (40) 310 (26) 70 (26)
(266—459) (30—100) (475-1794) (80-210) (225—-426) (40-130)
09 492 (18) 219 (18) 507 (32) 301 (32) 365 (22) 441 (22)
(317-762) (77.2-618) (409-628) (164-554) (293 —454) (174-1,116)
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TABLE 4-33 (cont’d). INTERIOR ENTRY DUST LEAD:
CONCENTRATIONS AND LOADINGS
(Rehabilitated Housing - Initial Recruitment Only)
Geometric Mean Values

Area A Area B Area C

Phase Concentration Loading Concentration Loading Concentration Loading

[Floor]}* 380 (32) 188 (32) 450 (66) 138 (66) 226 (42) 46 (42)

01 (241-497) (95-370) (356—568) (83-230) (172-296) 30-72)

INTERIOR DUST ABATEMENT IN AREAS A & B

02 383 (31) 76 (32) 467 (63) 26 (63) 254 (38) 34 (38)
(312-470) (40—145) (355—-614) (18-37) (206—314) (23.0-51)

03 363 (31) 64.3 (31) 412 (60) 53 (60) 213 (39) 32 (36)

(289—-456) (42.7-96.9) (358-476) (41-69) (181 -250) (22-45)

05 432 (26) 122 (26) 484 (46) 242 (46) 172 (32) 43 (32)

(312-599) (56-261) (380-617) (165-353) (125-235) 25-71)

06 383 (25) 70 (25) 379 37) 50 (37) 228 (22) 30 (22)

(305-—481) (40-120) (296—487) (30-90) (179-290) (20—-50)
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TABLE 4-33 (cont’d). INTERIOR ENTRY DUST LEAD:

CONCENTRATIONS AND LOADINGS
(Rehabilitated Housing - Initial Recruitment Only)
Geometric Mean Values

Area A Area B Area C
Phase Concentration Loading Concentration “Loading Concentration Loading
[Windows]" 1,418 (32) 1,047 (32) 2,254 (63) 2,980 (63) 1,129 (42) 1,853 (42)
01 (998-2,014) (420-2,613) (1,692—-3,003) (1,584—5,607) (799—1,596) (927-3,699)
INTERIOR DUST ABATEMENT IN ARBAS A & B
02 1,282 (29) 541 (32) 1,874 (57) 592 (63) 919 (38) 1,238 (39)
(888-—1,851) (237-1,238) (1,350-2,601) (322-1,085) (629—-1,341) (506—3,029)
03 1,014 (29) 263 (29) 1,302 (60) 351 (60) 543 (35) 205 (36)
(812-1,266) (166—-417) (1,046—1,620) (231-533) (370-798) (112-373)
05 1,957 (26) 6,084 (26) 1,908 (46) 11,714 (46) 1,220 (33) 6,724 (33)
(1,259-3,043) (2,239-16,529) (1,523-2,391) (6,746;20,340) (894—1,664) (2,896-15,617)
06 795 (25) 5,330 (25) 2,445 37) 9,790 (37) 1,438 (22) 7,830 (22)
(1,242-2,594) (2,430-11,670) (1,771-3,375) (5,860—16,360) (1,034—1,999) (4,640—-13,210)

* = number of samples; ** = lower confidence limit - upper confidence limit of geometric mean; G.M. = geometric mean; n.a. = not available at this
time; * = Phase 07 collected but not analyzed, Phase 09 not collected.
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Figure 4-12. Interior dust lead concentrations at the entry way.
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Figure 4-13. Interior dust lead loading at entryway by area. Abatement occurred in
Areas A and B between Phase 1 and Phase 2.

4-52



1

GM Interior Dust Pb Concentrations (:g/g)

Phase Phase 3 Phase 5

Figure 4-14. Interior dust lead concentration on the floor.
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Figure 4-15. Interior dust lead loading floor by area. Abatement occurred in Areas A
and B between Phase 1 and Phase 2.
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increases occurred in all areas they are not associated with abatement and are evidently due
to annual variation or yet unidentified other factor.

Door Mat Dust. A total of four door mats were placed inside the entry of the subjects’
homes during the study. Doormats were placed in the homes during the abatement periods,
1989 and 1990, to detect any build-up of lead that might result from abatement. Other
doormats were placed in the homes after these abatement periods and left until the
preabatement sampling period the next year. A summary of doormats placed in the homes,
when they were removed, which mat was sampled during a particular sampling phase and
approximately how long the sampled mat had been in the home are summarized in
Appendix K.

Reduced Data Set. In order to examine changes between phases for the same ser of
housing, a reduced set of the data was analyzed. For a given pair of sampling phases, say
01 and 02, only the data from housing sampled in both phases was used. Interior entry dust
lead values (concentrations and loadings) are presented in Table 4-34 (and Figures 4-16 to
4-19), interior floor dust in Table 4-35 and Figures 4-20 and 4-21 (Area A) and Figures 4-22
and 4-23 (all areas) and interior window dust in Table 4-36. Patterns of change are similar
to those noted in the total data set but some differences are evident. Interior dust loading
decreases were still observed in Area A and B between Phases 01 and 02 and between 01
and 03. For a comparison of Phases 01 and 05 samples and 01 and 09 samples,loadings
were slightly lower in the later phase samples for Area A but were much higher for Areas B
and C. This pattern of changes may be due to overall annual increases which are meliorated
by the simultaneous interior and exterior abatement activities in Area A.

Interior floor lead loading reductions coinciding with abatement were evident in Area A
and appeared to persist through Phase 05, some 10 mo post abatement (Table 4-35).

A decline in Area B was only evident through Phase 03, 3 mo post-abatement; and in Area C
little change in loadings were observed.

Window dust lead loadings followed the same pattern as for the whole data set with
large increases between Phases 01 and 0S5 in all areas and a large reduction in Area C
between Phase 01 and 03.
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TABLE 4-34. INTERIOR ENTRY DUST LEAD (PAIRED DATA)
(Rehabilitated Housing - Initial Recruits)
Geometric Mean Values (ppm)

Area A Area B

Phase Concentration Loading Concentration Loading Concentration Loading
01 323 27) 462 (28) .. 547 (58) 242 (61) 278 (35) 137 37)
(221-472) (125-1,708) 421-711) (125—-470) (192-403) (66—283)

02 757 27) 279 (28) 614 (58) 54 (61) 360 (35) 108 (37)
(552-1,038) (98—-794) (517-729) 37-79) (255—-508) (62—187)

01 316 (26) 45 (27 511 (57) 175 (58) 231 (34) 112 (35)
(218—-459) (116—-1,697) (400—654) (102-299) (168-318) (57-218)

03 475 (26) 216 27) 574 (57) 101 (58) 295 (34) 80 (35)
(363—-621) (100—-465) (446—737) (69—149) (234-371) (59-110)

01 310 (22) 478 (23) 441 (22) 164 (42) 236 (28) 127 (30)
(200—481) (109-2,097) (350-557) (86-311) (161—346) (62-259)

05 441 (22) 462 (23) 610 (42) 1,413 (42) 337 (28) 206 (30)
(264-734) (172-1,238) (467—-797) (734-2,719) (259—-440) (97-439)

01 351 (15) 209 (15) 430 (29) 186 (29) 215 (17) 119 (18)
(244 -506) (38—1,154) (321-577) (83—-419) (122-378) (52-272)

09 591 (15) 260 (15) 515 (29) 319 (29) 324 (17) 367 (18)
(371-942) (92-734) (411 -645) (164—620) (255—-410) (139-967)

Concentration = geometric mean lead concentration ppm; loading = geometric mean Jead loading pg Pb/sq.m.; * = for each pair of phases compared, only

data from houscholds represented in both phases was used;
dust abatement occurred in Areas A and B between Phases 01 and 02.

= pumber of samples;

= upper and lower confidence limits of geometric mean. Interior
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Figure 4-16. Comparison of interior entryway dust lead concentrations between
Phases 1 and 2. Dust abatement occurred between Phases 1 and 2 in
Areas A and B.

Changes in geometric mean interior dust lead loading changes are summarized in
Table 4-37. Changes are also expressed adjusting for the changes observed in the control
area (C) (Table 4-38).

Interior dust loadings (mg dust/mz), Tables 4-39 and 4-40, show similar patterns for
dust lead loadings. About 10 mo after abatement, floor dust loadings in Area A were still
43% below preabatement levels while in Area B they were 65% higher than preabatement

levels.

4.7.1 Net Change in Lead Loading

Entry Dust

For the entry dust loading (Table 4-34) there is a significant reduction between
Phases 01 and 02 (before and after abatement) in both Areas A and B (where abatement

occurred) and an insignificant decrease in control Area C where no abatement occurred.
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Figure 4-17. Comparison of interior entryway dust lead loading between Phases 1
and 2. Dust abatement occurred between Phases 1 and 2 in Areas A
and B.

Comparing Phases 01 and 03 (before abatement and about 3 mo post-abatement) loadings are
about 50% lower in Phase 3 than in Phase 1 for Areas A and B but the confidence intervals
overlap. Comparing Phases 01 and 05, Area A showed no differences but Phase 05 levels
were almost as high in Area B and more than 2X as high in Area C. Evidently conditions
across study areas, independent of abatement, occurred to increase dust lead loadings.
Either these conditions did not reach Area A (doubtful since it is adjacent to part of Area B
and within one-half mile of other areas) or the exterior abatement that occurred along with
interior abatement in Area A reduced its impacts.

Comparing entry dust loading results for Phase 09 with those for Phase 01 revealed
loadings about 10% higher in Area A, over twice as high in Area B and 3.5 times as high in
Area C.

Floor dust loadings (Table 4-35) decreased between phases 01 and 02 for both Area A
and B by about 60% and 80%, respectively, but less than 5% in Area C where no interior
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Figure 4-18. Comparison of interior entryway dust lead concentrations between
Phases 1 and 5. Dust abatement occurred between Phases 1 and 2 in
Areas A and B.

abatement occurred. For Area A the reduction was about the same for Phase 01 to 03 but
for Area B it was less than 50%. When comparing Phase 05 results with those from

Phase 01, loadings were almost 40% lower in Area A, but had increased more than 2-fold in
Area B and by about 10% in Area C.

Window Loadings

Results for window lead loadings (Table 4-36) revealed that significant decreases from
Phase O1 to Phase 02 in Areas A and B indicating an apparent abatement effect. Comparing
Phases 01 and 03 revealed significant decreases in all areas. Comparing results from
Phase 01 and 05 revealed large increases (3-6-fold) in all areas. Evidently, events
independent of abatement had a major impact on window dust loadings. Geometric mean

window dust concentrations exhibited only relatively minor variations.
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Figure 4-19. Comparison of interior entryway dust lead loading between Phases 1 and
S. Dust abatement occurred between Phases 1 and 2 in Areas A and B.

Percent changes in window dust, entry and floor dust lead loadings between phases for
the matched sets of housing are shown in Table 4-37. If factors involved in changes
occurring in control Area C are assumed to be operative in Area A and B, then an
adjustment in changes in Areas A and B may be able to be made to estimate the "net
abatement effect”. Results shown in parenthesis in Table 4-37 are one attempt at such
adjustment. If such adjustments are valid, an abatement impact may exist up through the end
of the study.

4.8 BLOOD LEAD

Blood lead concentrations for the initial recruits is shown for the three study areas and
for the five blood collection phases in Table 4-41. The geometric mean ranged from 8.02 to
10.45 in Phase O1 prior to abatement. For most of the study the geometric mean PbB was
lower in Area C (the control area) than in the two other areas. However, results from the
last blood collection revealed that concentrations in all three areas were almost identical.
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TABLE 4-35. INTERIOR FLOOR DUST LEAD (PAIRED DATA)
(Rehabilitated Housing - Initial Recruits)
Geometric Mean Values (ppm for Concentration and m:Pb/m2 for Loading)

Area A Area B Area C
Phase Concentration Loading Concentration Loading Concentration Loading
01 375 27) 220 (28)" 446 (62) 139 (62) 218 (37) 40 (37)
(275-512) (104—467)""" (348-5T1) (81—-238) (162—294) (25-63)
02 388 (27) 87 (28) 463 (62) 25 (62) 256 (37T 35 37)
(307—491) (43-176) (350-612) (17-36) (206—317) (23-52)
01 370 (27) 222 (27) 416 (59) 114 (59) 205 (34) 37 (35)
(285-479) (105—469) (326-531) (71—185) (154—274) (24—58)
03 361 (27) 66 (27) 417 (59) 53 (59) 212 (34) 31 (35)
(278—469) (41 —-104) (361 -481) (41-69) (179—250) (22—-45)
01 395 (22) 246 (22) 361 (43) 122 (43) 201 (29) 39 (29)
(289—539) (105-578) (295 —443) (71-209) (145-279) (24—61)
05 509 (22) 154 (22) 446 (43) 248 (43) 166 (29) 37 (29)
___(7171-689) (70-335) (384 —642) (166—370) (117-234) (22-62)

Concentration = geometric mean lead concentration ppm; lgading = geometric mean lead loading ug Pb/sq.m.; * = for each pair of phases compared. only
data from households represented in both phases was used; = upper and lower confidence limits of geometric mean. Interior

dust abatement occurred in Areas A and B between Phases 01 and 02.

= number of samples;
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Figure 4-20. Pre- and postabatement interior floor dust lead concentrations in Area A.

A comparison of blood lead levels between phases, using only data available from the
same children in both phases (Table 4-42) reveals the same patterns as for the larger data set
show in Table 4-41.

The geometric mean of the blood lead ratios between phases (Table 4-43) reveals that
geometric mean of the ratio of Phase 03 blood lead level to Phase 01 blood lead was lower
in Area C (where no abatement occurred) than in Area B (interior abatement). Thus, blood
lead levels dropped more in Area C. The geometric mean of the ratio in Area A was slightly
lower in Area A than in Area B.

The mean decrease in blood lead level between phases (Table 4-43) revealed that the
decrease in Area C was 0.69 ug/dL more than that in Areas A and B. Between Phases (1
and 09, blood lead levels decreased by 2.09 in Area B and 1.30 in Area C compared to an
increase in Area A. The difference between Areas A and B was statistically significant.
Since the subjects compared in Table 4-43 were active in the study in both phases
comparisons based on Table 443 should be given more weight than those from the data in
Table 4-41 which includes subjects in earlier phases who are not represented in later phases.
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Figure 4-21. Pre- and postabatement interior floor dust lead loading in Area A.
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Figure 4-22. Pre- and postabatement floor dust lead concentrations, all areas.
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Figure 4-23. Pre- and postabatement floor dust lead loading, all areas.

Age. The preabatement (Phase 01) blood lead levels of the children in the study was
highest for children between two and three years of age (Table 4-44 and Figure 4-24) and
tended to level off at about 8 ug/dL at older ages. For children living in non-rehabilitated
housing, the peak, although higher by a geometric mean of 11 xg/dL, was also between
2 and 3 years of age. The ratio of blood lead levels of Phase 05 to Phase 01, and of
Phase 09 to 01, are shown in Table 4-45 and Figures 4-25 and 4-26. For children at least
one and less than three years old at Phase 01, geometric mean blood lead levels were less at
Phase 05 for all three study areas.

4.9 HAND LEAD

Hand lead values by study group and study phase are presented in Table 4-46. Prior to
any abatement activity (Phase 01) hand lead values were lower in Area C than in either
Areas A or B with only the difference between Areas A and C being statistically significant.
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TABLE 4-36. INTERIOR WINDOW DUST LEAD (PAIRED DATA)
(Rehabilitated Housing - Initial Recruits)
Geometric Mean Values (ppm)

Area A Area B Area C
Phase Concentration Loading Concentration Loading Concentration Loading
01 1,404 (25)‘ 1,360 (28)" 2,281 (53) 2,933 (59) 1,167 (37) 1,910 (38)
(942-2,093) (S513-3,608)"  (1,649-3,155) (1,506-5,714)  (797~1,708) (910—4,005)
02 1,263 (25) 618 (28) 1,812 (53) 487 (59) 917 (37) 1,338 (38)
(825-1,933) (249-1,535) (1,279-2,569) (270-877) (622—1,354) (541-3,309)
01 1,301 (25) 1,329 (25) 2,165 (57 2,453 (57) 1,038 (34) 1,550 (35)
(901—1,879) (481 -3,668) (1,590—-2,946) (1,274—4,724) (719~1,499) (742-3,236)
03 1,076 (25) 289 (25) 1,284 (57) 349 (57) 531 (34) 202 (35)
(849-1,363) (177-4171) (1,021-1,615) (226-541) (359-787) (109-373)
01 1,547 (22) 2,074 (22) 1,681 (42) 2,099 (42) 1,168 (30) 2,082 (30)
(1,096-2,183) (709-6,065) (1,184-2,388) (939—4,689) (796—1,715) (933-4,647)
05 2,242 (22) 6,791 (22) 1,835 (42) 13,300 (42) 1,261 (30) 7,491 (30)

T

(1,437-3,498) (2,197-20,990) (1,478-2,277) (7,661-23,087)

(924-1,722)

(3,222-117,420)

Concentration = geometric mean lead concentration ppm; loading = geometric mean lgd loading ug Pb/sq.m.; * = for each pair of phases compared, only

data from houscholds represented in both phases was used;
dust abatement occurred in Areas A and B between Phases 01 and 02.

= number of samples;

= upper and lower confidence limits of geometric mean. Interior
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TABLE 4-37. PERCENT REDUCTION BETWEEN PHASES IN GEOMETRIC MEAN
INTERIOR DUST LEAD LOADINGS (PAIRED DATA)

Area A Area B Area C
Phases Entry Floor Window Entry Floor Window Entry Floor Window
01 - 02 -40 -61 -55 -78 -82 -83 -22 -14 -30
(-18) (-47) (-25) (-56) (-68) (-53) 0) (0) (0)
01 -03 -51 -70 -18 -42 -54 -86 -28 -16 -87
(-23) (-54) (+9) (-14) (-38) (+1) O O 0)
01-05 -3 -38 +227 +763 +104 +534 +62 -5 +260
(-66) (-32) (-32) (+701) (+109) (+274) (1)) (1) (1))
01-09 +24 (no (no +71 (no (no +208 (no (no
(-184) samples) samples) (-136) samples) samples) ) samples) samples)

,Only data available from the same housing in both sampling phases pairs are compared.
Percentages in parentheses represent changes relative to Area C where no abatement occurred (change in Area C thus becomes zero).
Interior dust abatement occurred in Arcas A and B between Phases 01 and 02.
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TABLE 4-38. CHANGES IN INTERIOR DUST LEAD LOADINGS BETWEEN
SAMPLE COLLECTION TIMES

Interior Entry Area

Area A Area B Area C
Phase 01 ——> 02° (Pre/Post Interior/Extcrior (Pre/Post Interior Abatement) No Abatement
Abatement)
49% Reduction 73% Reduction” 12% Reduction
Phase )1 ——> 03 Pre-Abatement to 3 mo Post Pre-Abatement to 3 mo Post No Abatement
Abatement (Interior/Exterior) Interior Abatement (June and November

Approximate Sampling Times)

53% Reduction 45% Reduction 18% Reduction

Phase 01 ——> 05 6% Reduction 687% Reduction 126 % Reduction

Phase 01 —> 09 21 % Reduction 112% Reduction 252% Reduction
31%) (140%) ()]

:_Only data available at both sampling in same housing units, times was used.
P < 0.05.



TABLE 4-39. INTERIOR DUST LOADINGS (mg dust/m’)

Area A Area B Area C

Phase G.M. (n) G.M. (n) G.M. (n)

Entry 01 1,240 (32) 440 (64) 610 41
02 340 33) 90 (64) 380 39)

03 410 €1)) 180 (60) 270 (36)

05 1,130 (25) 2,050 (42) 840 (32)

09 444 (18) 595 (32) 1,208 22)

Floor 01 490 (32) 310 (66) 200 42)
02 200 32) 60 (66) 160 (40)

03 180 31 130 (60) 160 35)

05 280 (26) 510 45 250 (33)

TABLE 4-40. INTERIOR DUST LOADINGS (mg dust/m?y

Area A Area B Area C

Phas G.M. (n) G.M. (n) G.M. (n)

Window 01 740 (32) 1,340 (64) 1,640 42)
02 550 (30) 470 (60) 1,470 39

03 260 (29) 270 (60) 420 35)

05 3,110 (26) 6,410 (45) 5,510 (33)

Mat 01 100 @an 100 (60) 90 (40)
02 550 (33) 300 (64) 210 (40)

03 580 (28) 530 (6X)) 380 (36)

05 570 25) 1,320 39) 360 (32)

Immediately post-abatement in Area A (interior and exterior abatement) and in Area B
(interior abatement) the difference in hand lead between areas was no longer statistically
significant. At about 3 mo post-abatement (Phase 03) hand lead values in Area C were
significantly lower than those in either Areas A or B. No further statistically significant
differences in hand lead occurred for the balance of the study.

Over the course of the two year study, hand leads changed from being lower in Area C
to being similar in all three areas. The abatements implemented in Areas A and B may have
had a role in "equalizing" the lead exposures among the three study areas. In Table 4-47
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TABLE 4-41. BLOOD LEAD CONCENTRATIONS BY PHASE AND STUDY AREA
(nG Pb/dL)
(Initial Recruits, Rehabilitated Housing)

Area A Arca B Area C
Phase/[ Abatement] G.M. (LCL-UCL) (n) G.M. (LCL-UCL) (n) G.M. (LCL-UCL) (n)
01 (June-July 1989) 8.89 (1.62-10.36) (59) 10.60 (9.48—11.85) (85) 7.96 (6.92-9.15) 61)
Aug.-Sept. 1989 Interior & Exterior Dust and Soil Interior Dust Abatement
Abatement

03 (Nov.-Dec. 1989) 7.01 (5.94—-8.26) (52) 9.15 B.24-10.17) (79 5.77 (5.00—-6.66) (52)
05 (June-July 1990) 8.88 (1.61-10.37)  (46) 8.69 (1.60-9.94) (67 6.97 (5.86 —8.30) (49)
Aug.-Sept. 1990 Exterior Dust and Soil Abatement

07 (Nov.-Dec. 1990) 8.24 (1.01-9.68) (37 7.53 (6.64—8.53)  (61) 7.34 (6.38—8.44) (40)
09 (June-July 1991) 8.84 (7.40-10.38) (31) 8.99 (8.03-10.07)  (53) 8.03 (6.95-9.26)  (33)

G.M. = geometric mean; LCL = lower confidence limit of geometric mean; UCL = upper confidence limit of geometric mean; n = number of samples.



69-v

TABLE 4-42. BLOOD LEAD BY AREA AND PHASE (PAIRED DATA)

(nG Pb/dL)
(Initial Recruits, Rehabilitated Housing)
Area A Area B Area C
Phases GM. (n) (LCL-UCL) aM. (n) {.CcL-ucL) G .M. (n) (LCL-UCL)
01 .92 (50) (1.57-10.49) 10.94 an (9.79-12.23) 841 “n (1.28-9.70)
(%) 7.41 (50) (6.37-8.62) 9.40 an (8.50~10.40) 5.97 “n (5.11-6.97
01 8.36 #3) (7.06-9.90) 10.79 (61) 9.61-12.11) 8.49 a1 (1.25-9.95)
os 9.16 “3) (1.80-10.76) 9.27 (61) (8.21-10.46) 729 “1) (6.08—8.75)
o1 .18 62 6.74-9.91) 10.41 54 ©.24—11.74 8.47 a3 7.04-10.19)
07 9.13 PeY)) (7.81-10.68) 829 (54) (7.47-9.20) 7.41 33 (6.38—-8.60)
o1 226 en 6.711-10.17) 10.57 “9) (9.35-11.96) 9.23 26 (7.59-11.24)
09 3.94 @n (7.47-10.69) 8.90 “) (8.04-9.86) 8.24 26) 7.27-9.33)
03 7.16 fc})) (5.83~1.80) 8.77 (56) (1.75-9.91) 6.33 06) (5.37-17.46)
07 .99 63 (1.70—10.49) 828 (56) (7.48-9.17) 7.36 6) (6.35-8.53)
05 .83 el ) 1.13-11.07 8.08 (50) (6.91-9.46) 7.09 @9 (5.57-9.03)
e 9.10 @s) (.66—10.82) 3.83 (50) (7.95-9.82) 8.04 9 (6.97-927)

G.M. = geometric mean; LCL = lower confidence level of geometric mean; UCL = upper confidence level of geometric mean; n = number of samples.

Interior dust abatement occurred between Phases 01 and 03 in Areas A and B. Soil and exterior dust abatement occurred between Phases 01 and 01 in Area A and between Phases 05 and 07 in

Area B.
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(a) RATIO OF BLOOD LEAD LEVELS FROM PHASE TO PHASE

TABLE 4-43.

(Initial Recruits, Rehabilitated Housing)

Area A Area B Area C
Phases G.M. (n) (LCL-UCL) G.M. (n) (LCL-UCL) G.M. (n) (LCL-UCL)
Jtol 0.83 (50) (0.74-0.94) 0.86 an (0.80-092) 0.71 47 (0.62-0.81)
S5t 1.10 43) (0.91-1.31) 0.86 (1)) 0.75-0.97) 0.86 “41) (0.71-1.04)
Ttol 1.12 (32) 0.91-1.37) 0.80 (53) 0.71-0.90) 0.87 (33) (0.73-1.05)
9t 1 1.08 an (0.84~1.39) 0.84 (48) (0.74-0.96) 0.88 (26) (0.74—1.06)
(b) DIFFERENCES IN BLOOD LEAD LEVELS BETWEEN PHASES
ng Pb/dL
(Initial Recruits, Rehabilitated Housing)
Arca A Aresa B Area C
Phases Mean (n) (LCL-UCL) Mean (n) (LCL-UCL) Mean (n) (LCL-UCL)
3wl -1.86 (50) (-3.07 10 0.65) -1.86 an 261w -1.11) -2.55 “n (-3.61 10 -1.44)
S5tol 0.87 43) (0.80 0 2.54) -1.51 [(1}] (-2.81 10 0.22) 0.96 41) (-2.47 10 0.54)
Tl 0.76 32) (-1.16 10 2.67) -2.46 (53) (-3.76 10 -1.17) -1.50 33 (-2.93 10 0.07)
9wl 0.64 @n (-1.8610 3.14) -2.04 48) (-3.3510 0.73) -1 Q6) (-3.53 10 0.09)
— -

G.M. = geometric mean; LCL = lower confidence level of geometric mean; UCL = upper confidence level of geometric mean; n = number of samples.

Interior dust abatement occurred between Phases 01 and 03 in Areas A and B. Soil and exterior dust sbatement occurred between Phases 01 and 01 in Area A and betwoen Phases 05 and 07 in

Area B.
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TABLE 4-44. SUMMARY OF BLOOD LEAD BY AGE AND HOUSE TYPE

PHASE 01"
Blood Lead

Age Range, Years® House Type G.M. (n) (LCL-UCL)

Less than 1 Rehabilitated 5.83 (34) (4.87-6.99)

1to <2 Rehabilitated 10.30 (38) (8.71 —12.18)
2t0 <3 Rehabilitated 12.54 (29) (11.03-14.26)
3to <4 Rehabiilitated 10.51 37 9.11-12.12)
4t0 <5 Rehabilitated 9.98 (28) (8.38—11.89)
5t <6 Rehabilitated 12.67 (8) (8.80—18.25)
Less than 1 Other 7.20 @ (5.88—-8.83)

1to <2 Other 11.61 Q) (4.87-27.72)
2to <3 Other 21.45 (1)

3to <4 Other 17.61 3) (10.00-31.00)
dto <5 Other 18.64 3) (12.78-27.17)
5t0 <6 Other (1))

——

“Table represents blood lead at Phase 01 for children for whom Phase 03 blood lead data is also available.

hAge at Phase 01 recruitment.
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Figure 4-24. Effect of child age and house type on blood lead.
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and Figures 4-27 and 4-28 a reduced set of data is used to compare hand lead values between
pairs of phases using only data that are available for children active in both phases. In this
paired phase analysis, the geometric mean hand lead for Area C remained significantly lower
than that for both Areas A and B through Phase 05; for Phase 06 it was lower than that of
Area A, for Phase 07 it was lower than that for Area B and for Phase 09 it was lower than
the geometric mean for both Areas A and B. Thus the overall conclusion is the same as that
previously stated for the more complete data set: hand lead values were initially lower in
Area C than for the other study areas but at the end of the study they were not statistically
significant than geometric mean values in the other areas.

Hand lead comparison by study group between specific pairs of phases (e.g., 1 and 2),
for children active in the study for both phases, are shown in Table 4-47 and Figures 4-27
and 4-28. Only Area A showed a decline in mean hand lead between Phases 01 and 02
(Figure 4-28); all areas showed decline between Phase 01 and 03.
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TABLE 4-45. RATIO OF BLOOD LEAD LEVELS FROM PHASE TO

PHASE BY AGE AND AREA
(Initial Recruits, Rehabilitated Housing)

Area A Area B Area C
Phuc./Ageh G.M. (n) (LCL-UCL) G.M. (n) (LCL-UCL) G.M. (n) (LCL-UCL)
5 to 1/less than 1 2.40 (9) (1.74-3.32) 1.29 (11) (0.95—-1.75) 1.40 (8) (0.63-3.10)
lto <2 0.69 (8) 0.43-1.12) 0.90 (15) 0.69-1.17) 0.84 (9 (0.65—1.07)
2to <3 0.84 (9) (0.65-1.07) 0.85 (6) (0.64-1.13) 0.83 (8) (0.60—1.16)
3o <4 0.99 (8) (0.90-1.10) 0.80 (16) (0.70-0.91) 0.66 (8) (0.55-0.80)
4t <5 1.08 (9) (0.86-1.34) 0.76 (8) (0.62-0.95) 0.79 (5) (0.73-0.85)
5t <6 0 0.47 (5) 0.29-0.77) 0.64 (3) (0.48-0.85)
9 to 1/less than 1 2.32 (6) (1.32-4.05) 1.44 (8) (1.12~1.85) 1.41 (5) (0.88-2.249)
1to <2 0.91 (5) (0.49-1.70) 0.81 (11) 0.58-1.13) 0.72 (5 (0.52-1.01)
2to <3 1.19 (6) (0.62-1.22) 1.17 4) 0.67-1.22) 1.12 () (0.90—-1.42)
Jto <4 0.76 (6) (0.62-0.94) 0.71 (19 (0.62-0.81) 0.79 (5 0.52—1.19)
4to <5 1.01 (4) (0.59-1.71) 0.8t (O 0.64~1.02) 0.61 9 (0.43-0.86)
5t0 <6 0 0.58 (4) (0.41--0.82) 0.70 (2) (0.59-0.83)

*Phase 01 (June-July 1989)’, Phase 02 (June-July 1990)" ", Phase 03 (June-July 1991) .
Age st time of initial recruitment in Phase 01.

:gro-abaumont .

“10 mo post-abatemnent in Ares A (soil, exterior dust, interior dust) and Area B (interior dust)
22 mo post-abatement in Aree A (soil, exterior dust, interior dust) and Area B (interior dust); snd 10 mo post-exterior dust and soil abatement in Area B.

G.M. = geometric mean; LCL = lower confidence level of geometric mean; UCL = upper confidence level of geometric mean; n = number of samples.
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TABLE 4-46. HAND LEAD

pg Lead, Both Hands

(Initial Recruits, Rehabilitated Housing)

Area A Area B Area C
Phase/[ Abatement] G.M. (LCL-UCL) (n) G.M. (LCL-UCL) (n) G.M. (LCL-UCL) (n)
01 (June-July 1989) 6.71 (5.42-8.27) (49) 7.93 (6.25-10.00) (80) 3.29 (2.40-4.42) (54)
Aug.-Sept. 1989 INTERIOR & EXTERIOR DUST AND INTERIOR DUST ABATEMENT
SOIL ABATEMENT
02 (Aug.-Sept. 1989) 4.96 (3.69-6.57) (49) 6.90 (5.51-8.59) (14) 2.86 (2.11-3.78) 57N
03 (Nov.-Dec. 1989) 4.79 (3.64-6.21) (35) 4.99 (3.94-6.26) 62) 1.99 (1.34-2.81) (40)
05 (June-July 1990) 11.40 (8.32-15.49) 37 8.92 (6.59-11.98) (59) 4.46 (3.10-6.27) (44)
Aug.-Sept. 1990 EXTERIOR DUST & SOIL
ABATEMENT

06 (Aug.-Sept. 1990) 11.78 (8.74—-15.77) (30) 7.93 (5.81-10.70) (44) 6.61 (5.09-8.51) (34)
07 (Nov.-Dec. 1990) 5.63 (3.29-9.26) (28) 7.29 (5.23-10.04) (54) 4.28 (2.97-6.02) (34)
09 (June-Sept. 1991) 12.01 (7.85—18.12) (28) 17.16  (12.79-22.91) (48) 11.01 (7.29-16.38) (30)

G.M. = geometric mean; LCL = lower confidence limit of geometric mean; UCL = upper confidence limit of geometric mean; n = number of samples.



9L-b

TABLE 4-47. COMPARISON OF HAND LEAD VALUES BETWEEN PAIRS OF PHASES’

ug Lead, Both Hands
(Initial Recruits, Rehabilitated Housing)

Area A Area B Area C
Phases G.M. (LCL-UCL) (n) G.M. (LCL-UCL) (n) G.M. (LCL-UCL) (n)
1 6.52 (5.23-8.08) 44) 7.94 (6.17—-10.14) an 3.20 (2.31-4.32) &3}
2 4.77 (3.53-6.35) 44) 6.82 (5.41-8.54) an 2.76 (1.98-3.74) (630
1 6.98 (5.29-9.21) (32) 7.17 (5.56-9.18) (58) 3.49 (2.35-5.03) 32)
3 4.80 (3.56-6.37) (32) 5.20 4.11-6.59) (58) 2.02 (1.32-2.94) 32)
1 7.28 (5.45-9.63) (£1)) 7.93 (5.86—10.62) 638 3.34 (2.19-4.91) (36)
5 11.70 (8.26-16.41) a3n 11.41 (8.86—14.61) (618 5.04 (3.36-7.36) (36)
1 6.98 (5.04-9.54) (28) 1.29 (5.15-10.17) 39) 3.80 (2.39-5.79) @n
6 11.90 (8.76 —16.06) (28) 8.30 (5.94—-11.46) 39 6.47 (4.83-8.58) @n
1 6.34 (4.47-8.85) (23) 9.46 (6.87—-12.90) 42) 3.90 (2.37-6.11) (28)
7 6.93 4.14-11.29) (23) 8.74 (6.13-12.30) (42) 4.24 (2.83-6.19) (28)
1 7.51 (5.16-10.76) 22) 8.33 5.75-11.91) (36) 4.53 (2.79-7.09) 25)
9 13.15 (8.12-20.96) 22) 19.47 (13.89-27.15) (36) 10.41 (6.59-16.17) (25)

“Using only data available for each phase being compared.

G M. = geometric mean; LCL = lower confidence limit of geometric mean; UCL = upper confidence limit of geometric mean; n = number of samples

Interior dust abstement occurred betwoeen Phases 01 and 02 in Areas A and B. Soil and exterior dust abatement occurred between Phases 01 and 01 in Area A and between Phases 05 and 06 in

Area B.
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TABLE 4-48. INTERCORRELATIONS  BETWEEN BLOOD LEAD AND HAND
LEAD AND ENVIRONMENTAL LEAD MEASURES AND AGE
(Pearson Correlations)

FOR OVERALL STUDY POPULATION AND BY AREA

(Phase 01)
(arithmetic)
Blood Lead Hand Lead
Overall A B C Ovenll A B C
PbB 1.00 1.00 1.00 1.00 0.47 0.52 0.44 0.28
0.0001 0.0001 0.0001 0.04
202 51 95 56
PbH 0.47 0.52 0.44 0.28 1.00 1.00 1.00 1.00
0.0001 0.0001 0.0001 0.04
202 51 95 56
Interior 0.41 0.50
Entry Dust 0.0001 0.0001
Loading 193 95
Interior 0.27 0.55 0.21 0.36 0.39 0.62 0.57
Entry Dust  0.0003 0.0002 0.05 0.01 0.0001 0.0001 0.0001
Concn. 181 40 91 50 186 40 94
Interior 0.45 0.54
Floor Dust 0.0001 0.0001
Pb Loading 195 96
Interior 0.21 0.45 0.37 0.48 0.85 0.31
Floor Dust  0.003 0.002 0.006 0.0001 0.0001 0.002
Pb Concn. 190 44 57 195 44 96
Interior 0.26
Window 0.01
Dust Pb 92
Loading
Interior 0.18 0.55 0.34 0.35 0.93
Window 0.01 0.0001 0.01 0.0001 0.0001
Dust 186 44 53 191 44
Concn.
Interior 0.27 0.33 0.27 0.34 0.69 0.34
Mat Lead 0.0002 0.03 0.01 0.0001 0.0001 0.001
Loading 188 45 90 193 45 93
Interior 0.21 0.35 0.73 0.31
Mat Concn. 0.004 0.0001 0.0001 0.003
180 185 43 89
Exterior
Dust Max
Conc.
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TABLE 4-48 (cont’d). INTERCORRELATIONS® BETWEEN BLOOD LEAD
AND HAND LEAD AND ENVIRONMENTAL LEAD MEASURES AND AGE
(Pearson Correlations)

FOR OVERALL STUDY POPULATION AND BY AREA

(Phase 01)
(arithmetic)
—
Blood Lead Hand Lead
Overall A B C Overall A B C
Age 0.34 0.44 0.41 0.34 0.35 0.34 0.38
0.0001 0.0001 0.002 0.0001 0.01 0.0006 0.003
202 95 56 202 St 95 56
Age- 0.25 0.36 0.30 0.31 0.36 0.29 0.33
Squared 0.0003 0.0004 0.03 0.0001 0.009 0.004 0.01
202 95 56 202 51 95 56
Paint- 0.29
Interior 0.01
Trim (Max) 70
Paint- 0.26
Exterior 0.03
Trim 70
-

.Top number is correlation coefficieat, middle is significance level and bottom is number of observations. Only
correlations with statistical significance £0.05 are shown.

Phase 01 is pre-abatement.

4.10 INTERCORRELATIONS

Intercorrelation between blood lead and hand lead and environmental dust, paint and
age variables are presented in Tables 4-48 to 4-51 for Phases 01, 03, 05 and 09,
respectively. Only correlations significant at p < 0.05 are shown. The number of
significant correlations decreased markedly after the abatements that occurred after Phase 01.
Table 4-52 contains all correlations for Phases 01-09, regardless of their statistical
significance, and using log transformed data. Correlations between blood lead and hand lead
are summarized in Table 4-53.

A comparison of preabatement intercorrelations among environmental and blood lead
data between the Cincinnati prospective study (Clark et al., 1991) and those of the soil
project (Table 4-54) revealed similar patterns except for paint lead (XRF, mg Pb/cmz). The
prospective study invalues a wide range of housing types from rehabilitated housing to
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TABLE 4-49. INTERCORRELATIONS' BETWEEN BLOOD LEAD AND HAND
LEAD AND ENVIRONMENTAIL LEAD MEASURES AND AGE
(Pearson Correlations)

FOR OVERALL STUDY POPULATION AND BY AREA
(Phase 03)

(arithmetic)

Blood Lead Hand Lead

Overall A B C Overall A B C

Blood 1.00 1.00 1.00 1.00 0.51 0.62
Lead 0.0001 0.0001
151 75

Hand 0.51 0.62 1.00 1.00 1.00 1.00
Lead 0.0001 0.0001
151 75

Interior 0.33 -0.23
Entry 0.05 0.05
Dust Pb 35 76
Loading |

Interior
Entry Dust
Pb Concn.

Interior
Floor Pb
Dust
Loading

Interior
Floor Dust
Pb Conco.

Interior

Window
Dust Pb
Loading

Interior
Window
Dust Pb
Conca.

Interior Mat
Pb Loading

Interior Mat
Pb Concn.

Exterior 0.23
Dust Pb 0.009
Concn. 130
Max
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TABLE 4-49 (cont’d). INTERCORRELATIONS® BETWEEN BLOOD LEAD
AND HAND LEAD AND ENVIRONMENTAL LEAD MEASURES AND AGE
(Pearson Correlations)
FOR OVERALL STUDY POPULATION AND BY AREA

(Phase 01)
(arithmetric)
Blood Lead Hand Lead

Overall A B Overall A B C
Paint Pb 0.22 0.37 0.46 0.61
Interior 0.01 0.003 0.0001 0.0001
Trim Max 133 62 134 63
Paint Pb 0.31 0.22 0.58
Interior 0.01 0.01 0.0001
Wall Max 62 135 63
Paint Pb 0.37 0.57
Exterior 0.0002 0.0001
Trim 135 63
Paint Pb 0.31 0.34 0.57
Exterior 0.02 0.0002 0.0001
Walls 59 119 60
Age 0.28 0.38 0.32 0.38 0.28 0.55

0.0006 0.0009 0.0001 0.02 0.01 0.0002

151 75 151 35 75 41
Age- 0.22 0.33 0.28 0.35 0.24 0.49
Squared 0.006 0.004 0.0005 0.04 0.03 0.001

151 75 151 3s 75 41

—

'Top number is correlation coefficients, middle is significance level and bottom is number of observations.

Only correlations with statistical significant 0.05 are shown.

Phase 03 is about 3 mo after abatements in Area A (exterior and interior dust and soil) and in Area B (interior

dust only).

19th century dilapidated housing while the soil project included primarily rehabilitated (lead
paint free) housing. As expected intercorrelation involving paint lead were not statistically
significant for the soil project while they were for the prospective study.
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TABLE 4-50. INTERCORRELATIONS® BETWEEN BLOOD LEAD AND HAND

LEAD AND ENVIRONMENTAL LEAD MEASURES AND AGE
(Pearson Correlations)
FOR OVERALL STUDY POPULATION AND BY AREA
(Phase 05)
(arithmetic)

Blood [ead Hand Lead

Overall A B C Overall A B C

Blood
Lead

Hand
Lead

Interior
Floor

Dust Pb
Loading

Interior
Floor
Dust Pb
Concn.

Interior
Entry

Dust Pb
Loading

Interior
Entry
Dust Pb
Concn.

Interior

Window
Dust Pb
Loading

Interior
Window
Dust Pb
Concn.

Exterior
Dust Pb
Concn.
Max

Age

1.00 1.00 1.00 1.00 0.34 0.51
0.0001 0.0001
149 68

0.34 0.51 1.00 1.00 1.00 1.00
0.0001 0.0001
149 68

0.17
0.04
147

0.19 0.28 0.32
0.02 0.02 0.04
146 68 42

0.16 0.31 0.17
0.05 0.04 0.04
145 143 145

0.27 0.33 0.25 0.44
0.0007 0.05 0.04 0.003
149 37 68 44
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TABLE 4-50. INTERCORRELATIONS' BETWEEN BLOOD LEAD AND HAND

LEAD AND ENVIRONMENTAL LEAD MEASURES AND AGE

(Pearson Correlations)
FOR OVERALL STUDY POPULATION AND BY AREA

(Phase 05)
(arithmetic)

Blood Lead

Hand Lead

Overall A B

Ovenl! A

Blood

Hand
Lead

Interior
Floor
Dust Pb
Loading
Interior
Floor
Dust Pb
Concn.

Interior
Entry

Dust Pb
Loading

Interior
Entry
Dust Pb
Concn.

Interior
Window
Dust Pb
Loading
Interior
Window
Dust Pb
Concn.

Exterior
Dust Pb
Concn.
Max

Age

1.00 1.00 1.00

0.34 0.51
0.0001 0.0001
149 68

0.17
0.04
147

0.15
0.02
146

0.16
0.05
145

1.00

0.31
0.04
143

0.34
0.0001
149

1.00 1.00

0.17
0.04
145

0.27 0.33
0.0007 0.05
149 37

0.51
0.0001
68

1.00

0.28
0.02
68

0.25
0.04
68

1.00

0.32
0.04
42

0.44
0.003
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TABLE 4-50 (cont’d). INTERCORRELATIONS® BETWEEN BLOOD LEAD
AND HAND LEAD AND ENVIRONMENTAL LEAD MEASURES AND AGE

(Pearson Correlations)
FOR OVERALL STUDY POPULATION AND BY AREA
(Phase 05)
(arithmetic)
Blood Lead Hand Lead
Overall A B C Overall A B C
Age- 0.28 0.38 0.45
Squared 0.0007 0.02 0.002
149 37 44
Interior 0.18
Mat Dust 0.03
Pb Loading 145
Interior 0.41 0.40 0.41 0.28 0.49
Mat Dust  0.0001 0.002 0.006 0.0008 0.0001
Pb Concn. 137 59 43 137 59
Interior 0.30 0.34
Wall Paint 0.01 0.05
Pb Max 68 34
Interior 0.22 0.36
Trim Paint  0.007 0.003
Pb Max 146 68
Exterior 0.36
Paint Pb 0.03
35

.Top number is correlation coefficieat, middle is significance level and bottom is number of observations. Only
correlations with statistical significance 0.05 are shown.

Phase 05 is about 10 mo past abatement in Area A (interior and exterior dust and soil) and in Area B (interior
dust only).

4.11 MODELING

4.11.1 Modeling the Difference of Phase 1 and Phase S Blood Lead for the
Initially Recruited Families Who Lived in the Rehabilitated
Housing Units

We evaluated the effectiveness of soil lead and dust abatement through analyzing the
data collected before and after initial abatement, e.g., Phase 1 and Phase 5. In Area "A",

exterior dust (lead concentration), interior dust (lead concentration) and soil lead were abated
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TABLE 4-51 (cont’d). INTERCORRELATIONS  BETWEEN BLOOD LEAD
AND HAND LEAD AND ENVIRONMENTAL LEAD MEASURES AND AGE

(Pearson Correlations)
FOR OVERALL STUDY POPULATION AND BY AREA

(Phase 09)
(arithmetic)
Blood Lead Hand Lead
Overall A B C Overall A B C
Interior 0.36 0.50
Trim Paint 0.0001 0.0002
Pb Max 107 50
Exterior 0.36 0.48
Trim 0.0001 0.0005
Paint Pb 107 50
Exterior 0.53
Window 0.0002
Paint Pb 45
Age 0.21 0.28
0.03 0.05
109 51
Age- 0.20
Squared 0.04
109

.Top number is correlation coefficients, middle is significance level and bottom is number of observations. Only correlations with statistical
significance 0.05 are shown.

Phase 09 is about 22 mo post abatement in Area A (interior and exterior dust and soil) and about 22 mo post interior dust abatemeat in
Area B and about 10 mo post exterior dust and soil abatement in Area B.

after Phase 1. In Area "B", interior dust was abated after Phase 1. In Area "C", no
abatement occurred during this time period.

Based on our data analysis, we found that the mean difference of blood lead between
Phase 1 and Phase 5 (DPbB) in Area "A" was greater than that in Area "C", e.g., DPbB in
Area "A" was 2.13 mg/dL more than in Area "C" (i.e., blood leads increased in Area A
relative to Area C). The mean difference of handwipe lead between Phase 1 and Phase 5
(DPbH) had no significant influence to the difference of blood lead between Phase 1 and
Phase 5. The mean difference of interior house dust lead loading between Phase 1 and
Phase 5 (DPbDIMD) significantly affected the difference of blood lead between Phase 1 and
Phase 5. In other words, in Area "A", DPbB increased 2.13 mg/dL for per mg/m2 increase
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TABLE 4-52. INTERCORRELATIONS BETWEEN BLOOD LEAD AND HAND LEAD

AND ENVIRONMENTAL LEAD MEASURES AND AGE

For overall study population and by area

(logarithmic)
Blood Lead Hand Lead
Factor Phase Overall A B C Overall A B C
Hand Lead o1 0.51*" 0.40 0.52" 0.48"
(202), (51 ©3), (56)
03 0.40 0.09 0.53 0.11
asy, (35) (s), @1)
05 0.41 0.26 0.61 0.10
(149), 37 (68), “49),
09 0.37 0.33 0.37 0.36
(109) (28) (51) (30)
Interior Entry Dust 01 0.05 0.07 0.17 0.10 032" 0.32" 0.36 0.28
Loading (188) @3) (92) (53) (193) (43) (95) (55)
03 0.07 0.14 0.06 0.00 0.03 0.12 0.13 0.06
asn) (35) Is) (41) (152) (38) (16) a1)
0s 0.23 0.16 0.21 0.17 0.20 0.22 0.15 0.03
(149) 37 (68) (44) (149) a7 (68) (44)
09 0.08 0.00 0.02 0.28 -0.03 0.12 0.13 0.02
(106) (28) (48) (30) (108) (28) (49) 31)
Interior Entry Dust 01 0.29"° 0.36° 0.20 0.19 0.42"° 035" 047" 0.14
Pb Concn. (181) (40) 1) (50) (186) (40) (94) (52)
03 0.13 0.17 0.06 0.19 0.06 0.09 0.08 0.14
(151) (35) (75), (41) (152), (35) (16), (41),
0s 0.25 0.22 0.25 0.19 0.37 0.28 0.34 0.45
(146) (36) (68) (42) (146) (36) (68) 42
09 0.13 0.11 0.06 0.21 0.16 0.12 0.26 0.07
(106) (28) (48) (30) (108) (28) (49) G1)
( (
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TABLE 4-52 (cont’d). INTERCORRELATIONS BETWEEN BLOOD LEAD
AND HAND LEAD AND ENVIRONMENTAL LEAD MEASURES AND AGE

For overall study population and by area

(logarithmic)
Blood Lead Hand Lead
Factor Phase Overall A B C Overall A B C
Interior Floor o1 0.11 0.06 0.12 0.03 032" 0.34" 0.28 0.18
Dust Pb Loading (190) (44) 93) (53) (195) (44) (96) (55)
03 0.13 0.12 0.02 0.09 0.04 0.16 0.01 0.12
(a1s1) (35) (75) @1 (152) (35) (76) (1)
05 0.19 0.07 0.16 0.15 0.23 0.03 0.17 0.19
(147) (& 1)) (68) 42) (147) e1)) (68) (42)
09 a a a a a a a a
Interior Floor o1 0.18" 0.20 0.01 0.19 0.38"" 0.39" 0.25" 0.30"
Dust Pb Concn. (190) (44) (93) (53) (195) (44) (96) (55)
03 0.14 0.04 0.05 0.06 0.18 0.08 0.07 0.12
(150) (35) (75) (40) asy, (35) (76) (40),
05 0.18 0.16 0.11 0.08 0.31 0.10 0.20 0.30
(147) 37 (68) (42) (147 37 (68) (42)
09 a a a a a a a a
Interior Window o1 0.04 0.07 0.15 0.11 0.19° 031 0.25" 0.08
Dust Pb Loading (186) (44) (89) (53) (191) (44) 92) (55)
03 0.09 0.25 0.12 0.00 0.07 0.01 0.08 0.10
(149) (33) (75) (41) (150) (33) (76) @1
05 0.18 0.29 0.09 0.17 0.10 0.20 0.03 0.03
(149) 37 (68) (44) (149) 37 (68) (44)
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TABLE 4-52 (cont’d). INTERCORRELATIONS BETWEEN BLOOD LEAD
AND HAND LEAD AND ENVIRONMENTAL LEAD MEASURES AND AGE

For overall study population and by area

(logarithmic)
Blood Lead Hand Lead
Factor Phase Ovenll A B C Overall A B C
Exterior Entry 01 0.15 0.07 0.02 0.03 027" 0.08 0.02 0.10
Dust Pb Concn. (195) 49) 92) (54) (200) (49) ©95) (56)
(median) 03 0.18 0.06 0.09 0.0l 0.22 0.27 0.01 0.09
(130) (26) an (33), (130), (26) an, (43)
05 0.23 0.14 0.03 0.35 0.37 0.25 0.28 0.09
(145) G7) (65) “@3), (145) ) (65) 43)
09 0.21 0.25 0.35 0.49 0.12 0.08 0.34 0.1
(82) (25) (28) (29) (84) (25) 29 (30$)
Age 01 0.53" 0.32° 0.59"" 0.64 0.54"" 0.56 0.52" 062"
202), 1), 95), (56) 202), 51, 95), (56),
03 0.39 0.47 0.48 0.26 0.44 0.40 0.36 0.63
(151) (35) (5), (41) asy, (35) (75), @1,
05 0.28 0.00 0.46 0.09 0.39 0.26 0.47 0.38
(149) 37 (68) (44) (149) (37 (68) (44)
09 0.00 0.04 0.11 0.20 0.25 0.20 0.38 0.11
(109) (28) (1) (30) (109) (28) 51) (30)
Interior Wall Paint 01 0.00 0.13 0.09 0.10 0.16° 0.07 0.23 0.03
Pb, Max (153) (42) (70) (41) (155) (42) (70) 43)
03 0.08 0.05 0.23 0.00 0.09 0.15 0.23 0.14
(134) (4 (62) (38) (135) (34) (63) (38)
05 0.10 0.0 0.21 0.06 0.05 0.14 0.04 0.20
(147) (35) (68), (44) (147T) (35) (68) (44)
09 0.15 0.12 037 0.05 0.15 0.00 0.22 0.12
(107) (28) (50) (29) (108) (28) 1) (29)

—~—
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TABLE 4-52 (cont’d). INTERCORRELATIONS BETWEEN BLOOD LEAD
AND HAND LEAD AND ENVIRONMENTAL LEAD MEASURES AND AGE

For overall study population and by area

(logarithmic)
Blood Lead Hand Lead

Factor Phase Overall A B C Overall A B C
Interior Window o1 017" 0.27 0.06 0.09 0.29" 0.35" 0.19 0.18
Dust Pb Concn. (186) (44) (89) (53) (191) (44) 92) (55)
03 0.21 0.28 0.06 0.13 0.20 0.00 0.01 0.21
(148) (33) %) (40) (149) (33) (76) (40)
0s 0.19 0.25 0.06 0.21 0.22 0.23 0.11 0.15
(149) E1) (68) (44) (149 37 (68) (44)

09 a a a a a a a a
Interior Mat Dust o1 0.18" 0.05 0.18 0.15 021" 0.42° 0.18 0.15
Pb Loading (188) (@5) (90) (53) (193) (45) (93) (55)
03 0.14 0.06 0.06 0.10 0.16 0.19 0.17 0.07
(148) (32) (9), @1 (149), (32) (e), (@1
05 0.32 0.22 0.36 0.17 0.33 0.08 0.30 0.24
(145) a7 (64) (44) (145) 37 (64) (44)

09 a a a a a a a a
Interior Mat Dust o1 0.12 0.12 0.02 0.15 0.29"" 0.46" 0.21 0.19
Pb Concn. (180) (43) (86) (51) (185) (@3) (89) (53)
03 0.17 0.02 0.12 0.14 0.10 0.17 0.16 0.19
(147), (32) (79), @), (148), (32) (75), @1
05 0.36 0.25 0.29 0.35 0.44 0.19 0.51 0.27
(137) (35) (59) (43) (137) (35) (59) (43)

a
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TABLE 4-52 (cont’d). INTERCORRELATIONS BETWEEN BLOOD LEAD
AND HAND LEAD AND ENVIRONMENTAL LEAD MEASURES AND AGE

For overall study population and by area

(logarithmic)
Blood Lead Hand Lead

Factor Phase Overall A B C Overall A B C
Interior Trim Paint o1 0.04 0.22 024" 0.06 0.08 0.07 0.04 0.06
Pb, Max (152) @1 (70), 1) (154) (a1 (70), (43)
03 0.07 0.06 0.27 0.16 0.12 0.20 0.29 0.12
(133) (33) (62), (38) (134) (33) (63) (38)
05 0.13 0.00 0.29 0.09 0.09 0.01 0.16 0.00
(146) 34) (68), (44) (146) (34 (68) (44)
09 0.21 0.29 0.36 0.34 0.00 0.35 0.09 0.05
(107) (28) (50) (29) (108) (28) (51) (29)
Exterior Wall Paint o1 0.08 0.1 0.03 0.00 0.1 0.02 0.28" 0.24
Pb (133) 37 (64), 32), (133) 37 (64) (32)
03 0.09 0.21 0.21 0.38 0.13 0.10 0.28° 0.02
(118) (29) (59) (30) (118) (29) (60) (30)
05 0.05 0.10 0.14 0.13 0.08 0.22 0.04 0.04
(129) (34) (63), (32) (129) (34) (63) 32)
09 0.07 0.21 0.39 0.14 0.20 0.18 0.15 0.25
(89) (24) (45) (20) (90) (24) (46) (20)
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TABLE 4-52 (cont’d). INTERCORRELATIONS BETWEEN BLOOD LEAD
AND HAND LEAD AND ENVIRONMENTAL LEAD MEASURES AND AGE

For overall study population and by area

n = no samples collected

Abatement: Interior dust abatement occurred in Areas A & B after Phase 01 and about 3 mo prior to Phase 03.
Exterior dust & soil abatement occurred in Area A after Phase 01 and about 3 mo prior to Phase 03.
Exterior dust & soil abatement occurred in Area B after Phase 05 and about 10 mo prior to Phase 09.

(logarithmic)
Blood Lead Hand Lead
Factor Phase Overall A B C Overall A B C
Exterior Trim 01 -0.05 -0.16 0.14 0.02 0.11 -0.09 0.09 0.09
Paint Pb (153) (42) (70) “41) (155) (42) (70, (43)
03 0.00 0.09 0.14 0.06 0.10 0.13 0.35 0.12
(134) (34), (62) (38) (135) (34) (63) (38)
05 0.04 0.41 0.00 0.12 0.01 0.08 0.11 0.25
(147) (39), (68), (44) (147) (35) (68) 44)
09 0.23* 0.47 0.32 0.13 -0.13 0.19 0.00 -0.30
(107) (28) (50) (29) (108) (28) (61)] (29)
Top number is correlation coefficient. Bottom number in parentheses is number of samples.
B <005,
p < 0.005.



TABLE 4-53. SUMMARY OF BLOOD LEAD AND HAND LEAD CORRELATIONS
(Pearson Correlation Coefficients)

Overall Area A Area B Area C
Phase Arith. Log Arith, Log Arith. Log Arth. Log
01 Coeff. 0.47 0.51 0.52 0.40 0.44 0.52 0.28 0.48
P 0.0001 0.0001 0.0001 0.004 0.0001 0.0001 0.04 0.0002
n 202 202 51 51 95 95 56 56
03 Coeff. 0.51 0.40 0.07 0.08 0.62 0.53 0.16 0.11
P 0.0001 0.0001 0.7 0.6 0.0001 0.0001 0.3 0.5
n 151 151 35 35 75 75 41 41
05 Coeff. 0.34 0.41 0.27 0.27 0.51 0.61 0.15 0.10
P 0.0001 0.0001 0.1 0.1 0.0001 0.0001 0.3 0.5
n 149 149 37 37 68 68 44 44
07 Coeff. 0.28 0.38 0.11 0.36 0.32 0.40 0.38 0.32
P 0.0018 0.0001 0.9858 0.0583 0.0116 0.0011 0.0221 0.0548
n 126 126 28 28 63 63 35 35
09 Coeff. 0.28 0.37 0.36 0.33 0.22 0.37 0.46 0.36
P 0.003 0.0001 0.06 0.08 0.1 0.008 0.01 0.05
n 109 109 28 28 51 51 30 30

in DPbDIMD; in Area "B", DPbB decreased 0.000001 mg/dL for per mg/m2 increase in
DPbDIMD; in Area "C", DPbB increased 0.000089 mg/dL for per mg/m2 increase in
DPbDIMD. Age and social-economic scores were also important factors in predicting the
difference of blood lead, e.g., DPbB decreased 0.082 mg/dL for per month increase in age.
DPbB decreased 0.22 mg/dL for per unit score increase in Hollingshead social economic
score (SES). The initial blood lead affected the difference of blood lead between Phase 1
and Phase 5. For high initial blood lead children, DPbB was smaller than that for low initial
blood lead children, e.g., DPbB decreased 0.41 mg/dL for per mg/dL increase in initial
blood lead.

To investigate the effectiveness of soil lead abatement, three methods were used:

(1) correlation analysis,
(2) regression modeling, and
(3) structural equation modeling.

Two biomarkers, handwipe lead and blood lead, and two environmental exposure
markers, exterior dust lead and interior dust lead, were used in the analysis. In this report,
we investigated the relationships of these four markers and other variables, e.g., treatment

area, paint lead, age, house age and SES.
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TABLE 4-54. INTERCORRELATIONS AMONG ENVIRONMENTAL
AND BLOOD LEAD DATA

LN (PbB) LN (PbB) LN (PbD INT) LN (PbD INT) LN (XRP)
pg/dL rg ppm mg/m mg/m

LN (PbH) ug 051"

0.44)"
LN (PbD INT)" ppm 0.18" 038"

(0.41) (0.45)
LN (PbD INT)® mg/m? 0.11 032" o.d.

©0.37) (0.36) ©0.72)
LN (XRF)° mg/m” 0.04 0.08 0.05 0.09

(0.43) (0.32) (0.63) 0.51
LN (PbD EXT)® ppm 0.15" 021" 0.42" 0.19" 0.11

(0.30) (0.36) (0.60) (0.45) (0.49)

*Cincinnati Prospective Study (1981) all correlations < 0.0001.
floor dust values.
“Interior trim for Soil Project and maximum value for Prospective Study.
arget exterior dust for Soil Project, exterior surface scrapings for Prospective Study.
n.d. = not determined.
p < 0.05.

as
p < 0.0001.



Correlation analysis was used to investigate the relationship between two variables
regardless of the influences of other variables. Multiple regression analysis was used to
investigate the relationship between one marker variable, e.g., blood lead, and other
variables. The structural relationships between these four marker variables and other
variables are ignored in the regression analysis. A structural equation model was used to
investigate the structural relationship between these four marker variables, blood lead,
handwipe lead, interior dust and exterior dust, and other variables simultaneously.

Note that b = reSD(y)/SD(x) for any two random variables, y and x, where b is the
slope of the simple regression, y=a+bx, and r is the correlation coefficient,
cov(x, y)/(SD(x]*SD[y]). This relationship between the correlation coefficient r and the
regression slope b was used.

The findings of these analysis are:

(i) In the correlation analysis, the difference of handwipe lead between
Phase 1 and Phase 5 was correlated with the difference of blood lead
between Phase 1 and Phase 5 (p-value <0.1). The difference of blood
lead in Area "A" was greater than that in Areas "B" and "C", e.g.,
DPbB in Area "A" was 0.18*5.28/0.46=2.07 ug/dL more than that in
Areas "B" and "C".

(ii) In the regression modeling, the difference of interior dust lead between
Phase 1 and Phase 5 was correlated with the difference of blood lead
between Phase 1 and Phase 5. The difference of blood lead between
Phase 1 and Phase 5 in Area "A" was greater than that in Areas "B" and
"C", e.g., DPbB in Area "A" was 2.87 mg/dL greater than that in Areas
"B" and "C".

(iii) In the structural equation modeling, the difference of interior dust lead
between Phase 1 and Phase 5 had a significant contribution to the
difference of blood lead between Phase 1 and Phase 5. The difference of
blood lead between Phase 1 and Phase 5 in Area "A" was greater than
that in Area "C", e.g., DPbB in Area "A" was 2.13 mg/dL greater than
that in Area "C".

4.11.1.1 Correlation Analysis

To investigate the trends of these four markers, we used the difference of each marker
between Phase 1 and Phase 5 as a new marker. This positive value for the new marker
indicated that the value of the corresponding original marker was an increase from Phase 1 to

Phase 3, and vice versa.
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For the data collected in Phase 1 and Phase 5, calculations were made of the difference
in blood lead(DPbB), the difference in handwipe lead(DPbH), the difference in the median
interior dust lead loading(DPbDIMD) and the difference in the median exterior dust lead
loading(DPbDELD) between Phase 1 and Phase 5 respectively. Thus,

DPbB=PbB(5) - PbB(l),

DPbH =PbH(5)-PbH(1),
DPbDIMD =PbDIMD(S)-PbDIMD(1), and

DPbDELD=PbDELD(5)-PbDELD(1).

The variables included in this data analysis are listed below:
DPbB(mg/dL): difference of blood lead between Phase 1 and §,
DPbH(mg): difference of handwipe lead between Phase 1 and 5,
AGE_MS5(month): age at Phase 5,
AGE_MSS5(month?): square of age at Phase 5,
AGE_MHS5(month): age at Phase 5 for handwipe,
AGE_MHSS(monch): square of age at Phase 5 for handwipe,
DPbDIFL(pg/mz): difference in interior floor dust lead loading between Phase 1 and 5,

DPbDELD(mg/mZ): difference of median exterior dust lead loading between Phase 1 and
Phase S,

PbDELDl(mg/mz): median of exterior dust lead loading at Phase 1,
PbB1(mg/dL): blood lead at Phase 1,

PbHI1(mg): handwipe lead at Phase 1,

PbDIMDl(yg/mz): median of interior dust lead loading at Phase 1,
PbPITMN(mg/cmz): mean of interior paint trim lead,
PbPET(mg/cmz): exterior paint trim lead,

PbP(mg/cmz): paint lead,
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PNT: paint lead be removed or not (1=yes, 0=no),
PNT_NR: paint lead be removed from nearby building or not (1 =yes, 2=no),
JOB: household job related to lead (1=yes, 2=no),

ACT: activities in the home related to lead (1 =yes, 2=no),

WORKS (numeric): a composite score of JOB, ACT, PNT and PNT_NR at Phase 5, [PNT:
paint was removed from apartment building or not (1=yes. 0=no),
PNT_NR: paint lead was removed from nearby building or not (1 =yes,
0=no), JOB: member of houschold had job related to lead (1 =yes,
0=no), ACT: activities in the home related to lead (1=yes, 0=no).],

A: Area A (interior and exterior dust lead were abated),
B: Area B (interior dust lead was abated),
C: Area C (no abatement),

SES: Hollingshead social-economic score.

The summary results from correlation analysis are shown in the following six tables.
Summary statistics are shown in Table 4-55. Summary statistics for DPbB, DPbH, DPbIFL,
and DPbELD by area are shown in Table 4-56. The Pearson correlation between DPbB and
the other important variables are shown in Table 4-57. The correlations between DPbH and
the other important variables are presented in Table 4-58. The correlations between
DPbDIFL and the other important variables are presented in Table 4-59. The correlations
between DPbDELD and the other important variables are listed in Table 4-60.

From Table 4-56, we can draw following conclusions:

(1) DPbB and DPbH were higher in Area "A" than that in Areas "B" and
"C"; ie., the mean of PbB increased from Phase 1 to Phase 5 in Area
"A"; the mean of PbB decreased from Phase 1 to Phase 5 in Areas "B"
and "C". The mean of handwipe lead increased from Phase 1 to Phase S
in all areas.
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TABLE 4-55. SUMMARY STATISTICS

Variable Number Mean SD
DpbB 148 -0.64 5.28
DpbH 119 3.99 18.29
AGE_M5 148 42.52 17.76
AGE_MS5 148 2120.86 1574.39
AGE_MH5 126 43.11 17.66
AGE_MHSS5 126 2168.57 1578.09
DPbDIFL 128 ~-17.30 1193.0
DPbDELD 127 97489 615021
PbDELD1 138 368077 635934
PbH1 136 10.18 12.94
PbBl1 148 10.50 5.13
PbDIFL1 138 411.62 910.66
PNT 148 0.27 0.45
PNT NR 148 1.75 0.43
PBP 148 2.05 2.22
WORKS 148 0.17 0.21
H AGE 148 110.16 16.84
SES 148 19.47 7.31
A 43 0.29 0.46
B 61 0.41 0.49
C 4 0.30 0.46

Note: A=1 for Area A, A=0 for other arcas; B=1 for Area B, B=0 for other arecas; C=1 for Area C, C=0

for other areas.

(2) DPbDIFL was smaller in Area "A" than that in Area "B" and "C"; i.e.,
interior dust lead decreased from Phase 1 to Phase 5 in Area "A";
however it increased from Phase 1 to Phase 5 in Areas "B” and "C".

(3) Exterior dust lead increased in all areas. But it increased more rapidly in

Area "B" than in Areas "A" and "C".
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TABLE 4-56. SUMMARY STATISTICS OF DPbB, DPbH, DPbDIFL,
AND DPbDELD BY AREA

DPbB DPbH DPbDIFL DPbDELD
Area Mean Std. Dev. Mean Std. Dev. Mean Std. Dev. Mean Std. Dev.
A 0.87 5.60 9.10 25.23 -—-451.13 1288.84 119280.1 308629.2
—1.51 5.17 2.55 17.24 181.77 1437.75 164066.3 922978.1
C -0.91 4.90 1.70 11.10 51.06 427.79 71.77  223152.8

4.11.1.2 Regression Modeling
The results of correlation analysis presented in the previous section have one drawback.

The correlation coefficient computed t:tween any two random variables were not adjusted by
other covariates, e.g., environmental v:nables. This can be improved by regression.

The multiple regression was used to fit the following four regression models of DPbB,
DPbH, DPbDIMD and DPbDELD. The initial models are given below.

DPbB = A+B+DPbH+ DPbDIMD
+DPbDELD +AGE_M5+AGE_MS5+
+PbB1+SES+WORKS +PNT+PbP+PNT_NR+H_AGE +
A* DPbDIMD + A*DPbDELD+B*DPbDIMD +
B*DPbDELD,

4.11.1.3 Multiple Regression Modeling
Multiple regression was used to fit the following four regression models of DPbB,
DPbH, DPbDIFL and DPbDELD. The initial models are given below:

DPbB = A+B+DPbH+DPbIFL+DPbDELD+AGE_MHS+PbB1 +SES
+WORKS5+PbP+H_AGE

DPbH = A+B+DPbDIMD+DPbDELD+AGE_MHS5+AGE_MHS5 +
PbH1+SES+WORKS +PbP+PNT+H_AGE+PNT_NR
+A*DPbDIMD + A*DPbDELD +B*DPbDIMD +
B*DPbDELD,

DPbDIMD = A+B+DPbDELD+SES+PNT+PbP+PbDIMD1+PNT_NR+
+H_AGE+A*DPbDELD +B*DPbDELD,

DPbDELD = A+B+PbDELDI+SES+PNT_NR+PNT+PbP+H_AGE.
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TABLE 4-57. CORRELATIONS BETWEEN BLOOD LEAD AND

OTHER IMPORTANT VARIABLES

Variable Number Corre. Coef P-value
DPbH " 119 0.15 0.099
AGE M5’ 148 ~0.37 0.0001
AGE_MSS5’ 148 -0.33 0.0001
DPbDIFL 128 -0.02 0.80
DPbDELD 127 ~0.08 0.37
A’ 43 0.18 0.025
B’ 61 -0.14 0.09

C 44 ~0.03 0.69
PbH1" 136 -0.15 0.08
PbB1” 148 -0.46 0.0001
PbDIMD1" 138 -0.16 0.055
PbDELDI 138 0.04 0.63
PNT 148 0.09 0.28
PNT NR 148 -0.12 0.15

P BP 148 -0.05 0.53
H_AGE 148 0.056 0.50
WORKS 148 0.092 0.27
SES" 108 -0.18 0.07

“Denotes variables significantly correlated (alpha<0.1) with DPbB.
The following conclusions can be derived from the Table 4-57:

(1)  the change in handwipe lead affected the change in blood lead. The less change in handwipe lead, the
less change in blood lead. In other words, DPbB will increase 0.15*5.28/18.29 = 0.04 mg/dL for per

mg increase in DPbH because corr{DPbB, DPbH) = 0.15;

(2)  the child age factor affects the difference of blood lead between Phase 1 and Phase 5. For older
children, the difference in blood lead between Phase 1 and Phase 5 was smaller than that for younger
children. In other words, DPbB decreased 0.37*5.28/17.76 = 0.11 mg/dL for per month increase in age

because corr(DPbB, AGE_MS5) = 0.37;

(3)  treatment (Area) affected the difference of blood lead between Phase 1 and Phase 5. In Area "A", the
difference of blood lead between Phase 1 and Phase 5 was greater than that in Areas "B” and "C". In
other words, DPbB has 0.18%5.28/0.46 = 2.07 mg/dL more in Area "A" than that in Areas "B* and

ﬂcn;

(4)  the initial (Phase 1) blood lead affected the difference of blood lead between Phase | and Phase 5. For
the high initial blood lead children, the difference of blood lead between Phase 1 and Phase 5 was smaller
than that for the low initial blood lead children. In other words, DPbB decreased 0.46*5.28/5.13 =

0.47 mg/dL for per mg/dL increase in PbB1 because corr(DPbB, PbB1) = -0.46.



TABLE 4-58. CORRELATIONS BETWEEN HAND LEAD AND
OTHER IMPORTANT VARIABLES

Variable Number Corre. Coef. P-value
AGE_MHS 116 —0.008 0.93
AG E_MHSS 116 0.023 0.81
DPbDIFL 108 -0.17 0.087
DPbDELD 105 0.09 0.35
PNT 119 0.08 0.40
PNT_NR 119 ~0.07 0.46
PBP 119 0.087 0.34
WORKS 119 0.09 0.32
H_AGE 119 0.08 0.37
A | 31 0.17 0.07
B 51 -0.07 0. 46
C 37 —0.08 0.36
PbH1" 119 —0.40 0.0001
PbB1 119 -0.026 0.77
Pb DIMD1 109 0.045 0.64
PbDELD1 112 0.07 0.46
SES 119 -0.08 0.36

In the above table, the variable marked with **" are significantly correlated with DPbH.

From Table 4-58, the following conclusions are evident:

(1)  The initial (Phase 1) handwipe lead affected the difference of handwipe lead between Phase 1 and Phase S
(DPbH). For children with high initial handwipe lead, the difference of handwipe lead between Phase 1
and Phase 5 was smaller than that for the low initial handwipe lead children. In other words, DPbH
decreased 0.40*18.29/12.94 = 0.57 mg for per mg increase in PbH! because corr(DPbH, PbH1 = -
0.40.

(2) The area factor affected the difference of handwipe lead between Phase | and Phase 5. In Area "A°, the
difference of handwipe lead between Phase 1 and Phase 5 was larger than that in Areas *B” and “C*. In
other words, DPbH was 0.17*18.29/0.46 = 6.76 mg more in Area "A" than that in Areas "B* and "C"
because corr(DPbH, A) = 0.17.
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TABLE 4-59. CORRELATIONS BETWEEN DPbDIFL AND
OTHER IMPORTANT VARIABLES

Variable Number Corre. Coef. P-value
DPbDELD 114 -0.02 0.83
PbDELDI 119 -0.06 0.54
PbP 128 0.02 0.81
WORKS 128 -0.03 0.74
A* 32 -0.21 0.017
B* 56 0.15 0.096
C 40 0.04 0.66
PbDIFL1* 128 -0.52 0.0001
SES 128 -0.007 0.93

*Denotes variables significantly correlated (alpha<0.1) with DPbB.

The following conclusions can be derived from Table 4-59:

(1) Treatment (Area) affected the difference in interior floor dust lead between Phase 1 and Phase 5. In
Area "A", the difference in interior floor dust lead between Phase 1 and Phase 5 was less than that in

Areas "B” and "C". In Area "B", the difference in interior floor dust lead was
"A" and "C". In other words, DPbDIFL was 0.21*1193/0.46=544.63 ug/m
that in Areas "B" and "C"; DPbDIFL was 0.15*1193/0.49=365.20 ug/m

that in Areas "A" and "C".
(2) The initial (Phase 1) interior floor dust lead affected the difference in interior floor dust lead between
Phase 1 and Phase 5. In the higher initial interior floor dust lead area, the difference in interior floor
dust lead between Phase 1 and Phase S was smaller than that in the lower initial interior floor dust lead
area. In other words, DPbDIFL decreased 0.52%1193/910.66 =0.68 ug/m” for per ug/m’ increase in

PbDIFLI because corr(DPbDIFL, PbDIFLI)= —0.52.

than that in Areas
L less in Area "A" than
greater in Area “B" than

The summaries of backward elimination procedures for these regression equations is

given below.

For DPbB,

step 1
step 2
step 3
step 4
step 5
step 6
step 7
step 8

AGE_MS is eliminated with p-value=0.97;
DPbDELD is eliminated with p-value=0.85;
PbP is eliminated with p-value=0.65;
H_AGE is eliminated with p-value=0.62;
DPbDIFL is eliminated with p-value=0.43;
WORKS is eliminated with p-value=0.33;

B is eliminated with p-value=0.17;
A is eliminated with p-value=0.16.
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TABLE 4-60. CORRELATIONS BETWEEN EXTERIOR DUST LEAD AND
OTHER IMPORTANT VARIABLES

Variable Number Corre. Coef. P-value
SES” 127 0.17 0.05
PbDELDI" 127 -0.31 0.0004
PBP 127 0.03 0.74
H_AGE 127 0.07 0.41
WORKS 127 -0.12 0.17
A 35 0.02 0.81
B 50 0.087 0.33
C 42 0.1 0.21

In the above table, DPbDELD was highly correlated with P DELDI1, SES and PNT_NR.

From Table 4-59, the following conclusions can be made:

(1)  The initial (Phase 1) exterior dust lead affected the difference of exterior dust lead between Phase 1 and
Phase 5 (DPbDELD). For the high initial exterior dust lead area, the difference of exterior dust between
Phase | and Phase 5 was greater than that in the low initial exterior dust lead area. In other words,
DPbDELD decreased 0.31%615021/635934 = 0.30 mg/m? for per mg/m? increase in PADELDI because
corr(DPbDELD, PbDELD!) = -0.31.

(2) The social-economic status affected the difference of exterior dust lead between Phase 1 and Phase 5. In
the higher SES families, the difference of exterior dust lead between Phase 1 and Phase 5 was greater
than that in the low SES family. In other words, DPbDELD increased 0.17*615021/7.31 =
14302.8 mg/m? for per SES unit increased because corr(DPbDELD, SES) = 0.17.

For DPbH,

step 1 H_AGE is eliminated with p-value=0.87;
step 2 PP is eliminated with p-value=0.81;

step 3 DPLDELD is eliminated with p-value=0.52;
step 4 WORKS is eliminated with p-value=0.40;
step S SES is eliminated with p-value=0.36;

step 6 AGE_MHS is eliminated with p-value=0.28;
step 7 DPODIFL is eliminated with p-value=0.22;
step 8 B is eliminated with p-value=0.15;

step 9 A is eliminated with p-value=0.12,

step 10 AGE_MHSS is eliminated with p-value=0.11.

4-102



For DPbDIFL,

step 1  SES is eliminated with p-value=0.95;

step 2 PbP is eliminated with p-value=0.93;

step 3 DPbDELD is eliminated with p-value=0.89;
step 4 WORKS is eliminated with p-value=0.87,
step 5 A is eliminated with p-value=0.76;

step 6 H_AGE is eliminated with p-value=0.37.

For DPbDELD,
step 1 PbP is eliminated with p-value=0.43;

step 2 A is eliminated with p-value=0.47;
step 3 H_AGE is eliminated with p-value=0.12.

After the backward eliminations, four final regression models remained:

Model 1 DPbB = 8.52 + 0.038 DPbH — 0.00079AGE_MSS — 0.17 SES — 0.43
PbBI,
Model 2 DPbH 9.38 — 0.50 PbH1,

Model 3 DPbDIFL
Model 4 DPbDELD

169.05 + 297.89 B — 0.91 PbDIFLI,
—228137.95 + 13290.31 SES + 316397.88 B + 481704.88
WORKS - 0.35 PbDELDI.

From the final models the following conclusions were made:

(1) The change of the difference in handwipe lead between Phase 1 and
Phase 5 (DPbH) affected the change of the difference in blood lead. In
other words, blood lead decreased 0.038 ug/dL for per ug/dL decrease
in handwipe (see Model 1).

(2) Age, SES, and PbBl were important factors to interprete the difference
of blood lead. For the children with high SES (> 30 unit scores) and
moderate high PbBl (> 18 ug/dL), the blood lead would decrease from
Phase 1 to Phase 5. The older these children were, the more rapidly
their blood lead decreased from Phase 1 to Phase 5 (see Model 1).

(3) The difference in handwipe lead between Phase 1 and Phase 5§ was
reversely proportional to the initial handwipe lead. For the higher initial
handwipe lead children (PbHI > 19 ug), their handwipe lead decreased
from Phase 1 to Phase 5 (see Model 2).

(4) The differences in interior floor dust lead were different in different
areas. In Area "B" where the initial interior floor dust lead was higher
than 515 yglmz, the interior floor dust lead loading decreased from
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Phase 1 to Phase 5. However, in Areas "A" and "C" where the initial
interior floor dust lead loading was higher than 186 ug/mz, the interior
floor dust lead loading decreased from Phase 1 to Phase 5 (se¢ Model 3).

(5) The differences in exterior dust lead were different in different areas. In
Area "A" and "C" where household activities were not related to lead
and the initial extenor dust lead loading was moderate high (PbDELD >
870,000 pug/m ) the exterior dust lead loading decreased from Phase 1 to
Phase 5. In Area "B" where household activities were not related lead
and the initial extenor dust lead loading was higher than
1,770,000 y.g/m the exterior dust lead loading would decrease from
Phase 1 to Phase 5.

4.11.1.4 Structural Equation Modeling

The four dependent variables DPbB, DPbH, DPbDIMD and DPbDELD were mutually
correlated. The regression models shown above do not account for this fact since they were
fitted individually. When the equations in a system are interdependent, e.g., the response
variable in one equation appears as the regressors in other equation, the ordinary least square
estimates of the parameters in the system may be inconsistent. To solve this, we fit these
four models simultaneously by a system of linear equations.

We re-analyzed the above models as a system of simultaneous linear equations, using
SAS SYSLIN. The initial models here are similar to the initial regression models in
Section 2.

The final models were:

DPbB = 10.28 — 0.18 SES — 0.064 AGE_MS5 — 0.46 PbBl,
DPbH = 578+0002AGEMHS-062PbH1
DPbDIMD = 291.87 — 0.91 PbDIFLI,

DPbDELD = 273191B.

The final structural models are shown in Figure 4-29.

4-104



POl PbH1 PHB1

AGE

AREA

Figure 4-29. Structural equation analysis: relationship between blood lead and
’ environmental lead.

From the final SYSLIN models, the following conclusions are drawn:

(1) In the DPbB model, SES, AGE, and PbBl were important factors to
predict the difference of blood lead between Phase 1 and Phase 5. For
children with high SES (> 30 unit scores) and moderate high PbBI
(> 10 ug/dL), their blood lead would decrease from Phase 1 to Phase 5.
The older the children, the more rapidly their blood lead decreased from
Phase 1 to Phase 5.

(2) In the DPbH model, the initial handwipe lead affected the difference in
handwipe lead between Phase 1 and Phase 5. For moderate high initial
handwipe lead children (PbHl >26 ng), the handwipe lead decreased from
Phase 1 to Phase 5.

(3) In the DPbDIFL model, the initial interior floor dust lead affected the
difference in interior floor dust lead between Phase 1 and Phase 5. In the
area with higher initial interior floor dust lead (PbDIFLI > 325 pg/m?),
the interior floor dust lead loading decreased from Phase 1 to Phase §.
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(4) In the DPbDELD model, area factor affected the difference in
exterior dust lead between Phase 1 and Phase 5. In area "B", the
exterior dust lead loading increased by 273191 ug/m® from Phase 1 to _
Phase 5; and the exterior dust lead did not change significantly in
Areas "A" and "C" from Phase 1 to Phase 5.

4.11.1.5 Comparisons of Treatment-Effects Among the Three Statistical Approaches

The treatment-effect comparisons from these three methods were as follows:

To use the correlation analysis to compare the treatment effects across areas, we rely
on the fact that the b=r*SD(y)/SD(x), where b is the coefficient of simple regression
y=u+Dbx, r is the correlation coefficient between x and y. The positive value of r will give
the positive value of b which indicated that y significantly increased as x increased.

Correlation analysis

DPbB was significantly greater in Area "A" than that in either Area "B" or "C".
DPbH was significantly greater in Area "A" than that in either Area "B" or "C".
DPbDIFL was significantly greater in Area "B" than that in either Area "A" or "C".

DPbDELD was not significantly different between areas.

Multiple regression analysis

DPbB was not significantly different between areas.

DPbH was not significantly different between areas.

DPbDIFL was significantly greater in Area "B" than that in either Area "A" or "C".

DPbDELD was significantly greater in Area "B" than that in either Area "A" or "C".

Structural equation analysis
DPbB was not significantly different between areas.

DPbH was not significantly different between areas.
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DPbDIFL was not significantly different between areas.

DPbDELD was significantly greater in Area "B" than that in either Area "A" or "C".

From the above results, the following conclusions were made:

(1) The difference in blood lead between Phase 1 and Phase 5 in Area "A"
was significantly greater than that in Areas "B" and "C" by correlation
analysis; however, it was not significantly different across areas by the
other two methods. Also, the difference in handwipe lead in Area "A"
was significantly greater than that in Areas "B" and "C" by correlation
analysis; however, it was not significantly different across areas by the
other two methods.

(2) The difference in interior dust between Phase 1 and Phase 5 was
significantly greater in Area "B" than that in Areas "A" and "C" by
correlation and regression analysis; however it was not significantly
different across all areas by the structural equation method.

(3) The difference in exterior dust between Phase 1 and Phase 5 was
significantly greater in Area "B" than that in Areas "A" and "C" by
structural and regression analysis; however, it was not significantly
different across Areas "A", "B", and "C" by correlation method.

(4) Since the SYSLIN method is superior to the other two methods in terms
of investigating their structural relationship, the results from SYSLIN
were thought to be more reliable.

4.11.1.6 Statistical Modeling Conclusions

In this study, the differences in blood lead, handwipe lead, and interior dust lead were
not significantly different across all areas. Age, initial blood lead, and socio-economic score
were the important factors in the prediction of the change in blood lead. In other words,
DPbB decreased 0.064 ug/dL for per month increase in AGE; DPbB decreased 0.46 ug/dL
for per pg/dL increased in PbB1. DPbB decreased 0.18 ug/dL for per unit score increase in
Hollingshead social economic score (SES). From structural equation analysis, we found that
for the children with higher SES scores (> 30 units) and moderate high PbB1
(> 10 pg/dL), their blood lead decreased from Phase 1 to Phase 5. The older these children
were, the more rapidly their blood lead decreased from Phase 1 to Phase 5. For children
with moderate high initial handwipe lead (> 26 ug), their handwipe lead decreased from
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Phase 1 to Phase 5. For lower initial handwipe lead (< 9 ug) children, their handwipe lead
increased from Phase 1 to Phase 5. The older these children were, the more rapidly their
handwipe lead increased from Phase 1 to Phase 5. In the areas where the initial interior
floor dust lead loading was higher than 325 /,Lg/mz, the interior floor dust lead loading
decreased from Phase 1 to Phase 5. Exterior dust lead loading increased by 273,000 ;Lg/m2
in Area "B" from Phase 1 to Phase §, but it did not change significantly in Areas "A" and
"C".

4.11.2 Cross-Sectional Structural Equation Models for Loading Data

Measurements were made on different sampling units during the soil abatement project.
Blood lead (PbB) and hand lead (PbH) were measured on individual children; interior dust
lead (PbD) and paint XRF;,,) on individual apartments; and exterior paint (XRF.,,,) and
exterior dust lead on individual buildings and nearby paved areas. Analyses of these data
must take into account these design features, to avoid inflation of the degrees of freedom for
testing important effects and biased estimates of the postulated relationships.

Structural equation models including variables which quantify the nested design were
used to explore the relationships among the environmental data, each expressed as loadings,
and the outcomes of PbB and PbH. Each equation included indicator variables for different
buildings. The interior PbD and XRF, and PbH and PbB equations also included terms for
different apartments (within buildings); and the PbH and PbB equations also included terms
for different siblings (within apartments). Interaction terms, between the mediating
endogenous variables and these nested factors were created wherever possible. These
interactions, if significant, served as error terms for testing the endogenous variables’ effect.
For example, a PbH* family interaction was introduced into the PbB model to test the
significance of PbH’s effect on PbB. In all models, buildings variance served as the error
term for testing the effects of Abatement Area and Neighborhood (within areas).

Each of the endogenous variables were initially entered into equations further in the
postulated "casual chain" (Exterior Measurements - > Interior Measurements (PbDy;p40w),
PbD,yy) -> PbDpq,,) -> PbH -> PbB. The covariates of housing type and age,

4 behavioral variables [JOB, ACT, PAINT and PAINT,; hporno0al* Were entered into each
structural equation).* Race, sex, child’s age and SES were entered into the PbH and PbB
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models; mouthing behavior was used in the PbB model only. A number of interactions were
also considered. Abatement area, age and mouthing was interacted with each environmental
Pb variable in every model in which both of these main effects were initially used.

A strategy of backward elimination of insignificant effects was followed. Interactions
were removed before main effects and only terms compared directly to error were candidates
for removal.

Multiple imputation of any missing endogenous variables’ data was performed. Any
bias due to imputation was removed from the model by introducing indicator variables for
these imputed data points into the structural model.

The final models are shown in Tables 4-61 through 4-63 and Figures 4-30 through
4-32.

*JOB = job in an industry where lead may be used.

ACT = hobby or other activity which may use lead.

PAINT = painting in apartment or building within past six moanths.
PAINTy\ggy = painting in neighborhood within past six months.

4.11.2.1 Summary and Conclusions from the Cross-Sectional Structural
Equation Models

The preabatement model shows no effect of environmental lead loadings on PbB and
PbH (Figure 4-30). This may partly explain the difficulty that was encountered by this study
in attempting to significantly reduce these indices of exposure.

The postabatement models (Figures 4-31 and 4-32) appear to show both a pattern of
recontamination and differential effects by abatement areas. Different distal sources of lead
may be acting in each abatement area. These cross-sectional models are a prelude to even
more detailed and complex longitudinal models. We plan to use these results to help us
model the changes in PbB, PbH, and PbD over the course of the project.
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TABLE 4-61. RESULTS OF STRUCTURAL EQUATIONS MODELING

USING PHASE 1 LEAD LOADING DATA

Exogenous (Phase 1) Estimate tof F p
Dependent: In (PbB)
Intercept 1.375 — - .,
In (PbH) 0.093 2.13 0.02
Age, 0.046 6.81 0.0001
Age Age -0.0006 -5.78 0 0001
Mouthing 0.217 2.45 0.008
Areas F(Q2,687)=0.17 0.85
A 0.044
B -0.137
Neighborhoods F (3, 87) = 0.50 0.68
B -0.040
D 0.251
G -0.050
Families F (87, 1,019) = 1.70 0.0001
Dependent: In (PbH)
Intercept 0.720 — —
Age, 0.069 6.13 0.0001
Age Age -0.0007 -4.15 0.0001
Areas F (2, 83) = 0.04 0.96
A 0.188
B 0.175
Neighborhoods F (3, 83) = 0.33 0.80
B 0.353
D 0.012
G -0.472
Families F (83, 1,019) = 2.19 0.0001
Dependent: In (PbDg,,)
Intercept 3.718 - - .,
In (PbDy;pd0w) 0.097 2.07 0.02 |
In (PbD,gry) 0.134 3.43 0.0001
Areas F(@2,79 =0.02 0.98
A 0.263
B 0.299
Neighborhoods F (3, 79) = 0.37 0.77
B -0.610
D -0.834
G -1.018
Apartments F (79, 1,019) = 5.14 0.0001

4-110



TABLE 4-61 (cont’d). RESULTS OF STRUCTURAL EQUATIONS MODELING

USING PHASE 1 LEAD LOADING DATA

Exogenous (Phase 1) Estimate tof F p
Dependent: In (PbD,;,400)
Intercept 5.968 — -
House Type 1.175 2.47 0.008
Areas F (2, 78) = 0.58 0.56
A 2.253
B -0.502
Neighborhoods F@3,78) =0.37 0.77
B 0.090
D 1.478
G 1.816
Apartments F (78, 1,019) = 8.96 0.0001
Dependent: In (PbD, )
Intercept 24.067 — — .
In (PbD,,,) -1.637 -4.80 0.0001
House Type 1.836 3.86 0.0001
Areas F@2,7) =1.11 0.33
A -23.581
B -20.238
Neighborhoods F (3,79 =0.12 0.95
B -0.695
D -0.085
G , -1.350
Areas In (PbD,,) F (2, 1,019) = 10.28 0.0001
A In (PbD,,) 1.947
B In (PbD,,,) 1.588
Apartments F (79, 1,019) = 8.53 0.0001
Dependent: 1n (PbD,,,)
Intercept 12.915 — - .
Paint 0.272 2.69 0.004
Areas F (2,49) = 0.74 0.48
A 0.010
B -1.829
Neighborhoods F (3, 49) = 1.07 0.37
B 1.852
D 2.291
G -1.237
Dwellings F (16, 1,019) = 20.22 0.0001
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TABLE 4-61 (cont’d). RESULTS OF STRUCTURAL EQUATIONS MODELING
USING PHASE 1 LEAD LOADING DATA

Exogenous (Phase 1) Estimate tof F P
Dependent: In (XRF,,)
Intercept 1.086 — —
Areas F(2,73) =0.25 0.78
A -0.244
B -0.335
Neighborhoods F@3,73) =0.44 0.72
B -0.187
D 0.223
G 0.243
Apartments F (73, 1,019) = 2.57 0.0001
Dependent: In (XRF,,,)
Intercept 0.843 — - .
Paint 0.146 2.11 0.02
Areas F (2, 45) = 0.09 0.92
A -0.282 '
B -0.095
Neighborhoods F (3, 45) = 0.09 0.97
B -0.011
D 0.222
G -0.021
Dwellings F (45, 1,019) = 6.16 0.0001

4.12 PAINT AND WATER LEAD

Paint and water sampling was conducted once for each housing unit in the study.
Results of the paint lead determinations, by in situ XRF, shown in Table 4-64, reveal that the
geometric mean of the maximum values for interior and exterior trim and walls ranged from
0.3t0 1.3 mg Pb/cm? and did not vary significantly from area to area. The geometric mean
water lead concentration in 30 min stagnation samples ranged from 1.7 to 2.2 ug Pb/L
(Table 4-65). The maximum value was 13.6 ug Pb/L.
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TABLE 4-62. RESULTS OF STRUCTURAL EQUATIONS MODELING

USING PHASE 3 LEAD CONCENTRATION DATA

Exogenous (Phase 3) Estimate tof F p
Dependent: In (PbB)
Intercept 1.639 — —
In (PbB) 0.119 F (1, 42) = 1.70 0.20°
Age, 0.044 5.63 0.0001
Age Age -0.0005 -5.04 0.0001
Areas In (PbH) F(2,42) = 1.69 0.20
A_ In (PbH) -0.306
B In (PbH) -0.048
Families In (PbH) F (42, 960) = 1.52 0.02
Areas F (2,79) = 048 0.68
A 0.180
B -0.203
Neighborhoods F@3,79 =173 0.17
B -0.093
D 0.379
G -0.338
Families F (79, 960) = 0.92 0.63
Dependent: In (PbH)
Intercept -1.253 — - .
In (PbDy;p40w) 0.119 1.88 0.03,
In (XRF,;,) 0.291 2.13 0.02
Age, 0.072 3.88 0.0002
Age Age -0.0005 -2.72 0.008
Job | 0.735 2.15 0.02
Age In (PbDwindow) -0.004 2.18 0.03
Areas F (2, 60) = 4.30 0.02
A 0.870
B 1.555
Neighborhoods F (3, 60) = 0.36 0.78
B -0.236
D -0.379
G 0.349
Apartments F (60, 960) = 1.46 0.01
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TABLE 4-62 (cont’d). RESULTS OF STRUCTURAL EQUATIONS MODELING

USING PHASE 3 LEAD CONCENTRATION DATA

Exogenous (Phase 3) Estimate tof F p
Dependent: In (PbDg,,)
Intercept 3.992 - -
In (PbD,gyry) 0.301 6.82 0.0001"
Areas F (2,70) = 1.09 0.34
A -1.527 :
B -0.422
Neighborhoods F@3,70) = 2.16 0.10
B -1.046
D -0.978
G -1.899
Apartments F (70, 960) = 8.92 0.0001
Dependent: In (PbDy;p404)
Intercept -0.039 — -,
In (PbD,,,) 0.475 3.36 0.006
In (XRF;,,) 0.918 479 0.0001
Areas F 2,70) = 1.77 0.18
A -2.907
B 0.201
Neighborhoods F (3, 70) = 0.48 0.70
B -0.563
D -1.372
G -0.565
Apartments F (70, 960) = 4.63 0.0001
Dependent: In (PbD, ., )
Intercept 2.540 - -,
In (XRF,,) 0.017 0.05 0.48
House, Type 1.882 4.41 0.0001°
Areas In (XRF,,) F (2,960) = 4.20 0.02
A. ]n (XRFext) '2.650
B In (XRF,,) -0.588
Areas F (2,70) = 0.40 0.67
A 1.544
B -0.110
Neighborhoods F (3, 70) = 0.68 0.57
B 0.981
D 1.661
G 0.308
Apartments F (70, 960) = 5.60 0.0001
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TABLE 4-62 (cont’d). RESULTS OF STRUCTURAL EQUATIONS MODELING

USING PHASE 3 LEAD CONCENTRATION DATA

Exogenous (Phase 3) Estimate tof F p
Dependent: In (PbD,.,)
Intercept 6.089 — —
Areas F (2, 68) = 1.02 0.37
A -1.099
B 0.022
Neighborhoods F (3, 68) = 2.17 0.12
B -0.861
D -0.105
G -1.532
Apartments F (68, 960) = 5.64 0.0001
Dependent: In (PbD,,/)
Intercept 10.924 — — .
House Type 1.288 7.09 0.0001
Areas F (2, 40) = 0.12 0.89
A 0.496
B 0.612
Neighborhoods F (3, 40) = 0.46 0.71
B 0.818
D 0.638
G -1.087
Dwellings F (40, 960) = 22.57 0.0001
Dependent: In (XRF,,)
Intercept 1.001 - —
Areas F (2,70 =0.25 0.78
A -0.159
B -0.307
Neighborhoods F (3, 70) = 0.82 0.49
B -0.114
D 0.396
G 0.304
Apartments F (70, 960) = 2.68 0.0001
Dependent: In (XRF,,,
Intercept 0.733 — —
House Type F (2,44 = 0.06 0.94
Areas -0.172
A 0.026
B F (3,44) =0.09 0.97
Neighborhoods 0.026
B 0.191
D 1.156
G F (44, 960) = 5.62 0.0001
Dwellings
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TABLE 4-63. RESULTS OF STRUCTURAL EQUATIONS MODELING
USING PHASE 5 LEAD LOADING DATA

Exogenous (Phase 3) Estimate t of F " p
Dependent: In (PbB)
Intercept 11.295 — —_
In (PbH) 0.121 1.43 0.08"
In (PbDygq,,) -0.400 -3.58 0.99°
In (PbDgyry) -0.086 -1.19 0.12
In (PbD,,,) -0.564 -2.47 0.99
Mouthing -0.485 -1.66 0.95°
Paint _ 0.455 2.21 0.02°
Areas” In (PbH) F (2, 874) = 6.23 0.002
A’ In (PbH) -0.141
B’ In (PbH) 0.260
Areas” In (PbDjgq,,) F (2, 874) = 8.75 0.0002
A’ In (PbDpeer) 0.409
B In (PbDpg,,) 0.505
Mouthing™ In (PbDg¢ry) 0.097 2.19 0.02
Areas’ In (PbD,y,) F (2, 874) = 3.19 0.04
A In (PbD,,) 0.853
B In (PbD,,,) 0.404
Areas F (2, 65) = 1.83 0.17
A -12.955
B -8.326
Neighborhoods F (3, 65) = 0.637 0.59
B 0.002
D 0.367
G 0.972
Families F (65, 874) = 2.22 0.0001

4.13 HEALTH AND SAFETY

4.13.1 Workplace Audits

Laboratory clinic and field audit reports filed between 1989-1991 were maintained by
the SHO. During 1989, 14 lab reports were prepared; 18 in 1990, and 6 in 1991.

Between 1989-1991, 28 field audits were conducted. A table indicating the types of
audits, and dates performed and are included in copies of the Interior and Exterior Safety
Audit forms which were used for site safety evaluations Appendix O. In general these audits
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TABLE 4-63 (cont’d). RESULTS OF STRUCTURAL EQUATIONS MODELING

USING PHASE § LEAD LOADING DATA

Exogenous (Phase 3) Estimate tof F p
Dependent: In (PbH)
Intercept 2.318 — -
In (PbDq,,,) 0.418 2.68 0.004"
In (PbDy;p40w) -0.365 -4.04 0.99
in (PbD,,,) 0.196 2.83 0.003"
Age 0.019 5.09 0.0001
Sex 0.296 1.91 0.06
Areas In (PbDg,,,) F (2,874) =5.71 0.003
A, In (PbDgq,,) -0.520
B" In (PbDjg,,,) -0.644
Areas In (PbDypgou) F (2, 874) = 8.22 0.0003
A_ In (PbDyipdow) 0.485
B In (PbD,;, 4.5 0.571
Areas F (2,51 = 1.17 0.32
A -2.880 :
B -2.755
Neighborhoods F (3, 51) = 0.81 0.49
B -1.148
D 0.068
G -0.681
Families F (51, 874) = 2.10 0.0001

revealed that appropriate health and safety procedures were being followed. Common

problems noted in some of the interior and exterior field audits included:

Interior Dust
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safe lifting practices not followed
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TABLE 4-63 (cont’d). RESULTS OF STRUCTURAL EQUATIONS MODELING

USING PHASE 5§ LEAD LOADING DATA

Exogenous (Phase 3) ~ Estimate tof F P
Dependent: In (PbDy,,,) ' o
Intercept 13.946 — .
In (PbDyipdow) -0.004 -0.04 0.52;
in (PbD,,p - -1.669 -5.03 0.99,
In (PbD,p(y) 0.142 2.33 0.01,
In (XRF,,,) -0.490 -1.59 0.94 .
House Age 0.097 3.01 0.002
Areas In (PbDy;p40w) - F (2, 874) = 12.54 0.0001
A In (PbDy;pd0w) 0.474 -
B In (PbDying0w) 0.651
Areas In (XRF,,,) F (2, 874) = 11.41 0.0001
A In (XRF,,,) -2.059
B’ In (XRF,,) ©1.251
Areas In (PbD,) . F (2, 874) =723 0.0008
A In (PbD,y) - 2.023
B In (PbD,,p) 1.363
Areas F (2, 53) = 1.45 0.24
A -27.602 B
B -24.225
Neighborhoods F (3,53 =2.15 0.10
B 2.408
D -2.370
G -2.817
Apartments F (53,874) = 7.18 0.0001
Dependent: In (PbDy;,404.)
Intercept --10.768 - —
Areas F (2, 54) = 0.80 0.46
A -2.195
B 0.619
Neighborhoods F (3, 54) = 1.12 0.35
B -4.524 -
D -1.855
G -0.253
Apartments F (54, 874) = 7.17 0.0001




TABLE 4-63 (cont’d). RESULTS OF STRUCTURAL EQUATIONS MODELING

USING PHASE 5 LEAD LOADING DATA

Estimate

Exogenous (Phase 3) tof F P
Dependent: In (Pmery)
Intercept -17.098 - -
In (XRF,,) 0.738 3.66 0.0002"
House Type 1.012 2.50 0.007"
House Age 0.170 4.01 0.0001"
Job 1.541 2.85 0.003"
Paint 0.995 2.34 0.01"
Areas F 2, 54) = 2.77 0.07

A -0.895

B 4,724
Neighborhoods F (3, 54) = 0.25 0.86

B -0.488

D -0.484

G 1.500
Apartments F (54, 874) = 6.24 0.0001
Dependent: In (PbD,,,)
Intercept 4.237 — —
Job 2.719 5.47 0.0001"
Paint 1.065 2.91 0.002
Areas F(2,53) =1.62 0.21

A 2.243

B 1.733
Neighborhoods F (3, 53) = 0.46 0.71

B -0.548

D 0.861

G 0.154
Apartments F (53, 874) = 3.56 0.0001

Exterior Soil

* employees not wearing proper foot protection
¢ dust control not maintained

e first aid kit and emergency phone numbers not available at site.

In addition to regular laboratory audits, walk-throughs to identify area lead exposure

and to observe work practices in laboratories were conducted by a University of Cincinnati

M.S. industrial hygiene student. These reports showed that exposures were far below all
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TABLE 4-63 (cont’d). RESULTS OF STRUCTURAL EQUATIONS MODELING
USING PHASE 5§ LEAD LOADING DATA

Exogenous (Phase 3) Estimate t of F p
Dependent: In (PbD,,,)
Intercept 12.691 — - .
In (XRF,,,) 0.211 3.07 0.001
House Type 0.452 4.12 0.0001
Areas F (2, 35) = 0.03 0.97
A 0.226
B -0.170
Neighborhoods F 3, 35 =2.03 0.13
B -1.093
D 0.830
G -2.099
Dwellings F (35, 874) = 43.94 0.0001
Dependent: In (XRF,;)
Intercept 0.548 - —
Areas F (2, 56) = 1.19 0.31
A 0.621
B 0.240
Neighborhoods F (3, 56) = 0.34 0.80
B 0.350
D 0.022
G 0.181
Apartments F (56, 874) = 1.58 0.005
Dependent: In (XRF,,,)
Intercept 0.716 — —
Areas F (2, 38) = 0.06 0.94
A 0.125
B 0.060
Neighborhoods F (3, 38) = 0.08 0.97
B 0.113
D 0.063
G 0.105
Dwellings F (38, 960) = 1.79 0.003

“One-tail p-value.
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currently accepted standards use by OSHA, or exposure guidelines from NIOSH and the
ACGIH (see Appendix F).

4.13.2 Special Workplace Evaluations
4.13.2.1 Price Hill Facility

As with laboratory monitoring, personal and area air monitoring was performed by
University of Cincinnati industrial hygiene graduate students during abatement periods.
Early in the study a survey was conducted of a soil sieving operation at a temporary field
site. Personal monitoring of three abatement employees’ breathing zones was conducted for
lead exposure as they performed their usual work tasks. The employees’ breathing zones
were monitored for time period up to 6.5 h. The ventilation results show that the hood sash
should have been pulled down to the halfway position to achieve optimum protection. The
samples collected indicated that the three workers were exposed to just detectable amounts of
lead-containing dusts which were far below the OSHA General Industry action level for lead.

4.13.2.2 Noise Levels

A 1990 survey of the 12V portable exterior dust sampling vacuum equipment which
revealed noise sound levels over 90 dB prompted the installation of a hearing conservation
program which required employees to wear hearing protection when exposed to sound levels
of 85 dB or greater.

During abatement in Fall 1991, personal sound levels measurements were obtained
from three abatement workers: one backhoe operator, one bobcat operator and one randomly
selected student. Each of these individuals wore personal noise dosimeters for 7 h. Results
of the three samples (68-77dB) were well below the OSHA 85 dB action level for an 8 h
day.

4.13.3 Manuscript on Safety and Health Plan

A manuscript on the development and implementation of this safety and health plan,
previously introduced as Appendix H in Section 3.1, summarizes the above and additional
material.
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TABLE 4-64. PAINT LEAD XRF MEASUREMENTS IN REHABILITATED
HOUSING FOR INITIAL RECRUITS, GEOMETRIC MEAN,
(90 PERCENTILE) (mg/cm’)

Location Area A Area B Area C
Interior Trim 1.1 1.1 1.3
(max) 2.1 (2.6) 3.0)
n=28 n=50 n=36
Interior Wall 0.3 0.5 0.7
(max) (1.2) (1.3) (1.7
n=29 n=50 n=36
Exterior Trim 1.1 1.0 1.3
(max) (1.8) 1.7 3.5)
n=29 n=50 n=36
Exterior Wall 0.6 0.3 0.5
(max) 2.1 0.9) (1.9)
n=26 n=46 n=29

TABLE 4-65. WATER LEAD CONCENTRATIONS IN REHABILITATED HOUSING
FOR INITIAL RECRUITS, 30 MINUTE STAGNATION (xg/L)

Area A Area B Area C
Geometric Mean 1.7 2.2 2.0
Maximum 3.4 13.6 10.6
90th %tile 1.9 6.1 3.4
Number of Samples 27 46 35

4.14 ABATEMENT COSTS

Abatement costs for soil, interior dust and exterior dust abatement for project years
1989, 1990 and 1991 are summarized in Table 4-66. The unit abatement costs are expressed
per area, per housing unit (interior dust) and per study child. These units are somewhat
arbitrary because there were many other children living in the study area, in addition to

children enrolled in the study. For example, since the exterior abatement (soil and exterior
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TABLE 4-66. ABATEMENT COSTS’

1989 1990 1991 Overall
Soil Abatement
Total Cost $ 130,712 228,850 65,537 425,099
Area. m? 3,708 8,381 2,079 14,168
# Subjects 56 59 52 167
$/M? 35.25 27.30 31.52 30.00
$/Subject 2,334 3,025 1,260 2,244
Interior Dust
Total Cost $ 112,746 23,632 46,082 182,460
# Housing Unit 93 16 41 150
Area, M? 6,867 1,331 3,531 11,729
# Subjects 163 29 52 244
$/Housing Unit 1,212 1,477 1,124 1,216
$/M? 16.42 17.75 13.05 15.56
$/Subject 692 814 886 748
Exterior Dust
Total Cost$ 37,366 66,977 104,343
Area, M? 38,464 75,496 113,960
# Subjects 56 59 115
$M? 0.97 0.89 0.92
$/Subject 667 1,135 907

Dm pot include preparation and inspection costs.

About 22% of the cost was for abatement outside the actual study area.

“Exterior dust abatement performed only on a limited basis during 1991 and was not comparable to that

performed in earlier years.

dust) was conducted on an area-wide basis, there were many children living in the area other

than those who were enrolled in the study. In addition, there were many children in the

abatement areas who were too old to be eligible for the study.

The total cost of the abatement, excluding methods development, preparation of
contacts and inspection costs was about $712,000. The average total cost per study subject
was $3899 with S8% of the cost for soil abatement, 19% for interior dust abatement and

23 % for exterior dust abatement.
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5. CONCLUSIONS

Conclusions will be presented in two formats: (a) as responses to questions asked

concerning whether or not our evaluation of descriptive statistics of the study data provided

evidence to support certain conclusions and (b) as general conclusion based on evaluation of

study results. These are not mutually exclusive formats.

5.1 RESPONSE TO QUESTIONS

1.

Do we find evidence that soil abatement reduced soil lead concentrations?
Yes: Table 4-21, Area A, Phase O versus Phase 02
Area B Phase 05 versus Phase 09

Do we find evidence that soil and exterior dust abatement alone reduced interior house
dust Pb concentration?

Not part of study design in Phases 00 through 05 but can compare Phase 06 vs.
07 in Area B when data are available.

Do we find evidence that interior dust abatement reduced interior dust Pb
concentration?

No: Table 4-33; Area A and B; Floors; Phases 01 vs. 02.

Do we find evidence that interior dust abatement, alone, reduced interior dust Pb
loading?

Yes: Table 4-33; Area B; Floors; Phase 01 vs. 02.

Do we find evidence that soil and exterior dust abatement reduced exterior dust lead
concentration?

No: Table 4-28, Area A, Phase 01 vs. Phase 02
Area B, Phase 05 vs. Phase 09

loading?
No: Table 4-30, Area A, Phase 01 vs. Phase 02
(except targeted samples)
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10.

11.

12.

13.

14.

Do we find evidence of soil recontamination?
No: Table 4-21; Area A; Phase 02 vs. 09.
Do we find evidence of exterior dust recontamination?
Can’t test since initial reduction not demonstrated (except target samples).
Do we find evidence of interior dust recontamination?
Yes: Table 4-33; Area B; Floors; Phase 02 vs. 05.
Do we find evidence of the impact of abatements on hand lead?
No: Table 4-46; Area A or B; Phase 01 vs. 05 or 09.
Do we find evidence of the impact of abatements on blood lead?
Perhaps: Table 4-41; Area B; Phase 01 vs. 05

Table 4-44; Area B; Phase 01 vs. 05
Table 4-45; Area B; Phase 01 vs. 05.

Do we find evidence that intercorrelations among measures were as hypothesized prior
to any abatements?
Yes: PbD (exterior) vs. PbD (interior)
PbD (interior) vs. PbH
PbH vs. PbB

Since the findings are largely negative, do we have evidence that they are not due to
sampling or analytical error?

Yes: extensive QC data confirms accuracy and precision of
measurements.

Do we have any evidence that abatements might have caused a transient increase in
exposure?

No.
Was there evidence that the environment was stable over the course of the study?

No: In the control area environmental lead levels varied widely
during the course of the study.
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5.2
(1)

03

(3)

C))

&)

(6)

(7

(8)

GENERAL CONCLUSIONS

As a result of abatement geometric mean soil lead concentrations decreased in the
top 2 cm samples by 146 ppm in Area A and by 102 ppm in Area B.

As anticipated, soil lead concentrations were higher when a building was located
near the sample location (line (source) sampling pattern) than for areas more
remote from such structures (line (area) sampling pattern).

Soil concentrations were also greater as anticipated for soil areas were building
debris was observed in the bottom 2 ¢cm of the 15 c¢m soil cores.

Exterior dust abatement was not effective in reducing lead loadings, as measured
in samples collected within weeks of abatement, except at locations near the entry
to subjects’ houses where more than a 50% reduction was observed in the first
post-abatement sample.

Interior dust abatement was effective in reducing interior dust lead loadings by
about 40% in Area A and by about 60% in Area B. Loadings in Area B, where
only interior abatement has occurred, showed evidence of some recontamination
3 mo later. There was some indication that the impact of the abatement persisted
10 mo later in Area A and perhaps as long as 22 mo post-abatement.

There was no evidence that blood lead levels were reduced by soil lead or dust
abatement in Area A. There was a slight reduction (net reduction over control
area) of 0.6 ug/dL in Area B that may be attributed to interior dust abatement
(this difference was not statistically significantly).

The inability to achieve a sustained reduction in exterior dust lead loadings was
probably an important contributing factor for the lack of blood lead level
reduction.

The interior dust abatement in this project was performed under rather favorable
conditions: (1) it was performed in completely rehabilitated housing with a lack
of significant amounts of lead-based paint and with tight floors with no dust-laden
cracks); and (2) the protocol for abatement featured a substantial amount of
furnituce and carpet replacement as well as wet and dry cleaning. Even under
these somewhat ideal conditions, reduction in interior entry dust lead loadings of
only about 50% were reached. Interior floor dust lead loadings were 37% lower
10 mo post-abatement in Area A. In other types of housing containing lead-based
paint, with housing in poorer condition and with a less rigorous protocol applied,
a single time interior dust abatement would not be as likely to achieve even these
modest results.
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APPENDIX A
Calculation of Required Sample Size

This appendix was Addendum A "Power Calculations" of the
September 30, 1988 Grant Agreement between the U.S. Environmental
Protection Agency and the University of Cincinnati.

Reference (5) in this document is:

Succop, P.A., O'Flaherty, E.J.,Bornschein, R.L., Clark, C.S.,
Kraftt, K., Hammond, P.B., Shukla,R. A kinetic model for
estimating changes in the concentration of lead in the blood of
young children. In: Lindberg, S.E. and Hutchinson, T.C. (Eds).
Proceedings of the International Conference: Heavy Metals in the
Environment, Vol.2 New Orleans, September 21987, pp. 289-291.



DEMONSTRATION OF POWER AND SAMPLE SIZE CALCULATIONS

Estimates of the effect sizes to be expected are obtained from Kinetic
Model (S). Assume that we are sampling children whose ages are
distributed uniformly across the age range of interest (12 to 60 months),
half of whom have blood leads (PbB’'s) whose kinetic change with time will
resemble that of children having resided continuously in Rehabilitated
housing, the remaining half having PbB's whose kinetic change with time
will resemble that of children having resided continuously In Satisfactory
housing to their current age, t.

From Kinetic Model (S), a child residing continuously in a single housing
category from birth is modeled

PbB( = .94%PbB o  praty)®( 1 -0XD(.063% r 0rig(e) )} {@xp{ -.063%1)) (1)
+ 0y %{1-exp(-.063%1)), '

where 2, is the estimated asymptote for the housing category in which the

child resides. For a child continuing to reside in this category for At
additional months, PbB is modeled

PDB(s A1 ® -94°POByrengtal®(1-BXP( .06 3 engter))*{exp( - 063%(t+ AWY}  (2)
+ 0 %(1-exp(-.063¢ [te A1) )},

at time t<At, while a child moving to a different category of housing has
an expected PbB of

POB1s At = -94*PBrangte1*{ 1-€xP(-.063% L angtg) )} (exp( -.063¢[te At)))
* 0% 1-axp(-.063% 1)}*(exp(-.063%[ At]) )} (3)
+ 5% 1-exp(-.063%( A1)

where 3, is the asymptote for the category into which the chiid moves.

The prenatal effect in Egs. (1) through (3) may be modeled assuming full
-term pregnancies (tm,-m and by using the observed Lead Program

Project's prenatal, maternal PbB mean of 8.2. _

The expected mean PbB for children at the 3 sampling occasions
planned by the study design may be estimated by integrating the variable t
in £qs. (1) through (3) above in the 1imits {12,60] and dividing by 48, ..,
the range in ages of children to be sampled Integrating (1) provides an
estimate of the geometric mean PbB for all children to be sampled just
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prior to abatement:
60
(a8)"! I 2" DBi% = 495808123 ¢ 850574234, (4)

The design of the abatement study calls for repeated sampling of PbB's 6

and 12 months after abatement. integrating (2) for At=6 and Ats12
provides

60
(48)"1 I JPPB1e 601 = 340661354 + 8973320788, (S)
and
60
(48)"} I 1 PPBLe 120t = 234062694 + 9294586048, (6)

respectively. Assume that spi] abatement has an equivalent effect to that
of a move for a child from a Rehabilitated or Satisfactory house to a

newer (Post World war 2) residence. Then integrating Eq (3) for At=6 and
At=12 provides,

60
(48)° 'Lz’""’ gt = 340661394 + 5844152010 +.3129168770,, )
and
60
(48)" 'L P8y 120 = 234062694 ¢ 401522254 +.5279167828, (8)

as expected geometric mean PbB's for children living in abated residences
6 and 12 months, respectively, following abatement.

Using the average of the two asymptotes estimated for the
Rehabilitated and Satisfactory categories as representative of

pre-abatement asymptotes provides a;=4(17.19¢19.97)= 18.58. The

asymptote for the Private Post World War 11 housing category provides
85°1426. Then the geometric mean PbB's for the 5 areas Lo be used in this

study at the 3 sampling occasions may be estimated from Eqs. (4) through
(8) and are listed in the following Table.
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AREASDRE

interior dyst
AREAA  ARFAR  ARFAC  ponabated abated
April-May, 1989  16.299 16.299 16299 16299 16299
October, 1989 15.661 15.661 12013 12013 172013
April-May, 1990  15.222 15.222 17503 172503 17503

These estimates assume that removal of interfor dust will provide no
additional diminishment in PbB. :

Assuming an equal number of children will be sampled in each group,
the grand In{PbB) means are estimated to be 2.7911, 2.8009, and 2 8065 at

these 3 sampling occasions. The effect sizes, T, expected to occur In
separate analyses of covariance of In(PbBy,g) and In(PbBy, 1) for each of

the j areas are
Tited) " 9j(tos)‘9u.5) -B(ij-i(t,), and (9)

Tyta12)* Y12y~ Year2) - B& ey - Ry (10)

where V(t. At) 1S the mean of In(PbBy, A¢), and ﬂm is the mean of
In{PbByg). From the above table, we have for these T j's:

. Soil abated areas (A,B) Non-soll abated areas (C,0,E)
October, 1986 -.0497 0331
April-May, 1990 -.0838 0559

The sum of squares for testing the hypothesis of no effect on in(PbBy, )
due to soil abatement s

nZ‘tm.A)z an

where n is the number of children to be sampled in each area. Using the
Tj(tsa)S from the above tadle, we have

nth(t.B,'z = 0082n; h:fj(t.‘z)z' 0234n (12)

Assume that after statistical correction for age and the initial PbB
cotlected in Spring, 1989, the children sampled in the soil abatement

119



study have residual PbB's 6 and 12 months following abatement that are
akin to those observed in the Lead Program Project's cohort at 42 and 48
months. (Once again we use the sssumption of sampling children whose
gverage age at the beginning of the study (s 36 months.) The MSg from

analyses of covarjance of the Lead Program Project’s data may then be
used to estimate the expected residual variance to be encountered in this
study. Specifically, we estimate that

MSE[IN(PDB 4o} [IN(PbB3g) Housing categories]) = 07628 (13)
and
MSg[In(PbB 49 In(PbByg),Housing categories)) = .05756. (14)

Housing category has also been removed from the resigual variation since
the abatement study plans to foliow only non-movers, which we assume
are, once the study begins, fn 3 non-changing environmental “category”.
The effect of housing over and above the prior PbB s quite minor at these
ages.

Thus, the noncentrality parameters that occur in testing the overall
hypothesis of no so!l abatement effect are

A(1+6) * 082N .+ 1679n, (15)
07628
Nto12) = 2340 « 20640 (16)
05756 -

using all S groups in ANACOVA
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The power for detecting a significant effect due to sbatement on PbB at
t+6 and t+12 months s then estimated to be:

n power{t+6) power{t+12)
10 103 293
15 136 444
20 173 585
25 214 704
30 253 .794
35 -.294 861
4 336 909
45 375 941
S0 415 963

80K power for finding 8 significant effect of sofl abatement on
In(PbB, , 17} 1s expected to result if at least 31 children in each of the S

areas are sampled. Other effects of abatement, especially those which are
captured in the environmental measurements, will have at least, and
probably much greater, power than that shown here for PbB, since our
published longitudinal study data has indicated much stronger
relationships among the environmental measures of housing, soil lead, and
dust lead, than those found between the environment and indices of body
burden such as PbB.
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Letter to Prospective FPamilies and Project Fact 8heet



University of Cincinnati Cincinnati Soil Project

1142 Main Street
Cincinnati, Ohio 45210-1936
Phone (513) 651-4774

May 26, 1989

Dear Resicent:
Do you remember our census of young children that you participated in?

well, you may ve interested in knowing that parttally as aresult of that
censuys, your housing 1s in cne of the areas that are eligible to participate in a
project that the University of Cincinnati, with cooperation from the Cincinnatt
Health Department, is concucting.

The project 1s designed to cetermine if certain environmental improvements
are able to reduce the exposure of young children to lead from soil and dust.
You and some other residents in your neighborhood will be asked to bring your
young chilaren (under five years of age) to the Soil Project Office to enroll In
the study and to have their blood measured for lead over the next two years.

Enclosed 1s a fact sheet that provices some further information.

In the meartime, If you have any questions, please call JoAnn Grote or
Sherry Wilkens (651-4774).

ncerely,
JOANN Grote Sherry erns

Resicent Coordinator Recruiter



Cincinnati Soil Project

What 1s the Soil Project?

[t is a three year research project funded by the U.S. Environmental Protection
Agency to the University of Cincinnati Department of Environmental Health with a
subcontract to the Cincinnati Health Department.

What 1s its purpose?

Its purpose is to determine if efforts to reduce the amount of lead in available
soil and dust in residential areas can lower the blood lead of young children (under
5 years of age) living in these areas.

How will available soil lead be reduced?

Two methods will be used: removal of soil to a six inch depth and replacing it with
fresh topsoil or cultivation of the soil if only the top layer is higher in lead.
New sod will be placed on areas where soil has been either removed or cultivated.

How will dust lead be reduced?

In exterior paved areas (for example, streets, alleys and sidewalks) vacuum
equipment will be used to remove dust and dirt. Dust from inside of homes will be
removed by use of special vacuum equipment and in some cases by a limited
replacement of carpets and furniture.

How were areas selected?

Areas selected had to have a large number of children less than five years of age
and a high percentage of FHA rehab housing.

What is involved in the project?

In addition to the soil and dust activities mentioned above, blood lead of children
will be periodically determined (a total of 5 times over three years) and extensive
environmental sampling (for example, soil and dust from both inside and outside
homes) will take place a total of 7 times in three years.

Will soil and dust clean-up occur the same time in all areas?

No, because this is a research project, clean-up activities will be spread over a
three year period.

Will public recreation areas be included?

Yes they will if they lie within areas being studied. We will work closely with the
Recreation Commission to make sure that disruption of their use is kept to a minimum
and that appropriate surface coverings are placed around swings etc.

Why was Cincinnati chosen?

It was chosen for several reasons (1) the existence of an established lead research
group at the University of Cincinnati, (2) evidence of high soil and dust Tlead in
residential areas, (3) an active lead screening program in the Cincinnati Health
Department, and (4) a history of cooperation between the city, the University and
the medical community.

(OVER)



APPENDIX C

Letters to Community Leaders and Property Owners Describing Study
and an Accompanying Project Fact Sheet



University of Cincinnati Cincinnatl Soil Project

1142 Main Street
Cincinnati, Ohio 45210 1936
Prnone (913) 6514774

We would like to inform you about a University of Cincinnati research project
involving small portions of several Cincinnati nedghborhoods. The Cincinnati
Health Department is also involved with us in this effort.

The project goal is to determine if reducing the amount of lead in soil and dust
will reduce the exposure of young children to lead. The focus s on those areas
where there is a high concentration of rehabilitated housing where the sources of

lead are generally thought to be from the routine entry of dust into the home from
outside paved and soil areas.

The environmental improvements will include soil surface clean-up in areas with
lead levels above a pre-cdetermined value, extensive cleaning of paved areas, and
c¢ust removal inside of homes of young children who are enrolled in the project.
As a part of the dust removal from the interiors of homes, a Yimited amount of
fur-iture and carpets may be replaced. Exterior clean-up activities will be
aveilable for all properties within defined areas while interior clean-up will
occur only in homes where young children are enrolled in the project.

Because this §s a research project not all clean-up activities are scheduled to
occur during the same year. The established schedule is as follows:

heichborhood Area Year Clean-un
Portions of Pendleton 1989 Interior and Exterior

Portions of Findlay Market 1989 Interior
and Back St. area

Portions of Findlay Market 1950 Exterior
and Back St. area:

Portions of Glencoe Place 1991

Interior and Exterior
and Mohawk area

The specific boundaries of these areas are shown on the enclosed sheets.

Ac a¥M . mp' A v em 1T et AR et 4 oo



An initial soil sampling and a census of young children have already occurred as
part of our efforts to determine eligible areas. Actual recruitment of
participating families with young children {s scheduled to start in the near
future.

Enclosed is an information sheet which provides some further information on this
project. Should you have any questions, please call Linda Conway-Mundew at the
Soil Project Office (651-4774).

: Sincerely,
. Y
tinda Conway-Mundew Scott Clark
Project Administrator Principal Project
Investigator
Rl Pt S~

JoAnn Grote Bill Menrath

Resident Coordinator Property Coordinator

LCM:SC:JG:BM/jo

Enclosures



University of Cincinnaty Cincinnati Soil Project

"{II'.:

[

1142 Main Stlree!
Cincinnati. Omio 45210-1836
Phone (513) 6514774

BACKGROUND INFORMATION ON CINCINNAT] SOIL PROJECT

This is a demonstration project requested by the U.S. Environmental
Protection Agency to provide answers to specifi¢c questions regarding
lead in the environment.

The specific questions to be answered are:

(a) Are any of the following methods effective in reducing exposure of
young children (less than 5 years of age) to lead? reduction of
lead in soil available to the children, reduction of lead in
exterior dust, and reduction of lead in interior dust.

(b)  Which of the above methods, alone or in combination with one or
both of the other methods, is most cost effective in reducing the
exposure to lead?

(¢) How quickly do soil and dust areas become recontaminated after
clean-up?

In order to answer the above questions in an efficient way it is
essential to select areas with a high density of young children and in
which a high percentage of the children live in housing where lead in
soil and dust are the major immediate sources of lead to the children.

In Cincinnati houses rehabilitated under various HUD programs, where
lead paint availability on the interior and exterior of homes was
virtually ediminated, represent the type of housirg where the lead in
scil and dust are thought to represent the major sources available to
the children.

The purpose of this demonstration project,therefore, is pot:

(a) To reduce the blood lead levels of the children with the highest
blood lead (such children almost always reside in houses that have
not had their paint lead removed); or

(b} To remove the most lead-contaminated soil in the city (again, such
soil is likely to be adjacent to structures still having lead-
based paint on them}.

The purposes of the demonstration project require that we select
portions of neighborhoods that will enable us to provide answers to the
US EPA’s questions, within the constraint of time and money imposed by
the project, and within the research guidelines developed by the US EFA,
the Centers for Disease Control and by our research group.

(OVER)
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There are many factors that constrain what we do and how we do it.
Among these factors are the following:

(a) Season of the year influences the degree of lead exposure and was
considered in deciding when we will abate lead and when we will

measure blood level.

(b)  There must be appropriate comparison neighborhood areas that are
not soil or dust abated the same year; these comparison areas must
be very similar to the areas being abated.

(¢) In order for our findings to be statistically significant, the
areas selected must have a minimum average of 50 children that
complete the two-year study. Based on our past experience we know
that only 80 % of those families we contact will participate and
that, for various reasons, only 80 % of those who join will
actually complete the study.

Therefore each study and comparison area must have an average of
about 75 children less than 60 months of age at the beginning of
recruitment.

The areas that meet the criteria for inclusion in the project are
portions of the following neighborhoods: Pendleton, Findlay-Back, and
Glencoe-Mohawk. Other areas considered include North and South portions
of1Lowe: ?;ice Hi1l, the John St. area of the West End,and portions of
Halnut Hills.

Through an agreement with the City of Cincinnati that was required prior
to sampling city-owned property, we agreed to abate any city property
found to contain soil with Tead concentrations requiring some abatement
according to our guidelines, regardless of whether that area was
eventually ,selected for inclusion in the study.
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GLENCOE NEIGHBORHOOD

The properties included in the Glencoe
neighborhood will be those properties
fronting on the north and south sides of
Glencoe Place west of Inwood Place and
View Court, properties fronting on Leroy
Court, properties on Adnored, and properties
on Deronda.

MOHAWK NEIGHBORHOOD

The Mohawk neighborhood boundary begins et
the intersection of Central Parkway and
Mohawk Place and proceeds east on Mohawk
Place to McMicken Avenue, southeast on
McMicken Avenue to Elm Street, south on Elm
Street to the parcel of property at 2035 Elm
Street along the boundary of that parcel to
Colby Alley, across Colby Alley to the percel
of property at 2036 Dunlsp, north on Dunlep
to Sterk Street, northeast along Stark Street
to Central Parkway, north on Central
Parkway t0 the intersection of Central

Parkway and Mohawk Place. The Mohawk

neighborhood is enclosed within these
boundaries.



THE BACK STREET NEIGHBORHOOD

N\

Etder Qiveat

The Back Street neighborhood boundary
begins st the parcel of property located at
1650 Hamer Street end proceeds north on
Hamer Street to the intersection of Hamer ~—
and Elder, east on Elder Street to the
intersection of Elder and East McHMicken,
southeast on East McMicken to the parcel of
property at 50 East McMicken, slong the
boundery of that parcel to Hust Alley,
‘southeast along Hust Alley, across Lang
Street to the parcel of property at 100 East
Mcticken Avenue, along the boundary of thet
parcel to Eest McMicken Avenue and across
East McMicken Avenue to Beck Street,
northwest on Back Street to the parcel of
property located st 25 Back Street, along the
boundary of that parcel to the starting point
et 1650 Hamer Street. The Back
neighborhood is enclosed within these
boundaries.
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FINDLAY NEIGHECRHOOD
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' The Findlay neighborhood boundary begins at
" the intersection of Eim Street and Sellew
' Alley and continues north along Eim Street

Pee Stmat P 7 to Forbus Alley, west on Forbus Alley to
g ! Rece Street, across Rece Street to Addy

Alley, east on Addy Alley to the parcel of
lend at 18 Findlay Street, west on Findlay to
Goose Alley, south on Goose Alley to Elder
Street, west on Elder Street to Race Street,
north on Race Street to Sellew Alley, west

Ctveat.

-t

— on Sellew Alley to Eim Street, returning to

__

Tkl T T TVl

_ the starting point at the intersection of

3 Sellew Alley and Eim Street. The Findlay
neighborhood is enclosed within these
boundanes.
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PENDLETON NEIGHBORH0OOD

The Pendleton neighborhood boundery begins
at the intersection of Housman Alley and
Broadway and proceeds north on Broadway to
tast 12th Street, west on East 12th Street to
Bunker Alley, north on Bunker Aliey to East
13th Street, east on East 13th Street to

. Broadway, north on Broadwey to 1320

Broadway, continuing east on that parcel of
property to Spring Street, including 1323 and
1320 Spring Street, continuing east elong the
parcel et 1320 Spring Street, continuing east
along the parcel at 1327 Pendleton Street to
Pendleton Street, south on Pendleton street
to Levering Alley, west on Levering Alley to.
Spring Street, south on Spring Street to
Housman Alley, west on Housmen Aliey to
the starting point et the intersection of
Housman Alley and Broadway. The Pendleton
neighborhood is enclosed within these
boundaries.
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CINCINNATI SOIL PROJECT
NEWSLETTER

Ne. 7, Summer 1991

1142 Mus Si., Ciocionati, OH 45210
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CALENDAR OF KVENTS:

JUNE 1 Kids Fest (Sawyer Puiat)
JUNE 6 Last day Cinu Public Schools
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PROGRAM PROGRESS REPOAT: - . | T;}E TV BEAST AND YOUR CHILD

Tt w [ A LU TP ANV ol
in the past seversi monihs.sines "Has @0 TV besome s probiem - :
our last visit te Soll Projest i yowr heme? Have you ever . A et
tamliles, our wchaiciens hove i L ; welching -
been bushy sellecting ool sad . . 157 1 Have you wolleed the wance-lke expressien
sirest dust csmpios from -verlons _ \iivas # her faes sad ssked gourseil, “Whal's
locetions ia .1he siudy -meighberbesds. . ;: Theee ) YelngT:vio .you ‘uoe IV 0 ksep your

samples will be sdded te WMo theusende. sl other ohid. . lod pwhils Fou ‘w0 Susy doing

dust, sell, imverigr . Gudf, "
hsndwips -samples from “oh

om TV. . Hewever,
About The -xgesntve i1

study. -The faformetien e ifiet” - : ' N e . pretiom s Gt ohiidres -y~
ol _sheoo ssmpios ‘wik Bepetuity “toi s aii{ YNNG 4 by fime aulsoly and Vo be .
sut “Slesaing setivities haws. fedyoed e fevell ive_Soseic s &1 Tete hoceme |

Jmbing the
vislting seme families in.3beut &8 mesth. sus holp [ 1] rk that ls tree
we did lsst yoar ot this time, we will be of distrsstions. You may want 1o use this Ume
collecting water samples sad sasiyzing %he pelat for the meding sioud of storybooks or sharing
on the weils in some hemes. We will ast revish ldoss asnd experiences. By doing thls, you will
those homes where we have asilrssdy cellested quiskly ‘wse yeur child’s (msginstion and

anslyzed the pelal - We will saly viel orssthity Some sut  You will be helping them 10

[ ] dovelop o Sl lullest potential
Project dwring 1908, time we o . .
Jikt vewing s less lmportant than

i

.Serget .80 oot & pood exemple
Jontphing ss welll
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Many of us have hesrd & pregnant mother
say ° I'm esling for lwo now, so Il est
this exus bag of potsio chips and candy
bert® It is wue that during pregnancy
satre calorise are rcequired. However,
W ls the Qquality of caloriss that count,

not the quantity. it is alse true that
during pregnancy, ene has to supply ol
the nulrients for twe. Qoth  the

sipactant mother and her baby do naed
more vyilaminse aend milk than oiher
pecple. Howaver, since the basby s
smali, lthe number ef axtre celories
required Lle accomplish (his e enly 200
to 600 caioriss » day. A hesithy women
can ge! mosl of the vilamine and
minersie nesded from & well-Dalanced
dist. This includes seversl servings of
fruile and vegseladbies; euch es fruil
juices, melons, oranges, broccoll and
gresns, whoie enrichsd grelns; from
breads and cereels, proteine; such as
beef, egge, and beens, end four to five
glessas of milk o day. Ne single lood
contasins eil the nutrients you end your
baby need. Therefore, essling foods frem
sll ol the tood groups are importsnl

Listed below sre somes do's and don'ts
regarding pregnancy and aulrition:

YOU DO NEED

SALT - Sait food to taste, uniess your
doctor lells yeu diflerenL

LIQUIDS - While pregnant you need st
isast siz 0 ounce glesses & day. This
could be water, milk, frull juises and
soupe.

FATS AND OILS - Al lesst 3 tablespoons

of lats snd elle in te egest
diet,

{RON AND FOLACIN - Yeu may need 1o
supplement 1heses nulrients with your
dlet. Check with your decter adoul o
supplement. Be sure te lake vitamine
and dletsry suppiements as yewr doctor
suggeets!

YOU OONT NEED

ALCOHOL - Den't ¢rink.  Alcohol can
couse yeur Baby te be small and can
cause eother prebleme Inciuding mental
retardalion.

DRUGS - Don't lske strest érugs. Some

druge cen csuse yeur baby le be born
wilh sn sddicion of birth defects. Oon't
tshe any medisines sueh 88 eapirin
without yeur dosiors ekay.

CIGARETTES - Smoking can causs emaller
bebies ond emalier  Dabiss are more
likely o have hesith prediems.

NON FOOD ITEMS - Dent eel things like
clay, laundry slarch or baling sode. If
you leel like eating thinge lhsl are nel
foods, iall your doclor.

*JUNK" FOOD - Your baby needs fots of
protein, vitamine and minecals, that sre
nol provided by many snach foods.

Whei YOU eal can make & big difference
in the physical end mental davelopment
of YOUR 8ABY. It can alse delermine
whether you will have @& normai
pregnancy end _a:nuryl

G s
~AR A
MICHAEL T. 07:30:90
YASMEEN P. 100790
KIERAN G. 10/08/90
AARON B. 10:25.80
& 6 08 & 8 0 2 4 48 00 88 06909 %8 83400 s
EROM LISA'S KITCHEN, e
I

'~
CHRISTMAS WREATHS s la 3%"
RICE KRISPIES :
You can devise many holiday lreals
using the well-known Rice Krispies
bar recips, including Lthese muni-
Chrisimss wreaths.

§ cups Rice Krispies

4 cups mini-marshmaeilows (o7 1 bag
of reguier mershmeiicws)

1/4 cup marganns

green {oed coloring

red cinnsmon candies

toothpicke

Meil margsrine in 3 quart saucepan,
add marshmailows and cook over
low hest. Stir constantly wnlil
syrupy. Remove from heat. Add

green looed coioning until misture
Becomes a dark grean coior. Agd

ceresl and slir unlil weil coalsd.
With bultered hands shaps miziure
inla & “doughnut®, Cool. Decorele

with red candies.

O

Il
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| WAPRY WOLIDAYS FROM ALL OF US: 0@, SCOTT, LINDA, SANDY, JOANN, BILL M., BiLL H., WINKEY, BELINDA, PENNY,

.= CINCINNATI SOIL PROJECT NEWSLETTER

‘_

NO. § WINTER 1090

1142 MAIN 8T., CINCINNATI, OM

45210

JOYCE, AONNIE, ROSE, PAT, JOHN, JIM, SHARON, RANGA, KATE, TRAC!, JESSICA, CARLA, TOOD, NORM, AAMONA,
TONIA, TANA, KRIS, KELLYE, DENIS, CHRIS, JASON, JIAN LIANG, LISA, DONNA, HERB, DENISE AND SMERRY

WE WISH EVEAYONE THE BEST DURING THIS HOLIOAY SEASON AND IN 1981,
MAKING THE CINCINNATI SOIL PROJECT A SUCCESS IN 1990 ANDO WE LOOK FORWARD TO CONTINUED SUCCESS IN 1991,
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BBQGRAM PROGRESS REPQAT,

Early In Oclaber ws complelsd the
tameoval ond replecement ol load
contaminatled 3cil and the cleaning of the
streets, parking lots, and aslleys in ihe
. around Findley Merket, Grant
Park, and 12th and 13th streets neer
Resding Road. Part of thel slesnup work
Invoived renovation In some #f the public
parke. (n Grent Park we replaced o lot
of oroded sell, @ we Wid new sod ond
replaced {ihe the play
equipment with ehredded 0srk. n the
Findisy playgrounds, we replaced the sod
and instalied new sofl play surfaces
under Lhe play equipment The final step
in our cleanup process was te clean 1he
streots, sldowslks, silloys and eother
paved surfaces in those sress where we
completed the goll removal and
ropiscoment.

Now that we have completed the 1080
soil ¢ | and replecoment ond dusi
closnup, our monitoring stalf will be
responsibie fer coliscling sell end slrest
The purposs of cellesting

e )

was umovod and 1o see If the cleensd
aress become recontaminated with lesd
from elher parts of the ¢city. Becevss of
the need to do this, you will very likely
ses our stalf coliscting those sampies on
dsys when weaiher permits lhrough the

After that they will
processing the samples
getting them ready for snsiyeis.

In the spring and summer of 1901 we
look forward 1o compieling the
abstement and cellecting the finel
semples necessary te sompisie the sail
preject.

THE CINCINNAT) SOIL PROJECT
HOLIDAY SCHEQULE

CHRISTMAS EVE -Mondsy, December 24
CHRISTMAS OAY:-Tussdey, Decamber 2§
NEW YEAR'S DAY-Tussoay, danuary 1

DA. MARTIN LUTHER
KING'S BIRTHDAY-Monday, January 21

R ENEFENEERN NN NENEREENEENESES

About 100 yesrs ogo, the Sanls Claus s
we bnow him todey was crested.
shart and plump with red chesks. Me
dresses In red clolbing with white fur
Wim and he Uravels with o
reindest ang a sleigh.
conuibutien (0 the Sants Clsus Wadiuen.
Up until this time this old while besrded
man was knew ss SL Nichoiss.
dressed in & bilack robe and rode on o

WE APPRECIATE YOUR COOPERATION IN

SHRISTMAS TRADITIONS:

SANTA CLAUS

He e

team of
This is Americe’s

He was

grey mare, and hie dey ol ceisbration
wae Decomber 6.

L R N R R N R R S B S A S PSP A B Y

HOLIDAY SAFETY TIPS

Keep Lhe base ol your Chrisimas
ree welt.

Ues enly UL approved Christmas
lights er appliances.

Chech Christmas lights for frayed
or worn wires.

00 NOT issve yowr Christmas ughls
oA when you lssve the house.

00 NQT everiead slectncal cerds o
eullets.

NEVER run wires under rugs, behind
redistors, over dsorways oF acrese
walaweys.

WINIER SAFEIY TIPS.

Keep poriable hesters sway from
curlaing snd other lammabie
meteriale
8¢ sure your hasler is in good
-mln' condilion. AN room

need flrequant checkups snd
teaning. A gisciad haster is &
critical fico  hazerd.
Aveid using elecine space hesters in
baihroams, »
when you are wet.
Kesp young chiidren sway lrom
space hesters, especislly H they
are wesnng @ nighigown.
MEVER wse 8 gas range ocr sn sven to
heal your hitchen.
DO NOT lesve lit even doors spen.
Children cevid Burn themssives on
e door of healing alement.
% windows are emergency emts in
your  heme, Usin your lamily hew
1o vse them in case lire should
slihe. See 10 il that slorm
windows open and thst they sre not
blocked by objscis.

ATTACHMENT A
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PROGRAM PROQRESS REPORT:

1981 is the year for Itarir and
axterior clean-up activites In the
Giencoe and Mohawk aress. As the - '

isaves begin 10 Wi in the fal, we are in the process scissors .
of completing our final dean-up activities in Hannah plasic spoons

Park. m::;m pathersd during the Boll Project Hssus paper, construction paper, leathers, gilter,
Swdy, hopefully. will tell us whether our cleaning falt scraps. o

activitias Over the last thres yeans has lower biood w do:

lead levels.

1. Hold the piale 1 your face and ask s parent,
We apprecisisd your participation in our project and older brother or sister or friend 10 mark where
want 10 say thank you'. R was territlic having your eyes and mouth &re.
families that are commitied 1 improving child health

You wil need:

in our study. 2. Cut out the holes whare the marks are.
it was a pleasure 10 389 everyone who attended the S. Decide what chasacter you want 10 be and
family mesting heid &t Sawyer Poim in August design your piste 10 look that way. (a omt, dog.
cesesesEsserresenseesssretnsanns chown of scary wich)

CALENDAR NOTES 4. Giue 1he 8 spoon 1© the back of the piste so R

oan be Used as & handie © hold your mask up
OCTOEER or have & parent maks & smal hole on both
6-12 FRE PREVENTION WEEK sides of your face you made 8 Pt & swing
14  COLUMBUS DAY through them that will $t over your head 80
you do not have 10 hold & up.

‘. mmv PP O P S PO OEP PR OENECERRLIEEN TR R
24 UNITED NATIONS DAY
31 HALOWERN

WORD SEARCH

[ ELECTION DAY
1" VETERAN'S DAY
28 THANKSGIVING DAY

KEEP YOUR GHOST AND GOBLINS SAFE
A 8 E ) P NI K P MU P T L Y
We ol know the emoyment our C O F Y R A C 8 E GMHURTEC
e ones get from Hallowsen, s I 4 X N P 8 R MW O N K M WO B
dresaing Up and gaing out 1© L VU F L A 8 H L I T WP B T
coliect thar vicks and weats. Q@ T A C KCALGBY 8$ K8 A M
This Hallowsen let's keep safety O M X G Y WEBRTPY I L UG
i mind white preparing 1o send H @ K H A L L O WETEHWMNTP Y O
our children out ©© ke part in this kun. o 0 |1 O H O E G M A M A W D A
e R N 8 8§ EW AN B O A I A NT
1. Be sure the childs costume fts properly, so  B¥U - 8 ED Y A I € K OMRTRAEA AT
that the youngeter has no problem with € A 8§ Y E Y L R Y C W I ¥ € #
walking or moving thelr arms about freely. A E H E O C B X H Y B N M A F
G M A A 9 K E D N EV R ACO
2. ¥ wearing & mask, be sure the child has
Proper sys and nose openngs.
3 i the costume requires any decoration other RACKCAT iondd Ul
than on the dothing (ings K carry) ses [ cosLNs PUNPKIN PR
hat & is light weight and sale for your ohild caMoY NALLOWEEN SCARY
© walk whh CARVE MASKS TRICK OR TREAT
4 # your area’s trick or west Ume will be
during dusk or dark, & amal! Sashiight would
be heiphil.
(] NEVER allow your child %0 “Trick or Treet"
ALONE.
L) Taik w0 your chilidren about the importance ot
staying with the group and avolding
strangers.
7. When your child retums home, go through

hoher Gk or Yest bag end through sway
anything which looks 10 have been tampered
with. (Anything that is not individualy store
wiapped) .

By foliowng these tps a SAFE and FUN Hallowesn can

hn Raw & aammnal




WHAT YOUR CHILDREN AND YOU SHOULD 0O
IM CASE OF FIRE:

The month of October is designated as netronal fire
safety month. Fire tascinates childven. Even # they

know it ts dangerous, they are amazed by flames.

Tesch your chiléren what 10 do in s fire:

1. GET OUT FAST, SECONDS COUNT. Phone
for help from a neghbors homs, not from
neide & buming bulking.

2. CRAWL LOW under B smoks.

3. TEST hedoor. I R s hot or there Is smoks,
uss snother way out

4. ONCE OUTSIDE, STAY OUT. There is
nothing more importan in your home than you.

IF CLOTHING CATCHES ON RRE:
Some children faissly believe that their clothes will
protect them from firs. Show chiidren, ege 3 and

oider, what w0 do 1 their clothes cetch on fire.
Practios with them.

1. STOP. Running fans the flames. making he
fire burn faster. SHOUT lor heip. Dont run

for help.
2. OROP 1 the floor. Cover your face.
3. AOLL back end forth 10 put out flames.
4. COOL a bum with cool water,
TEACH YOUNG CHMILOREN THAT:

-Matches and lgiters are 00is for adufts, not
toys.

-Children who pigy with matches or lighters
oan be badly bumed and aan hurt othery,

-8 they lind maiches or lighters, teil an adult
the location right away.

THANKSGIVING..and MOW [T STARTED

We cstedrats Thanksgiving as ¢ cultral holiday and a
rolpaus Observance. Abraham Uncoin wes the first

oslsbrating the compistion of the harvest snd
rendering homage 0 the pirts s Bn anclert custom
that e o8B prectiosd in may foreign lands. ARthough
some part of his American holidey finds meny
waiching footbal games and meny women in
kiichen preparing foood, familles ars united &t
dinner mbis for the waditionsl festive mesl - a
reaffirma family tes.

RECIPES FOR EVERYONE:
EASY PUMPKIN ME

1 large cen of pumpiin

1 can ol evaporated milk

2t0p pumpkin pie tpios Mix (of 1 WMaW)
2 L ]

¥4 oup sugar

172 tsp sait

1 frozen § inch ple crust

Thoroughly mix pumpkin, canned milk, eggs and
pumpkun pis spice together. Add suger and sait.  Pour
ino ple orust. Prahest oven © 425° and beke for 1S
minutes, reduos hest 1© 350° and coninue 1o bake for
another 45 minutes Or UN you can siick a knife in
he center of he ple, pull k out and the knite comes
oul ciean. Lst pie cool compistely befors serving and
i desired put cool whip on 1P Of pieces when serving.
ENJOYRY .

JACK-O-LANTERN PIE

orange jello (4 serving size)
boiling water
vaniia ics cream
chocolate crumb pie crust
omall corainer of cool whip
ocandy com

dlack licorice cut into strips

kit

Dissoive jelio In the bolling water. Stir In ice cream
umil thoroughly mixed. Place In freezer for 10
mimntes. Remove from freezer and pour into pie
crust, place In refrigerator for 2 hours. Before
serving cover with cool whip and use candy comn and
Scorice 10 make a jack-o-lantem face on the ple. The
chiidren will love i

HAPPY HOLIDAYS!!!!

ooooc.l.o..o.ccl'ol'l.ooo'ot.u"ivt.-..l-.cooooo.'!ooono'o'vol.oo..o000000.000t

0.C. DEPT. OF ENVIR. WUEALTE
TXE CINCINNATI 80IL PROJECT
1142 MAIN STREE?
CINCINBATI, OB10 45210



APPENDIX E

Institutional Review Board-approved Consent and Release Forms



Family |.D.
Child 1.D.

11

INFORMED CONSENT STATEMENT
UNIVERSITY OF CINCINNAT! MEDICAL CENTER
Soll and Dust Abatement Study

INTRODUCTION

Betore you agree to participate in this study, it is important that the following
explanation of the proposed procedure be read and understood. It describes the
purpose, benefits, risks and discomforts, and precautions of the study. It also decribes
the right to withdraw from the study at any time. It is important to understand that no
guarantee or assurance can be made as to the results. It is also understood that refusal to
participate in this study will not influence standard treatment for the subject.

PURPOSE OF STUDY

], agree to participate in a medical study the
purpose of which is to determine the amount of lead in my biood or that of my child
(children), Also, my home will be surveyed to
identify possible sources of iead in soil, dust, paint and water. This information will be
used to examine the effectiveness of dust and soil lead removal methods.

PROCEDURES AND RISKS

| have been told that the blood sample obtained will be measured for lead. A small
amount of blood, about one teaspoon, will be drawn in order to permit measurement of
lead and related measurements such asiron. | know that my child may cry fora moment
when his/her finger or arm is pricked to obtain blood for the lead measurement. The risk
of simple venipuncture include: commonly, the occurence of discomfort and/or bruise
at the site of puncture; and less commonly, the formation of a small blood clot or swelling
of the vein and surrounding tissue, and bleeding from the puncture site. if | am a woman
and ! am or should become pregnant, there is no risk to me or my fetus by participating in
the study. My blood will be drawn once. My child’s blood will be drawn five times at six
month intervals. | have also been told that no risks are associated with the survey of my
residence for lead sources or with procedures used to reduce the amount of lead in soil
and dust around my home. | will be participating in the protoco! for approximately 2
years or until | move from my current residence, which ever comes first. If there is a
significant variance from the stated time period, | will be notified.

BENEFITS

Several benefits arise as a result of my participation on this study. First, | wiil be notified
of the blood lead results. Second, the heaith department will be notified if high blood
levels are found so that appropriate actions can be taken. Certain environmental
improvements, such as street cleaning and playground improvements may also occurin
my neighborhood.



" Family 1.D.

V.

VII.

\Z11%

CONFIDENTIALITY OF RECORDS

Allinformation gathered will be kept private and confidential(my and my child's records
will be identified by a code number which will be available only to the study
investigators). This information will not be made available to anyone not connected with
the study without my permission.

AVAILABILITY OF INFORMATION

Any questions that | may have concerning any aspect of this investigation will be
answered by Dr. Scott Clark or an associate at 558-1749

COMPENSATION

The University of Cincinnati Medical Center follows a policy of making all decisions
concerning compensation and medical treatment for injuries occuring during or caused
by participation in biomedical or behavioral research on an individual basis. If | believe |
have been injured as a result of research, | will contact Dr. Scott Clark at 558-1749 or Dr.
John Vester, Chairperson, U.C. Medical Center Institutional Review Board at 558-5259.

FISCAL RESPONSIBILITY

Funds are not available to cover the costs of any on-going medical care and | remain
responsible for the cost of non-research related care. Tests and studies done soley for
the purpose of research will be paid for from research funds and | shouid not be billed for
them. Blood sampling will take place at a clinic near my home. | understand that | will
reimbursed $10 for expenses incurred in bringing my child to the clinic. If | have -
questions about my medical bill relative to research participation, | may contact Dr.
Scott Ciark.

THE RIGHT TO WITHDRAW

| am free to withdraw from this survey at any time. Should | wish to withdraw, | have been
assured that standard therapy for my child’s condition will remain available to me. | have
been informed of the probable consequence of my withdrawal from the study.
Withdrawal should be made in writing and a form will be given to me for that purpose.

Are you (or your child) currently participating in another study?

[JYes ;

Investigator Title of study
[ONo
Consent and witnessing:
Subject: Date:
Caregiver (legal guardian): Oate:
Investigator: Date:
Witness: Date:

Copies: Investigator’s file, and subject or iegal guardian.



Release of Medical information

| authorize The Cincinnati Soil Project to release the following Blood Collection
results: Blood Lead and EP, Hematocrit and Hemoglobin and Iron Studies to the
Women Infant and Children (WIC) office, physncuans and health care agencies
involved in our medical care.

The following child/chiidren and myself (Caregiver) shall be covered under this
release:

This authorization will remain in effect until such time as revoked in writing
by me.

Caregiver's signature Soll Project signature

DATE DATE



CONSENT TO WITHDRAW FROM STUDY

— DATE;

I, , wish to withdraw my child,

, from the medical study.

| have been informed that at the present time my child’s blood lead level is
Normal/Elevated/Unknown”. | have also been told that it is important that |
continue to take my child to a clinic for routine medical check-ups, and to have
his/her blood checked for lead at leastevery _______ months.

Consent and Witnessing:

Date:
Mother/Caregiver

Date:
Investigator '

Date:

Witness

Copy to: Mother/Caregiver
Investigator
Child's Chart

* INASMUCH AS YOUR CHILD'S BLOOD WAS NEVER DRAWN, HIS/HER BLOOD
LEAD LEVEL IS UNKNOWN.



APPENDIX F

Interior Dust Clean-up Methods Development Manuscript
"Clean-up of Lead in Household Carpet and Floor Dust"

A manuscript submitted for publication to the American Industrial
Hygiene Association Journal.



Clean-up of Lead in Household Carpet and Floor Dust

Lynda Ewers'?, Scott Clark'*, William Menrath',

Paul Succop' and Robert Bornschein'

'Department of Environmental Health

University of Cincinnati, Cincinnati, OH 45267-0056
PRESENT ADDRESS:

National Institute for Occupational Safety and Health
Cincinnati, OH 45226

*Corresponding Author



Abstract

Effective methods to remove lead-containing dust from
household carpets and other floor areas are necessary to reduce
exposure of young children to dust lead from household paint as
well as that entering the home from other sources. Since such
methods were not available in the literature it was necessary to
develop them for use in a Superfund-supported soil and dust lead
abatement demonstration project. Methods were tested on carpets
obtained from homes of children with high blood lead and on new
carpets artificially-contaminated in the laboratory using an ASTM
method. Carpets removed from these homes were not able to be
cleaned effectively in the laboratory by repetitive cleaning with
HEPA filtered vacuum cleaners. The lead concentration in the
removed dust remained about the same from the initial cleaning (1
min/sq.m.) to the final cleaning (total cleaning time of 10
min/sq.m.). The lead loading on the surface of the carpets often
increased during the cleaning process due to the action of the
vacuum cleaner in bringing to the surface lead from deeper in the
carpet. For bare wooden floors over 95% of the total dust removed
by the combination of dry vacuuming (5 min/sq.m.) followed by wet
washing was removed by the dry vacuuming. For linoleum, more than
75% was removed by vacuuming for 5 min/sq.m. However little was
removed in vacuuming after the initial two minutes and about 20%
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was removed in the final wet washing step. HEPA vacuuming of the
new laboratory-contaminated carpets revealed that two of the
commercially-available vacuum cleaners tested were essentially
equivalent and each removed significantly more dust than a third
vacuum cleaner during a cleaning process of a total duration of 10
min/sq.m. Cleaning for 6 min/sq.m. was necessary to remove more
than 70% of the embedded dust by the two more efficient vacuum
cleaners. Cleaning efficiencies were about the same for short
pile and sculptured carpets.

Based on this research and recent reports from others
developing similar methods, it was concluded that in many
situations it was more practical to replace the carpets rather
than to perform costly and only partially-effective cleaning
procedures. HEPA-vacuuming cleaning of carpets was shown to

increase lead-dust on the surface under some conditions.



The reduction of young children’s lead exposure is .one of the
nation’s most important environmental health goals. Many
investigators have concluded that lead-contaminated house dust is
a critical link in the exposure pathway, resulting in elevated
blood lead of young children. The lead contaminants in dust are
primarily derived from lead-based paints which were former widely
used on both the interior and exterior of housing. Lead dusts can
also enter housing from areas outside the home with lead-
contaminated dust and/or soil, as well as through lead-containing
dust carried home from the workplace. A typical exposure scenario
involves lead in exterior dust, from soil and paint, contributing
to lTead in interior floor dust, which is then picked up on the
hands of children, where it is subsequently ingested resulting in
elevated blood lead. The childhood lead exposure pathway model
that has been developed for Cincinnati and other areas is

summarized in Figure 1'"® suggest that residential lead abatement

activities should include the cleaning of locations in the house
where lead-contaminated dusts are present, such as carpets and
other floor areas.

Because of the known relationships between interior dust
lead and blood lead, interior dust abatement was included in the
exposure reduction strategies of the Cincinnati Soil Lead

Abatement Demonstration Project. This project was one of three



carried out under a provision in the Superfund Amendments and
Reauthorization Act (1986) which called for a "... pilot program
for removal, decontamination, or other action with respect to
lead-contaminated soil in one to three different metropolitan
areas". Interior dust abatement is also an important
consideration as an essential component of lead-based paint
reduction strategies. The U.S. Department of Housing and Urban
Development (HUD) has acknowledged the importance of lead-dust in
its Interim Guidelines for Lead-Based Paint Abatement'” and has
recommended the removal of furnishings, including wall-to-wall
carpeting, prior to abatement. Recommendations for the cleaning
of furnishings such as carpets and furniture prior to their being
returned to the abated dwelling unit are not yet included in HUD
guidelines. These items may well have been contaminated prior to
the lead-based paint abatement process, and therefore placing them
back in the housing will only reintroduce an exposure source to
the otherwise cleaned housing.

A search of the literature revealed only a single paper
systematically documenting efforts to remove lead-dust
contamination from carpets.®™ Milar and Mushak™ concluded that a
two-part steam cleaning, initially using a sodium
hexametaphosphate commercial cleaning product, followed 24 hours

later by steam cleaning using a commercial detergent, removed



about 60% of the lead-dust expressed as a surface loading basis
and reduced the lead concentration by 30 to 50%.
In a previous publication we reported results of a

8)

preliminary evaluation of Milar and Mushak’s™ procedures, with

the additional step of dry-vacuuming with a HEPA-equipped vacuum
cleaner. The test was carried out in several homes contaminated

by worker take-home of lead-contaminated foundry dust.® Although

these vacuum and shampooing procedures can remove some of the
lead-containing dust from carpets, it is important to know whether
these methods reduce the amount of lead dust at the surface (mg
Pb/sq.m.) where it is most available to children. (Normal
vacuuming will tend to redeposit below surface dust through
bringing it to the surface from deeper in the carpet and through
non-filtration through vacuum cleaner bags of high porosity.)
These methods were found to either have only limited impact on, or
even increase surface loading as determined by an exposure-related
sampling method developed by Que Hee et al. Repetitive dry
vacuuming was also previously evaluated on three carpets in a
routinely-cleaned suburban home where exterior paint sanding had

occurred sixteen months earlier.” In this latter case surface

dust on an area or loading basis (ug Pb/sq.m.) decreased with
vacuuming by between 64 and 94%. These experiences suggested that

cleaning "chronically-contaminated” carpets (those which received



lead dust over an extended period of time, could actually increase
the likelihood of lead exposure, whereas cleaning of "acutely-
contaminated" (i.e., from a single episode) carpets may be
effective in reducing exposure. Based on preliminary work, it was
concluded that additional development of surface dust abatement
methods was needed, particularly for heavily-contaminated carpets.
There was also a need to determine the efficacy of the variety of
HEPA vacuum cleaners available, the length of cleaning time
necessary to significantly reduce lead loading, and the
variability in the effectiveness of cleaning among different

workers,

METHODS

Two dust collection methods were used to measure the
effectiveness of cleaning. The first used the contents of the HEPA
vacuum cleaner paper bag as a measure of the total amount of

removed dust and lead. The second was a surface dust vacuum

1 (10}

method previously developed by Que Hee et and which has
been shown to produce results which correlate with exposure as
measured by blood lead.® The usefulness of the vacuum cleaner
as a sampler depends, in part, on whether the vacuum cleaner

removes a satisfactorily large proportion of the available dust.



The method of Que Hee et al."” utilizes a light-weight, battery-
operated personal air sampling pump (2 liters per minute) to

collect dust in a filter holder while sampling over a known area.
This method, known as the “dust vacuum method", was not designed
to determine the total dust lead on a surface, or within a carpet
but it was intended to collect the dust most readily available to

a young child.

Two sources of contaminated carpets were used: (1)
contaminated carpets removed from homes of children with high
blood lead; and (2) new carpets with artificial dust embedded in
them a laboratory setting. The variations in effectiveness of
different available vacuum cleaners and operators on different
carpet types were examined in the new carpets contaminated in the
laboratory. The effectiveness of methods for cleaning linoleum and
unpainted wood floors with different surface types was also
evaluated. Data were analyzed using the Statistical Analysis

1

System.

Laboratory Cleaning of Contaminated Carpets

Thirteen existing carpets from inner-city homes, several

where children had been lead poisoned, were removed and replaced



with new carpets and brought to the laboratory for testing. Ten
cleaning "efforts", each defined as cleaning with a HEPA filter
equipped vacuum cleaner at a rate of one minute/square meter, were
performed on one square meter areas of each carpet. Thus, each
carpet was cleaned for a total of ten (10) minutes per square
meter. The extent of cleaning was chosen to be length of time of
cleaning and the unit rate of cleaning was chosen to be one minute
per square meter of carpet. This rate was also convenient for
manipulating the nozzle in a systematic way. The pattern used was
three up/back passes with the nozzle over the area. The size of
the "beater bar" nozzle was sufficient to just allow coverage,
within one minute, of a one square meter area in these three
passes with very little overlap. This complete coverage of a
square meter in three up/back passes at a rate of 1 minute/square
meter is called "one cleaning effort". Preliminary studies

{13}

confirmed reports from industry sources'™, that a nozzle with a

rotary "beater bar" driven by an independent motor was more
effective than a nozzle without a "beater bar“. A readily-
available commercial beater bar nozzle (Sears Kenmore) was used
for the cleaning. The weight and content of the vacuum cleaner
dust bag were obtained after successive cleaning efforts. Surface
dust measurements were collected using the method of Que Hee et

al."® at two pre-determined locations on each of the carpets



before cleaning commenced, and after the first, third and tenth

cleaning efforts were completed.

Equipment, Operator., lLoading and Carpet Variability

In-laboratory cleaning of new carpets with artificially
embedded dust using a modified version of ASTM procedure F 608-
86'"? was used to determine the effects on cleaning performances
of equipment, loading, carpet type and operator. This ASTM
procedure specifies the method of imbedding a test dust mixture
into the new carpet prior to their being subjected to the
vacuuming protocol. The experimental design included three HEPA
vacuum cleaners, two carpet types (sculptured and short pile), two
dust loadings (100 and 400 g/sq.m.) and two operators.

The test dust mixture was made up of 100 g and 400 g
allotments and consisted of a sand and talc mixture in a 8:1
ratio. The talc was a USP Grade Supreme Talc purchased from a
local supplier. Ninety-five percent of the Keener sand used was
retained in the 210-299 um size fraction. The two components of
the test dust mixture were weighed and mixed individually before
each test.

A one square meter surface area in the center of each carpet

served as the test area. The carpets were preconditioned as

10



specified in the ASTM procedure by adding test dust to their
surface and removing it by vacuuming until <2 g of material was
removed in a cleaning effort. Repeated trials of each carpet type
were conducted on the same square of carpet. For each test, the
carpet was affixed to a piece of plywood. The appropriate amount
of dust was spread onto the delineated area and was embedded into
it by dragging an embedment tool (as described in the ASTM

(12

procedure) over it for 30 strokes, alternating directions

forward and back.

Three commercially-available vacuum cleaners were used (see
Table 1 for details). Each of these was intended for industrial
use and had three levels of filtration. The initial filtration
level was similar to a home vacuum cleaner in that a removable
paper bag catches most of the dust. The second level of
filtration consisted of a more permanent cloth filter. This
filtration level does accumulate dust over a period of time but
was not found to need changing over the period of these trials.
The third layer of filtration was a HEPA filter which removed the
remaining fine material and also did require changing during the
study.

A readily-available commercial (Sears Kenmore) "beater bar"
nozzle was substituted for the nozzles provided with the three

types of vacuum cleaners. Preliminary studies led to the
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Table 1

Vacuum Cleaners Tested

Cubic Feet Water Lift,
Cleaner Model Per Minute Inches
A Nilfisk GS80 87 75
B WAP 767 100 90
c Euroclean UZ930 77 85

conclusion that the "long" pile setting for the nozzle always gave
the best cleaning regardless of the actual pile length. This

setting was the only one used in these experiments.

The Cleaning Effort

Ten cleaning efforts were performed in each trial. Two
experienced operators of the vacuum cleaners were used. The
number of different types of carpets, vacuum cleaners, dust
amounts, and operators made it impractical to perform cleaning
trials for each possible combination of these factors.

12



Consequently, a randomized, incomplete block design was used.
Randomization of both treatment combinations to blocks and the
ordering of the treatment combinations was performed. The 24
treatment combinations were randomized to 3 blocks of 8 treatment
combinations each. Two of these three blocks were randomly

selected to be performed in the experiments.

Analysis

The dependent variable in these experiments was the amount
of the test dust collected in the vacuum cleaner bags after 1, 2,
3, 4, 5, 6, 7-8, and 9-10 cleaning efforts.

Statistical analysis was performed by the General Linear

11}

Model (GLM) procedure of Statistical Analysis System.

Bare Floors

In order to test the effectiveness of proposed bare floor
cleaning procedures, homes with high levels of lead in the dust
were needed. Such homes were located through another research
project studying lead’s neurobehavioral effects on young

children.” A 1ist of homes meeting the following criteria was

compiled:
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(1) High lead concentrations in the interior dust;

(2) Either carpet, vinyl, or wood flooring or a

combination of those flooring types.

Permission from study participants was obtained to test cleaning
methods on different wood and vinyl floors.

The questions to be answered in these homes were:

(1) In order to reduce dust lead to an acceptable level
with a HEPA-equipped vacuum cleaner, what rate of
speed should the operator use and how many times

should the floor be vacuumed?

(2) Does wet washing after the final vacuum cleaning

remove additional lead?

The testing procedure was as follows:

(1) Three separate squares, each one meter by one meter,

were delineated on the surface of the floor type being

tested.
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(2)

(3)

(4)

(5)

(6)

A bag for a HEPA-equipped vacuum cleaner (Nilfisk)

was tare-weighed and installed.

The three squares were then vacuumed with the vacuum
cleaner at the rate of one minute for each square

meter.

The vacuum bag was removed and weighed after each

cleaning.

The process was repeated until the three squares were

cleaned a total of five times.

Each of the squares was then washed with 1,500 ml of
tap water from the residence. The washing was
performed with a new sponge by a researcher wearing
rubber gloves. An aliquot of 500 ml was taken from
each of the wash buckets. A 500 ml sample of clean
water from a wash bucket was also collected to provide

data on background lead levels in the tap water.

A1l the dust samples and water samples were analyzed for lead

concentration in a laboratory that was participating in a

proficiency program established for environmental lead samples by
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EPA through its Environmental Monitoring and Support Laboratory
(Las Vegas). The samples collected by the dust vacuum method were
digested using hot nitric acid and analyzed by a flame AA method
with a detection limit of 0.1 yg Tead. Dust samples collected in
vacuum cleaner bags were sieved at 250 gm and analyzed by XRF
(detection 1imit 20 ppm). Water samples were analyzed by graphite
furnace AA (detection limit 1 ppb).

RESULTS

Laboratory Cleaning of Contaminated Carpets Collected from

Homes of Inner-City Children

The amounts of lead removed (mg/sq.m.) by the HEPA vacuum
cleaners at each measurement interval are presented in Table 2.
The cumulative percentages removed, based on the total amount
removed after ten cleanings, which was assigned a value of 100%,
are also shown. The amount of lead removed by ten cleaning
efforts averaged 278.7 mg/sq.m. with a range of 8.6 to 1107.3.
Four cleaning efforts resulted in an average cumulative percentage
removal of 74% of the total amount removed with a range of 61-89%.
Lead concentrations of the material removed from the HEPA vacuum
cleaner bags were significantly different between carpets (p
<0.05) (Figure 2) ranging from 192 to 3226 ug/g but did not vary

16



significantly from first to last cleaning efforts for individual
carpets. Thus, the HEPA vacuum cleaner did not appear to
preferentially remove dust with either high or low lead
concentration.

A comparison of the initial surface dust lead loading by the

method of Que Hee et al."” with the total amount of lead removed

by 10 minutes/sq.m. cleaning with a HEPA vacuum cleaner revealed
that the surface dust lead loading was an average of 1.4% of the
total dust lead removed by extensive vacuum cleaning (range 0.12
to 3.3) (Table 3).

Surface dust lead levels (expressed as mg Pb/sq.m.), were
also determined before cleaning and after the first, third and
tenth cleaning efforts. The ratio of the surface dust lead levels
after the first, third or tenth cleaning efforts, to the surface
dust lead levels before the initial cleaning (Table 4) revealed
that surface loadings, on average, decreased with cleaning.
However, in several instances, surface loading increased by up to

almost four-fold. These data reveal that vacuum cleaning if not
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Table 2

Lead (mg/sq.m.) and Cumulative Percentage® Removed by Successive HEPA

Vacuum Cleaning Efforts® of One Minute Per Square Meter on Carpets

Removed from Homes of Children with High Blood Lead

1st Effort 2nd Effort 3rd Effort 4th Effort 5-10th Effort
Carpet® mg/  (Cumu. mg/ (Cumu. ma/ (Cumu. mg/  (Cumu. mg/ (Cumu.
m? %) m? %) m? %) m? %) m? %)
A 10.5 (59) 2.6 (74) 1.0 (79) 0.9 (84) 2.8 (100)
B 159.6 (63) 36.1 (78) 18.6 (85) 9.5 (89) 28.9 (100)
C 294.9 (27)  244.4 (49)  134.9 (61)  90.4 (69) 342.7 (100)
E 70.2 (24) 42.2 (39) 36.8 (51) 28.6 (61) 113.6 (100)
F 32.7 (45) 9.8 (59) 6.1 (68) 4.2 (73) 19.3 (100)
H 18.9 (27) 7.8 (36) 7.6 (48) 8.8 (61) 27.7 (100)
I 2.2 (26) 1.7 (45) 0.8 (55) 0.8 (64) 3.1 (100)
18



Table 2 (continued)

Ist Effort 2nd Effort 3rd Effort 4th Effort 5-10th Effort
Carpet® ma/ (Cumu. ma/ (Cumu. mg/ (Cumu. mg/ (Cumu. mg/ (Cumu.
m? %) m’ %) m? %) m? %) m? %)
J 353.4  (60) 51.2  (68)  45.1  (76)  35.8  (84) 95.1 (100)
K 19.8 (48) 6.3  (64) 2.5  (70) 4.2 (80) 8.3 (100)
Averages 106.9 (42) 44.7 (57) 28.2 (66) 20.4 (74) 71.3 (100)

*Based on total amount removed in ten cleaning efforts assigned a value of 100%.

®Insufficient data available to include carpets D, G, K and L.
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Table 3
Comparison of Surface Dust Lead Loading with Total Lead Removed

by Vacuum Cleaning for Ten Minutes Per Sq Meter of Carpet®

(10 Cleaning Efforts)

Initial Surface Total Lead Removed Initial Surface
Dust Lead by HEPA Vacuum Lead as a Percent to
Carpet Loading mg/sq.m. Total Lead Removed
mg/sq.m.
A 0.591 17.8 3.3
B 5.65 252.7 2.2
C 2.34 1107.3 0.2
E 4.47 291.4 1.5
F 0.186 72.1 0.26
H 0.774 70.8 1.1
I 0.301 8.6 3.5
J 3.87 589.6 0.06
L 0.114 97.8 0.12
Average 2.03 278.7 1.4

*Carpets tested were from homes of children with high blood lead.
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conducted for a sufficient time, has the potential for increasing
childhood exposure. In none of the carpets tested was the surface
dust lead loading after ten cleaning efforts as high as it was

prior to cleaning.

Table 4
Ratio of Surface Dust Lead Loading (mg Pb/sq.m.) After Specified
Number of Cleanings as a Fraction of the Initial Pre-Cleaning

Surface Dust Lead Loading*

After After After

First Third Tenth

Cleaning Cleaning Cleaning
Average 0.55 0.47 0.20
Range (0.11-1.72) (0.06-3.93) (0.06-0.61)
% > 1.00 14 5 0

‘Carpets tested were from homes of children with high blood lead.

Variations in Cleaning Performance of Vacuum Cleaners, Carpet

Types, Dust Loadings and Operators

A statistical analysis of the effects of vacuum cleaner
type, laboratory-embedded dust amount, and changes in amount of
dust collected during successive cleanup and interaction, is

presented in Table 5. Statistically significant differences were
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Table §
Final Model - ANOVA of Amounts Synthetic Dust

Recovered in Repeated Vacuuming of Carpets

Source df F-Value PR>F

Between Subject Effects
Vacuum Cleaner 2 15.]1%%* 0.0005

Dust Amount 1 20.32%%* 0.0007
Within Subject Effects

Repeated Dust Weight 7 268.72***  (0,0001
Repeated Dust Weight-

Vacuum Cleaner 14 2.30**  0.0101
Repeated Dust Weight-

Dust Amount 7 2.50%* 0.0222

**Significant at g = 0.05 level

***Significant at a = 0.01 level
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observed between vacuum cleaners, amounts of embedded dust and in
amounts of dust collected during successive cleaning efforts.

The results of the cleaning of new carpets containing
laboratory-embedded dust are presented in Table 6 (a-c) as the
mean proportion of the embedded dust removed by the ten cleaning
efforts for each of the three different vacuum cleaners, two
carpet types and two dust amounts used. Two of the three vacuum
cleaners (A and B) removed a statistically higher proportion of
the dust than the third (C). Contrasting the performance of the
vacuum cleaners (Table 6a), indicated no statistically significant
differences between the amounts of dust removed by vacuum cleaners
A and B. Results for vacuum cleaners A and B were different from
those for cleaner C for all cleaning effort (Figure 3). None of
the cleaners removed an average of more than about one-fourth of
the embedded material with the first cleaning effort (one minute
per square meter of cleaning). Three cleaning efforts (three
minutes per sq.m.) were required to remove one-half of the dust
for two of the cleaners (A and B) while twice as long (6
min/sq.m.) was required for the third vacuum cleaner (C).

Vacuum cleaner C did not do as well as either A or B
beginning with the first cleaning efforts (Table 6a). Although
somewhat more dust was removed during the first five cleaning
efforts for short pile carpets than for sculptured carpets,
slightly more was removed during later cleaning efforts from
sculptured carpets (Table 6b). These small differences in dust
removal between the carpet types were statistically significant

only for the first cleaning effort. A larger proportion of dust
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Table 6

Proportion of Total Test Dust Removed After Specified Number

of Cleaning Efforts by Vacuum Cleaner (Table 6a),

Carpet Type (Table 6b) and Dust Amount (Table 6c¢)

(a) Vacuum Cleaner Comparisons

Cleaning Least Square Means Probability of Difference
Efforts Among Vacuum Cleaners
Vac A Va;ng Vac C AC BC AB
=T=== 0.260 0.268 0.142 0.0078 0.0072 0.834
2 0.455 0.439 0.232 0.0074 0.0150 0.8209
3 0.553 0.557 0.309 0.0024 0.0031 0.9583
4 0.620 0.642 0.371 0.0007 0.0006 0.6947
5 0.671 0.701 0.429 0.0004 0.0002 0.5674
6 0.709 0.755 0.481 0.0004 0.0001 0.3454
8 0.769 0.825 0.573 0.0006 0.0001 0.2116
10 0.811 0.875 0.645 0.0012 0.0001 0.1304
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Carpet Type Comparisons

Table 6b

Cleaning

Efforts

Least Square Means

Sculptured

Short-pile

Probability of
Difference Between

Carpet Types

m |

1 0.192 0.256 0.0306
2 0.329 0.422 0.1085
3 0.443 0.503 0.2822
4 0.529 0.560 0.5316
5 0.598 0.602 0.9304
6 0.657 0.640 0.6876
7-8 0.740 0.704 0.3348
9-10 0.801 0.753 0.1440
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Dust Loading Comparisons

Table 6c¢

Cleaning Least Square Means Probability of
Efforts — Difference Between
100 G/m* | 400 G/m’ Dust Amounts
| 1 0.294 0.153 0.0006
2 0.478 0.273 0.0039
3 0.578 0.368 0.0019
4 0.644 0.445 0.0010
5 0.690 0.511 0.0010
6 0.731 0.565 0.0012
7-8 0.791 0.653 0.0022
9-10 0.834 0.720 0.0047
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was removed when the 100 gram amounts were applied (Table 6c¢) and
the differences between cleaning efficiency for the two amounts
were statistically significant. (The dust amounts applied were in
the range of those removed from contaminated carpets as shown
elsewhere in this paper.)

There was no significant difference in dust removal between
the two operators tested.

The fraction of dust removed was lower when the quantity
embedded in the laboratory was higher (Table 6c). This difference

was statistically significant.

Bare Floor Cleaning

Two rooms with unpainted wood floors and two with linoleum-
covered floors were test cleaned with the HEPA vacuum cleaner and
wet washing procedure described earlier. Results of the cleaning
efforts show that for wood floors, a total of about 95% of the
dust removed was removed by five vacuum cleaning efforts and the
follow-up washing yielded only 2-5% of the total dust collected by
both methods (Table 7). Results for the linoleum floors were
markedly different with the vacuuming effects. After the second
minute, these vacuum cleaning efforts were relatively
unproductive, with 19-22% of the dust remaining and being removed
by the wet washing. About one-fifth of the total dust collected
on linoleum was not amenable to removal by the vacuum cleaner

method.
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DISCUSSION

There are few reports in the literature on the efficiencies
of methods of cleaning carpets and bare floors. In a pilot study
of methods to remove lead dust from homes near a secondary lead
smelter in Toronto, Canada, a pilot testing of vacuuming of carpet
and floors followed by wet shampooing was carried out in eight

(14)

houses. An average of 5.2 times as much lead was removed by

the vacuum procedures (about 1 min/sq.m) than by the wet method.
The average quantity of lead removed from all areas of the houses,
including heating ducts and basement ceilings, was 8.1 grams of
lead per house.

Kominsky et al.""® found that for new carpets, embedded in
the laboratory with asbestos fibers, use of HEPA filtered dry
vacuum cleaners at 1.4 min/sq.m was ineffective in removing the
asbestos fibers. HEPA-filtered hot water extractions operated for
about 1.4 min/sq.m. reduced the level of asbestos contamination in
the carpet by approximately 70%.

A pilot study of the efficiency of HEPA vacuuming and
shampooing of carpets and upholstered furniture from homes near a

lead smelter in Bunker Hill, Idaho was conducted.'® The cleaning

protocol involved an initial vacuuming
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Table 7
Percentage of Dust Removed From Floors by HEPA Vacuum

Cleaning and Follow-up Washing With Tap-Water®

(Vacuum Cleaning Efforts)

Type Surface Ist 2nd 3rd 4th 5th  Follow-
up
Washing
Bare Wood 62 13 5 J 9 3
Bare Wood 60 12 9 9 5 5
Bare Wood 53 18 14 4 6 4
Bare Wood 14 35 16 21 12 2
Linoleum 69 12 0 0 -- 19
Linoleum 69 7 5 0 -- 19
Linoleum 67 11 0 0 -- 22

*One cleaning effort = one minute per square meter of floor.
--Fifth cleaning effort not completed because prior cleaning did

not yield a detectable amount of dust.
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followed by five caonsecutive shampooings and a final vacuuming.
The total amount of lead in the carpet and furniture was
determined following laboratory digestion and analysis of measured
portions of those items. Samples were analyzed by graphite
furnace atomic absorption. A summary of the results of this study
(Table 8) indicates that the cleaning efforts for the carpets were
able to remove an average of less than 8% of the lead in the
carpet. For furniture with only three shampooings and no final
vacuuming, an average of 18% of the lead was removed.

An extrapolation for the first carpet in Table 8 revealed
that 74 additional shampooings would be needed to remove all of
the lead. The total lead loading (mg/m?) in the carpet in the
homes near the smelter (average 1068, range 185-3044) was somewhat
higher than the amount removed during the current study (average

418, range 8.6-1107) with some overlap.

CONCLUSIONS

Carpets removed from poorly-maintained houses containing
lead-based paint sources were not able to be cleaned effectively
in the laboratory by repetitive cleaning with HEPA-filtered vacuum
cleaners. The ':ad concentration in the removed dust did not
change significantly from the initial cleaning (1 min/sq.m.) to

the final cleaning (total cleaning time of 10 min/sq.m.).
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Table 8

Amount of Lead Removed by Vacuuming® and Shampooing of Carpets and Upholstered

Furniture from Homes Near a Lead Smelter

(16}

Total Lead Lead Removed Lead Removed Lead Removed Total Lead
mg mg/m’ in First in Five in Final Removed
Vacuuming Shampooings® Vacuuming®
Item mg % mg % mg % mg %
Carpet 2,246 127 100 (4.45) 185 (8.23) 19 (0.85) 304 (13.6)
Carpet 46,768 2455 67 (0.14) 797 (1.70) 117 (0.25) 981 (2.1)
Carpet 5,419 185 191  (3.52) 168 (3.10) 22 (0.41) 381 (7.0)
Carpet 51,463 3044 104 (0.20) 320 | (0.62) 14 (0.03) 438 (0.9)
Carpet 4,093 231 373 (9.11) 163 (3.98) 9 (0.22) 545 (13.3)
Carpet 4,083 366 339 (8.30) 77  (1.89) 9 (0.22) 425 (10.4)
Average 1,901 1068 196 (4.29) 285 (3.25) 32 (0.33) 512 (7.9)
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Table 8 (continued)

Total Lead Lead Removed Lead Removed Lead Removed Total Lead
mg mg/m? in First in Five in Final _Removed
Vacuuming Shampooings®  VYacuuming®
Item mg % mg % mg % mg %
Chair 1,094 464 124  (11.3) 9.9 (0.90) - 134  (12.2)
Chair 213 125 48.4 (22.7) 7.6 (3.57) - 56.0 (26.3)
Couch 208 29 65.4 (31.4) 14.7 (7.07) - 80.1 (38.5)
Chair 311 95 20.0 (6.4) 7.4 (2.38) - 27.4 (8.8)
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Table 8 (continued)

Total Lead Lead Removed Lead Removed Lead Removed Total Lead
in First in Five in Final Removed
Vacuuming Shampooings® Vacuuming®
Item mg % mng % mg % mg % mg %
Chair 112 52 0 (0) 5.3 (4.73) - 5.3 (4.7)
Chair 57 19 9.2 (16.1) 2.0 (3.51) - 11.2 (19.6)
Average 353 131 44.5 (14.6) 7.8 (3.69) 52.3 (18.4)

‘At a rate of about 1.8 minutes per m‘.

2

*Three shampooings and no final vacuuming for furniture.
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For wooden floors, over 95% of the total dust removed by the combination
of dry vacuuming (5 min/sq.m.) followed by wet washing was removed by the dry
vacuuming  49-75% was removed after vacuuming for 2 min/sq}m. and 65%-85% was
removed after 3 min/sq.m. For linoleum, more than 75% was removed by vacuuming
for 2 min/sq.m. However, little was removed in subsequent vacuuming and 20%
was removed in the final wet washing step.

HEPA vacuuming of new carpets embedded with a test dust in the laboratory
according to an ASTM procedure was used to determine the differences in
cleaning efficiency between three commercial vacuum cleaners and two carpet
types. Two of the vacuum cleaners were essentially equivalent and each removed
significantly more dust than a third vacuum cleaner when used for between 4
min/sq.m. and 10 min/sq.m. Cleaning for 6 min/sq.m. was necessary to remove
more than 70% of the embedded dust by the two more efficient vacuum cleaners;
the third vacuum cleaning effort only removed 50% after this amount of
cleaning. Cleaning efficiencies were about the same for short pile and
sculptured carpets.

Cleaning by HEPA vacuuming and/or shampooing does not appear to be
effective for carpets "chronically contaminated” in homes containing lead dust.
For carpets with recent contamination, HEPA vacuuming for at least 6 min/sq.m.
was necessary to remove over 70% of the laboratory-embedded dust. Not all
commercially-available HEPA vacuum cleaners tested with laboratory-embedded

dust appeared to remove equivalent amounts of the dust.
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APPENDIX G

Training Manual for Paint and Water Sampling



-~ ENVIRONMENTAL MONITORING

TRAINING MANUAL FOR PAINT AND WATER SAMPLING

Section 1
What is paint and water sampling?

Water sampling is the collection and analysis of water samples from the subject residences in
the Soil Project study areas. This sampling and analysis is done to determine the amount of lead
in the water.

Paint sampling is the non-destructive analysis of painted surtaces on the interior and exterior
of the subject residences in the Soil Project study areas. This analysis will give us an
indication of the lead content of the paint on those surfaces.

Sectign 2
Why do we care about lead in paint and lead in water?

The major purpose of the research study is to determine the effect of the abatement of interior
~dust, exterior dust and lead contaminated soil on the blood leads of children under five years of
-age. In order to make an assessment of the actual impactof the various abatement strategies it

is necessary to know the total exposure to other sources of lead in the subject child's

environment. Lead in drinking water and lead in paint are potential immediate sources of
exposure to the subject children.

=l ead can contaminate drinking water in several ways. The water source can be contaminated. In
this case the potential exposure would be uniform across all of the study areas because the water
originates from the same pumping station and distribution system. Drinking and cooking water
can also be contaminated with lead as a result of the presence of either lead pipe, copper pipe
with soldered joints containing lead, or excessive lead in the faucet structures. The amount of
lead dissolved from the sources in the plumbing system increases as the acidity of the water
increases.

Lead content in paint within a residence has been identified as an immediate
source of exposure to children, especially very young children.

Paint may either flake or chip off of wall surfaces and woodwork surfaces or it may come off in
the form of fine dust from the operation of windows and any abrasion of painted surfaces.
Knowledge of the lead concentration in these interior and exterior painted surfaces may assist in
the explanation of blood lead concentrations in children living in the environment plus it may
assist in the explanation of the rates of re-contamination of abated apartments and residential
areas.



Section 3
When will paint and water sampling occur? —

Paint and water sampling will occur two times during the course of the Soil Lead Abatement
Demonstration Project. The first such sampling will occur in the early spring of 1990. This
will be Phase 04 of the sampling phases. The second paint and water sampling will occur
approximately one year after the initial sampling. That will be the spring of 1991; Phase 08 of
the environmental monitoring.

Seclion 4
Who will perform the environmental paint and water sampling?

It is expected that the environmental monitors, who have collected the soil exterior dust,
interior dust, dust fall, and handwipes will perform the paint and water sample collection. As
in other interior environmental sampling, teams consisting of two individuals will visit the
subject residences. Present plans call for two teams of two monitors to complete the work.

Section 5
Scheduling of paint and water monitoring.

Scheduling of the initial paint and water monitoring visit will be performed by the Subject

Matters staff of the Cincinnati Soil Project. Initially the Data Management section will provide ~—
a current up 10 date list of subject families along with addresses and telephone numbers.

Subject Matters staff will then start the scheduling of appointments probably using those

families with telephones for the initial appointments. Once the families with phones or phone

contacts are exhausted then the Subject Matters staff will be make home visits to do the

scheduling.

After the scheduling of the initial visit, a work sheet for lead paint screening and water
sampling will be filled out and forwarded to the abatement staff. The abatement staff will be
responsible for owner contact. As with other environmental sampiing, the resident's
permission is adequate to perform the interior monitoring of the residences. Sampling in
common areas and the exterior of buildings requires permission of the owner of the building. As
long as the subject families agree, we can perform the paint and water sampling on the interior
of the units. The exterior paint sampling will require permission from the owner.

Once the abatement staff receives the work sheets they will make an assessment of the presence
or absence of paint on the exterior of the building. If there is paint present then the abatement
staff person will contact the owner and ask permission to do the required sampling. The
abatement staff person will complete two questions on the lead paint screening work sheet. Those
two questions are: owner permission; yes or no and owner contacted by. Owner permission
question is answered by circling either the "n" or the "y*. The "owner contacted by section” is
completed by entering the initials of the abatement staff person making the contact. When the
abatement staff completes this information, the work sheets for lead paint screening and water
sample collection are forwarded to the environmental monitoring teams who “vill then use these



sheets for the collection of data in the field.

In the case of "no shows", the environmental monitoring team or teams will have the
responsibility of doing their own rescheduling. This will be accomplished by either using the
telephone to contact the family or by stopping in occasionally to see if the family is at home. It
is expected that rescheduling will be less of a problem in Phase 04 because the children do not
necessarily have 1o be home in order to accomplish this phase of sample collection. In fact, it
would be easier if the children were not at home.

Two water samples are required in this phase of environmental monitoring. One water sample
is collected at the time of the environmental visit by the environmental monitoring team. The
second water sample is 10 be coilected by the family at the beginning of the following day. One
scheduling slot will be alloted to revisiting families to collect the second water sample. The
same environmental monitoring team does not have to collect the second sample. |t will be
likely be more efficiently accomplished by whichever team happens to be in a particular
neighborhood on a given day.

Section 6
The Environmental Visit

The Environmental Visit will begin with the environmental monitoring team greeting the family
and explaining brietly the purpose of collecting the paint and water samples. An explanation of
what will occur is also appropriate at this time. The key points 10 be covered in this initial
explanation are : why we want to collect the sample. How the samples are collected. And most
importantly, what the potential benefits are to the family. Potential benefits include the
knowledge of both paint and water exposure to the family. If there is high lead content in the
paint, parents who are aware of this might be more cautious about children playing on the floor
or allowing paint chips or other dust to accumulate in the residence. Families with high lead
“content in the water could be instructed to reduce exposure by allowing the water to run a
significant amount of time before using that water for drinking or cooking purposes.

At the conclusion of the explanation one team member will start the water collection process
while the other team member begins the calibration of the XRF instrument. After the water
collection process is initiated, and the XRF instrument is calibrated then both team members
can proceed with the paint screening. At the conclusion of the visit the monitoring teams will
assure that all of the equipment has been collected, the toys are collected, and balloons are
distributed to the children if present. Finally a reminder that a team will return the following
day to collect the second water sample is given to the family.

Seclion 7

Water Collection

Two water samples will be collected. Those are W-1 which is a 30 minute stagnation sample and
W-2 which is an overnight stagnation sample. Stagnation sampies are collected in order to

provide some uniformity of samples and to determine the amount of lead which will dissolve into
the water over a fixed time period. Significant quantities of lead will not dissolve in water as it
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runs through pipes which contain a lead source. One can only measure the amount of lead which
will dissolve in the water if the water is allowed to stand in the pipes for a fixed period of time.

Two stagnation samples are collected in order to first determine what the typical exposure could
be on a given day. Typically families will use water from the water system at varying time
intervals during the day.

The overnight stagnation sample is collected in order to determine what the potential maximum
exposure is io lead dissolved from lead sources within the plumbing system. As water stands in
the plumbing system, dissolved lead reaches an equilibrium. It will not increase in
concentration indefinitely.

The 30-minute stagnation sample, W-1, is collected in the following manner. The first step is
to introduce fresh water into the plumbing system. This is accomplished by going to the kitchen
and turning on the cold water only for a period of three minutes. If the kitchen sink is not
functional then the second choice would be the sink where the family obtains drinking and
cooking water. If only hot water is available at the kitchen sink, then another sink will give a
better indication of a 30 minute stagnation sample. A stop watch will be provided to time the
three minute interval. When the water is turned on, the stopwatch will be started. After three
minutes of running the water the faucet can be turned off. At this time signs provided will be
placed on all sinks and other sources of water. Including the toilet and bathtub. After the three
minute drain of the water system is completed the stopwatch will be set for a 30 minute
interval. If at any time during the course of the 30 minute stagnation time, someone in the
apartment forgets or disregards a sign and runs water the process will have 1o begin again. This
will include another three minute drain of the system and the start of the 30 minute stagnation
period. When the titner sounds indicating the passage of 30 minutes, the monitor will go to the
kitchen sink or whichever sink was selected and collect the water sample.

The water sample was collected by slowly turning on the water with the bottle under the faucet.
Every attempt wiil be made to collect all of the water. None should be spilled into the sink. Once
the water bottle is filled to the appropriate level the collection of the sample is complete. The
cap will be securely placed on the water bottle and the bottle will be placed in the monitors
sampling bag.

It will also be helpful to demonstrate the technique for collecting the water sample to the family
member who will do the collection of the overnight stagnation sample, W-2. Explain the need to
collect water without spilling or allowing the faucet to run prior to the collection of the sample.
At this time it will be necessary to make sure the water sheet collection form is compiete.
Collect the signs which were placed on the sinks and other water sources. Leave the

appropriately marked sample bottle and instructions for the resident to collect the overnight
stagnation sample.

Section 8
Paint Screening With the XRF Instrument

Paint sampling with the XRF instrument is accomplished in the following manner: The
instrument must first be calibrated after the environmental monitoring team arrives at the
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subject residence. This calibration must occur at the beginning of each environmental monitor
visit. The first step in calibration is to turn on the instrument and in the case of the XK3 press
*he res~* »*yn and he ' 1it i1 for a period of 6-8 seconds. The work sheet should be available
for the calibration procedure. The number of the instrument is entered in the space provided on
the work sheet. Three readings are taken for each standard and recorded on the work sheet. No
standards are the "no lead standard”, the "mid-range standard”, and the "high-range standard".
The high-range standard is used only with the XK2, it is not necessary with the XK3.

During the initial introduction to the family several questions shouid have been answered. The
answers to those questions will determine the location of painted surfaces to be sampied.

Paint testing will occur on surfaces in the three rooms most frequently used by subject
children. The three rooms will most likely be the living room, kitchen, and bedroom. It there
are no painted surfaces in the most commonly used rooms then alternative roms will be used.

After the instrument is calibrated and the location of the painted surfaces to be screened has
been determined, it will be time to do the actual paint screening with the XRF instrument.

For taking readings on trimmed surfaces, it is better to select flat surfaces. Very often there
are flat surfaces on base boards, window sills, and some window trim. If none of these surfaces
is flat then an alternative surface might be a door. In most cases there are flat surfaces on
doors. The disadvantage of doors is very often doors were initially varnished and stained when
older buildings were constructed. Doors may have been the last wood surfaces in dwelling units
to be painted. Therefore painted trim may provide the best opportunily to determine the
maximum exposure from lead based paint. Three separate readings will be taken from the trim
in the selected rooms. Once a piece of trim has been selected as a typical piece of trim in a given
room three readings will be made on that piece of trim. Three separate readings may be
obtained by taking one reading and then moving the instrument 4-6 inches then taking the
second reading, moving the instrument again taking the final reading.

Walls are sampled in the same manner. Three separate readings are taken from a typical wall
in the selected room. When moving the instrument to obtain the second and third readings it is
better to not to move the instrument horizontal or vertical direction, but in some other axis.
The reason for this is heights hidden in the wall behind the plaster or drywall, which give us
various reading typically run in vertical or horizontal directions. Therefore if the instrument
is moved in either of those directions and there happens to be a hype behind the plastered
surface, then one could obtain subsequent readings which are potentially influenced by the
presence of a iron or lead pipe.

After the readings are obtained with the XRF instrument, there are several other questions o be
answered about the painted surfaces. We would like some assessment of the condition of the
paint on the painted surfaces. By condition is meant by the physical state of the painted surface.
Paint can be either very tight, adhering securely to the wall; or it could be flaking off in
varying degrees. The condition code which will be entered on the work sheet is as follows:

"1 indicales a very tight secure paint. In this condition there is no loose paint on the
wall.
"2" indicates that there is some loose paint; it may be bubbiing or generally coming

loose trom the surface in some manner. Condition “2" is considered to be
intermediate between Condition "1" and Condition "3".



"3" is paint which is actually flaking off of the wall and landing on the floor. Itis a
very loose peeling condition for the paint.

These condition codes should be entered for both the wall and trim surfaces in the rooms selected
for paint monitoring.

The work sheet for paint screening also contains a piace for indicating the use of the room.
Room use should be written in this section. Examples of room use are, kitchen, bedroom, living
room, hallway, bathroom, etc.

The final information needed for paint and wall screening is the sub-straight over which the
paint is applied. The sub-straight of a painted surface is the kind of material over which the
paint is applied. For trims or doors it could be and would very likely be wood for trim. Doors
could be either wood or metal. Walls will very likely consist of paint over drywall or paint
over plaster. Other painted surfaces could include painted brick, painted block or painted
plaster over brick or block.

If the residents ask questions about the XRF readings the monitors should provide the requested
information. It may not be necessary to give the actual readings to the residents if requested for
example, it may not make a difference to a resident if the reading is 6.5 or 7 but the difference
between the reading of 1 and the reading of 9 may make a difference to the resident. As a general
quideline a reading of 2 or less would indicate there is little or no exposure to lead in paint for
the residents. Readings between 2 and 6 might indicate moderate exposure. Readings above 6
could be defined as high exposure to lead in paint.

Two instruments wiil be used for paint screening, the XK2 and the XK3. The XK3 is the later
model and some advantages in terms of calibration and ease of use. The XK2 has the capability of
reading above 10 mg. per square centimeter. The XK3 has the capability of reading up to 10 mg
per square centimeter. In those cases where the environmental monitoring team obtains
readings with the XK2 of 10, then another screening of the paint with the XK2 instrument will
be necessary. This could very well be accomplished during the return when the water sample W-
2 is collected.

Section 9
Completion of the Environmental Monitoring Team's Day.

When the Environmental Monitoring Team returns to the Main Street facility, transfer of
custody of the water samples will occur. The water samples and the accompanying data sheets
will be given to the Environmental Coordinator, who will accept custody of those samples at that
time. At the end of the day, water samples will be checked for pH and following that the samples
will be acidified with concentrated nitric acid.
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Development and Implementation of a Safety
and Health Program for Employees Involved
with Residential Soil and Dust Lead
Abatement and Monitoring

C.F. Thomson*, B. Poppe®, C.S. Clark®, C.H. Rice€, and D. Linz®

AEastman Kodak Company, Health and Environment Laboratories, 343 State Street, Rochester, New York 14650:
BFriends of the Homeless, 924 East Main Street, Columbus, Ohio 43205; “University of Cincinnati, Department of
Environmental Health, 3223 Eden Avenue, Cincinnati, Ohio 45267-0056

The safety and heaith plan that was developed for the
Cincinnati Soil Lead Abatement Demonstration Project
is described from its development through its initial im-
plementation, review, and revisions. This demonstra-
tion project, funded under the Superfund Amendments
and Reauthorization Act, was developed to demonstrate
the effectiveness of soil and dust lead abatement in
inner-city neighborhoods in reducing the blood lead of
young children. The project involved extensive sam-
pling of soil, exterior and interior dust, water, paint
lead, and blood lead. Abatement activities included soil
excavation and replacement, debris removal, pavement
cleaning, and housedust abatement by cleaning and fur-
niture/carpet removal. Air lead concentrations were
minimal and no significant blood leads were observed.
Experiences described should prove to be useful to
others engaged in similar lead abatement activities; the
overall approach used may also prove useful in the de-
velopment of safety and health plans for lead paint
abatement projects. Thomson, C.F.; Poppe, 8.; Clark, C.3.; Rice,
C.H.; Linz, D.: Development and implementation of a Safety and
Health Program for Employees involved with Residential Soil and
Dust Lead Abatement and Monitoring. Appl. Occup. Environ. Hyg.
7(6):398 - 404; 1992.

Background

Residential lead contamination and its abatement are
receiving increased public and private attention. The
development and implementation of effective safety
and health programs for workers involved in these activ-
ities is therefore of considerable interest.®? The lead
found in the soil and dust in urban areas is primarily
from paint and atmospheric fallout, although mining
and industrial sources® are also a problem in some
areas. Lead-based paint was banned foruse in housing in
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1972®); however, many older homes still contain lead-
based paint, and soils and dust are contaminated in
many locations from residences previously painted with
lead-based products. The primary source of lead in at-
mospheric fallout in most urban areas was leaded gas-
oline, which was phased out beginning in the 1970s.
Exposure to lead for children living in urban areas
may result from a number of sources, including the
lead-based paint used during the last 100 vears. During
this time, natural weathering and other processes have
eroded away portions of the paint, depositing it in the
soil. Sanding, abrasive blasting, and chemical removal
ofthe lead-based paint during urban housing renovation
and rehabilitation produce small particles. When not
properly contained, these particulates may contaminate
the soil and contribute to high lead concentrations in
urban dust. Once the soil becomes contaminated,
weathering and the additional mechanical action from
the movement of adults, children, and pets further break
down the lead-containing dust. Wind, vehicular traffic,
and pedestrians transport the dust throughout the
neighborhoods and into residences. Children playing
outdoors or indoors may then ingest the soil and dust
through normal hand-to-mouth behavior; ingestion is
greatest among children who exhibit pica behavior.
Both the U.S. Department of Housing and Urban De-
velopment (HUD) and the U.S. Environmental Protec-
tion Agency (EPA) are in the process of investigating
effective ways to abate lead from housing and soil. On
April 1, 1990, HUD released interim guidelines (revised
September 1990) for lead-based paint abatement proce-
dures for public and Indian housing units around the
country.®® The plans include measuring the levels of
lead on painted surfaces and determining the types of
abatement that could be used. Decisions will then be
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made a5 to wrat vpe of abatement will be most success-
ful and which housing units require abatement.

The EPA 1s engaged in a soil and dust lead abatement
demonstration program.(”? The Cincinnati Soil/Lead
Abatement Demonstration Project is one of three re-
search projects funded by the EPA through the Super-
fund Amendments and Reauthorization Act to deter-
mine the impact of soil and dust lead abatement.® The
other two projects are located in Baltimore and Bos-
ton.‘9"°)

The primary objective of the Cincinnati Soil/Lead
Abatement Demonstration Project is to determine
whether procedures to abate high lead concentrations
in soil, exterior dust, and house dust, applied separately
and in combination, are effective in reducing the blood
lead levels in children up to 5 years of age. Secondary
objectives of the project are to determine the effective-
ness of the abatement procedures in reducing the quan-
tity of lead on the hands of the children and in the dust at
residences, and to determine the rate of recontamina-
tion of household dust and soil and the factors asso-
ciated with such recontamination.

The primary housing type in the Cincinnati abatement
areas is either rehabilitated or nonrehabilitated housing
in satisfactory condition. In the area of the Cincinnati
project, approximately one third of the children under
the age of 5 are likely to have blood lead levels exceed-
ing 25 ug/dl (the former Center for Disease Control
(CDC) limit)@Y at least once per lifetime. The recently
established current CDC goal calls for using primary
prevention efforts such as community-wide environ-
mental interventions and nutritional and educational
campaigns to reduce levels below 10 ug/dl.a? In.
terruption of the exposure pathways is thought to be the
most successful means of reducing lead absorption. If
the intervention is at the soil lead stage, there should be
a consequent reduction of lead in urban dust.

Rationale and Methods

The health and safety program needed for the workers
involved in the soil and dust lead abatement demonstra-
tion project activities and associated environmental and
biological monitoring will be described in this article
from its inception, through its development, imple-
mentation, and midcourse review. These workers were
involved in lead-contaminated soil removal and re-
placement, interior and exterior dust removal, environ-
mental sample collection and analysis, and blood col-
lection and analysis. The abatement activities occurred
at numerous sites in six inner-city neighborhoods. Soil
abatementactivities included some handwork involving
picks, shovels, and wheelbarrows, and the use of me-
chanical equipment such as front-end loaders, bobcats,
and dump trucks. Exterior dust abatement involved use
of vacuum-assisted street and sidewalk cleaning equip-
ment; interior dust abatement involved the use of vac-
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uwum cleaners ~:th high eficrency particulate ar
{HEPA) nlters. wet mopping, and carpet and furniture
removal and replacement

The University of Cincinnati is a state university in
Ohio, where occupational safety and health enforce-
ment activities are conducted by the federal govern.
ment. Consequently, its employees, including the in-
house staff of the abatement project, are exempt from
Occupational Safety and Health Administration (OSHA)
regulations.(!» The soil abatement workers employed
by outside contractors are covered under the OSHA
construction standard.@'® Since lead is considered a
hazardous waste, University employees are covered by
the EPA Hazardous Waste Operations and Emergency
Response standard, which was adopted as a companion
regulation to OSHA'’s for the protection of public-sector
employees. This standard requires a safety and health
plan and an officer to monitor the plan.t*% Regulation
notwithstanding, the EPA mandated the project staff 1o
have a safety and health plan and a safety and health
officer for the duration of the demonstration. Good
public health policy and the University’s commitment to
comply with OSHA regulations also supported develop-
ment of a comprehensive safety and health plan.

To prepare a safety and health plan, a committee of
knowledgeable persons was gathered to review and as-
sess the potential hazards that must be addressed. A
committee was assembled because few persons alone
have the knowledge that was required for writing a
comprehensive safety and health plan.'® The commit-
tee formed to write the Cincinnati Soil/Lead Safety and
Health Plan encompassed the following fields of exper-
tise: lead toxicity, safety, industrial hygiene, medicine,
and construction hazards. Evaluation of existing and
perceived hazards was conducted as a group process.

Comprehensive evaluation of the hazards was neces-
sarily a lengthy process. It was recognized early that a
flexible plan would be required so that newly identified
hazards could be incorporated. The elements of the
plan were lead exposure hazards, engineering controls,
work practices, personal protective equipment, radia-
tion, construction and safety hazards, medical surveil-
lance, worker training, air monitoring, and laboratory
audits.

Potential lead exposure for both project and contrac-
tor personnel was of concern. University of Cincinnati
personnel would be collecting, processing, and testing
contaminated soil and dust samples for the duration of
the 3-year study. Contractor personnel would perform
the abatement work on sites for limited time periods
where lead levels in the s0il were found to be elevated.
Both groups would also be exposed to physical hazards.
During collection of soil and dust samples or abatement
of contaminated soil, sharp objects such as broken glass
and metal may be present, posing a risk of puncture or
cut for the environmental monitors and the contractors.
Contractors have an additional physical hazard that
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exisl- when using heavy nower tools Because the
abalement sites are located in heavily traveled urban
areas. which are wvpicallv charactenized with above-
average crime rates and drug use, personal safety was
another concern that required evaluation. Collection of
the soil and dust would be performed outdoors
throughout the vear. raising concerns for both heat and
cold stress. Finally, radiation sources exist in two analyt-
ical instruments: one was a portable X-ray fluorescence
(XRF) in suu paint lead analyzer and the other a
laboratony-based XRF instrument used for soil and dust
lead analysis. All of the potential hazards were evalu-
ated, analyzed, and addressed by the committee prior to
writing and implementing the safety and health plan.

Development of the Safety and Heaith Plan

Development of the safety and health plan began with
a brainstorming session in which potential exposures,
hazards, and safety concerns were listed. From these
items an initial outline of the safety and health plan was
developed. Particular concerns were noted in the out-
line in addition to applicable OSHA standards. After the
initial safety and health plan was written, internal review
was performed before sending it to the EPA. The in-
house reviews were performed by a Certified Industrial
Hygienist, a physician, and the Project Directors. The
EPA reviewed the document at two separate times dur-
ing the initial writing. Comments and recommenda-
tions were specific and included items such as the use of
cartridge-specific respirators as opposed to dust masks,
discussions of sampling methods and instruments, and
field testing procedures. The EPA took an active support
role in reviewing and critiquing the document. Had this
not been the case, an external review procedure would
have been necessary to prevent an in-house bias and to
identify omissions. The development of the plan took
about 9 months and required about three person-
months of full-ume effort.

Content of the Safety and Heaith Plan
Lead Exposure Hazards

Lead was the initial hazard to be addressed. The most
common routes of exposure for lead are inhalation and
ingestion. Inhalation, being the primary concern for
adults, was evaluated thoroughly. Monitoring, abate-
ment activities, and sample sieving were judged to have
the greatest potential to create elevated airborne lead
concentrations. Ingestion is a less common exposure
route in the workplace but may result from eating con-
taminated food, smoking contaminated cigareues,
chewing fingernails, and applyving contaminated cos-
metics

The OSHA Lead Standard“” was referenced thor-
oughly for compliance and control methods. Engineer-
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ing conircis serespeained as the preferred wav of re
ducinghe potential lead dust hazards To minmimize and
reduce dustinhalaton. hoods were required for labora
torv processing of the soil and exterior dust samples
These hoods are surveved quarterly during the struc-
tured laboratory audit to ensure proper ventilation rates.
The use of HEPA filters on the vacuum cleaners used for
cleaning laboratory and field office space was another
specified engineering control. Contractors were re-
quired to use HEPA-equipped vacuum cleaners during
abatement.

Work practices and personal hygiene are additional
methods of reducing lead exposure and other hazards.
University employees working out of the field office
were provided with shower and locker facilities.

Restrictions were implemented to prevent eating,
drinking, smoking, applying cosmetics, chewing to-
bacco, or chewing gum at work sites. Environmental
monitors were required to change into street clothes
before entering the lunchroom.

A commercial cleaning service was utilized for the
uniforms to prevent worker take-home of soil and dust.
All streets and sidewalks within the abatement neigh-
borhoods and all_participating apartments were dust
abated regardless of the lead levels in the dust. The
lead-contaminated soil to be abated was well below the
level that would classify it as hazardous waste. There-
fore, the contamination of workers' clothing was ex-
pected to be similar to that associated with inner-city
street and housing maintenance, gardening, and apart-
ment cleaning activities, and no special procedures
were thought to be necessary for the commercial clean-
ing service.

Personal protective equipment was used when engi-
neering controls were deemed infeasible or the worker
required protection from a physical hazard. Uniforms
were worn by the site inspectors and environmental
monitors to prevent the transport of lead-contaminated
dust into the field office, personal automobiles, and
homes. Soil abatement tools and equipment were kept
separate from those used for replacement soil unless
they were thoroughly cleaned between uses. Steel-toed
safety shoes were the required foorwear for the environ-
mental monitors when collecting soil and exterior dust.
The monitors were working with steel soil core collec-
tion devices and were also exposed to broken glass, etc.,
on the sites. Additionally, rubber gloves are required to
be worn when handling the soil and exterior dust sam-
ples. This applied to both field and laboratory person-
net.

Radiation

Two radiation sources exist in the instruments used
for lead analysis. These instruments and the laboratories
where they were located were tagged with radioactive
warning signs. All laboratory personnel and other per-
sons associated with these instruments attended
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courses on safety hazards conducted by both the manu-
facturer and the University

Construction Safety Standards

Construction safety hazards were primarily a concern
during the abatement phases of the project. Contractors
used heavy equipment (front-end loaders, bobcats,
dump trucks, etc.) as well as hand tools in highly popu-
lated areas, which posed a risk not only to the operator
but to project personnel and neighborhood persons.
Specific safeguards were required to address these
needs. The work site was fenced to restrict adults, chil-
dren, and animals from the abatement area. The fencing
remained around the site on a 24-hour basis until activi-
ties were completed. This prevented contact with the
equipment by the public and avoided disruption of the
soil and dust, as well as providing additional security for
the equipment left on the site overnight. Specifics con-
cerning vehicles, hand power tools, concrete activities,
etc., were addressed in the contractor safety and health
plan according to OSHA Construction Standard 1926.

Medical Surveillance

A medical surveillance program included preplace-
ment examinations, annual reexaminations, and moni-
toring for the effects of specific potential hazards.0”
The preplacement portion of the medical surveillance
program established baseline data on each individual to
better safeguard the health of the employee. An occupa-
tional/medical history was taken. Past occupational ex-
posures were noted along with any pertinent medical
history. A physical examination was performed to assess
the employee’s general health and fitness to perform
required duties and to use air-purifying respirators.
Baseline data were collected for blood lead levels. Be-
cause collection and analysis of numerous blood sam-

TABLE 1. Medical Surveillance Program by Job Type

ples fromnner-aity  siidren and adults %is an integral
part of the demonstrauon project. 1t was necessary o
include prevention of blood-borne diseases and injuries
in the training program and prudent to offer vaccination
against hepatitis B to employees involved with blood
collection and analysis. Finally, tetanus shots were
given to any emplovee during the preplacement exam
whose previous immunization was more than 10 years
old or of unknown date. Employees covered by the
medical monitoring program were the environmental
monitors, site inspectors, and laboratory personnel be-
cause of their frequent exposure to the lead-containing
soil. Specific medical monitoring requirements for each
group are shown in Table I.

At 6-month intervals another blood lead determina-
tion was made; results were compared with previous
data to detect whether changes in the levels had oc-
curred. The annual medical examination also included
an assessment to verify if the employee was still medi-
cally capable to carry out the tasks required in his/her
position. Blood lead level was also evaluared at termina-
tion of employment.

There were 37 employees in the safety and health
program. This included office staff, ield monitors, and
laboratory technicians. Twenty-seven of those employ-
ees were involved in the abatement and monitoring ac-
tivities. Mean blood lead levels for these 27 employees
were 2.4, 5.8, and 5.0 ug/dl for the initial, 6-month, and
annual determinations, respectively, with standard de-
viations of 0.55, 2.39, and 1.00 ug/dl. The change from
the initial value to 6-month value had a p-value of less
than .0005 and the initial to 1-year vaiue had a p-value of
less than .005. These changes were not considered clin-
ically significant. The highest blood lead value was 12
ug/dl. It was the only value of 10 or above. Blood sam-
ples were analyzed for lead using an ESA Model 3010A
anodic stripping voltammeter. Details of the laboratory

Job History/ Baseline

Type Physical

Blood
Laboratory Lead

HBV

Antibody Hev
Status Vaccine

Physical
Capacity

Respiratory
Fitness

Users of vacyum dust

collection methods R R R
Clinic or blood laboratory r r N
Site inspectors R A R

Environmental monilors

and assistants R R R

Salety inspector/
abatement

coardinator 0 Q 4]

A N
N f {
N N N N

HBV = hepatiis 8 virus,
N = not apphcabie;

0 = optionai;

1 = recommended,

R = required
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coetn ods and cualins control and quality assurance pro
zram have been provided elsewhere % The detection
Limit of this method s 1.4 = 0.7 ug dl

Physical Hazards

Year-long environmental monitoring exposed the
field personne! to various weather conditions that
needed 1o be closely watched. When a heat alert was
declared by the Citv Health Department, a heat stress
monitoring protocol went into effect. Included in the
protocol were the following elements: worker informa-
tion and training, work practices, heat alert program,
environmental surveillance, medical surveillance, and
record keeping. Results were obtained by a series of
calculations, and effective measures were taken appro-
priate to the findings, i.e., reduce the work day, increase
consumption of fuids, stop all outdoor activities, etc.

Injury occurrence was monitored by means of an In-.

cident Report. The report was filed immediately after an
incident and then reviewed by those persons involved.
Appropriate action and follow-up was taken relevant to
the incident.

Waorker Training

Training was needed for hazard recognition and to
assure proper use of protective equipment and other
control measures. Several training programs were de-
veloped and implemented during the Lead Demonstra-
tion Project. A general health and safery training session
was given for laboratory and field personnel. This cov-
ered general laboratory practices, chemical and physical
hazards, legal rights and responsibilities, personal pro-
tective equipment, emergency response, hazard con-
trol, work practices and procedures, and medical sur-
veillance. A lead hazard session was provided for all
employees. This session encompassed information on
how lead enters the body, health effects, and ways to
reduce exposure. A first aid program given by the Red
Cross was required for field monitors. Each field crew
has at least one person trained in first aid. Heat and cold
stress training was given to all field monitors. The heat
stress protocol was also reviewed at this session. The
Red Cross also provided CPR training and a lifting tech-
niques and back injury prevention program for those
emplovees required to lift heavy objects. Workers in-
volved in blood collection also received training in
AIDS awareness, phlebotomy work practices, and medi-
cal surveillance. Supervisors were required to attend all
of the training sessions. Training sessions were per-
formed for short durations of time (1 to 5 hours) and in
small groups with interactive discussions. This ap-
proach to training, which actively involves the trainees,
was used to foster learning through participation.('®
Training occurred annually or more often if the work
activity repeated at more frequent intervals. For exam-
ple. training of blood collection clinic staff occurred five
umes over about a 26-month period. The total amount of
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training ranged from about 3t T hours:
on an annual basis

reach worker

Air Monitoring

Air sampling strategies were developed to obtain an
initial determination of levels of airborne tead at each
work site. Both personal and area air samples were col-
lected. Analyses were performed in an American Indus-
trial Hygiene Association accredited laboratory. Levels
must be maintained below the OSHA permissible expo-
sure limit (PEL) of 50 ug ‘'m? and preferably below the
action level of 30 ug/m?¢'? Provisions were also made
to include any new or changed activities for additional
monitoring if airborne lead concentration might ap-
proach the action level.

Area and personal air monitoring was performed at a
temporary laboratory used for a field office and during
soil sieving and preparation at the beginning of the proj-
ect. The mean concentration of lead found during activ-
ities exposed employees to less than 1 ug/m?. When the
soil processing laboratory was then moved 1o its perma-
nent location, sampling was performed again, as re-
quired in the safety and health plan. The mean concen-
tration found at this facility was less than 3 ug/m3.
During the initial vacuum cleaner performance, air
levels were below 0.25 ug/m?. The lead levels found in
the laboratory facilities were well below the OSHA PEL
and action level and therefore are in compliance.

At the time of the development of this safety and
health program, little information could be located in
the literature on air lead levels during similar activities
elsewhere. Municipal street cleaners in Cincinnati,
using the dustier mechanical broom-type sweepers,
were previously found to be exposed to a geometric
mean air lead concentration of 3.2 ug/m? (maximum 6.6
ug/m3).@9 More recently, extensive monitoring of air
lead exposure during interior dust abatement at an inte-
rior residential dust abatement pilot program in a
neighborhood near a secondary lead smelter in Tor-
onto, Canada, was reported by others.@" Air lead con-
centrations were determined from both personal and
area air samples collected before, during, and after
abatement activities in eight houses. Aitborne dust con-
centrations were also determined from the area sam-
ples. Results of the area monitoring revealed that air-
borne lead concentrations were all below the OSHA PEL
of 50 ug/m?, with the highest value being 9.2 ug/m3. The
average airborne lead concentration was somewhat
higher during abatement (0.76 ug/m?) than before
(0.31 ug/m3) or after (0.14 ug/m?). Area dust concen-
trations followed a similar pattern, with the highest level
(1.3 B3/m?3) occurring during abatement. This value was
less than 10 percent of the OSHA nuisance dust limit of
15 f#g/m?. Personal air samples revealed somewhat
higher levels than area samples with a mean concentra-
tion during duct cleaning of 2.9 ug/m? (range: 0.76 to
4.39 ug/m?, standard deviation: 1.38 ug/m?), which was

APPL OCCUP ENVIRON HYG 7(6) « JUNE 1992



four nmes the mean area sample concentration. Con-:
centrations during the house cleaning were somewhat
higher (4 ug. m> range: <0.1 to 25.72 ug/m?, standard
deviation: 7.40 yg/m3). The three highest values (13.0
to 25.7 ug/m?) occurred during basement cleaning be-
fore precautions were taken to minimize dust created by
moving items laden with lead-containing dust.

Project Audits

Laboratory, field, and abatement audits were imple-
mented as measuring devices for compliance. Both the
laboratory (sample processing and analysis) and field
(sample collection) audits were required on a quarterly
basis. Compliance with the safety and health plan was
checked, hood flow velocities measured, and work
practices observed. Recommendations, if needed, were
recorded and forwarded to the appropriate personnel
and the Project Directors with an expected completion
date specified. Abatement audits were required on a
weekly basis during abatement activities conducted in
the third project year. This time period allowed for
timely feedback and implementation of recommenda-
tions. All audits were performed by the Safety and
Health Officer or an appointed designee. All forms were
developed by the Safety and Health Officer and revised
by the multidisciplinary team. Documentation for the
contents and specification for instrument use were de-
veloped 10 help assure uniform use over the course of
the project. Over 50 audits were performed.

Review of the Plan

After the first cycle of abatement activities had been
compieted, postabatement review sessions were con-
ducted with supervisors, site inspectors, and other em-
ployees. These discussions revealed a need for revisions
to the safety and health plan. The Project Directors and
the Safety and Health Officer spoke with each site in-
spector separately to review safety and health aspects of
the just-completed abatement. A composite list was as-
sembled, which detiled the revisions that were
needed. Those items were explored and discussed with
various project staff to find feasible solutions. Once so-
lutions were found, revisions were made to the safety
and health plan. Completed revisions were reviewed by
a Certified Industrial Hygienist and by the Project Di-
rectors, and upon their approval the safety and health
plan was sent to the EPA.

Plan Revisions

Clearer lines of authority needed to be established
between University and contractor employees to pro-
mote good communications as well as thorough under-
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Assoclate Project |
Manager I
for Aba.ternent,Ji

Safety & Health Site Inspector
Officer or designee ' [

IContracto

FIGURE 1. Flow diagram of site communication for nonemesgency matters.

standing of abatement activities. As a result, project staff
were briefed on procedures for the exchange of health
and safety information from the Health and Safety Of-
ficer to outside contractors (Figure 1). Contractors were
also briefed on the communication lines to achieve
smooth transmission of information. Training of the
contractors about lead exposures and hazards was
needed to reduce apprehension about exposure. This
arose from a prior decision not to include training in
lead exposure hazards as a major part of the outside
abatement contractor’'s worker training program be-
cause of the minimal exposure thought to be involved.
The lack of the lead exposure training resulted in the
workers becoming worried about the potential lead ex-
posure risks of their job activities. A training program
was developed and implemented that included lead
toxicity, anticipated levels of exposure for the contrac-
tors and its potential impacts, and good work practices
to prevent worker take-home of soil and dust and to
prevent contamination of areas adjacent to the work site.
Workers responded well to the training, and concerns
about their risks to lead exposure were reduced to more
appropriate levels.

After two incidents during the 1989 abatement phase
(a hydraulic line leak and a gasoline spill), emergency
procedures were developed for spill management and
to prevent possible injury. Revisions in the abatement
contracts specified that the contractor have a plan in
place for those types of emergencies.®® These plans
were checked during weekly abatement audits by the
Safety and Health Officer during the periods of on-site
active abatement.

After receiving reports from the environmental moni-
tors about the noise level of the vacuums being used,
sound-level monitoring was performed. During opera-
tion, the two vacuum cleaners projected 87 and 93 dBA,
respectively. Therefore, a hearing conservation pro-
gram was written and implemented.®® Sections of the
program included: hazard assessment, audiometric test-
ing of emplovees, monitoring specifications, training,
and personal protective equipment. A safety alert was
also posted for emplovee review, and vacuum cleaners
were tagged with precautions to reinforce the hearing
conservation program.
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Summary and Conclusion

A stepwise approadh :n the development and imple
mentauon of a safety and health plan is presented and
used in constructing a program for emplovees involved
in lead abatement. Persons knowledgeable in industrial
hygiene, safety, medicine, construction hazards, and
lead abatement participated in the development of the
Safety and Health Plan for the Cincinnati Soil/Lead
Abatement Project. Since few individuals possess the
knowledge of each of these areas, assembling a com-
prehensive team was an important first step.

Once ateam had been assembled, a thorough assess-
ment of potential and existing hazards was made. Evalu-
ation of each hazard and any measure that could control,
reduce, or eliminate the hazard was discussed. Once the
most efficient and cost-effective measures to control the
hazards were identified, the safety and health plan was
written.

The safety and health plan includes sections concern-
ing engineering controls, personal protective equip-
ment, training, medical surveillance, and review proce-
dures. Each of these sections included a comprehensive
approach to reduce emplovee hazard exposure.

Training involved initial and periodic updates to keep
employees well informed and knowledgeable on any
potential exposures resulting from their work. This
training was provided in a small group setting in which
interactive participation was emphasized. New employ-
ees were trained prior to starting work, which provided
an excellent opportunity to review existing employees
on the material being presented.

A review and update of the safety and health plan at
regular intervals ensured a working, practical approach.
Review occurred at least annually, and more often when
events dictated. This critical step included a complete
review of all activities that occurred during the year.
Revisions were made to incorporate suggestions and to
address newly recognized potential hazards and regula-
tion updates.

In conclusion, the Safety and Health Plan for the Cin-
cinnati Soil/Lead Project proved to be an effective,
working document for the staff and employees. With the
implementation of the vearly discussion and review
suggestions, this program should also provide useful
material for the development of an effective model for
lead paint abatement safety and health plans.
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APPENDIX I

Agenda for Contractor Training



AGENDA
CONTRACTOR TRAINING
July 29, 1991

Why Are You Here? Schmitgen

Rights and Responsibilities Schmitgen
1. What are your R & R?
2. Lead Modes of Transmission
3. OSHA Action Levels

Hazard Recognition McElroy
1. Activity
Hazard Control
. debris
air
. noise
animals
. people
. traffic
. heat
2. Health Effects
1. Heat Stress, Heat Exhaustion, Heat Stroke

SN WA =

Hazard Control McElroy
1. Monitor Area
2. Safe Work Practices
1. lifting
2. forklifts
3. slips, trips and falls
4. secure work area

Personal Protective Equipment - PPE Schmitgen
1. Hearing Protection
2. Respiratory Protection
3. Protective Clothing
4,

Other PPE
Decontamination McElroy
1. Truck
2. Equipment
3. Shoes
Emergency Response Schmitgen

1. List of Important Names



APPENDIX J

Interior and Exterior Safety & Health Audits: Forms Used & Dates
Performed



Date of visit:

Locatinn:

Super-1zsr:

Fersons Observed:

General description of use:

Chemicals used:

FPE.

Lab roat

Gioves

Ssfety glasses/goggles
Single~uyse respirators
Workpantz/coveralls
Safety shoes

Acid resistant PPE

Lomments:

UC LEAD DEIMONSTRATION PROJECT

LABORATORY SAFETY AUDIT

BEEEREE

238323333

na.
ha.
ns.
na.
nh.a.
na.
n.a.



™

2iqns:

Lesd hazard label:
Entrance yes
Waste containers yes
Sample containers yes
Biological hazard label:
Entrance yes
Yaste containers yes
Refrigerator yes
Transport containers  yes
Chemical hazard 1abels: yes
Perzondal hygiene:
No smoling yes
No esting or drinking  yes
Hand washing yes
Comments:
Chemicsl storage:
Storage instruction given
Orgenic/inorganic mix
Proper cabinets
{ncompatibilities

Personnel ramiliar with MSD3

Flammable storage
All containers 1abeled

Comments:

BEEREES

83338

23838323

33383238

ha.
ns
na.

na.
na.
na.
n.a.
na.

na.
na.
na.



[Sa]

Disposai.

Rroken qlass receptacle

Suiisdust receptacle
Hazardous materials
Biological waste

Comments:

Emergency.

First Avd nt

fFire extinguisher
Notification list
Spiil clesn-up list
Eye wash atation
Telephone

Comments:

Housekeeping:

Food/drink
Orderly work area
Clean restrooms

Clean shower roomms

omments:

1es
ues
yes
yes

jes
yes
yes

yes
yes

yes
yes
yes

M
o
no
fa

23383

no

no
o

G

na
flg.
n3
fi.a3.

1naijequate
i nadequate
inadequate
i nadegquate
inadequate
1nadequate

na
A



S. Other comments:

3. Recommendations:

Uenis Boudreau

Investigator Date
Report gistributed to:

1l Mearath

Jandy Roda

Linda Coneay- Mundew
Scatt Clark

Bub Bornschein

Cate:

asan/ ng



Lsboratory Hood Safety Audit
General Purpose Laboratory Hood

Uate / / Hood Location

uc i Room

investigator

Date oi last review / / Date of last maintenance /

HOOD TYPe: 1.Dry box of glove___2. Vertical sash__3. Horizontal sash___
< Larminar flow___.

Materials used in hood and degree of hazard.

iS5 hood near door/window or exit?

Is hood in high traffic area?

Hood damage”

Lighls work properly?

U.V. hahls work properly?

Electrical receptacies inside hood?

Airfiow grille clogged?

Sharp corners or edges present?

iaterials and equipment 6" from face of hood?

Cormments:



HOOD AUDHT
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¥el (cfm}=  #DI¥/0! Max Ye! {fpm)
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HalT open
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|
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2 PPE

Is

Lo Lead Ton Dernloztration Praject
INTERIO DUST SAFETY AUDIT

':JUDPF" neor/Fareman:
spector

Genersl description of sita and work tisks observed.

Equipment on sita:

Has contractor attended safety tramning?
Site Emtry/Exit iog
Camments:

Eye and face pratection

Head praotection

Foot pratection

Pratective clothing / glaves

Moving of furnishings, carpe! and eguipment
Minimum of two (2} persans
Safe 1ifting methods
Entrances, stairway and passageway
evaluated crior to items mavad

Zomments:

Z. Medical services

ar ﬁrnnu]ancp conﬁmuuous cmt-‘?
Comments:

Site control

Contaminstion control

«
; ©
LSy 7]

yes
yes
yes
yes

yes
yes

yes

yes

no
ne

na
na
na2
no

na
na

na

na

na.
nas.

n.a.
n.a.
n.a.
n.a.

n.a.
n.a.

na.



Transpart and hand!ing of contamingted items

Furmshngs Hes nG na.
Water yee ne na
pust yes nnona
Security maintained on remaved
‘urmshings priar to disposat yes no na.
Manifest system in effect yes no na.
Tamments:
S Housekeeping
= 31te maintained in an orderly fashion? yes no na.
Work area, passageway and stair areas kept clear yes no na.
Dust containers equipped with covers yes no na.
Comments:
6. Emergency response
Emergency contact list available? yes no na.
Fire protection and prevention;
Eiectrical yes no n.a.
Internal combustion engines {exhaust) yes no na.
Smoking in designated areg only? yes no na.
Flammable bases or liguids? yes no na.
Comments:
Y Motar vehicles, and tools
Matar vehicle yes no na.
Hand and power tools yes no na.

Comments:

f Safsty regulations

{1.) Eating or smoking on 3ite i3 prohibited except in specifically
cesignated areas.

{2} Safety equipment and protective clathing shall be worn at all times
as specified.

3.)  Employees shall wash hands and face before eating, drinking or
smoking.

(4) Regulations on washing and removing boots, coveralls and hard hats
shall be observed.

{3.) Al accidents, regardiess of severity shall be reparted to the
immadiate Superviscr, inciuding gamage to property.



(&) Horseplay, fighting, teasing, or practical jokes ar s1te are 200 strgtly
forbidden.

{7} Useaf defective tools or equipment 12 strictly prohited

‘3)  Employees shall never stand under truck loads i any position and
shaH prevent other employees or pedestrians from doing <o

() Employees should check the equipment before each use t0 assure that
a1l guards are in place and that the work areg is well-maintained and
safe.

(10.) Work areas should be kept free of all oil and any substances which ars
clippery.

{11.) Al the eguipment shall be removed from the site at the end aof esch
work day or properly stored in accordance with Section J (3)

{12.) Noane is to report for work in possession of or under the influence of
intoxicants ar drugs.

{12) Al trash must be placed in appropriate receptacles and dispozed of in
accordance with City ordinances.

{14) Al employees shall receive a copy of this Plan or have access to this
document at their place of work. The Contractor shall brief the
employees about this Plan and its avanabmtg before waork

Comments:

9 Other

ITtumination
Minimurn of ten {10) foot-candles yes no na.

comments:

Sanitation
Potable water yes no na.

Toilet facilities yes no na.
washing facilities yes no na.

Comments:

Occupational noise exposures yes no na

Camments:

Electrical hazards yes no na.

Comments:
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JC L=23d Soit Abatement Demonstration Project
EXTERIOR DUST SAFETY AUDIT

Date

Location

Site

Investigator:

Ccontractor:
Supervisor/Foreman:

Site inspector:

1 General description of site and work tasks observed.

Equipment on site:

Has contractor attended safety training? yes no n.a.
Comments:
2 PPE
Eye and face protection yes no na.
Head protection yes no na.
Foot protection , yes no n.a.
Protective clothing / gloves yes no n.a.
Comments:

3. Medical services
Are telephone numbers of physician. hospital

or ambulance conspicuously posted? yes no n.a.
IS there a first ald kit? yes no n.a
I's the first ald kit adequately stocked? yes no n.a.
Comments:

4 Site control
Dust control yes no n.a.
Vehicle and pedestrian traffic
Is there at least one traffic lane open
at all times? yes no n.a.



garriers,signs and detours
Is there adequate signage? yes no n.a
Danger
Caution
Exit
Safety instruction
Direction
Traffic
Accident prevention tags
Are flaggers using proper signals? yes no n.a.
Are barricades effective? yes no n.a.
Comments:

5. Housekeeping
Are scrap lumber and combustibles properly

controlled. yes no n.a.
Are proper waste containers with 1ids used? yes no n.a.
Is stte maintained in an orderly fashion? yes no n.a.
Comments:

6. Emergency response

Emergency contact 11st avallable? yes no n.a.
Fire protection and prevention;
Electrical yes no n.a
Internal combustion engines (exhaust) yes no n.a
Smoking in designated area only? yes no na.
Flammable bases or 1iquids? yes no na.
Comments:

7. Motor vehicles, mechanized equipment and tools

Motor vehicle yes no n.a.
Off road vehicles yes no n.a.
Material handling equipment yes no n.a.
Hand and power tools yes no n.a.
Comments:

8 Safety regulations
(1.)  Eating or smoking on stte 1s prohibited except In specifically
designated areas.
(2.) Safety equipment and protective clothing shall be worn at all times



as specifieq

(3) Employees shall wash hands and face before eating, drinking ¢r
smoking.

(4) Regulatfons on washing and removing boots, coveralls and hard hats
shall be observed.

(5.)  All accidents, regardless of severity shail be reported to the
immediate Supervisor, including damage to property.

(6.) Horseplay, fighting, teasing, or practical jokes on stte are all strictly
forbidden.

(7.) Use of defective tools or equipment is strictly prohibited.

(8.) Employees shall never stand under truck loads in any position and
shall prevent other employees or pedestrians from doing so.

(9.) Employees should check the equipment before each use to assure that
all guards are In place and that the work area is well-maintained and
safe.

(10.) Work areas should be kept free of all o1l and any substances which are
slippery.

(11.) Al the equipment shall be removed from the site at the end of each
work day or properly stored in accordance with Section J (a).

(12.) No one is to report for work in possession of or under the influence of
intoxicants or drugs.

(13.) All trash must be placed in appropriate receptacles and disposed of in
accordance with City ordinances.

(14.) Vehicular speed Is not to exceed S MPH on the site to minimize dust
generation.

(15.) Trucks or any other vehicle carrying Contractor's supplies, tools, etc,,
may park at the work site; however, they must be decontaminated and
inspected prior to leaving the site.

(16.) All employees shall recelve a copy of this Plan or have access to this
document at thetr place of work. The Contractor shall brief the
employees about this Plan and its availability before work
commences.

Comments:

9. Other

iNumination yes no na.

Comments:

Sanitation

Potable water yeés no n.a



Tollet faciiities
washing raciiities
Comments:

Occupational noise exposures
Comments:

Electrical hazards
Comments:

9, Recommendations:

Denis Boudreau

investigator
Report distributed to:

—Bili Menrath

Sandy Roda
—Linda Conway-Mundew
Scott Clark
—Bob Bornschein

Date:

Date

¥y€3 NG na
yés N0 na

yes no na

yes no n.a




U.C. LEAD DEMONSTRATION PROJECT

HEALTH AND SAFETY AUDITS

1989

Lab Audits
Date Location Room

6/29/89 Main Street

12/29/89 Main Street
4/19/89 Kettering 204
6/30/89 Kettering 309
10/4/89 Kettering 309
3/15/89 Kettering 322
10/31/89 Kettering 322
3/15/89 Kettering 329
6/30/89 Kettering 329
10/6/89 Kettering 329
11/2/89 Kettering 329
4/19/89 Kettering 407
5/16/89 Kettering 407
6/30/89 Kettering 407

Page 1




U.C. LEAD DEMONSTRATION PRCJECT

HEALTH AND SAFETY AUDITS

1990
Date Location
Lab 6/21/90 Wherry Hall G-07
11/7/90 Wherry Hall G-07
8/17/90 3333 Vine Street
6/5/90 EPA 108
11/28/90 EPA 108
11/28/90 EPA 110
1/3/90 Main Street*
1/12/90 Main Street®
2/5/90 Main Street®
2/12/90 Main Street*
4/10/90 Main Straet
7/17/90 Main Street
10/23/90 Main Street
1/22/90 Kettering 204
2/20/90 Kettering 309
4/19/90 Kettering 309
6/30/90 Kettering 309
3/30/90 Kettering 322
*Hood Audit Only
Clinic 6/28/90 Main Street
11/20/90 Main Street
Interior Dust 8/17/90 537 E. 13th Street
8/22/90 1824 Race Street
Exterior Dust 8/27/90 Dandridge
9/6/90 Findlay
9/14/90 Findlay
9/20/90 Price Hill
10/4/90 Lower Price Hill
10/5/90 Bolivar Alley
10/17/90 Pendleton
10/17/80 Dandridge
10/25/90 Findlay
10/31/90 Findlay

Page 1
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HEALTH AND SAFETY AUDITS

1991
Date Location
Lab 6/21/91 Main Street
6/24/91 EPA 108
6/24/91 EPA 110
7/2/91 Med. Science Bldg.6260
6/26/91 3333 Vine Street 201
6/27/91 Wherry Hall G-07
Clinic NONE
Interior Dust 7/10/91 Glencoe
7/15/91 Glencoe
7/25/91 Glencoe
8/1/91 Glencoe
Exterior Dust 7/3/91 Glencoe/Mohawk
7/31/91 Glencoe
8/28/91 Mohawk
Field Safety 6/21/91 Glencoe
6/26/91 Glencoe
6/28/91 Glencoe
7/2/91 Findlay
7/10/91 Glencoe
7/16/91 Pendieton
7/24/91 Glencoe/Mohawk
8/2/91 Dandridge
8/22/91 Pendleton

Page 1




Appendix K

Door Mat Placement, Sampling and Removal Sequence



Bhase  Mat Placed  Mat Removed  Mat Sampled
0l One ce= One
02 Two One One
03 --- --- Two
05 Three Two Two
06 Four Three Three
07 --- .ee Four
09 --- .e- Four

APPENDIX K

INTERIOR DOOR MAT PLACEMENT AND SAMPLING SEQUENCES

Approximate Length of
Time Mat in House

Mat sampled after less
than 1 hr in residence

Two months in
residence (during
Interior and Exterior
Abatement in Area A
and Interior Abatement
in Area B)

Three months in
residence (Post-
Abatement for Areas A
and B)

Ten months in
residence (Post-
Abatement for Areas A
and B)

Two months in
residence (during Ext.
Abatement in Area B)

Three months in
residence (Post-
Abatement in Area B)

Ten months in
residence (Post-Ext.
Abatement in Area B)



